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Philosophy

Process

Balancing form and optical performance, we make lighting tools that 
work in unison with their environment, whether built or natural. Our 
products are designed to support and complement the architectural 
values of their surroundings, with a range of optical characteristics 
that allow designers to deliver their concepts in thoughtfully resolved 
ways.

We believe that architecture has the capacity to enrich the lived 
experience of those who interact with it. By prioritising quality of light 
and considered form, our products ensure that the materiality and 
finish of a space is shown in a vivid and true manner. We believe in the 
use of indirect light as a core principle of lighting design. Replicating 
the way that natural light falls on objects and defines space, indirect 
illumination creates more human environments. Combined with the 
selective use of direct illumination for task areas, considered light 
planning has the power to define architecture in transformational 
ways.

Established and headquartered in Sydney, IILUS was formed to 
address a common challenge for architects and designers across the 
globe when making luminaire selections - how to curate a selection 
of products from various manufacturers to perform a range of 
functions, while maintaining a common design language throughout 
a project. As a result, our products contain a common design thread 
that delivers a consistent visual connection throughout a project, 
from inside to out.

Headed by Design Director Goran Stojanovic, the IILUS design 
studio functions as a laboratory for the examination and evolution of 
luminaire design. We research the latest technologies, materials and 
processes in order to produce refined and highly evolved finished 
articles. Striking a balance between functional tools for illumination 
and carefully detailed architectural elements, we aim to apply ‘just 
enough’ ornamentation to delight whilst eliminating superfluous 
detail, ensuring that our products are sympathetic to the context of 
their surroundings.

© IILUS  
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Accent Accent

Accent 100 Trimless
Fixed Type 2 098

Accent 100 Trimless
Fixed Type 3 108

Accent 100 Trimless
Directional Type 2 114

Accent 100 Trimless
Directional Type 3 122

Accent 100
Asymmetrical Type 2 126

Accent 100 IP Trimless
Fixed Type 2 130

Accent 100 IP Trimless
Fixed Type 3 134

Accent 100 IP Trimless
Directional Type 2 138

Accent 100 IP Trimless
Directional Type 3 142

Accent 100 IP Trimless
Asymmetrical Type 2 146

G G

Accent 100
Fixed Type 1 018

Accent 100
Fixed Type 2 026

Accent 100
Fixed Type 3 030

Accent 100
Directional Type 1 034

Accent 100
Directional Type 2 038

Accent 100
Directional Type 3 042

Accent 100
Asymmetrical Type 1 046

Accent 100
Asymmetrical Type 2 050

056 064 068 072

076 080 084 088

Accent 100 IP
Fixed Type 1

Accent 100 IP
Fixed Type 2

Accent 100 IP
Fixed Type 3

Accent 100 IP
Directional Type 1

Accent 100 IP
Directional Type 2

Accent 100 IP
Directional Type 3

Accent 100 IP
Asymmetrical Type 1

Accent 100 IP
Asymmetrical Type 2

INT INT INT INT

INT INT INT INT

EXT EXT EXT EXT

EXT EXT EXT EXT

INT Interior
EXT Exterior

INT Interior
EXT Exterior
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Accent 100 Trimless Concrete
Fixed Type 1 156 160 164 168

172 176

Accent 100 Trimless Concrete
Fixed Type 2

Accent 100 Trimless Concrete
Fixed Type 3

Accent 100 Trimless Concrete
Directional Type 1

Accent 100 Trimless Concrete
Directional Type 2

Accent 100 Trimless Concrete
Directional Type 3 180

Accent 100 Trimless Concrete
Asymmetrical Type 1 184

Accent 100 Trimless Concrete
Asymmetrical Type 2

Accent 100 IP Trimless Concrete
Fixed Type 1 188 192

Accent 100 IP Trimless Concrete
Fixed Type 2

Accent 100 IP Trimless Concrete
Fixed Type 3 200

204 208

Accent 100 IP Trimless Concrete
Directional Type 1

Accent 100 IP Trimless Concrete
Directional Type 2

Accent 100 IP Trimless Concrete
Directional Type 3

Accent 100 IP Trimless Concrete
Asymmetrical Type 1
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Accent 100 IP Trimless Concrete
Asymmetrical Type 2

Mono 060 
Type 1 224

Mono 060
Type 2 230

Mono 060
Type 3 234

Mono 060²
Type 1 242

Mono 060²
Type 2 246

Mono 060²
Type 3 250

Mono 060 Trimless 
Type 1 258

292 300 304

310 314 318

Mono 060 Surface
Type 1

Mono 060 Surface
Type 2

Mono 060 Surface
Type 3

Mono 060 IP Surface
Type 1

Mono 060 IP Surface
Type 2

Mono 060 IP Surface
Type 3

Mono 060 Trimless
Type 2 262

Mono 060 Trimless
Type 3 266

Accent
Mono

MonoG GHI

Mono 060 Trimless Concrete
Type 1 276

Mono 060 Trimless Concrete
Type 2 280

Mono 060 Trimless Concrete
Type 3 284 328

Mono 060 Suspension
Type 1 332

Mono 060 Suspension
Type 2 336

Mono 060 Suspension
Type 3

196

212 216

INT   Interior
EXT  Exterior

INT   Interior
EXT  Exterior

INT INT INT INT

INT INT INT INT

EXT EXT EXT EXT

EXT EXT EXT EXT

INT / EXT INT / EXT INT / EXT

INT INT INT INT 

INT INT INT INT

INT INT INT INT

EXT EXT EXT

INT INT INT
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Mono 100 
Type 1 344

Mono 100 Trimless
Type 3 392

Mono 100 Trimless Concrete
Type 1 402 408 414

Mono 100 Trimless Concrete
Fixed Type 2

Mono 100 Trimless Concrete
Fixed Type 3

Mono 100 
Type 2 352

Mono 100 
Type 3 360

Mono 100 IP 
Type 1 368

Mono 100 IP 
Type 2 372

Mono 100 IP
Type 3 376

Mono 100 Trimless 
Type 1 384

Mono 100 Trimless 
Type 2 388

Mono 100 Surface 
Type 1 422

Mono 100 Surface 
Type 2 426

Mono 100 Surface 
Type 3 430

Mono 100 IP Surface 
Type 1 434

Mono 100 IP Surface 
Type 2 440

Mono 100 IP Surface
Type 3 444

450
Mono 100 Suspension
Type 1 454

Mono 100 Suspension
Type 2 458

Mono 100 Suspension
Type 3

466
Fade 100 Suspension
Type 1 478

Fade 100 Up
Type 1 492

Fade 100 Trimless Down
Type 1 498

Fade 100 Down
Type 1

504
Avenir 060
Type 1 512

Avenir 060
Type 2 516

Avenir 060 
Type 3

524
Planar 170
Type 1

Mono Mono
Fade
Avenir 
Planar

G IEF

INT   Interior
EXT  Exterior

INT   Interior
EXT  Exterior

INT INT INT EXT

EXT EXT INT INT

INT INT / EXT INT / EXT INT / EXT
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EXT EXT
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INT / EXT INT / EXT INT / EXT
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Accent 100 Accent 100 Fixed
Accent 100 Directional
Accent 100 Asymmetrical
Accent 100 IP Fixed
Accent 100 IP Directional
Accent 100 IP Asymmetrical
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Accent

System

Optical Assembly

Accent is a family of luminaires designed to optimise visual comfort 
when illuminating either objects or space, and is supported by a 
series of facades and integration systems to ensure a consistent visual 
language between the luminaire and the surrounding architecture.

An adjustable depth mechanism allows the optical source to be 
moved to a shallower position for extra wide or ellipitcal illumination, 
or to be fixed in a deeper position for use with narrower beams and 
accent lighting. 

A range of light shaping accessories allows the user to customise the 
lighting technique, from even diffuse light to oval beams for a wide 
range of applications.

High pressure die cast black anodised ceiling mount with aluminium 
fixing blades; black anodised die cast retention mechanism for 
optical assembly; hex screw module fixation. Optical unit set back 
with variable 45mm depth tolerance. Optional internal snoot in 
black anodised die cast aluminium. Facades in high pressure die 
cast aluminium; powdercoat finish; silicon gasket to ceiling mount. 
IP facade with clear glass lens and silicon seal. Optical housing 
and dissipation system in black anodised forged aluminium with 
2 pole connector to secondary terminal on LED power supply 
180mA/350mA constant current. Primary terminal with plug and 
flex; active power factor correction; current regulation, voltage spike 
protection. Class III. IP20 — IP44.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <2 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. In combination 
with optional spreader, linear spreader, diffuser lens or honeycomb 
louvre.

Page —
 012 Pa

ge
 —

 0
13

Ac
ce

nt
Accent



The Accent collection consists of fixed, directional and asymmetrical 
versions which may be used side by side for a unified suite of lighting 
design tools. 

Accent

Adjustable depth mechanism to optimise visual comfort 

0 - 40mm

High pressure die cast facade screws onto housing, 

including a foam seal to ensure that ingress protection 

is maintained.

Thumb screw retention for LED Module

Internal module housing may be removed  to 

service and adjust LED module and driver 

while outer component remains in place to 

avoid damage to ceiling material

Selection of 3 facade options, including IP 

rated versions for use in outdoor or wet areas.

Fixture with fast connector to driver 

for ease of installation
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Accent Type 1  ▲

Accent Type 2  ▶
Accent Type 3  ▶
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System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 92mm Round x 95-115mm (7W/8W) / 135-155mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

Accent 100 Fixed 
Type 1 

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
tapered detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

100

63 - 84

12

100

103 - 124
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Accent 100 Fixed 
Type 1 

Page —
 020

Accent

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 000100.011 100 10 000101.011 100 10 000102.011 ○ White Fixed Output

100 10 000100.021 100 10 000101.021 100 10 000102.021 ▯ Black Fixed Output

100 10 000100.012 100 10 000101.012 100 10 000102.012 ○ White Phase DIM

100 10 000100.022 100 10 000101.022 100 10 000102.022 ▯ Black Phase DIM

100 10 000100.013 100 10 000101.013 100 10 000102.013 ○ White DALI

100 10 000100.023 100 10 000101.023 100 10 000102.023 ▯ Black DALI

8W 3000°K 100 10 000103.011 100 10 000104.011 100 10 000105.011 ○ White Fixed Output

100 10 000103.021 100 10 000104.021 100 10 000105.021 ▯ Black Fixed Output

100 10 000103.012 100 10 000104.012 100 10 000105.012 ○ White Phase DIM

100 10 000103.022 100 10 000104.022 100 10 000105.022 ▯ Black Phase DIM

100 10 000103.013 100 10 000104.013 100 10 000105.013 ○ White DALI

100 10 000103.023 100 10 000104.023 100 10 000105.023 ▯ Black DALI

8W 4000°K 100 10 000106.011 100 10 000107.011 100 10 000108.011 ○ White Fixed Output

100 10 000106.021 100 10 000107.021 100 10 000108.021 ▯ Black Fixed Output

100 10 000106.012 100 10 000107.012 100 10 000108.012 ○ White Phase DIM

100 10 000106.022 100 10 000107.022 100 10 000108.022 ▯ Black Phase DIM

100 10 000106.013 100 10 000107.013 100 10 000108.013 ○ White DALI

100 10 000106.023 100 10 000107.023 100 10 000108.023 ▯ Black DALI

7W 2700-1800°K 100 10 000109.011 100 10 000110.011 100 10 000111.011 ○ White Fixed Output

100 10 000109.021 100 10 000110.021 100 10 000111.021 ▯ Black Fixed Output

100 10 000109.012 100 10 000110.012 100 10 000111.012 ○ White Phase DIM

100 10 000109.022 100 10 000110.022 100 10 000111.022 ▯ Black Phase DIM

100 10 000109.013 100 10 000110.013 100 10 000111.013 ○ White DALI

100 10 000109.023 100 10 000110.023 100 10 000111.023 ▯ Black DALI

14W 2700°K 100 10 000112.011 100 10 000113.011 100 10 000114.011 ○ White Fixed Output

100 10 000112.021 100 10 000113.021 100 10 000114.021 ▯ Black Fixed Output

100 10 000112.012 100 10 000113.012 100 10 000114.012 ○ White Phase DIM

100 10 000112.022 100 10 000113.022 100 10 000114.022 ▯ Black Phase DIM

100 10 000112.013 100 10 000113.013 100 10 000114.013 ○ White DALI

100 10 000112.023 100 10 000113.023 100 10 000102.023 ▯ Black DALI

14W 3000°K 100 10 000115.011 100 10 000116.011 100 10 000117.011 ○ White Fixed Output

100 10 000115.021 100 10 000116.021 100 10 000117.021 ▯ Black Fixed Output

100 10 000115.012 100 10 000116.012 100 10 000117.012 ○ White Phase DIM

100 10 000115.022 100 10 000116.022 100 10 000117.022 ▯ Black Phase DIM

100 10 000115.013 100 10 000116.013 100 10 000117.013 ○ White DALI

100 10 000115.023 100 10 000116.023 100 10 000117.023 ▯ Black DALI

14W 4000°K 100 10 000118.011 100 10 000119.011 100 10 000120.011 ○ White Fixed Output

100 10 000118.021 100 10 000119.021 100 10 000120.021 ▯ Black Fixed Output

100 10 000118.012 100 10 000119.012 100 10 000120.012 ○ White Phase DIM

100 10 000118.022 100 10 000119.022 100 10 000120.022 ▯ Black Phase DIM

100 10 000118.013 100 10 000119.013 100 10 000120.013 ○ White DALI

100 10 000118.023 100 10 000119.023 100 10 000120.023 ▯ Black DALI Pa
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Accent 100 Fixed 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
expressed detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 92mm Round x 95-115mm (7W/8W) / 135-155mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

63 - 84

21

100

105 - 124

21
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Accent 100 Fixed 
Type 2 
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 000200.011 100 10 000201.011 100 10 000202.011 ○ White Fixed Output

100 10 000200.021 100 10 000201.021 100 10 000202.021 ▯ Black Fixed Output

100 10 000200.012 100 10 000201.012 100 10 000202.012 ○ White Phase DIM

100 10 000200.022 100 10 000201.022 100 10 000202.022 ▯ Black Phase DIM

100 10 000200.013 100 10 000201.013 100 10 000202.013 ○ White DALI

100 10 000200.023 100 10 000201.023 100 10 000202.023 ▯ Black DALI

8W 3000°K 100 10 000203.011 100 10 000204.011 100 10 000205.011 ○ White Fixed Output

100 10 000203.021 100 10 000204.021 100 10 000205.021 ▯ Black Fixed Output

100 10 000203.012 100 10 000204.012 100 10 000205.012 ○ White Phase DIM

100 10 000203.022 100 10 000204.022 100 10 000205.022 ▯ Black Phase DIM

100 10 000203.013 100 10 000204.013 100 10 000205.013 ○ White DALI

100 10 000203.023 100 10 000204.023 100 10 000205.023 ▯ Black DALI

8W 4000°K 100 10 000206.011 100 10 000207.011 100 10 000208.011 ○ White Fixed Output

100 10 000206.021 100 10 000207.021 100 10 000208.021 ▯ Black Fixed Output

100 10 000206.012 100 10 000207.012 100 10 000208.012 ○ White Phase DIM

100 10 000206.022 100 10 000207.022 100 10 000208.022 ▯ Black Phase DIM

100 10 000206.013 100 10 000207.013 100 10 000208.013 ○ White DALI

100 10 000206.023 100 10 000207.023 100 10 000208.023 ▯ Black DALI

7W 2700-1800°K 100 10 000209.011 100 10 000210.011 100 10 000211.011 ○ White Fixed Output

100 10 000209.021 100 10 000210.021 100 10 000211.021 ▯ Black Fixed Output

100 10 000209.012 100 10 000210.012 100 10 000211.012 ○ White Phase DIM

100 10 000209.022 100 10 000210.022 100 10 000211.022 ▯ Black Phase DIM

100 10 000209.013 100 10 000210.013 100 10 000211.013 ○ White DALI

100 10 000209.023 100 10 000210.023 100 10 000211.023 ▯ Black DALI

14W 2700°K 100 10 000212.011 100 10 000213.011 100 10 000214.011 ○ White Fixed Output

100 10 000212.021 100 10 000213.021 100 10 000214.021 ▯ Black Fixed Output

100 10 000212.012 100 10 000213.012 100 10 000214.012 ○ White Phase DIM

100 10 000212.022 100 10 000213.022 100 10 000214.022 ▯ Black Phase DIM

100 10 000212.013 100 10 000213.013 100 10 000214.013 ○ White DALI

100 10 000212.023 100 10 000213.023 100 10 000202.023 ▯ Black DALI

14W 3000°K 100 10 000215.011 100 10 000216.011 100 10 000217.011 ○ White Fixed Output

100 10 000215.021 100 10 000216.021 100 10 000217.021 ▯ Black Fixed Output

100 10 000215.012 100 10 000216.012 100 10 000217.012 ○ White Phase DIM

100 10 000215.022 100 10 000216.022 100 10 000217.022 ▯ Black Phase DIM

100 10 000215.013 100 10 000216.013 100 10 000217.013 ○ White DALI

100 10 000215.023 100 10 000216.023 100 10 000217.023 ▯ Black DALI

14W 4000°K 100 10 000218.011 100 10 000219.011 100 10 000220.011 ○ White Fixed Output

100 10 000218.021 100 10 000219.021 100 10 000220.021 ▯ Black Fixed Output

100 10 000218.012 100 10 000219.012 100 10 000220.012 ○ White Phase DIM

100 10 000218.022 100 10 000219.022 100 10 000220.022 ▯ Black Phase DIM

100 10 000218.013 100 10 000219.013 100 10 000220.013 ○ White DALI

100 10 000218.023 100 10 000219.023 100 10 000220.023 ▯ Black DALI



Accent 100 Fixed 
Type 3

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with snoot 
detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 92mm Round x 95-115mm (7W/8W) / 135-155mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

63 - 84

21

100

103 - 124

21
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Accent 100 Fixed 
Type 3
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 000300.011 100 10 000301.011 100 10 000302.011 ○ White Fixed Output

100 10 000300.021 100 10 000301.021 100 10 000302.021 ▯ Black Fixed Output

100 10 000300.012 100 10 000301.012 100 10 000302.012 ○ White Phase DIM

100 10 000300.022 100 10 000301.022 100 10 000302.022 ▯ Black Phase DIM

100 10 000300.013 100 10 000301.013 100 10 000302.013 ○ White DALI

100 10 000300.023 100 10 000301.023 100 10 000302.023 ▯ Black DALI

8W 3000°K 100 10 000303.011 100 10 000304.011 100 10 000305.011 ○ White Fixed Output

100 10 000303.021 100 10 000304.021 100 10 000305.021 ▯ Black Fixed Output

100 10 000303.012 100 10 000304.012 100 10 000305.012 ○ White Phase DIM

100 10 000303.022 100 10 000304.022 100 10 000305.022 ▯ Black Phase DIM

100 10 000303.013 100 10 000304.013 100 10 000305.013 ○ White DALI

100 10 000303.023 100 10 000304.023 100 10 000305.023 ▯ Black DALI

8W 4000°K 100 10 000306.011 100 10 000307.011 100 10 000308.011 ○ White Fixed Output

100 10 000306.021 100 10 000307.021 100 10 000308.021 ▯ Black Fixed Output

100 10 000306.012 100 10 000307.012 100 10 000308.012 ○ White Phase DIM

100 10 000306.022 100 10 000307.022 100 10 000308.022 ▯ Black Phase DIM

100 10 000306.013 100 10 000307.013 100 10 000308.013 ○ White DALI

100 10 000306.023 100 10 000307.023 100 10 000308.023 ▯ Black DALI

7W 2700-1800°K 100 10 000309.011 100 10 000310.011 100 10 000311.011 ○ White Fixed Output

100 10 000309.021 100 10 000310.021 100 10 000311.021 ▯ Black Fixed Output

100 10 000309.012 100 10 000310.012 100 10 000311.012 ○ White Phase DIM

100 10 000309.022 100 10 000310.022 100 10 000311.022 ▯ Black Phase DIM

100 10 000309.013 100 10 000310.013 100 10 000311.013 ○ White DALI

100 10 000309.023 100 10 000310.023 100 10 000311.023 ▯ Black DALI

14W 2700°K 100 10 000312.011 100 10 000313.011 100 10 000314.011 ○ White Fixed Output

100 10 000312.021 100 10 000313.021 100 10 000314.021 ▯ Black Fixed Output

100 10 000312.012 100 10 000313.012 100 10 000314.012 ○ White Phase DIM

100 10 000312.022 100 10 000313.022 100 10 000314.022 ▯ Black Phase DIM

100 10 000312.013 100 10 000313.013 100 10 000314.013 ○ White DALI

100 10 000312.023 100 10 000313.023 100 10 000302.023 ▯ Black DALI

14W 3000°K 100 10 000315.011 100 10 000316.011 100 10 000317.011 ○ White Fixed Output

100 10 000315.021 100 10 000316.021 100 10 000317.021 ▯ Black Fixed Output

100 10 000315.012 100 10 000316.012 100 10 000317.012 ○ White Phase DIM

100 10 000315.022 100 10 000316.022 100 10 000317.022 ▯ Black Phase DIM

100 10 000315.013 100 10 000316.013 100 10 000317.013 ○ White DALI

100 10 000315.023 100 10 000316.023 100 10 000317.023 ▯ Black DALI

14W 4000°K 100 10 000318.011 100 10 000319.011 100 10 000320.011 ○ White Fixed Output

100 10 000318.021 100 10 000319.021 100 10 000320.021 ▯ Black Fixed Output

100 10 000318.012 100 10 000319.012 100 10 000320.012 ○ White Phase DIM

100 10 000318.022 100 10 000319.022 100 10 000320.022 ▯ Black Phase DIM

100 10 000318.013 100 10 000319.013 100 10 000320.013 ○ White DALI

100 10 000318.023 100 10 000319.023 100 10 000320.023 ▯ Black DALI



Accent 100 Directional 
Type 1

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
tapered detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0-30° Tilt

Cut-Out 92mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

12

85 - 105

100

125 - 145

12
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Accent 100 Directional 
Type 1
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 001100.011 100 10 001101.011 100 10 001102.011 ○ White Fixed Output

100 10 001100.021 100 10 001101.021 100 10 001102.021 ▯ Black Fixed Output

100 10 001100.012 100 10 001101.012 100 10 001102.012 ○ White Phase DIM

100 10 001100.022 100 10 001101.022 100 10 001102.022 ▯ Black Phase DIM

100 10 001100.013 100 10 001101.013 100 10 001102.013 ○ White DALI

100 10 001100.023 100 10 001101.023 100 10 001102.023 ▯ Black DALI

8W 3000°K 100 10 001103.011 100 10 001104.011 100 10 001105.011 ○ White Fixed Output

100 10 001103.021 100 10 001104.021 100 10 001105.021 ▯ Black Fixed Output

100 10 001103.012 100 10 001104.012 100 10 001105.012 ○ White Phase DIM

100 10 001103.022 100 10 001104.022 100 10 001105.022 ▯ Black Phase DIM

100 10 001103.013 100 10 001104.013 100 10 001105.013 ○ White DALI

100 10 001103.023 100 10 001104.023 100 10 001105.023 ▯ Black DALI

8W 4000°K 100 10 001106.011 100 10 001107.011 100 10 001108.011 ○ White Fixed Output

100 10 001106.021 100 10 001107.021 100 10 001108.021 ▯ Black Fixed Output

100 10 001106.012 100 10 001107.012 100 10 001108.012 ○ White Phase DIM

100 10 001106.022 100 10 001107.022 100 10 001108.022 ▯ Black Phase DIM

100 10 001106.013 100 10 001107.013 100 10 001108.013 ○ White DALI

100 10 001106.023 100 10 001107.023 100 10 001108.023 ▯ Black DALI

7W 2700-1800°K 100 10 001109.011 100 10 001110.011 100 10 001111.011 ○ White Fixed Output

100 10 001109.021 100 10 001110.021 100 10 001111.021 ▯ Black Fixed Output

100 10 001109.012 100 10 001110.012 100 10 001111.012 ○ White Phase DIM

100 10 001109.022 100 10 001110.022 100 10 001111.022 ▯ Black Phase DIM

100 10 001109.013 100 10 001110.013 100 10 001111.013 ○ White DALI

100 10 001109.023 100 10 001110.023 100 10 001111.023 ▯ Black DALI

14W 2700°K 100 10 001112.011 100 10 001113.011 100 10 001114.011 ○ White Fixed Output

100 10 001112.021 100 10 001113.021 100 10 001114.021 ▯ Black Fixed Output

100 10 001112.012 100 10 001113.012 100 10 001114.012 ○ White Phase DIM

100 10 001112.022 100 10 001113.022 100 10 001114.022 ▯ Black Phase DIM

100 10 001112.013 100 10 001113.013 100 10 001114.013 ○ White DALI

100 10 001112.023 100 10 001113.023 100 10 001102.023 ▯ Black DALI

14W 3000°K 100 10 001115.011 100 10 001116.011 100 10 001117.011 ○ White Fixed Output

100 10 001115.021 100 10 001116.021 100 10 001117.021 ▯ Black Fixed Output

100 10 001115.012 100 10 001116.012 100 10 001117.012 ○ White Phase DIM

100 10 001115.022 100 10 001116.022 100 10 001117.022 ▯ Black Phase DIM

100 10 001115.013 100 10 001116.013 100 10 001117.013 ○ White DALI

100 10 001115.023 100 10 001116.023 100 10 001117.023 ▯ Black DALI

14W 4000°K 100 10 001118.011 100 10 001119.011 100 10 001120.011 ○ White Fixed Output

100 10 001118.021 100 10 001119.021 100 10 001120.021 ▯ Black Fixed Output

100 10 001118.012 100 10 001119.012 100 10 001120.012 ○ White Phase DIM

100 10 001118.022 100 10 001119.022 100 10 001120.022 ▯ Black Phase DIM

100 10 001118.013 100 10 001119.013 100 10 001120.013 ○ White DALI

100 10 001118.023 100 10 001119.023 100 10 001120.023 ▯ Black DALI



Accent 100 Directional 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
expressed detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0-30° Tilt

Cut-Out 92mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth  

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

85 - 105

22

100

125 - 145

21
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Accent 100 Directional 
Type 2
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 001200.011 100 10 001201.011 100 10 001202.011 ○ White Fixed Output

100 10 001200.021 100 10 001201.021 100 10 001202.021 ▯ Black Fixed Output

100 10 001200.012 100 10 001201.012 100 10 001202.012 ○ White Phase DIM

100 10 001200.022 100 10 001201.022 100 10 001202.022 ▯ Black Phase DIM

100 10 001200.013 100 10 001201.013 100 10 001202.013 ○ White DALI

100 10 001200.023 100 10 001201.023 100 10 001202.023 ▯ Black DALI

8W 3000°K 100 10 001203.011 100 10 001204.011 100 10 001205.011 ○ White Fixed Output

100 10 001203.021 100 10 001204.021 100 10 001205.021 ▯ Black Fixed Output

100 10 001203.012 100 10 001204.012 100 10 001205.012 ○ White Phase DIM

100 10 001203.022 100 10 001204.022 100 10 001205.022 ▯ Black Phase DIM

100 10 001203.013 100 10 001204.013 100 10 001205.013 ○ White DALI

100 10 001203.023 100 10 001204.023 100 10 001205.023 ▯ Black DALI

8W 4000°K 100 10 001206.011 100 10 001207.011 100 10 001208.011 ○ White Fixed Output

100 10 001206.021 100 10 001207.021 100 10 001208.021 ▯ Black Fixed Output

100 10 001206.012 100 10 001207.012 100 10 001208.012 ○ White Phase DIM

100 10 001206.022 100 10 001207.022 100 10 001208.022 ▯ Black Phase DIM

100 10 001206.013 100 10 001207.013 100 10 001208.013 ○ White DALI

100 10 001206.023 100 10 001207.023 100 10 001208.023 ▯ Black DALI

7W 2700-1800°K 100 10 001209.011 100 10 001210.011 100 10 001211.011 ○ White Fixed Output

100 10 001209.021 100 10 001210.021 100 10 001211.021 ▯ Black Fixed Output

100 10 001209.012 100 10 001210.012 100 10 001211.012 ○ White Phase DIM

100 10 001209.022 100 10 001210.022 100 10 001211.022 ▯ Black Phase DIM

100 10 001209.013 100 10 001210.013 100 10 001211.013 ○ White DALI

100 10 001209.023 100 10 001210.023 100 10 001211.023 ▯ Black DALI

14W 2700°K 100 10 001212.011 100 10 001213.011 100 10 001214.011 ○ White Fixed Output

100 10 001212.021 100 10 001213.021 100 10 001214.021 ▯ Black Fixed Output

100 10 001212.012 100 10 001213.012 100 10 001214.012 ○ White Phase DIM

100 10 001212.022 100 10 001213.022 100 10 001214.022 ▯ Black Phase DIM

100 10 001212.013 100 10 001213.013 100 10 001214.013 ○ White DALI

100 10 001212.023 100 10 001213.023 100 10 001202.023 ▯ Black DALI

14W 3000°K 100 10 001215.011 100 10 001216.011 100 10 001217.011 ○ White Fixed Output

100 10 001215.021 100 10 001216.021 100 10 001217.021 ▯ Black Fixed Output

100 10 001215.012 100 10 001216.012 100 10 001217.012 ○ White Phase DIM

100 10 001215.022 100 10 001216.022 100 10 001217.022 ▯ Black Phase DIM

100 10 001215.013 100 10 001216.013 100 10 001217.013 ○ White DALI

100 10 001215.023 100 10 001216.023 100 10 001217.023 ▯ Black DALI

14W 4000°K 100 10 001218.011 100 10 001219.011 100 10 001220.011 ○ White Fixed Output

100 10 001218.021 100 10 001219.021 100 10 001220.021 ▯ Black Fixed Output

100 10 001218.012 100 10 001219.012 100 10 001220.012 ○ White Phase DIM

100 10 001218.022 100 10 001219.022 100 10 001220.022 ▯ Black Phase DIM

100 10 001218.013 100 10 001219.013 100 10 001220.013 ○ White DALI

100 10 001218.023 100 10 001219.023 100 10 001220.023 ▯ Black DALI



Accent 100 Directional 
Type 3

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with snoot 
detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0-30° Tilt

Cut-Out 92mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

85 - 105

21

100

125 - 145

21

Page —
 042 Pa

ge
 —

 0
43

Ac
ce

nt
Accent



Accent 100 Directional 
Type 3
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 001300.011 100 10 001301.011 100 10 001302.011 ○ White Fixed Output

100 10 001300.021 100 10 001301.021 100 10 001302.021 ▯ Black Fixed Output

100 10 001300.012 100 10 001301.012 100 10 001302.012 ○ White Phase DIM

100 10 001300.022 100 10 001301.022 100 10 001302.022 ▯ Black Phase DIM

100 10 001300.013 100 10 001301.013 100 10 001302.013 ○ White DALI

100 10 001300.023 100 10 001301.023 100 10 001302.023 ▯ Black DALI

8W 3000°K 100 10 001303.011 100 10 001304.011 100 10 001305.011 ○ White Fixed Output

100 10 001303.021 100 10 001304.021 100 10 001305.021 ▯ Black Fixed Output

100 10 001303.012 100 10 001304.012 100 10 001305.012 ○ White Phase DIM

100 10 001303.022 100 10 001304.022 100 10 001305.022 ▯ Black Phase DIM

100 10 001303.013 100 10 001304.013 100 10 001305.013 ○ White DALI

100 10 001303.023 100 10 001304.023 100 10 001305.023 ▯ Black DALI

8W 4000°K 100 10 001306.011 100 10 001307.011 100 10 001308.011 ○ White Fixed Output

100 10 001306.021 100 10 001307.021 100 10 001308.021 ▯ Black Fixed Output

100 10 001306.012 100 10 001307.012 100 10 001308.012 ○ White Phase DIM

100 10 001306.022 100 10 001307.022 100 10 001308.022 ▯ Black Phase DIM

100 10 001306.013 100 10 001307.013 100 10 001308.013 ○ White DALI

100 10 001306.023 100 10 001307.023 100 10 001308.023 ▯ Black DALI

7W 2700-1800°K 100 10 001309.011 100 10 001310.011 100 10 001311.011 ○ White Fixed Output

100 10 001309.021 100 10 001310.021 100 10 001311.021 ▯ Black Fixed Output

100 10 001309.012 100 10 001310.012 100 10 001311.012 ○ White Phase DIM

100 10 001309.022 100 10 001310.022 100 10 001311.022 ▯ Black Phase DIM

100 10 001309.013 100 10 001310.013 100 10 001311.013 ○ White DALI

100 10 001309.023 100 10 001310.023 100 10 001311.023 ▯ Black DALI

14W 2700°K 100 10 001312.011 100 10 001313.011 100 10 001314.011 ○ White Fixed Output

100 10 001312.021 100 10 001313.021 100 10 001314.021 ▯ Black Fixed Output

100 10 001312.012 100 10 001313.012 100 10 001314.012 ○ White Phase DIM

100 10 001312.022 100 10 001313.022 100 10 001314.022 ▯ Black Phase DIM

100 10 001312.013 100 10 001313.013 100 10 001314.013 ○ White DALI

100 10 001312.023 100 10 001313.023 100 10 001302.023 ▯ Black DALI

14W 3000°K 100 10 001315.011 100 10 001316.011 100 10 001317.011 ○ White Fixed Output

100 10 001315.021 100 10 001316.021 100 10 001317.021 ▯ Black Fixed Output

100 10 001315.012 100 10 001316.012 100 10 001317.012 ○ White Phase DIM

100 10 001315.022 100 10 001316.022 100 10 001317.022 ▯ Black Phase DIM

100 10 001315.013 100 10 001316.013 100 10 001317.013 ○ White DALI

100 10 001315.023 100 10 001316.023 100 10 001317.023 ▯ Black DALI

14W 4000°K 100 10 001318.011 100 10 001319.011 100 10 001320.011 ○ White Fixed Output

100 10 001318.021 100 10 001319.021 100 10 001320.021 ▯ Black Fixed Output

100 10 001318.012 100 10 001319.012 100 10 001320.012 ○ White Phase DIM

100 10 001318.022 100 10 001319.022 100 10 001320.022 ▯ Black Phase DIM

100 10 001318.013 100 10 001319.013 100 10 001320.013 ○ White DALI

100 10 001318.023 100 10 001319.023 100 10 001320.023 ▯ Black DALI



Accent 100 Asymmetrical 
Type 1

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
asymmetrical orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
tapered detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 92mm Round x 100-120mm (7W/8W) / 120-155mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

67 - 92

12

100

90 - 125

12
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Accent 100 Asymmetrical 
Type 1

Page —
 048

Accent
Pa

ge
 —

 0
49

Ac
ce

nt

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 002100.011 100 10 002101.011 100 10 002102.011 ○ White Fixed Output

100 10 002100.021 100 10 002101.021 100 10 002102.021 ▯ Black Fixed Output

100 10 002100.012 100 10 002101.012 100 10 002102.012 ○ White Phase DIM

100 10 002100.022 100 10 002101.022 100 10 002102.022 ▯ Black Phase DIM

100 10 002100.013 100 10 002101.013 100 10 002102.013 ○ White DALI

100 10 002100.023 100 10 002101.023 100 10 002102.023 ▯ Black DALI

8W 3000°K 100 10 002103.011 100 10 002104.011 100 10 002105.011 ○ White Fixed Output

100 10 002103.021 100 10 002104.021 100 10 002105.021 ▯ Black Fixed Output

100 10 002103.012 100 10 002104.012 100 10 002105.012 ○ White Phase DIM

100 10 002103.022 100 10 002104.022 100 10 002105.022 ▯ Black Phase DIM

100 10 002103.013 100 10 002104.013 100 10 002105.013 ○ White DALI

100 10 002103.023 100 10 002104.023 100 10 002105.023 ▯ Black DALI

8W 4000°K 100 10 002106.011 100 10 002107.011 100 10 002108.011 ○ White Fixed Output

100 10 002106.021 100 10 002107.021 100 10 002108.021 ▯ Black Fixed Output

100 10 002106.012 100 10 002107.012 100 10 002108.012 ○ White Phase DIM

100 10 002106.022 100 10 002107.022 100 10 002108.022 ▯ Black Phase DIM

100 10 002106.013 100 10 002107.013 100 10 002108.013 ○ White DALI

100 10 002106.023 100 10 002107.023 100 10 002108.023 ▯ Black DALI

7W 2700-1800°K 100 10 002109.011 100 10 002110.011 100 10 002111.011 ○ White Fixed Output

100 10 002109.021 100 10 002110.021 100 10 002111.021 ▯ Black Fixed Output

100 10 002109.012 100 10 002110.012 100 10 002111.012 ○ White Phase DIM

100 10 002109.022 100 10 002110.022 100 10 002111.022 ▯ Black Phase DIM

100 10 002109.013 100 10 002110.013 100 10 002111.013 ○ White DALI

100 10 002109.023 100 10 002110.023 100 10 002111.023 ▯ Black DALI

14W 2700°K 100 10 002112.011 100 10 002113.011 100 10 002114.011 ○ White Fixed Output

100 10 002112.021 100 10 002113.021 100 10 002114.021 ▯ Black Fixed Output

100 10 002112.012 100 10 002113.012 100 10 002114.012 ○ White Phase DIM

100 10 002112.022 100 10 002113.022 100 10 002114.022 ▯ Black Phase DIM

100 10 002112.013 100 10 002113.013 100 10 002114.013 ○ White DALI

100 10 002112.023 100 10 002113.023 100 10 002102.023 ▯ Black DALI

14W 3000°K 100 10 002115.011 100 10 002116.011 100 10 002117.011 ○ White Fixed Output

100 10 002115.021 100 10 002116.021 100 10 002117.021 ▯ Black Fixed Output

100 10 002115.012 100 10 002116.012 100 10 002117.012 ○ White Phase DIM

100 10 002115.022 100 10 002116.022 100 10 002117.022 ▯ Black Phase DIM

100 10 002115.013 100 10 002116.013 100 10 002117.013 ○ White DALI

100 10 002115.023 100 10 002116.023 100 10 002117.023 ▯ Black DALI

14W 4000°K 100 10 002118.011 100 10 002119.011 100 10 002120.011 ○ White Fixed Output

100 10 002118.021 100 10 002119.021 100 10 002120.021 ▯ Black Fixed Output

100 10 002118.012 100 10 002119.012 100 10 002120.012 ○ White Phase DIM

100 10 002118.022 100 10 002119.022 100 10 002120.022 ▯ Black Phase DIM

100 10 002118.013 100 10 002119.013 100 10 002120.013 ○ White DALI

100 10 002118.023 100 10 002119.023 100 10 002120.023 ▯ Black DALI



Accent 100 Asymmetrical 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
asymmetrical orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
tapered detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 92mm Round x 100-120mm (7W/8W) / 120-155mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

67 - 92

21

100

90 - 125

21
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Accent 100 Asymmetrical 
Type 2
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 002200.011 100 10 002201.011 100 10 002202.011 ○ White Fixed Output

100 10 002200.021 100 10 002201.021 100 10 002202.021 ▯ Black Fixed Output

100 10 002200.012 100 10 002201.012 100 10 002202.012 ○ White Phase DIM

100 10 002200.022 100 10 002201.022 100 10 002202.022 ▯ Black Phase DIM

100 10 002200.013 100 10 002201.013 100 10 002202.013 ○ White DALI

100 10 002200.023 100 10 002201.023 100 10 002202.023 ▯ Black DALI

8W 3000°K 100 10 002203.011 100 10 002204.011 100 10 002205.011 ○ White Fixed Output

100 10 002203.021 100 10 002204.021 100 10 002205.021 ▯ Black Fixed Output

100 10 002203.012 100 10 002204.012 100 10 002205.012 ○ White Phase DIM

100 10 002203.022 100 10 002204.022 100 10 002205.022 ▯ Black Phase DIM

100 10 002203.013 100 10 002204.013 100 10 002205.013 ○ White DALI

100 10 002203.023 100 10 002204.023 100 10 002205.023 ▯ Black DALI

8W 4000°K 100 10 002206.011 100 10 002207.011 100 10 002208.011 ○ White Fixed Output

100 10 002206.021 100 10 002207.021 100 10 002208.021 ▯ Black Fixed Output

100 10 002206.012 100 10 002207.012 100 10 002208.012 ○ White Phase DIM

100 10 002206.022 100 10 002207.022 100 10 002208.022 ▯ Black Phase DIM

100 10 002206.013 100 10 002207.013 100 10 002208.013 ○ White DALI

100 10 002206.023 100 10 002207.023 100 10 002208.023 ▯ Black DALI

7W 2700-1800°K 100 10 002209.011 100 10 002210.011 100 10 002211.011 ○ White Fixed Output

100 10 002209.021 100 10 002210.021 100 10 002211.021 ▯ Black Fixed Output

100 10 002209.012 100 10 002210.012 100 10 002211.012 ○ White Phase DIM

100 10 002209.022 100 10 002210.022 100 10 002211.022 ▯ Black Phase DIM

100 10 002209.013 100 10 002210.013 100 10 002211.013 ○ White DALI

100 10 002209.023 100 10 002210.023 100 10 002211.023 ▯ Black DALI

14W 2700°K 100 10 002212.011 100 10 002213.011 100 10 002214.011 ○ White Fixed Output

100 10 002212.021 100 10 002213.021 100 10 002214.021 ▯ Black Fixed Output

100 10 002212.012 100 10 002213.012 100 10 002214.012 ○ White Phase DIM

100 10 002212.022 100 10 002213.022 100 10 002214.022 ▯ Black Phase DIM

100 10 002212.013 100 10 002213.013 100 10 002214.013 ○ White DALI

100 10 002212.023 100 10 002213.023 100 10 002202.023 ▯ Black DALI

14W 3000°K 100 10 002215.011 100 10 002216.011 100 10 002217.011 ○ White Fixed Output

100 10 002215.021 100 10 002216.021 100 10 002217.021 ▯ Black Fixed Output

100 10 002215.012 100 10 002216.012 100 10 002217.012 ○ White Phase DIM

100 10 002215.022 100 10 002216.022 100 10 002217.022 ▯ Black Phase DIM

100 10 002215.013 100 10 002216.013 100 10 002217.013 ○ White DALI

100 10 002215.023 100 10 002216.023 100 10 002217.023 ▯ Black DALI

14W 4000°K 100 10 002218.011 100 10 002219.011 100 10 002220.011 ○ White Fixed Output

100 10 002218.021 100 10 002219.021 100 10 002220.021 ▯ Black Fixed Output

100 10 002218.012 100 10 002219.012 100 10 002220.012 ○ White Phase DIM

100 10 002218.022 100 10 002219.022 100 10 002220.022 ▯ Black Phase DIM

100 10 002218.013 100 10 002219.013 100 10 002220.013 ○ White DALI

100 10 002218.023 100 10 002219.023 100 10 002220.023 ▯ Black DALI



Optical Accessories

◀  Hex Louvre 43
980 00 004301.010 

◀  Spreader Lens 43
980 00 004302.000 

◀  Linear Spreader Lens 43
980 00 004303.000 

◀  Diffuser Lens 43
980 00 004304.000

▲  Accent Type 2 with Hex louvre
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Accent 100 IP Fixed 
Type 1 

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and tapered detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 92mm Round x 95-115mm (7W/8W) / 135-155mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

63 - 84

12

100

103 - 124

12
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Accent 100 IP Fixed 
Type 1 
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 006100.011 100 10 006101.011 100 10 006102.011 ○ White Fixed Output

100 10 006100.021 100 10 006101.021 100 10 006102.021 ▯ Black Fixed Output

100 10 006100.012 100 10 006101.012 100 10 006102.012 ○ White Phase DIM

100 10 006100.022 100 10 006101.022 100 10 006102.022 ▯ Black Phase DIM

100 10 006100.013 100 10 006101.013 100 10 006102.013 ○ White DALI

100 10 006100.023 100 10 006101.023 100 10 006102.023 ▯ Black DALI

8W 3000°K 100 10 006103.011 100 10 006104.011 100 10 006105.011 ○ White Fixed Output

100 10 006103.021 100 10 006104.021 100 10 006105.021 ▯ Black Fixed Output

100 10 006103.012 100 10 006104.012 100 10 006105.012 ○ White Phase DIM

100 10 006103.022 100 10 006104.022 100 10 006105.022 ▯ Black Phase DIM

100 10 006103.013 100 10 006104.013 100 10 006105.013 ○ White DALI

100 10 006103.023 100 10 006104.023 100 10 006105.023 ▯ Black DALI

8W 4000°K 100 10 006106.011 100 10 006107.011 100 10 006108.011 ○ White Fixed Output

100 10 006106.021 100 10 006107.021 100 10 006108.021 ▯ Black Fixed Output

100 10 006106.012 100 10 006107.012 100 10 006108.012 ○ White Phase DIM

100 10 006106.022 100 10 006107.022 100 10 006108.022 ▯ Black Phase DIM

100 10 006106.013 100 10 006107.013 100 10 006108.013 ○ White DALI

100 10 006106.023 100 10 006107.023 100 10 006108.023 ▯ Black DALI

7W 2700-1800°K 100 10 006109.011 100 10 006110.011 100 10 006111.011 ○ White Fixed Output

100 10 006109.021 100 10 006110.021 100 10 006111.021 ▯ Black Fixed Output

100 10 006109.012 100 10 006110.012 100 10 006111.012 ○ White Phase DIM

100 10 006109.022 100 10 006110.022 100 10 006111.022 ▯ Black Phase DIM

100 10 006109.013 100 10 006110.013 100 10 006111.013 ○ White DALI

100 10 006109.023 100 10 006110.023 100 10 006111.023 ▯ Black DALI

14W 2700°K 100 10 006112.011 100 10 006113.011 100 10 006114.011 ○ White Fixed Output

100 10 006112.021 100 10 006113.021 100 10 006114.021 ▯ Black Fixed Output

100 10 006112.012 100 10 006113.012 100 10 006114.012 ○ White Phase DIM

100 10 006112.022 100 10 006113.022 100 10 006114.022 ▯ Black Phase DIM

100 10 006112.013 100 10 006113.013 100 10 006114.013 ○ White DALI

100 10 006112.023 100 10 006113.023 100 10 006102.023 ▯ Black DALI

14W 3000°K 100 10 006115.011 100 10 006116.011 100 10 006117.011 ○ White Fixed Output

100 10 006115.021 100 10 006116.021 100 10 006117.021 ▯ Black Fixed Output

100 10 006115.012 100 10 006116.012 100 10 006117.012 ○ White Phase DIM

100 10 006115.022 100 10 006116.022 100 10 006117.022 ▯ Black Phase DIM

100 10 006115.013 100 10 006116.013 100 10 006117.013 ○ White DALI

100 10 006115.023 100 10 006116.023 100 10 006117.023 ▯ Black DALI

14W 4000°K 100 10 006118.011 100 10 006119.011 100 10 006120.011 ○ White Fixed Output

100 10 006118.021 100 10 006119.021 100 10 006120.021 ▯ Black Fixed Output

100 10 006118.012 100 10 006119.012 100 10 006120.012 ○ White Phase DIM

100 10 006118.022 100 10 006119.022 100 10 006120.022 ▯ Black Phase DIM

100 10 006118.013 100 10 006119.013 100 10 006120.013 ○ White DALI

100 10 006118.023 100 10 006119.023 100 10 006120.023 ▯ Black DALI Pa
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Accent 100 IP Fixed 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and expressed detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 92mm Round x 95-115mm (7W/8W) / 135-155mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

63 - 84

21

100

105 - 124

21
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Accent 100 IP Fixed 
Type 2 
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 006200.011 100 10 006201.011 100 10 006202.011 ○ White Fixed Output

100 10 006200.021 100 10 006201.021 100 10 006202.021 ▯ Black Fixed Output

100 10 006200.012 100 10 006201.012 100 10 006202.012 ○ White Phase DIM

100 10 006200.022 100 10 006201.022 100 10 006202.022 ▯ Black Phase DIM

100 10 006200.013 100 10 006201.013 100 10 006202.013 ○ White DALI

100 10 006200.023 100 10 006201.023 100 10 006202.023 ▯ Black DALI

8W 3000°K 100 10 006203.011 100 10 006204.011 100 10 006205.011 ○ White Fixed Output

100 10 006203.021 100 10 006204.021 100 10 006205.021 ▯ Black Fixed Output

100 10 006203.012 100 10 006204.012 100 10 006205.012 ○ White Phase DIM

100 10 006203.022 100 10 006204.022 100 10 006205.022 ▯ Black Phase DIM

100 10 006203.013 100 10 006204.013 100 10 006205.013 ○ White DALI

100 10 006203.023 100 10 006204.023 100 10 006205.023 ▯ Black DALI

8W 4000°K 100 10 006206.011 100 10 006207.011 100 10 006208.011 ○ White Fixed Output

100 10 006206.021 100 10 006207.021 100 10 006208.021 ▯ Black Fixed Output

100 10 006206.012 100 10 006207.012 100 10 006208.012 ○ White Phase DIM

100 10 006206.022 100 10 006207.022 100 10 006208.022 ▯ Black Phase DIM

100 10 006206.013 100 10 006207.013 100 10 006208.013 ○ White DALI

100 10 006206.023 100 10 006207.023 100 10 006208.023 ▯ Black DALI

7W 2700-1800°K 100 10 006209.011 100 10 006210.011 100 10 006211.011 ○ White Fixed Output

100 10 006209.021 100 10 006210.021 100 10 006211.021 ▯ Black Fixed Output

100 10 006209.012 100 10 006210.012 100 10 006211.012 ○ White Phase DIM

100 10 006209.022 100 10 006210.022 100 10 006211.022 ▯ Black Phase DIM

100 10 006209.013 100 10 006210.013 100 10 006211.013 ○ White DALI

100 10 006209.023 100 10 006210.023 100 10 006211.023 ▯ Black DALI

14W 2700°K 100 10 006212.011 100 10 006213.011 100 10 006214.011 ○ White Fixed Output

100 10 006212.021 100 10 006213.021 100 10 006214.021 ▯ Black Fixed Output

100 10 006212.012 100 10 006213.012 100 10 006214.012 ○ White Phase DIM

100 10 006212.022 100 10 006213.022 100 10 006214.022 ▯ Black Phase DIM

100 10 006212.013 100 10 006213.013 100 10 006214.013 ○ White DALI

100 10 006212.023 100 10 006213.023 100 10 006202.023 ▯ Black DALI

14W 3000°K 100 10 006215.011 100 10 006216.011 100 10 006217.011 ○ White Fixed Output

100 10 006215.021 100 10 006216.021 100 10 006217.021 ▯ Black Fixed Output

100 10 006215.012 100 10 006216.012 100 10 006217.012 ○ White Phase DIM

100 10 006215.022 100 10 006216.022 100 10 006217.022 ▯ Black Phase DIM

100 10 006215.013 100 10 006216.013 100 10 006217.013 ○ White DALI

100 10 006215.023 100 10 006216.023 100 10 006217.023 ▯ Black DALI

14W 4000°K 100 10 006218.011 100 10 006219.011 100 10 006220.011 ○ White Fixed Output

100 10 006218.021 100 10 006219.021 100 10 006220.021 ▯ Black Fixed Output

100 10 006218.012 100 10 006219.012 100 10 006220.012 ○ White Phase DIM

100 10 006218.022 100 10 006219.022 100 10 006220.022 ▯ Black Phase DIM

100 10 006218.013 100 10 006219.013 100 10 006220.013 ○ White DALI

100 10 006218.023 100 10 006219.023 100 10 006220.023 ▯ Black DALI Pa
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Accent 100 IP Fixed 
Type 3

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and snoot detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 92mm Round x 95-115mm (7W/8W) / 135-155mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

63 - 84

21

100

103 - 124

21
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Accent 100 IP Fixed 
Type 3
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 006300.011 100 10 006301.011 100 10 006302.011 ○ White Fixed Output

100 10 006300.021 100 10 006301.021 100 10 006302.021 ▯ Black Fixed Output

100 10 006300.012 100 10 006301.012 100 10 006302.012 ○ White Phase DIM

100 10 006300.022 100 10 006301.022 100 10 006302.022 ▯ Black Phase DIM

100 10 006300.013 100 10 006301.013 100 10 006302.013 ○ White DALI

100 10 006300.023 100 10 006301.023 100 10 006302.023 ▯ Black DALI

8W 3000°K 100 10 006303.011 100 10 006304.011 100 10 006305.011 ○ White Fixed Output

100 10 006303.021 100 10 006304.021 100 10 006305.021 ▯ Black Fixed Output

100 10 006303.012 100 10 006304.012 100 10 006305.012 ○ White Phase DIM

100 10 006303.022 100 10 006304.022 100 10 006305.022 ▯ Black Phase DIM

100 10 006303.013 100 10 006304.013 100 10 006305.013 ○ White DALI

100 10 006303.023 100 10 006304.023 100 10 006305.023 ▯ Black DALI

8W 4000°K 100 10 006306.011 100 10 006307.011 100 10 006308.011 ○ White Fixed Output

100 10 006306.021 100 10 006307.021 100 10 006308.021 ▯ Black Fixed Output

100 10 006306.012 100 10 006307.012 100 10 006308.012 ○ White Phase DIM

100 10 006306.022 100 10 006307.022 100 10 006308.022 ▯ Black Phase DIM

100 10 006306.013 100 10 006307.013 100 10 006308.013 ○ White DALI

100 10 006306.023 100 10 006307.023 100 10 006308.023 ▯ Black DALI

7W 2700-1800°K 100 10 006309.011 100 10 006310.011 100 10 006311.011 ○ White Fixed Output

100 10 006309.021 100 10 006310.021 100 10 006311.021 ▯ Black Fixed Output

100 10 006309.012 100 10 006310.012 100 10 006311.012 ○ White Phase DIM

100 10 006309.022 100 10 006310.022 100 10 006311.022 ▯ Black Phase DIM

100 10 006309.013 100 10 006310.013 100 10 006311.013 ○ White DALI

100 10 006309.023 100 10 006310.023 100 10 006311.023 ▯ Black DALI

14W 2700°K 100 10 006312.011 100 10 006313.011 100 10 006314.011 ○ White Fixed Output

100 10 006312.021 100 10 006313.021 100 10 006314.021 ▯ Black Fixed Output

100 10 006312.012 100 10 006313.012 100 10 006314.012 ○ White Phase DIM

100 10 006312.022 100 10 006313.022 100 10 006314.022 ▯ Black Phase DIM

100 10 006312.013 100 10 006313.013 100 10 006314.013 ○ White DALI

100 10 006312.023 100 10 006313.023 100 10 006302.023 ▯ Black DALI

14W 3000°K 100 10 006315.011 100 10 006316.011 100 10 006317.011 ○ White Fixed Output

100 10 006315.021 100 10 006316.021 100 10 006317.021 ▯ Black Fixed Output

100 10 006315.012 100 10 006316.012 100 10 006317.012 ○ White Phase DIM

100 10 006315.022 100 10 006316.022 100 10 006317.022 ▯ Black Phase DIM

100 10 006315.013 100 10 006316.013 100 10 006317.013 ○ White DALI

100 10 006315.023 100 10 006316.023 100 10 006317.023 ▯ Black DALI

14W 4000°K 100 10 006318.011 100 10 006319.011 100 10 006320.011 ○ White Fixed Output

100 10 006318.021 100 10 006319.021 100 10 006320.021 ▯ Black Fixed Output

100 10 006318.012 100 10 006319.012 100 10 006320.012 ○ White Phase DIM

100 10 006318.022 100 10 006319.022 100 10 006320.022 ▯ Black Phase DIM

100 10 006318.013 100 10 006319.013 100 10 006320.013 ○ White DALI

100 10 006318.023 100 10 006319.023 100 10 006320.023 ▯ Black DALI Pa
ge

 —
 0

71
Ac

ce
nt



Accent 100 IP Directional 
Type 1

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and tapered detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0-30° Tilt

Cut-Out 92mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

12

85 - 105

100

125 - 145

12
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Accent 100 IP Directional 
Type 1

Page —
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 007100.011 100 10 007101.011 100 10 007102.011 ○ White Fixed Output

100 10 007100.021 100 10 007101.021 100 10 007102.021 ▯ Black Fixed Output

100 10 007100.012 100 10 007101.012 100 10 007102.012 ○ White Phase DIM

100 10 007100.022 100 10 007101.022 100 10 007102.022 ▯ Black Phase DIM

100 10 007100.013 100 10 007101.013 100 10 007102.013 ○ White DALI

100 10 007100.023 100 10 007101.023 100 10 007102.023 ▯ Black DALI

8W 3000°K 100 10 007103.011 100 10 007104.011 100 10 007105.011 ○ White Fixed Output

100 10 007103.021 100 10 007104.021 100 10 007105.021 ▯ Black Fixed Output

100 10 007103.012 100 10 007104.012 100 10 007105.012 ○ White Phase DIM

100 10 007103.022 100 10 007104.022 100 10 007105.022 ▯ Black Phase DIM

100 10 007103.013 100 10 007104.013 100 10 007105.013 ○ White DALI

100 10 007103.023 100 10 007104.023 100 10 007105.023 ▯ Black DALI

8W 4000°K 100 10 007106.011 100 10 007107.011 100 10 007108.011 ○ White Fixed Output

100 10 007106.021 100 10 007107.021 100 10 007108.021 ▯ Black Fixed Output

100 10 007106.012 100 10 007107.012 100 10 007108.012 ○ White Phase DIM

100 10 007106.022 100 10 007107.022 100 10 007108.022 ▯ Black Phase DIM

100 10 007106.013 100 10 007107.013 100 10 007108.013 ○ White DALI

100 10 007106.023 100 10 007107.023 100 10 007108.023 ▯ Black DALI

7W 2700-1800°K 100 10 007109.011 100 10 007110.011 100 10 007111.011 ○ White Fixed Output

100 10 007109.021 100 10 007110.021 100 10 007111.021 ▯ Black Fixed Output

100 10 007109.012 100 10 007110.012 100 10 007111.012 ○ White Phase DIM

100 10 007109.022 100 10 007110.022 100 10 007111.022 ▯ Black Phase DIM

100 10 007109.013 100 10 007110.013 100 10 007111.013 ○ White DALI

100 10 007109.023 100 10 007110.023 100 10 007111.023 ▯ Black DALI

14W 2700°K 100 10 007112.011 100 10 007113.011 100 10 007114.011 ○ White Fixed Output

100 10 007112.021 100 10 007113.021 100 10 007114.021 ▯ Black Fixed Output

100 10 007112.012 100 10 007113.012 100 10 007114.012 ○ White Phase DIM

100 10 007112.022 100 10 007113.022 100 10 007114.022 ▯ Black Phase DIM

100 10 007112.013 100 10 007113.013 100 10 007114.013 ○ White DALI

100 10 007112.023 100 10 007113.023 100 10 007102.023 ▯ Black DALI

14W 3000°K 100 10 007115.011 100 10 007116.011 100 10 007117.011 ○ White Fixed Output

100 10 007115.021 100 10 007116.021 100 10 007117.021 ▯ Black Fixed Output

100 10 007115.012 100 10 007116.012 100 10 007117.012 ○ White Phase DIM

100 10 007115.022 100 10 007116.022 100 10 007117.022 ▯ Black Phase DIM

100 10 007115.013 100 10 007116.013 100 10 007117.013 ○ White DALI

100 10 007115.023 100 10 007116.023 100 10 007117.023 ▯ Black DALI

14W 4000°K 100 10 007118.011 100 10 007119.011 100 10 007120.011 ○ White Fixed Output

100 10 007118.021 100 10 007119.021 100 10 007120.021 ▯ Black Fixed Output

100 10 007118.012 100 10 007119.012 100 10 007120.012 ○ White Phase DIM

100 10 007118.022 100 10 007119.022 100 10 007120.022 ▯ Black Phase DIM

100 10 007118.013 100 10 007119.013 100 10 007120.013 ○ White DALI

100 10 007118.023 100 10 007119.023 100 10 007120.023 ▯ Black DALI Pa
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Accent 100 IP Directional 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and expressed detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0-30° Tilt

Cut-Out 92mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

85 - 105

22

100

125 - 145

21
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Accent 100 IP Directional 
Type 2
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 007200.011 100 10 007201.011 100 10 007202.011 ○ White Fixed Output

100 10 007200.021 100 10 007201.021 100 10 007202.021 ▯ Black Fixed Output

100 10 007200.012 100 10 007201.012 100 10 007202.012 ○ White Phase DIM

100 10 007200.022 100 10 007201.022 100 10 007202.022 ▯ Black Phase DIM

100 10 007200.013 100 10 007201.013 100 10 007202.013 ○ White DALI

100 10 007200.023 100 10 007201.023 100 10 007202.023 ▯ Black DALI

8W 3000°K 100 10 007203.011 100 10 007204.011 100 10 007205.011 ○ White Fixed Output

100 10 007203.021 100 10 007204.021 100 10 007205.021 ▯ Black Fixed Output

100 10 007203.012 100 10 007204.012 100 10 007205.012 ○ White Phase DIM

100 10 007203.022 100 10 007204.022 100 10 007205.022 ▯ Black Phase DIM

100 10 007203.013 100 10 007204.013 100 10 007205.013 ○ White DALI

100 10 007203.023 100 10 007204.023 100 10 007205.023 ▯ Black DALI

8W 4000°K 100 10 007206.011 100 10 007207.011 100 10 007208.011 ○ White Fixed Output

100 10 007206.021 100 10 007207.021 100 10 007208.021 ▯ Black Fixed Output

100 10 007206.012 100 10 007207.012 100 10 007208.012 ○ White Phase DIM

100 10 007206.022 100 10 007207.022 100 10 007208.022 ▯ Black Phase DIM

100 10 007206.013 100 10 007207.013 100 10 007208.013 ○ White DALI

100 10 007206.023 100 10 007207.023 100 10 007208.023 ▯ Black DALI

7W 2700-1800°K 100 10 007209.011 100 10 007210.011 100 10 007211.011 ○ White Fixed Output

100 10 007209.021 100 10 007210.021 100 10 007211.021 ▯ Black Fixed Output

100 10 007209.012 100 10 007210.012 100 10 007211.012 ○ White Phase DIM

100 10 007209.022 100 10 007210.022 100 10 007211.022 ▯ Black Phase DIM

100 10 007209.013 100 10 007210.013 100 10 007211.013 ○ White DALI

100 10 007209.023 100 10 007210.023 100 10 007211.023 ▯ Black DALI

14W 2700°K 100 10 007212.011 100 10 007213.011 100 10 007214.011 ○ White Fixed Output

100 10 007212.021 100 10 007213.021 100 10 007214.021 ▯ Black Fixed Output

100 10 007212.012 100 10 007213.012 100 10 007214.012 ○ White Phase DIM

100 10 007212.022 100 10 007213.022 100 10 007214.022 ▯ Black Phase DIM

100 10 007212.013 100 10 007213.013 100 10 007214.013 ○ White DALI

100 10 007212.023 100 10 007213.023 100 10 007202.023 ▯ Black DALI

14W 3000°K 100 10 007215.011 100 10 007216.011 100 10 007217.011 ○ White Fixed Output

100 10 007215.021 100 10 007216.021 100 10 007217.021 ▯ Black Fixed Output

100 10 007215.012 100 10 007216.012 100 10 007217.012 ○ White Phase DIM

100 10 007215.022 100 10 007216.022 100 10 007217.022 ▯ Black Phase DIM

100 10 007215.013 100 10 007216.013 100 10 007217.013 ○ White DALI

100 10 007215.023 100 10 007216.023 100 10 007217.023 ▯ Black DALI

14W 4000°K 100 10 007218.011 100 10 007219.011 100 10 007220.011 ○ White Fixed Output

100 10 007218.021 100 10 007219.021 100 10 007220.021 ▯ Black Fixed Output

100 10 007218.012 100 10 007219.012 100 10 007220.012 ○ White Phase DIM

100 10 007218.022 100 10 007219.022 100 10 007220.022 ▯ Black Phase DIM

100 10 007218.013 100 10 007219.013 100 10 007220.013 ○ White DALI

100 10 007218.023 100 10 007219.023 100 10 007220.023 ▯ Black DALI Pa
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Accent 100 IP Directional 
Type 3

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade 
from marine-grade aluminium with nano-ceramic pre-treatment and snoot detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0-30° Tilt

Cut-Out 92mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

85 - 105

21

100

125 - 145

21
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Accent 100 IP Directional 
Type 3
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 007300.011 100 10 007301.011 100 10 007302.011 ○ White Fixed Output

100 10 007300.021 100 10 007301.021 100 10 007302.021 ▯ Black Fixed Output

100 10 007300.012 100 10 007301.012 100 10 007302.012 ○ White Phase DIM

100 10 007300.022 100 10 007301.022 100 10 007302.022 ▯ Black Phase DIM

100 10 007300.013 100 10 007301.013 100 10 007302.013 ○ White DALI

100 10 007300.023 100 10 007301.023 100 10 007302.023 ▯ Black DALI

8W 3000°K 100 10 007303.011 100 10 007304.011 100 10 007305.011 ○ White Fixed Output

100 10 007303.021 100 10 007304.021 100 10 007305.021 ▯ Black Fixed Output

100 10 007303.012 100 10 007304.012 100 10 007305.012 ○ White Phase DIM

100 10 007303.022 100 10 007304.022 100 10 007305.022 ▯ Black Phase DIM

100 10 007303.013 100 10 007304.013 100 10 007305.013 ○ White DALI

100 10 007303.023 100 10 007304.023 100 10 007305.023 ▯ Black DALI

8W 4000°K 100 10 007306.011 100 10 007307.011 100 10 007308.011 ○ White Fixed Output

100 10 007306.021 100 10 007307.021 100 10 007308.021 ▯ Black Fixed Output

100 10 007306.012 100 10 007307.012 100 10 007308.012 ○ White Phase DIM

100 10 007306.022 100 10 007307.022 100 10 007308.022 ▯ Black Phase DIM

100 10 007306.013 100 10 007307.013 100 10 007308.013 ○ White DALI

100 10 007306.023 100 10 007307.023 100 10 007308.023 ▯ Black DALI

7W 2700-1800°K 100 10 007309.011 100 10 007310.011 100 10 007311.011 ○ White Fixed Output

100 10 007309.021 100 10 007310.021 100 10 007311.021 ▯ Black Fixed Output

100 10 007309.012 100 10 007310.012 100 10 007311.012 ○ White Phase DIM

100 10 007309.022 100 10 007310.022 100 10 007311.022 ▯ Black Phase DIM

100 10 007309.013 100 10 007310.013 100 10 007311.013 ○ White DALI

100 10 007309.023 100 10 007310.023 100 10 007311.023 ▯ Black DALI

14W 2700°K 100 10 007312.011 100 10 007313.011 100 10 007314.011 ○ White Fixed Output

100 10 007312.021 100 10 007313.021 100 10 007314.021 ▯ Black Fixed Output

100 10 007312.012 100 10 007313.012 100 10 007314.012 ○ White Phase DIM

100 10 007312.022 100 10 007313.022 100 10 007314.022 ▯ Black Phase DIM

100 10 007312.013 100 10 007313.013 100 10 007314.013 ○ White DALI

100 10 007312.023 100 10 007313.023 100 10 007302.023 ▯ Black DALI

14W 3000°K 100 10 007315.011 100 10 007316.011 100 10 007317.011 ○ White Fixed Output

100 10 007315.021 100 10 007316.021 100 10 007317.021 ▯ Black Fixed Output

100 10 007315.012 100 10 007316.012 100 10 007317.012 ○ White Phase DIM

100 10 007315.022 100 10 007316.022 100 10 007317.022 ▯ Black Phase DIM

100 10 007315.013 100 10 007316.013 100 10 007317.013 ○ White DALI

100 10 007315.023 100 10 007316.023 100 10 007317.023 ▯ Black DALI

14W 4000°K 100 10 007318.011 100 10 007319.011 100 10 007320.011 ○ White Fixed Output

100 10 007318.021 100 10 007319.021 100 10 007320.021 ▯ Black Fixed Output

100 10 007318.012 100 10 007319.012 100 10 007320.012 ○ White Phase DIM

100 10 007318.022 100 10 007319.022 100 10 007320.022 ▯ Black Phase DIM

100 10 007318.013 100 10 007319.013 100 10 007320.013 ○ White DALI

100 10 007318.023 100 10 007319.023 100 10 007320.023 ▯ Black DALI Pa
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Accent 100 IP Asymmetrical 
Type 1

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
asymmetrical orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and tapered detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 92mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

67 - 92

12

100

90 - 125

12
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Accent 100 IP Asymmetrical 
Type 1
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 008100.011 100 10 008101.011 100 10 008102.011 ○ White Fixed Output

100 10 008100.021 100 10 008101.021 100 10 008102.021 ▯ Black Fixed Output

100 10 008100.012 100 10 008101.012 100 10 008102.012 ○ White Phase DIM

100 10 008100.022 100 10 008101.022 100 10 008102.022 ▯ Black Phase DIM

100 10 008100.013 100 10 008101.013 100 10 008102.013 ○ White DALI

100 10 008100.023 100 10 008101.023 100 10 008102.023 ▯ Black DALI

8W 3000°K 100 10 008103.011 100 10 008104.011 100 10 008105.011 ○ White Fixed Output

100 10 008103.021 100 10 008104.021 100 10 008105.021 ▯ Black Fixed Output

100 10 008103.012 100 10 008104.012 100 10 008105.012 ○ White Phase DIM

100 10 008103.022 100 10 008104.022 100 10 008105.022 ▯ Black Phase DIM

100 10 008103.013 100 10 008104.013 100 10 008105.013 ○ White DALI

100 10 008103.023 100 10 008104.023 100 10 008105.023 ▯ Black DALI

8W 4000°K 100 10 008106.011 100 10 008107.011 100 10 008108.011 ○ White Fixed Output

100 10 008106.021 100 10 008107.021 100 10 008108.021 ▯ Black Fixed Output

100 10 008106.012 100 10 008107.012 100 10 008108.012 ○ White Phase DIM

100 10 008106.022 100 10 008107.022 100 10 008108.022 ▯ Black Phase DIM

100 10 008106.013 100 10 008107.013 100 10 008108.013 ○ White DALI

100 10 008106.023 100 10 008107.023 100 10 008108.023 ▯ Black DALI

7W 2700-1800°K 100 10 008109.011 100 10 008110.011 100 10 008111.011 ○ White Fixed Output

100 10 008109.021 100 10 008110.021 100 10 008111.021 ▯ Black Fixed Output

100 10 008109.012 100 10 008110.012 100 10 008111.012 ○ White Phase DIM

100 10 008109.022 100 10 008110.022 100 10 008111.022 ▯ Black Phase DIM

100 10 008109.013 100 10 008110.013 100 10 008111.013 ○ White DALI

100 10 008109.023 100 10 008110.023 100 10 008111.023 ▯ Black DALI

14W 2700°K 100 10 008112.011 100 10 008113.011 100 10 008114.011 ○ White Fixed Output

100 10 008112.021 100 10 008113.021 100 10 008114.021 ▯ Black Fixed Output

100 10 008112.012 100 10 008113.012 100 10 008114.012 ○ White Phase DIM

100 10 008112.022 100 10 008113.022 100 10 008114.022 ▯ Black Phase DIM

100 10 008112.013 100 10 008113.013 100 10 008114.013 ○ White DALI

100 10 008112.023 100 10 008113.023 100 10 008102.023 ▯ Black DALI

14W 3000°K 100 10 008115.011 100 10 008116.011 100 10 008117.011 ○ White Fixed Output

100 10 008115.021 100 10 008116.021 100 10 008117.021 ▯ Black Fixed Output

100 10 008115.012 100 10 008116.012 100 10 008117.012 ○ White Phase DIM

100 10 008115.022 100 10 008116.022 100 10 008117.022 ▯ Black Phase DIM

100 10 008115.013 100 10 008116.013 100 10 008117.013 ○ White DALI

100 10 008115.023 100 10 008116.023 100 10 008117.023 ▯ Black DALI

14W 4000°K 100 10 008118.011 100 10 008119.011 100 10 008120.011 ○ White Fixed Output

100 10 008118.021 100 10 008119.021 100 10 008120.021 ▯ Black Fixed Output

100 10 008118.012 100 10 008119.012 100 10 008120.012 ○ White Phase DIM

100 10 008118.022 100 10 008119.022 100 10 008120.022 ▯ Black Phase DIM

100 10 008118.013 100 10 008119.013 100 10 008120.013 ○ White DALI

100 10 008118.023 100 10 008119.023 100 10 008120.023 ▯ Black DALI Pa
ge
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Accent 100 IP Asymmetrical 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
asymmetrical orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and expressed detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 92mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

67 - 92

21

100

90 - 125

21
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Accent 100 IP Asymmetrical 
Type 2
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 008200.011 100 10 008201.011 100 10 008202.011 ○ White Fixed Output

100 10 008200.021 100 10 008201.021 100 10 008202.021 ▯ Black Fixed Output

100 10 008200.012 100 10 008201.012 100 10 008202.012 ○ White Phase DIM

100 10 008200.022 100 10 008201.022 100 10 008202.022 ▯ Black Phase DIM

100 10 008200.013 100 10 008201.013 100 10 008202.013 ○ White DALI

100 10 008200.023 100 10 008201.023 100 10 008202.023 ▯ Black DALI

8W 3000°K 100 10 008203.011 100 10 008204.011 100 10 008205.011 ○ White Fixed Output

100 10 008203.021 100 10 008204.021 100 10 008205.021 ▯ Black Fixed Output

100 10 008203.012 100 10 008204.012 100 10 008205.012 ○ White Phase DIM

100 10 008203.022 100 10 008204.022 100 10 008205.022 ▯ Black Phase DIM

100 10 008203.013 100 10 008204.013 100 10 008205.013 ○ White DALI

100 10 008203.023 100 10 008204.023 100 10 008205.023 ▯ Black DALI

8W 4000°K 100 10 008206.011 100 10 008207.011 100 10 008208.011 ○ White Fixed Output

100 10 008206.021 100 10 008207.021 100 10 008208.021 ▯ Black Fixed Output

100 10 008206.012 100 10 008207.012 100 10 008208.012 ○ White Phase DIM

100 10 008206.022 100 10 008207.022 100 10 008208.022 ▯ Black Phase DIM

100 10 008206.013 100 10 008207.013 100 10 008208.013 ○ White DALI

100 10 008206.023 100 10 008207.023 100 10 008208.023 ▯ Black DALI

7W 2700-1800°K 100 10 008209.011 100 10 008210.011 100 10 008211.011 ○ White Fixed Output

100 10 008209.021 100 10 008210.021 100 10 008211.021 ▯ Black Fixed Output

100 10 008209.012 100 10 008210.012 100 10 008211.012 ○ White Phase DIM

100 10 008209.022 100 10 008210.022 100 10 008211.022 ▯ Black Phase DIM

100 10 008209.013 100 10 008210.013 100 10 008211.013 ○ White DALI

100 10 008209.023 100 10 008210.023 100 10 008211.023 ▯ Black DALI

14W 2700°K 100 10 008212.011 100 10 008213.011 100 10 008214.011 ○ White Fixed Output

100 10 008212.021 100 10 008213.021 100 10 008214.021 ▯ Black Fixed Output

100 10 008212.012 100 10 008213.012 100 10 008214.012 ○ White Phase DIM

100 10 008212.022 100 10 008213.022 100 10 008214.022 ▯ Black Phase DIM

100 10 008212.013 100 10 008213.013 100 10 008214.013 ○ White DALI

100 10 008212.023 100 10 008213.023 100 10 008202.023 ▯ Black DALI

14W 3000°K 100 10 008215.011 100 10 008216.011 100 10 008217.011 ○ White Fixed Output

100 10 008215.021 100 10 008216.021 100 10 008217.021 ▯ Black Fixed Output

100 10 008215.012 100 10 008216.012 100 10 008217.012 ○ White Phase DIM

100 10 008215.022 100 10 008216.022 100 10 008217.022 ▯ Black Phase DIM

100 10 008215.013 100 10 008216.013 100 10 008217.013 ○ White DALI

100 10 008215.023 100 10 008216.023 100 10 008217.023 ▯ Black DALI

14W 4000°K 100 10 008218.011 100 10 008219.011 100 10 008220.011 ○ White Fixed Output

100 10 008218.021 100 10 008219.021 100 10 008220.021 ▯ Black Fixed Output

100 10 008218.012 100 10 008219.012 100 10 008220.012 ○ White Phase DIM

100 10 008218.022 100 10 008219.022 100 10 008220.022 ▯ Black Phase DIM

100 10 008218.013 100 10 008219.013 100 10 008220.013 ○ White DALI

100 10 008218.023 100 10 008219.023 100 10 008220.023 ▯ Black DALI Pa
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Accent Trimless Accent 100 Trimless Fixed
Accent 100 Trimless Directional
Accent 100 Trimless Asymmetrical
Accent 100 IP Trimless Fixed
Accent 100 IP Trimless Directional
Accent 100 IP Trimless Asymmetrical
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Accent Trimless

System

Optical Assembly

Accent Trimless is a family of luminaires designed to optimise visual 
comfort when illuminating either objects or space, and is supported 
by a ceiling integration system for plasterboard to ensure efficient 
and seamless installation.

An adjustable depth mechanism allows the optical source to be 
moved to a shallower position for extra wide or ellipitcal illumination, 
or to be fixed in a deeper position for use with narrower beams and 
accent lighting. 

A range of light shaping accessories allows the user to customise the 
lighting technique, from even diffuse light to oval beams for a wide 
range of applications.

Pressed steel perforated ceiling plate with high pressure die cast 
housing mount; corresponding black anodised die cast retention 
mechanism for optical assembly; brass thumbscrew module fixation. 
Optical unit set back with variable 45mm depth tolerance. Optional 
internal snoot in black anodised die cast aluminium. Facades in high 
pressure die cast aluminium; powdercoat finish; silicon gasket to 
ceiling mount. IP facade with clear glass lens and silicon seal. Optical 
housing and dissipation system in black anodised forged aluminium 
with 2 pole connector to secondary terminal on LED power supply 
180mA/350mA constant current. Primary terminal with plug and 
flex; active power factor correction; current regulation, voltage spike 
protection. 
Class III. IP20 — IP44.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <2 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. In combination 
with optional spreader, linear spreader, diffuser lens or honeycomb 
louvre.
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The Accent Trimless collection consists of fixed, directional and 
asymmetrical versions which may be used side by side for a unified 
suite of lighting design tools. 

Accent Trimless

Adjustable depth mechanism 0 - 45mm with 

thumb screw retention to optimise visual 

comfort.

High pressure die cast facade screws onto housing, 

including a foam seal to ensure that ingress protection 

is maintained.

Housing for optical assembly may be 

removed  for adjustment, modification of 

optical accessories, or to service power 

supply. Ceiling ring remains in ceiling to 

avoid damage to ceiling material.

Retention housing rotates for 

precise height adjustment, 

allowing installer to bring 

finished edge perfectly flush 

with underside of plasterboard 

to <1mm.
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Accent 100 Trimless Fixed 
Type 2 

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
rounded detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

85 - 106

100

105 -150
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Accent 100 Trimless Fixed 
Type 2

Page —
 0100

Accent

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 003200.011 100 10 003201.011 100 10 003202.011 ○ White Fixed Output

100 10 003200.021 100 10 003201.021 100 10 003202.021 ▯ Black Fixed Output

100 10 003200.012 100 10 003201.012 100 10 003202.012 ○ White Phase DIM

100 10 003200.022 100 10 003201.022 100 10 003202.022 ▯ Black Phase DIM

100 10 003200.013 100 10 003201.013 100 10 003202.013 ○ White DALI

100 10 003200.023 100 10 003201.023 100 10 003202.023 ▯ Black DALI

8W 3000°K 100 10 003203.011 100 10 003204.011 100 10 003205.011 ○ White Fixed Output

100 10 003203.021 100 10 003204.021 100 10 003205.021 ▯ Black Fixed Output

100 10 003203.012 100 10 003204.012 100 10 003205.012 ○ White Phase DIM

100 10 003203.022 100 10 003204.022 100 10 003205.022 ▯ Black Phase DIM

100 10 003203.013 100 10 003204.013 100 10 003205.013 ○ White DALI

100 10 003203.023 100 10 003204.023 100 10 003205.023 ▯ Black DALI

8W 4000°K 100 10 003206.011 100 10 003207.011 100 10 003208.011 ○ White Fixed Output

100 10 003206.021 100 10 003207.021 100 10 003208.021 ▯ Black Fixed Output

100 10 003206.012 100 10 003207.012 100 10 003208.012 ○ White Phase DIM

100 10 003206.022 100 10 003207.022 100 10 003208.022 ▯ Black Phase DIM

100 10 003206.013 100 10 003207.013 100 10 003208.013 ○ White DALI

100 10 003206.023 100 10 003207.023 100 10 003208.023 ▯ Black DALI

7W 2700-1800°K 100 10 003209.011 100 10 003210.011 100 10 003211.011 ○ White Fixed Output

100 10 003209.021 100 10 003210.021 100 10 003211.021 ▯ Black Fixed Output

100 10 003209.012 100 10 003210.012 100 10 003211.012 ○ White Phase DIM

100 10 003209.022 100 10 003210.022 100 10 003211.022 ▯ Black Phase DIM

100 10 003209.013 100 10 003210.013 100 10 003211.013 ○ White DALI

100 10 003209.023 100 10 003210.023 100 10 003211.023 ▯ Black DALI

14W 2700°K 100 10 003212.011 100 10 003213.011 100 10 003214.011 ○ White Fixed Output

100 10 003212.021 100 10 003213.021 100 10 003214.021 ▯ Black Fixed Output

100 10 003212.012 100 10 003213.012 100 10 003214.012 ○ White Phase DIM

100 10 003212.022 100 10 003213.022 100 10 003214.022 ▯ Black Phase DIM

100 10 003212.013 100 10 003213.013 100 10 003214.013 ○ White DALI

100 10 003212.023 100 10 003213.023 100 10 003202.023 ▯ Black DALI

14W 3000°K 100 10 003215.011 100 10 003216.011 100 10 003217.011 ○ White Fixed Output

100 10 003215.021 100 10 003216.021 100 10 003217.021 ▯ Black Fixed Output

100 10 003215.012 100 10 003216.012 100 10 003217.012 ○ White Phase DIM

100 10 003215.022 100 10 003216.022 100 10 003217.022 ▯ Black Phase DIM

100 10 003215.013 100 10 003216.013 100 10 003217.013 ○ White DALI

100 10 003215.023 100 10 003216.023 100 10 003217.023 ▯ Black DALI

14W 4000°K 100 10 003218.011 100 10 003219.011 100 10 003220.011 ○ White Fixed Output

100 10 003218.021 100 10 003219.021 100 10 003220.021 ▯ Black Fixed Output

100 10 003218.012 100 10 003219.012 100 10 003220.012 ○ White Phase DIM

100 10 003218.022 100 10 003219.022 100 10 003220.022 ▯ Black Phase DIM

100 10 003218.013 100 10 003219.013 100 10 003220.013 ○ White DALI

100 10 003218.023 100 10 003219.023 100 10 003220.023 ▯ Black DALI Pa
ge
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Accent 100 Trimless Fixed 
Type 3 

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with snoot 
detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

85 - 106

100

105 -150
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Accent 100 Trimless Fixed 
Type 3 

Page —
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Accent

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 003300.011 100 10 003301.011 100 10 003302.011 ○ White Fixed Output

100 10 003300.021 100 10 003301.021 100 10 003302.021 ▯ Black Fixed Output

100 10 003300.012 100 10 003301.012 100 10 003302.012 ○ White Phase DIM

100 10 003300.022 100 10 003301.022 100 10 003302.022 ▯ Black Phase DIM

100 10 003300.013 100 10 003301.013 100 10 003302.013 ○ White DALI

100 10 003300.023 100 10 003301.023 100 10 003302.023 ▯ Black DALI

8W 3000°K 100 10 003303.011 100 10 003304.011 100 10 003305.011 ○ White Fixed Output

100 10 003303.021 100 10 003304.021 100 10 003305.021 ▯ Black Fixed Output

100 10 003303.012 100 10 003304.012 100 10 003305.012 ○ White Phase DIM

100 10 003303.022 100 10 003304.022 100 10 003305.022 ▯ Black Phase DIM

100 10 003303.013 100 10 003304.013 100 10 003305.013 ○ White DALI

100 10 003303.023 100 10 003304.023 100 10 003305.023 ▯ Black DALI

8W 4000°K 100 10 003306.011 100 10 003307.011 100 10 003308.011 ○ White Fixed Output

100 10 003306.021 100 10 003307.021 100 10 003308.021 ▯ Black Fixed Output

100 10 003306.012 100 10 003307.012 100 10 003308.012 ○ White Phase DIM

100 10 003306.022 100 10 003307.022 100 10 003308.022 ▯ Black Phase DIM

100 10 003306.013 100 10 003307.013 100 10 003308.013 ○ White DALI

100 10 003306.023 100 10 003307.023 100 10 003308.023 ▯ Black DALI

7W 2700-1800°K 100 10 003309.011 100 10 003310.011 100 10 003311.011 ○ White Fixed Output

100 10 003309.021 100 10 003310.021 100 10 003311.021 ▯ Black Fixed Output

100 10 003309.012 100 10 003310.012 100 10 003311.012 ○ White Phase DIM

100 10 003309.022 100 10 003310.022 100 10 003311.022 ▯ Black Phase DIM

100 10 003309.013 100 10 003310.013 100 10 003311.013 ○ White DALI

100 10 003309.023 100 10 003310.023 100 10 003311.023 ▯ Black DALI

14W 2700°K 100 10 003312.011 100 10 003313.011 100 10 003314.011 ○ White Fixed Output

100 10 003312.021 100 10 003313.021 100 10 003314.021 ▯ Black Fixed Output

100 10 003312.012 100 10 003313.012 100 10 003314.012 ○ White Phase DIM

100 10 003312.022 100 10 003313.022 100 10 003314.022 ▯ Black Phase DIM

100 10 003312.013 100 10 003313.013 100 10 003314.013 ○ White DALI

100 10 003312.023 100 10 003313.023 100 10 003302.023 ▯ Black DALI

14W 3000°K 100 10 003315.011 100 10 003316.011 100 10 003317.011 ○ White Fixed Output

100 10 003315.021 100 10 003316.021 100 10 003317.021 ▯ Black Fixed Output

100 10 003315.012 100 10 003316.012 100 10 003317.012 ○ White Phase DIM

100 10 003315.022 100 10 003316.022 100 10 003317.022 ▯ Black Phase DIM

100 10 003315.013 100 10 003316.013 100 10 003317.013 ○ White DALI

100 10 003315.023 100 10 003316.023 100 10 003317.023 ▯ Black DALI

14W 4000°K 100 10 003318.011 100 10 003319.011 100 10 003320.011 ○ White Fixed Output

100 10 003318.021 100 10 003319.021 100 10 003320.021 ▯ Black Fixed Output

100 10 003318.012 100 10 003319.012 100 10 003320.012 ○ White Phase DIM

100 10 003318.022 100 10 003319.022 100 10 003320.022 ▯ Black Phase DIM

100 10 003318.013 100 10 003319.013 100 10 003320.013 ○ White DALI

100 10 003318.023 100 10 003319.023 100 10 003320.023 ▯ Black DALI Pa
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Accent 100 Trimless Directional 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
rounded detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0-30° Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100 - 125

100 100

140 - 165
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Accent 100 Trimless Directional 
Type 2

Page —
 0116

Accent

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 004200.011 100 10 004201.011 100 10 004202.011 ○ White Fixed Output

100 10 004200.021 100 10 004201.021 100 10 004202.021 ▯ Black Fixed Output

100 10 004200.012 100 10 004201.012 100 10 004202.012 ○ White Phase DIM

100 10 004200.022 100 10 004201.022 100 10 004202.022 ▯ Black Phase DIM

100 10 004200.013 100 10 004201.013 100 10 004202.013 ○ White DALI

100 10 004200.023 100 10 004201.023 100 10 004202.023 ▯ Black DALI

8W 3000°K 100 10 004203.011 100 10 004204.011 100 10 004205.011 ○ White Fixed Output

100 10 004203.021 100 10 004204.021 100 10 004205.021 ▯ Black Fixed Output

100 10 004203.012 100 10 004204.012 100 10 004205.012 ○ White Phase DIM

100 10 004203.022 100 10 004204.022 100 10 004205.022 ▯ Black Phase DIM

100 10 004203.013 100 10 004204.013 100 10 004205.013 ○ White DALI

100 10 004203.023 100 10 004204.023 100 10 004205.023 ▯ Black DALI

8W 4000°K 100 10 004206.011 100 10 004207.011 100 10 004208.011 ○ White Fixed Output

100 10 004206.021 100 10 004207.021 100 10 004208.021 ▯ Black Fixed Output

100 10 004206.012 100 10 004207.012 100 10 004208.012 ○ White Phase DIM

100 10 004206.022 100 10 004207.022 100 10 004208.022 ▯ Black Phase DIM

100 10 004206.013 100 10 004207.013 100 10 004208.013 ○ White DALI

100 10 004206.023 100 10 004207.023 100 10 004208.023 ▯ Black DALI

7W 2700-1800°K 100 10 004209.011 100 10 004210.011 100 10 004211.011 ○ White Fixed Output

100 10 004209.021 100 10 004210.021 100 10 004211.021 ▯ Black Fixed Output

100 10 004209.012 100 10 004210.012 100 10 004211.012 ○ White Phase DIM

100 10 004209.022 100 10 004210.022 100 10 004211.022 ▯ Black Phase DIM

100 10 004209.013 100 10 004210.013 100 10 004211.013 ○ White DALI

100 10 004209.023 100 10 004210.023 100 10 004211.023 ▯ Black DALI

14W 2700°K 100 10 004212.011 100 10 004213.011 100 10 004214.011 ○ White Fixed Output

100 10 004212.021 100 10 004213.021 100 10 004214.021 ▯ Black Fixed Output

100 10 004212.012 100 10 004213.012 100 10 004214.012 ○ White Phase DIM

100 10 004212.022 100 10 004213.022 100 10 004214.022 ▯ Black Phase DIM

100 10 004212.013 100 10 004213.013 100 10 004214.013 ○ White DALI

100 10 004212.023 100 10 004213.023 100 10 004202.023 ▯ Black DALI

14W 3000°K 100 10 004215.011 100 10 004216.011 100 10 004217.011 ○ White Fixed Output

100 10 004215.021 100 10 004216.021 100 10 004217.021 ▯ Black Fixed Output

100 10 004215.012 100 10 004216.012 100 10 004217.012 ○ White Phase DIM

100 10 004215.022 100 10 004216.022 100 10 004217.022 ▯ Black Phase DIM

100 10 004215.013 100 10 004216.013 100 10 004217.013 ○ White DALI

100 10 004215.023 100 10 004216.023 100 10 004217.023 ▯ Black DALI

14W 4000°K 100 10 004218.011 100 10 004219.011 100 10 004220.011 ○ White Fixed Output

100 10 004218.021 100 10 004219.021 100 10 004220.021 ▯ Black Fixed Output

100 10 004218.012 100 10 004219.012 100 10 004220.012 ○ White Phase DIM

100 10 004218.022 100 10 004219.022 100 10 004220.022 ▯ Black Phase DIM

100 10 004218.013 100 10 004219.013 100 10 004220.013 ○ White DALI

100 10 004218.023 100 10 004219.023 100 10 004220.023 ▯ Black DALI Pa
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Accent 100 Trimless Directional 
Type 3

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with snoot 
detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0-30° Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100 - 125

100 100

140 - 165
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Accent 100 Trimless Directional 
Type 3

Page —
 0124

Accent

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 004300.011 100 10 004301.011 100 10 004302.011 ○ White Fixed Output

100 10 004300.021 100 10 004301.021 100 10 004302.021 ▯ Black Fixed Output

100 10 004300.012 100 10 004301.012 100 10 004302.012 ○ White Phase DIM

100 10 004300.022 100 10 004301.022 100 10 004302.022 ▯ Black Phase DIM

100 10 004300.013 100 10 004301.013 100 10 004302.013 ○ White DALI

100 10 004300.023 100 10 004301.023 100 10 004302.023 ▯ Black DALI

8W 3000°K 100 10 004303.011 100 10 004304.011 100 10 004305.011 ○ White Fixed Output

100 10 004303.021 100 10 004304.021 100 10 004305.021 ▯ Black Fixed Output

100 10 004303.012 100 10 004304.012 100 10 004305.012 ○ White Phase DIM

100 10 004303.022 100 10 004304.022 100 10 004305.022 ▯ Black Phase DIM

100 10 004303.013 100 10 004304.013 100 10 004305.013 ○ White DALI

100 10 004303.023 100 10 004304.023 100 10 004305.023 ▯ Black DALI

8W 4000°K 100 10 004306.011 100 10 004307.011 100 10 004308.011 ○ White Fixed Output

100 10 004306.021 100 10 004307.021 100 10 004308.021 ▯ Black Fixed Output

100 10 004306.012 100 10 004307.012 100 10 004308.012 ○ White Phase DIM

100 10 004306.022 100 10 004307.022 100 10 004308.022 ▯ Black Phase DIM

100 10 004306.013 100 10 004307.013 100 10 004308.013 ○ White DALI

100 10 004306.023 100 10 004307.023 100 10 004308.023 ▯ Black DALI

7W 2700-1800°K 100 10 004309.011 100 10 004310.011 100 10 004311.011 ○ White Fixed Output

100 10 004309.021 100 10 004310.021 100 10 004311.021 ▯ Black Fixed Output

100 10 004309.012 100 10 004310.012 100 10 004311.012 ○ White Phase DIM

100 10 004309.022 100 10 004310.022 100 10 004311.022 ▯ Black Phase DIM

100 10 004309.013 100 10 004310.013 100 10 004311.013 ○ White DALI

100 10 004309.023 100 10 004310.023 100 10 004311.023 ▯ Black DALI

14W 2700°K 100 10 004312.011 100 10 004313.011 100 10 004314.011 ○ White Fixed Output

100 10 004312.021 100 10 004313.021 100 10 004314.021 ▯ Black Fixed Output

100 10 004312.012 100 10 004313.012 100 10 004314.012 ○ White Phase DIM

100 10 004312.022 100 10 004313.022 100 10 004314.022 ▯ Black Phase DIM

100 10 004312.013 100 10 004313.013 100 10 004314.013 ○ White DALI

100 10 004312.023 100 10 004313.023 100 10 004302.023 ▯ Black DALI

14W 3000°K 100 10 004315.011 100 10 004316.011 100 10 004317.011 ○ White Fixed Output

100 10 004315.021 100 10 004316.021 100 10 004317.021 ▯ Black Fixed Output

100 10 004315.012 100 10 004316.012 100 10 004317.012 ○ White Phase DIM

100 10 004315.022 100 10 004316.022 100 10 004317.022 ▯ Black Phase DIM

100 10 004315.013 100 10 004316.013 100 10 004317.013 ○ White DALI

100 10 004315.023 100 10 004316.023 100 10 004317.023 ▯ Black DALI

14W 4000°K 100 10 004318.011 100 10 004319.011 100 10 004320.011 ○ White Fixed Output

100 10 004318.021 100 10 004319.021 100 10 004320.021 ▯ Black Fixed Output

100 10 004318.012 100 10 004319.012 100 10 004320.012 ○ White Phase DIM

100 10 004318.022 100 10 004319.022 100 10 004320.022 ▯ Black Phase DIM

100 10 004318.013 100 10 004319.013 100 10 004320.013 ○ White DALI

100 10 004318.023 100 10 004319.023 100 10 004320.023 ▯ Black DALI Pa
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Accent 100 Trimless Asymmetrical 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
asymmetrical orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade with 
rounded detail. Includes direct fast connector to remote driver. Active power factor correction, current regulation, 
voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

88 - 113

100 100

100 -135
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Accent 100 Trimless Asymmetrical 
Type 2

Page —
 0128

Accent

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 008200.011 100 10 008201.011 100 10 008202.011 ○ White Fixed Output

100 10 008200.021 100 10 008201.021 100 10 008202.021 ▯ Black Fixed Output

100 10 008200.012 100 10 008201.012 100 10 008202.012 ○ White Phase DIM

100 10 008200.022 100 10 008201.022 100 10 008202.022 ▯ Black Phase DIM

100 10 008200.013 100 10 008201.013 100 10 008202.013 ○ White DALI

100 10 008200.023 100 10 008201.023 100 10 008202.023 ▯ Black DALI

8W 3000°K 100 10 008203.011 100 10 008204.011 100 10 008205.011 ○ White Fixed Output

100 10 008203.021 100 10 008204.021 100 10 008205.021 ▯ Black Fixed Output

100 10 008203.012 100 10 008204.012 100 10 008205.012 ○ White Phase DIM

100 10 008203.022 100 10 008204.022 100 10 008205.022 ▯ Black Phase DIM

100 10 008203.013 100 10 008204.013 100 10 008205.013 ○ White DALI

100 10 008203.023 100 10 008204.023 100 10 008205.023 ▯ Black DALI

8W 4000°K 100 10 008206.011 100 10 008207.011 100 10 008208.011 ○ White Fixed Output

100 10 008206.021 100 10 008207.021 100 10 008208.021 ▯ Black Fixed Output

100 10 008206.012 100 10 008207.012 100 10 008208.012 ○ White Phase DIM

100 10 008206.022 100 10 008207.022 100 10 008208.022 ▯ Black Phase DIM

100 10 008206.013 100 10 008207.013 100 10 008208.013 ○ White DALI

100 10 008206.023 100 10 008207.023 100 10 008208.023 ▯ Black DALI

7W 2700-1800°K 100 10 008209.011 100 10 008210.011 100 10 008211.011 ○ White Fixed Output

100 10 008209.021 100 10 008210.021 100 10 008211.021 ▯ Black Fixed Output

100 10 008209.012 100 10 008210.012 100 10 008211.012 ○ White Phase DIM

100 10 008209.022 100 10 008210.022 100 10 008211.022 ▯ Black Phase DIM

100 10 008209.013 100 10 008210.013 100 10 008211.013 ○ White DALI

100 10 008209.023 100 10 008210.023 100 10 008211.023 ▯ Black DALI

14W 2700°K 100 10 008212.011 100 10 008213.011 100 10 008214.011 ○ White Fixed Output

100 10 008212.021 100 10 008213.021 100 10 008214.021 ▯ Black Fixed Output

100 10 008212.012 100 10 008213.012 100 10 008214.012 ○ White Phase DIM

100 10 008212.022 100 10 008213.022 100 10 008214.022 ▯ Black Phase DIM

100 10 008212.013 100 10 008213.013 100 10 008214.013 ○ White DALI

100 10 008212.023 100 10 008213.023 100 10 008202.023 ▯ Black DALI

14W 3000°K 100 10 008215.011 100 10 008216.011 100 10 008217.011 ○ White Fixed Output

100 10 008215.021 100 10 008216.021 100 10 008217.021 ▯ Black Fixed Output

100 10 008215.012 100 10 008216.012 100 10 008217.012 ○ White Phase DIM

100 10 008215.022 100 10 008216.022 100 10 008217.022 ▯ Black Phase DIM

100 10 008215.013 100 10 008216.013 100 10 008217.013 ○ White DALI

100 10 008215.023 100 10 008216.023 100 10 008217.023 ▯ Black DALI

14W 4000°K 100 10 008218.011 100 10 008219.011 100 10 008220.011 ○ White Fixed Output

100 10 008218.021 100 10 008219.021 100 10 008220.021 ▯ Black Fixed Output

100 10 008218.012 100 10 008219.012 100 10 008220.012 ○ White Phase DIM

100 10 008218.022 100 10 008219.022 100 10 008220.022 ▯ Black Phase DIM

100 10 008218.013 100 10 008219.013 100 10 008220.013 ○ White DALI

100 10 008218.023 100 10 008219.023 100 10 008220.023 ▯ Black DALI Pa
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GAccent 100 IP Trimless Fixed 
Type 2 

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and rounded detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

85 - 106

100

105 -150
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 009200.011 100 10 009201.011 100 10 009202.011 ○ White Fixed Output

100 10 009200.021 100 10 009201.021 100 10 009202.021 ▯ Black Fixed Output

100 10 009200.012 100 10 009201.012 100 10 009202.012 ○ White Phase DIM

100 10 009200.022 100 10 009201.022 100 10 009202.022 ▯ Black Phase DIM

100 10 009200.013 100 10 009201.013 100 10 009202.013 ○ White DALI

100 10 009200.023 100 10 009201.023 100 10 009202.023 ▯ Black DALI

8W 3000°K 100 10 009203.011 100 10 009204.011 100 10 009205.011 ○ White Fixed Output

100 10 009203.021 100 10 009204.021 100 10 009205.021 ▯ Black Fixed Output

100 10 009203.012 100 10 009204.012 100 10 009205.012 ○ White Phase DIM

100 10 009203.022 100 10 009204.022 100 10 009205.022 ▯ Black Phase DIM

100 10 009203.013 100 10 009204.013 100 10 009205.013 ○ White DALI

100 10 009203.023 100 10 009204.023 100 10 009205.023 ▯ Black DALI

8W 4000°K 100 10 009206.011 100 10 009207.011 100 10 009208.011 ○ White Fixed Output

100 10 009206.021 100 10 009207.021 100 10 009208.021 ▯ Black Fixed Output

100 10 009206.012 100 10 009207.012 100 10 009208.012 ○ White Phase DIM

100 10 009206.022 100 10 009207.022 100 10 009208.022 ▯ Black Phase DIM

100 10 009206.013 100 10 009207.013 100 10 009208.013 ○ White DALI

100 10 009206.023 100 10 009207.023 100 10 009208.023 ▯ Black DALI

7W 2700-1800°K 100 10 009209.011 100 10 009210.011 100 10 009211.011 ○ White Fixed Output

100 10 009209.021 100 10 009210.021 100 10 009211.021 ▯ Black Fixed Output

100 10 009209.012 100 10 009210.012 100 10 009211.012 ○ White Phase DIM

100 10 009209.022 100 10 009210.022 100 10 009211.022 ▯ Black Phase DIM

100 10 009209.013 100 10 009210.013 100 10 009211.013 ○ White DALI

100 10 009209.023 100 10 009210.023 100 10 009211.023 ▯ Black DALI

14W 2700°K 100 10 009212.011 100 10 009213.011 100 10 009214.011 ○ White Fixed Output

100 10 009212.021 100 10 009213.021 100 10 009214.021 ▯ Black Fixed Output

100 10 009212.012 100 10 009213.012 100 10 009214.012 ○ White Phase DIM

100 10 009212.022 100 10 009213.022 100 10 009214.022 ▯ Black Phase DIM

100 10 009212.013 100 10 009213.013 100 10 009214.013 ○ White DALI

100 10 009212.023 100 10 009213.023 100 10 009202.023 ▯ Black DALI

14W 3000°K 100 10 009215.011 100 10 009216.011 100 10 009217.011 ○ White Fixed Output

100 10 009215.021 100 10 009216.021 100 10 009217.021 ▯ Black Fixed Output

100 10 009215.012 100 10 009216.012 100 10 009217.012 ○ White Phase DIM

100 10 009215.022 100 10 009216.022 100 10 009217.022 ▯ Black Phase DIM

100 10 009215.013 100 10 009216.013 100 10 009217.013 ○ White DALI

100 10 009215.023 100 10 009216.023 100 10 009217.023 ▯ Black DALI

14W 4000°K 100 10 009218.011 100 10 009219.011 100 10 009220.011 ○ White Fixed Output

100 10 009218.021 100 10 009219.021 100 10 009220.021 ▯ Black Fixed Output

100 10 009218.012 100 10 009219.012 100 10 009220.012 ○ White Phase DIM

100 10 009218.022 100 10 009219.022 100 10 009220.022 ▯ Black Phase DIM

100 10 009218.013 100 10 009219.013 100 10 009220.013 ○ White DALI

100 10 009218.023 100 10 009219.023 100 10 009220.023 ▯ Black DALI Pa
ge
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Accent 100 IP Trimless Fixed 
Type 3 

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-glare 
accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and snoot detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100

85 - 106

100

105 -150
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Accent 100 IP Trimless Fixed 
Type 3 
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 009300.011 100 10 009301.011 100 10 009302.011 ○ White Fixed Output

100 10 009300.021 100 10 009301.021 100 10 009302.021 ▯ Black Fixed Output

100 10 009300.012 100 10 009301.012 100 10 009302.012 ○ White Phase DIM

100 10 009300.022 100 10 009301.022 100 10 009302.022 ▯ Black Phase DIM

100 10 009300.013 100 10 009301.013 100 10 009302.013 ○ White DALI

100 10 009300.023 100 10 009301.023 100 10 009302.023 ▯ Black DALI

8W 3000°K 100 10 009303.011 100 10 009304.011 100 10 009305.011 ○ White Fixed Output

100 10 009303.021 100 10 009304.021 100 10 009305.021 ▯ Black Fixed Output

100 10 009303.012 100 10 009304.012 100 10 009305.012 ○ White Phase DIM

100 10 009303.022 100 10 009304.022 100 10 009305.022 ▯ Black Phase DIM

100 10 009303.013 100 10 009304.013 100 10 009305.013 ○ White DALI

100 10 009303.023 100 10 009304.023 100 10 009305.023 ▯ Black DALI

8W 4000°K 100 10 009306.011 100 10 009307.011 100 10 009308.011 ○ White Fixed Output

100 10 009306.021 100 10 009307.021 100 10 009308.021 ▯ Black Fixed Output

100 10 009306.012 100 10 009307.012 100 10 009308.012 ○ White Phase DIM

100 10 009306.022 100 10 009307.022 100 10 009308.022 ▯ Black Phase DIM

100 10 009306.013 100 10 009307.013 100 10 009308.013 ○ White DALI

100 10 009306.023 100 10 009307.023 100 10 009308.023 ▯ Black DALI

7W 2700-1800°K 100 10 009309.011 100 10 009310.011 100 10 009311.011 ○ White Fixed Output

100 10 009309.021 100 10 009310.021 100 10 009311.021 ▯ Black Fixed Output

100 10 009309.012 100 10 009310.012 100 10 009311.012 ○ White Phase DIM

100 10 009309.022 100 10 009310.022 100 10 009311.022 ▯ Black Phase DIM

100 10 009309.013 100 10 009310.013 100 10 009311.013 ○ White DALI

100 10 009309.023 100 10 009310.023 100 10 009311.023 ▯ Black DALI

14W 2700°K 100 10 009312.011 100 10 009313.011 100 10 009314.011 ○ White Fixed Output

100 10 009312.021 100 10 009313.021 100 10 009314.021 ▯ Black Fixed Output

100 10 009312.012 100 10 009313.012 100 10 009314.012 ○ White Phase DIM

100 10 009312.022 100 10 009313.022 100 10 009314.022 ▯ Black Phase DIM

100 10 009312.013 100 10 009313.013 100 10 009314.013 ○ White DALI

100 10 009312.023 100 10 009313.023 100 10 009302.023 ▯ Black DALI

14W 3000°K 100 10 009315.011 100 10 009316.011 100 10 009317.011 ○ White Fixed Output

100 10 009315.021 100 10 009316.021 100 10 009317.021 ▯ Black Fixed Output

100 10 009315.012 100 10 009316.012 100 10 009317.012 ○ White Phase DIM

100 10 009315.022 100 10 009316.022 100 10 009317.022 ▯ Black Phase DIM

100 10 009315.013 100 10 009316.013 100 10 009317.013 ○ White DALI

100 10 009315.023 100 10 009316.023 100 10 009317.023 ▯ Black DALI

14W 4000°K 100 10 009318.011 100 10 009319.011 100 10 009320.011 ○ White Fixed Output

100 10 009318.021 100 10 009319.021 100 10 009320.021 ▯ Black Fixed Output

100 10 009318.012 100 10 009319.012 100 10 009320.012 ○ White Phase DIM

100 10 009318.022 100 10 009319.022 100 10 009320.022 ▯ Black Phase DIM

100 10 009318.013 100 10 009319.013 100 10 009320.013 ○ White DALI

100 10 009318.023 100 10 009319.023 100 10 009320.023 ▯ Black DALI Pa
ge
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Accent 100 IP Trimless Directional 
Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and rounded detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100 - 125

100 100

140 - 165
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Accent 100 IP Trimless Directional 
Type 2
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FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 010200.011 100 10 010201.011 100 10 010202.011 ○ White Fixed Output

100 10 010200.021 100 10 010201.021 100 10 010202.021 ▯ Black Fixed Output

100 10 010200.012 100 10 010201.012 100 10 010202.012 ○ White Phase DIM

100 10 010200.022 100 10 010201.022 100 10 010202.022 ▯ Black Phase DIM

100 10 010200.013 100 10 010201.013 100 10 010202.013 ○ White DALI

100 10 010200.023 100 10 010201.023 100 10 010202.023 ▯ Black DALI

8W 3000°K 100 10 010203.011 100 10 010204.011 100 10 010205.011 ○ White Fixed Output

100 10 010203.021 100 10 010204.021 100 10 010205.021 ▯ Black Fixed Output

100 10 010203.012 100 10 010204.012 100 10 010205.012 ○ White Phase DIM

100 10 010203.022 100 10 010204.022 100 10 010205.022 ▯ Black Phase DIM

100 10 010203.013 100 10 010204.013 100 10 010205.013 ○ White DALI

100 10 010203.023 100 10 010204.023 100 10 010205.023 ▯ Black DALI

8W 4000°K 100 10 010206.011 100 10 010207.011 100 10 010208.011 ○ White Fixed Output

100 10 010206.021 100 10 010207.021 100 10 010208.021 ▯ Black Fixed Output

100 10 010206.012 100 10 010207.012 100 10 010208.012 ○ White Phase DIM

100 10 010206.022 100 10 010207.022 100 10 010208.022 ▯ Black Phase DIM

100 10 010206.013 100 10 010207.013 100 10 010208.013 ○ White DALI

100 10 010206.023 100 10 010207.023 100 10 010208.023 ▯ Black DALI

7W 2700-1800°K 100 10 010209.011 100 10 010210.011 100 10 010211.011 ○ White Fixed Output

100 10 010209.021 100 10 010210.021 100 10 010211.021 ▯ Black Fixed Output

100 10 010209.012 100 10 010210.012 100 10 010211.012 ○ White Phase DIM

100 10 010209.022 100 10 010210.022 100 10 010211.022 ▯ Black Phase DIM

100 10 010209.013 100 10 010210.013 100 10 010211.013 ○ White DALI

100 10 010209.023 100 10 010210.023 100 10 010211.023 ▯ Black DALI

14W 2700°K 100 10 010212.011 100 10 010213.011 100 10 010214.011 ○ White Fixed Output

100 10 010212.021 100 10 010213.021 100 10 010214.021 ▯ Black Fixed Output

100 10 010212.012 100 10 010213.012 100 10 010214.012 ○ White Phase DIM

100 10 010212.022 100 10 010213.022 100 10 010214.022 ▯ Black Phase DIM

100 10 010212.013 100 10 010213.013 100 10 010214.013 ○ White DALI

100 10 010212.023 100 10 010213.023 100 10 010202.023 ▯ Black DALI

14W 3000°K 100 10 010215.011 100 10 010216.011 100 10 010217.011 ○ White Fixed Output

100 10 010215.021 100 10 010216.021 100 10 010217.021 ▯ Black Fixed Output

100 10 010215.012 100 10 010216.012 100 10 010217.012 ○ White Phase DIM

100 10 010215.022 100 10 010216.022 100 10 010217.022 ▯ Black Phase DIM

100 10 010215.013 100 10 010216.013 100 10 010217.013 ○ White DALI

100 10 010215.023 100 10 010216.023 100 10 010217.023 ▯ Black DALI

14W 4000°K 100 10 010218.011 100 10 010219.011 100 10 010220.011 ○ White Fixed Output

100 10 010218.021 100 10 010219.021 100 10 010220.021 ▯ Black Fixed Output

100 10 010218.012 100 10 010219.012 100 10 010220.012 ○ White Phase DIM

100 10 010218.022 100 10 010219.022 100 10 010220.022 ▯ Black Phase DIM

100 10 010218.013 100 10 010219.013 100 10 010220.013 ○ White DALI

100 10 010218.023 100 10 010219.023 100 10 010220.023 ▯ Black DALI Pa
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Accent 100 IP Trimless Directional 
Type 3

G

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
directional orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade 
from marine-grade aluminium with nano-ceramic pre-treatment and snoot detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

100 - 125

100 100

140 - 165

Page —
 0142 Pa

ge
 —

 0
14

3
Ac

ce
nt

 T
rim

le
ss

Accent Trim
less



Accent 100 IP Trimless Directional 
Type 3
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8W 2700°K 100 10 010300.011 100 10 010301.011 100 10 010302.011 ○ White Fixed Output

100 10 010300.021 100 10 010301.021 100 10 010302.021 ▯ Black Fixed Output

100 10 010300.012 100 10 010301.012 100 10 010302.012 ○ White Phase DIM

100 10 010300.022 100 10 010301.022 100 10 010302.022 ▯ Black Phase DIM

100 10 010300.013 100 10 010301.013 100 10 010302.013 ○ White DALI

100 10 010300.023 100 10 010301.023 100 10 010302.023 ▯ Black DALI

8W 3000°K 100 10 010303.011 100 10 010304.011 100 10 010305.011 ○ White Fixed Output

100 10 010303.021 100 10 010304.021 100 10 010305.021 ▯ Black Fixed Output

100 10 010303.012 100 10 010304.012 100 10 010305.012 ○ White Phase DIM

100 10 010303.022 100 10 010304.022 100 10 010305.022 ▯ Black Phase DIM

100 10 010303.013 100 10 010304.013 100 10 010305.013 ○ White DALI

100 10 010303.023 100 10 010304.023 100 10 010305.023 ▯ Black DALI

8W 4000°K 100 10 010306.011 100 10 010307.011 100 10 010308.011 ○ White Fixed Output

100 10 010306.021 100 10 010307.021 100 10 010308.021 ▯ Black Fixed Output

100 10 010306.012 100 10 010307.012 100 10 010308.012 ○ White Phase DIM

100 10 010306.022 100 10 010307.022 100 10 010308.022 ▯ Black Phase DIM

100 10 010306.013 100 10 010307.013 100 10 010308.013 ○ White DALI

100 10 010306.023 100 10 010307.023 100 10 010308.023 ▯ Black DALI

7W 2700-1800°K 100 10 010309.011 100 10 010310.011 100 10 010311.011 ○ White Fixed Output

100 10 010309.021 100 10 010310.021 100 10 010311.021 ▯ Black Fixed Output

100 10 010309.012 100 10 010310.012 100 10 010311.012 ○ White Phase DIM

100 10 010309.022 100 10 010310.022 100 10 010311.022 ▯ Black Phase DIM

100 10 010309.013 100 10 010310.013 100 10 010311.013 ○ White DALI

100 10 010309.023 100 10 010310.023 100 10 010311.023 ▯ Black DALI

14W 2700°K 100 10 010312.011 100 10 010313.011 100 10 010314.011 ○ White Fixed Output

100 10 010312.021 100 10 010313.021 100 10 010314.021 ▯ Black Fixed Output

100 10 010312.012 100 10 010313.012 100 10 010314.012 ○ White Phase DIM

100 10 010312.022 100 10 010313.022 100 10 010314.022 ▯ Black Phase DIM

100 10 010312.013 100 10 010313.013 100 10 010314.013 ○ White DALI

100 10 010312.023 100 10 010313.023 100 10 010302.023 ▯ Black DALI

14W 3000°K 100 10 010315.011 100 10 010316.011 100 10 010317.011 ○ White Fixed Output

100 10 010315.021 100 10 010316.021 100 10 010317.021 ▯ Black Fixed Output

100 10 010315.012 100 10 010316.012 100 10 010317.012 ○ White Phase DIM

100 10 010315.022 100 10 010316.022 100 10 010317.022 ▯ Black Phase DIM

100 10 010315.013 100 10 010316.013 100 10 010317.013 ○ White DALI

100 10 010315.023 100 10 010316.023 100 10 010317.023 ▯ Black DALI

14W 4000°K 100 10 010318.011 100 10 010319.011 100 10 010320.011 ○ White Fixed Output

100 10 010318.021 100 10 010319.021 100 10 010320.021 ▯ Black Fixed Output

100 10 010318.012 100 10 010319.012 100 10 010320.012 ○ White Phase DIM

100 10 010318.022 100 10 010319.022 100 10 010320.022 ▯ Black Phase DIM

100 10 010318.013 100 10 010319.013 100 10 010320.013 ○ White DALI

100 10 010318.023 100 10 010319.023 100 10 010320.023 ▯ Black DALI



Accent 100 IP Trimless 
Asymmetrical Type 2

Recessed ceiling luminaire with rotationally symmetrical flood or wide flood optics, high colour reproduction, 
asymmetrical orientation, adjustable depth mechanism for optical assembly. Combine with optical lens and anti-
glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated facade from 
marine-grade aluminium with nano-ceramic pre-treatment and rounded detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 130mm Round x 115-135mm (7W/8W) / 155-175mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

88 - 113

100 100

100 -135
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Accent 100 IP Trimless Asymmetrical 
Type 2

Page —
 0148

Accent

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 011200.011 100 10 011201.011 100 10 011202.011 ○ White Fixed Output

100 10 011200.021 100 10 011201.021 100 10 011202.021 ▯ Black Fixed Output

100 10 011200.012 100 10 011201.012 100 10 011202.012 ○ White Phase DIM

100 10 011200.022 100 10 011201.022 100 10 011202.022 ▯ Black Phase DIM

100 10 011200.013 100 10 011201.013 100 10 011202.013 ○ White DALI

100 10 011200.023 100 10 011201.023 100 10 011202.023 ▯ Black DALI

8W 3000°K 100 10 011203.011 100 10 011204.011 100 10 011205.011 ○ White Fixed Output

100 10 011203.021 100 10 011204.021 100 10 011205.021 ▯ Black Fixed Output

100 10 011203.012 100 10 011204.012 100 10 011205.012 ○ White Phase DIM

100 10 011203.022 100 10 011204.022 100 10 011205.022 ▯ Black Phase DIM

100 10 011203.013 100 10 011204.013 100 10 011205.013 ○ White DALI

100 10 011203.023 100 10 011204.023 100 10 011205.023 ▯ Black DALI

8W 4000°K 100 10 011206.011 100 10 011207.011 100 10 011208.011 ○ White Fixed Output

100 10 011206.021 100 10 011207.021 100 10 011208.021 ▯ Black Fixed Output

100 10 011206.012 100 10 011207.012 100 10 011208.012 ○ White Phase DIM

100 10 011206.022 100 10 011207.022 100 10 011208.022 ▯ Black Phase DIM

100 10 011206.013 100 10 011207.013 100 10 011208.013 ○ White DALI

100 10 011206.023 100 10 011207.023 100 10 011208.023 ▯ Black DALI

7W 2700-1800°K 100 10 011209.011 100 10 011210.011 100 10 011211.011 ○ White Fixed Output

100 10 011209.021 100 10 011210.021 100 10 011211.021 ▯ Black Fixed Output

100 10 011209.012 100 10 011210.012 100 10 011211.012 ○ White Phase DIM

100 10 011209.022 100 10 011210.022 100 10 011211.022 ▯ Black Phase DIM

100 10 011209.013 100 10 011210.013 100 10 011211.013 ○ White DALI

100 10 011209.023 100 10 011210.023 100 10 011211.023 ▯ Black DALI

14W 2700°K 100 10 011212.011 100 10 011213.011 100 10 011214.011 ○ White Fixed Output

100 10 011212.021 100 10 011213.021 100 10 011214.021 ▯ Black Fixed Output

100 10 011212.012 100 10 011213.012 100 10 011214.012 ○ White Phase DIM

100 10 011212.022 100 10 011213.022 100 10 011214.022 ▯ Black Phase DIM

100 10 011212.013 100 10 011213.013 100 10 011214.013 ○ White DALI

100 10 011212.023 100 10 011213.023 100 10 011202.023 ▯ Black DALI

14W 3000°K 100 10 011215.011 100 10 011216.011 100 10 011217.011 ○ White Fixed Output

100 10 011215.021 100 10 011216.021 100 10 011217.021 ▯ Black Fixed Output

100 10 011215.012 100 10 011216.012 100 10 011217.012 ○ White Phase DIM

100 10 011215.022 100 10 011216.022 100 10 011217.022 ▯ Black Phase DIM

100 10 011215.013 100 10 011216.013 100 10 011217.013 ○ White DALI

100 10 011215.023 100 10 011216.023 100 10 011217.023 ▯ Black DALI

14W 4000°K 100 10 011218.011 100 10 011219.011 100 10 011220.011 ○ White Fixed Output

100 10 011218.021 100 10 011219.021 100 10 011220.021 ▯ Black Fixed Output

100 10 011218.012 100 10 011219.012 100 10 011220.012 ○ White Phase DIM

100 10 011218.022 100 10 011219.022 100 10 011220.022 ▯ Black Phase DIM

100 10 011218.013 100 10 011219.013 100 10 011220.013 ○ White DALI

100 10 011218.023 100 10 011219.023 100 10 011220.023 ▯ Black DALI Pa
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Optical Accessories

▲  Accent Type 1 with Honeycomb louvre
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◀  Hex Louvre 43
980 00 004301.010 

◀  Spreader Lens 43
980 00 004302.000 

◀  Linear Spreader Lens 43
980 00 004303.000 

◀  Diffuser Lens 43
980 00 004304.000
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Accent 100 Accent 100 Trimless Concrete Fixed
Accent 100 Trimless Concrete Directional
Accent 100 Trimless Concrete Asymmetrical
Accent 100 IP Trimless Concrete Fixed
Accent 100 IP Trimless Concrete Directional
Accent 100 IP Trimless Concrete Asymmetrical
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Accent Trimless 
Concrete

System

Optical Assembly

Accent Trimless for Concrete is a family of luminaires designed to 
optimise visual comfort and includes an instllation kit specifically 
designed to achieve a trimless detail in a concrete slab setting.
 
An adjustable depth mechanism allows the optical source to be 
moved to a shallower position for extra wide or ellipitcal illumination, 
or to be fixed in a deeper position for use with narrower beams and 
accent lighting. 

A range of light shaping accessories allows the user to customise the 
lighting technique, from even diffuse light to oval beams for a wide 
range of applications.

Spun aluminium installation kit with high pressure die cast housing 
mount; corresponding black anodised die cast retention mechanism 
for optical assembly. Optical unit set back with variable 45mm 
depth tolerance. Optional internal snoot in black anodised die cast 
aluminium. Facades in high pressure die cast aluminium; powdercoat 
finish; silicon gasket to ceiling mount. IP facade with clear glass lens 
and silicon seal. Optical housing and dissipation system in black 
anodised forged aluminium with 2 pole connector to secondary 
terminal on LED power supply 180mA/350mA constant current. 
Primary terminal with plug and flex; active power factor correction; 
current regulation, voltage spike protection. 
Class III. IP20 — IP44.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <2 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. In combination 
with optional spreader, linear spreader, diffuser lens or honeycomb 
louvre.
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Accent 100 Trimless Concrete 
Fixed Type 1

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens 
and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated 
facade with inset detail. Includes direct fast connector to remote driver. Active power factor correction, current 
regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cavity 182mm Round x 125-190mm Depth

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 Trimless Concrete 
Fixed Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 012100.011 100 10 012101.011 100 10 012102.011 ○ White Fixed Output

100 10 012100.021 100 10 012101.021 100 10 012102.021 ▯ Black Fixed Output

100 10 012100.012 100 10 012101.012 100 10 012102.012 ○ White Phase DIM

100 10 012100.022 100 10 012101.022 100 10 012102.022 ▯ Black Phase DIM

100 10 012100.013 100 10 012101.013 100 10 012102.013 ○ White DALI

100 10 012100.023 100 10 012101.023 100 10 012102.023 ▯ Black DALI

8W 3000°K 100 10 012103.011 100 10 012104.011 100 10 012105.011 ○ White Fixed Output

100 10 012103.021 100 10 012104.021 100 10 012105.021 ▯ Black Fixed Output

100 10 012103.012 100 10 012104.012 100 10 012105.012 ○ White Phase DIM

100 10 012103.022 100 10 012104.022 100 10 012105.022 ▯ Black Phase DIM

100 10 012103.013 100 10 012104.013 100 10 012105.013 ○ White DALI

100 10 012103.023 100 10 012104.023 100 10 012105.023 ▯ Black DALI

8W 4000°K 100 10 012106.011 100 10 012107.011 100 10 012108.011 ○ White Fixed Output

100 10 012106.021 100 10 012107.021 100 10 012108.021 ▯ Black Fixed Output

100 10 012106.012 100 10 012107.012 100 10 012108.012 ○ White Phase DIM

100 10 012106.022 100 10 012107.022 100 10 012108.022 ▯ Black Phase DIM

100 10 012106.013 100 10 012107.013 100 10 012108.013 ○ White DALI

100 10 012106.023 100 10 012107.023 100 10 012108.023 ▯ Black DALI

7W 2700-1800°K 100 10 012109.011 100 10 012110.011 100 10 012111.011 ○ White Fixed Output

100 10 012109.021 100 10 012110.021 100 10 012111.021 ▯ Black Fixed Output

100 10 012109.012 100 10 012110.012 100 10 012111.012 ○ White Phase DIM

100 10 012109.022 100 10 012110.022 100 10 012111.022 ▯ Black Phase DIM

100 10 012109.013 100 10 012110.013 100 10 012111.013 ○ White DALI

100 10 012109.023 100 10 012110.023 100 10 012111.023 ▯ Black DALI

14W 2700°K 100 10 012112.011 100 10 012113.011 100 10 012114.011 ○ White Fixed Output

100 10 012112.021 100 10 012113.021 100 10 012114.021 ▯ Black Fixed Output

100 10 012112.012 100 10 012113.012 100 10 012114.012 ○ White Phase DIM

100 10 012112.022 100 10 012113.022 100 10 012114.022 ▯ Black Phase DIM

100 10 012112.013 100 10 012113.013 100 10 012114.013 ○ White DALI

100 10 012112.023 100 10 012113.023 100 10 012102.023 ▯ Black DALI

14W 3000°K 100 10 012115.011 100 10 012116.011 100 10 012117.011 ○ White Fixed Output

100 10 012115.021 100 10 012116.021 100 10 012117.021 ▯ Black Fixed Output

100 10 012115.012 100 10 012116.012 100 10 012117.012 ○ White Phase DIM

100 10 012115.022 100 10 012116.022 100 10 012117.022 ▯ Black Phase DIM

100 10 012115.013 100 10 012116.013 100 10 012117.013 ○ White DALI

100 10 012115.023 100 10 012116.023 100 10 012117.023 ▯ Black DALI

14W 4000°K 100 10 012118.011 100 10 012119.011 100 10 012120.011 ○ White Fixed Output

100 10 012118.021 100 10 012119.021 100 10 012120.021 ▯ Black Fixed Output

100 10 012118.012 100 10 012119.012 100 10 012120.012 ○ White Phase DIM

100 10 012118.022 100 10 012119.022 100 10 012120.022 ▯ Black Phase DIM

100 10 012118.013 100 10 012119.013 100 10 012120.013 ○ White DALI

100 10 012118.023 100 10 012119.023 100 10 012120.023 ▯ Black DALI
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Accent 100 Trimless Concrete 
Fixed Type 2 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens 
and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated 
facade with rounded detail. Includes direct fast connector to remote driver. Active power factor correction, current 
regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

Page —
 0160 Pa

ge
 —

 0
16

1
Ac

ce
nt

Accent

190

42

182

100 66



Accent 100 Trimless Concrete 
Fixed Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 012200.011 100 10 012201.011 100 10 012202.011 ○ White Fixed Output

100 10 012200.021 100 10 012201.021 100 10 012202.021 ▯ Black Fixed Output

100 10 012200.012 100 10 012201.012 100 10 012202.012 ○ White Phase DIM

100 10 012200.022 100 10 012201.022 100 10 012202.022 ▯ Black Phase DIM

100 10 012200.013 100 10 012201.013 100 10 012202.013 ○ White DALI

100 10 012200.023 100 10 012201.023 100 10 012202.023 ▯ Black DALI

8W 3000°K 100 10 012203.011 100 10 012204.011 100 10 012205.011 ○ White Fixed Output

100 10 012203.021 100 10 012204.021 100 10 012205.021 ▯ Black Fixed Output

100 10 012203.012 100 10 012204.012 100 10 012205.012 ○ White Phase DIM

100 10 012203.022 100 10 012204.022 100 10 012205.022 ▯ Black Phase DIM

100 10 012203.013 100 10 012204.013 100 10 012205.013 ○ White DALI

100 10 012203.023 100 10 012204.023 100 10 012205.023 ▯ Black DALI

8W 4000°K 100 10 012206.011 100 10 012207.011 100 10 012208.011 ○ White Fixed Output

100 10 012206.021 100 10 012207.021 100 10 012208.021 ▯ Black Fixed Output

100 10 012206.012 100 10 012207.012 100 10 012208.012 ○ White Phase DIM

100 10 012206.022 100 10 012207.022 100 10 012208.022 ▯ Black Phase DIM

100 10 012206.013 100 10 012207.013 100 10 012208.013 ○ White DALI

100 10 012206.023 100 10 012207.023 100 10 012208.023 ▯ Black DALI

7W 2700-1800°K 100 10 012209.011 100 10 012210.011 100 10 012211.011 ○ White Fixed Output

100 10 012209.021 100 10 012210.021 100 10 012211.021 ▯ Black Fixed Output

100 10 012209.012 100 10 012210.012 100 10 012211.012 ○ White Phase DIM

100 10 012209.022 100 10 012210.022 100 10 012211.022 ▯ Black Phase DIM

100 10 012209.013 100 10 012210.013 100 10 012211.013 ○ White DALI

100 10 012209.023 100 10 012210.023 100 10 012211.023 ▯ Black DALI

14W 2700°K 100 10 012212.011 100 10 012213.011 100 10 012214.011 ○ White Fixed Output

100 10 012212.021 100 10 012213.021 100 10 012214.021 ▯ Black Fixed Output

100 10 012212.012 100 10 012213.012 100 10 012214.012 ○ White Phase DIM

100 10 012212.022 100 10 012213.022 100 10 012214.022 ▯ Black Phase DIM

100 10 012212.013 100 10 012213.013 100 10 012214.013 ○ White DALI

100 10 012212.023 100 10 012213.023 100 10 012202.023 ▯ Black DALI

14W 3000°K 100 10 012215.011 100 10 012216.011 100 10 012217.011 ○ White Fixed Output

100 10 012215.021 100 10 012216.021 100 10 012217.021 ▯ Black Fixed Output

100 10 012215.012 100 10 012216.012 100 10 012217.012 ○ White Phase DIM

100 10 012215.022 100 10 012216.022 100 10 012217.022 ▯ Black Phase DIM

100 10 012215.013 100 10 012216.013 100 10 012217.013 ○ White DALI

100 10 012215.023 100 10 012216.023 100 10 012217.023 ▯ Black DALI

14W 4000°K 100 10 012218.011 100 10 012219.011 100 10 012220.011 ○ White Fixed Output

100 10 012218.021 100 10 012219.021 100 10 012220.021 ▯ Black Fixed Output

100 10 012218.012 100 10 012219.012 100 10 012220.012 ○ White Phase DIM

100 10 012218.022 100 10 012219.022 100 10 012220.022 ▯ Black Phase DIM

100 10 012218.013 100 10 012219.013 100 10 012220.013 ○ White DALI

100 10 012218.023 100 10 012219.023 100 10 012220.023 ▯ Black DALI
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Accent 100 Trimless Concrete 
Fixed Type 3 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens 
and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated 
facade with snoot detail. Includes direct fast connector to remote driver. Active power factor correction, current 
regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 Trimless Concrete 
Fixed Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 012300.011 100 10 012301.011 100 10 012302.011 ○ White Fixed Output

100 10 012300.021 100 10 012301.021 100 10 012302.021 ▯ Black Fixed Output

100 10 012300.012 100 10 012301.012 100 10 012302.012 ○ White Phase DIM

100 10 012300.022 100 10 012301.022 100 10 012302.022 ▯ Black Phase DIM

100 10 012300.013 100 10 012301.013 100 10 012302.013 ○ White DALI

100 10 012300.023 100 10 012301.023 100 10 012302.023 ▯ Black DALI

8W 3000°K 100 10 012303.011 100 10 012304.011 100 10 012305.011 ○ White Fixed Output

100 10 012303.021 100 10 012304.021 100 10 012305.021 ▯ Black Fixed Output

100 10 012303.012 100 10 012304.012 100 10 012305.012 ○ White Phase DIM

100 10 012303.022 100 10 012304.022 100 10 012305.022 ▯ Black Phase DIM

100 10 012303.013 100 10 012304.013 100 10 012305.013 ○ White DALI

100 10 012303.023 100 10 012304.023 100 10 012305.023 ▯ Black DALI

8W 4000°K 100 10 012306.011 100 10 012307.011 100 10 012308.011 ○ White Fixed Output

100 10 012306.021 100 10 012307.021 100 10 012308.021 ▯ Black Fixed Output

100 10 012306.012 100 10 012307.012 100 10 012308.012 ○ White Phase DIM

100 10 012306.022 100 10 012307.022 100 10 012308.022 ▯ Black Phase DIM

100 10 012306.013 100 10 012307.013 100 10 012308.013 ○ White DALI

100 10 012306.023 100 10 012307.023 100 10 012308.023 ▯ Black DALI

7W 2700-1800°K 100 10 012309.011 100 10 012310.011 100 10 012311.011 ○ White Fixed Output

100 10 012309.021 100 10 012310.021 100 10 012311.021 ▯ Black Fixed Output

100 10 012309.012 100 10 012310.012 100 10 012311.012 ○ White Phase DIM

100 10 012309.022 100 10 012310.022 100 10 012311.022 ▯ Black Phase DIM

100 10 012309.013 100 10 012310.013 100 10 012311.013 ○ White DALI

100 10 012309.023 100 10 012310.023 100 10 012311.023 ▯ Black DALI

14W 2700°K 100 10 012312.011 100 10 012313.011 100 10 012314.011 ○ White Fixed Output

100 10 012312.021 100 10 012313.021 100 10 012314.021 ▯ Black Fixed Output

100 10 012312.012 100 10 012313.012 100 10 012314.012 ○ White Phase DIM

100 10 012312.022 100 10 012313.022 100 10 012314.022 ▯ Black Phase DIM

100 10 012312.013 100 10 012313.013 100 10 012314.013 ○ White DALI

100 10 012312.023 100 10 012313.023 100 10 012302.023 ▯ Black DALI

14W 3000°K 100 10 012315.011 100 10 012316.011 100 10 012317.011 ○ White Fixed Output

100 10 012315.021 100 10 012316.021 100 10 012317.021 ▯ Black Fixed Output

100 10 012315.012 100 10 012316.012 100 10 012317.012 ○ White Phase DIM

100 10 012315.022 100 10 012316.022 100 10 012317.022 ▯ Black Phase DIM

100 10 012315.013 100 10 012316.013 100 10 012317.013 ○ White DALI

100 10 012315.023 100 10 012316.023 100 10 012317.023 ▯ Black DALI

14W 4000°K 100 10 012318.011 100 10 012319.011 100 10 012320.011 ○ White Fixed Output

100 10 012318.021 100 10 012319.021 100 10 012320.021 ▯ Black Fixed Output

100 10 012318.012 100 10 012319.012 100 10 012320.012 ○ White Phase DIM

100 10 012318.022 100 10 012319.022 100 10 012320.022 ▯ Black Phase DIM

100 10 012318.013 100 10 012319.013 100 10 012320.013 ○ White DALI

100 10 012318.023 100 10 012319.023 100 10 012320.023 ▯ Black DALI

Page —
 0166 Pa

ge
 —

 0
16

7
Ac

ce
nt

Accent



Accent 100 Trimless Concrete 
Directional Type 1 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, 
high colour reproduction, directional orientation, adjustable depth mechanism for optical assembly. Combine 
with optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-
cast powdercoated facade with inset detail. Includes direct fast connector to remote driver. Active power factor 
correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 Trimless Concrete 
Directional Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 013100.011 100 10 013101.011 100 10 013102.011 ○ White Fixed Output

100 10 013100.021 100 10 013101.021 100 10 013102.021 ▯ Black Fixed Output

100 10 013100.012 100 10 013101.012 100 10 013102.012 ○ White Phase DIM

100 10 013100.022 100 10 013101.022 100 10 013102.022 ▯ Black Phase DIM

100 10 013100.013 100 10 013101.013 100 10 013102.013 ○ White DALI

100 10 013100.023 100 10 013101.023 100 10 013102.023 ▯ Black DALI

8W 3000°K 100 10 013103.011 100 10 013104.011 100 10 013105.011 ○ White Fixed Output

100 10 013103.021 100 10 013104.021 100 10 013105.021 ▯ Black Fixed Output

100 10 013103.012 100 10 013104.012 100 10 013105.012 ○ White Phase DIM

100 10 013103.022 100 10 013104.022 100 10 013105.022 ▯ Black Phase DIM

100 10 013103.013 100 10 013104.013 100 10 013105.013 ○ White DALI

100 10 013103.023 100 10 013104.023 100 10 013105.023 ▯ Black DALI

8W 4000°K 100 10 013106.011 100 10 013107.011 100 10 013108.011 ○ White Fixed Output

100 10 013106.021 100 10 013107.021 100 10 013108.021 ▯ Black Fixed Output

100 10 013106.012 100 10 013107.012 100 10 013108.012 ○ White Phase DIM

100 10 013106.022 100 10 013107.022 100 10 013108.022 ▯ Black Phase DIM

100 10 013106.013 100 10 013107.013 100 10 013108.013 ○ White DALI

100 10 013106.023 100 10 013107.023 100 10 013108.023 ▯ Black DALI

7W 2700-1800°K 100 10 013109.011 100 10 013110.011 100 10 013111.011 ○ White Fixed Output

100 10 013109.021 100 10 013110.021 100 10 013111.021 ▯ Black Fixed Output

100 10 013109.012 100 10 013110.012 100 10 013111.012 ○ White Phase DIM

100 10 013109.022 100 10 013110.022 100 10 013111.022 ▯ Black Phase DIM

100 10 013109.013 100 10 013110.013 100 10 013111.013 ○ White DALI

100 10 013109.023 100 10 013110.023 100 10 013111.023 ▯ Black DALI

14W 2700°K 100 10 013112.011 100 10 013113.011 100 10 013114.011 ○ White Fixed Output

100 10 013112.021 100 10 013113.021 100 10 013114.021 ▯ Black Fixed Output

100 10 013112.012 100 10 013113.012 100 10 013114.012 ○ White Phase DIM

100 10 013112.022 100 10 013113.022 100 10 013114.022 ▯ Black Phase DIM

100 10 013112.013 100 10 013113.013 100 10 013114.013 ○ White DALI

100 10 013112.023 100 10 013113.023 100 10 013102.023 ▯ Black DALI

14W 3000°K 100 10 013115.011 100 10 013116.011 100 10 013117.011 ○ White Fixed Output

100 10 013115.021 100 10 013116.021 100 10 013117.021 ▯ Black Fixed Output

100 10 013115.012 100 10 013116.012 100 10 013117.012 ○ White Phase DIM

100 10 013115.022 100 10 013116.022 100 10 013117.022 ▯ Black Phase DIM

100 10 013115.013 100 10 013116.013 100 10 013117.013 ○ White DALI

100 10 013115.023 100 10 013116.023 100 10 013117.023 ▯ Black DALI

14W 4000°K 100 10 013118.011 100 10 013119.011 100 10 013120.011 ○ White Fixed Output

100 10 013118.021 100 10 013119.021 100 10 013120.021 ▯ Black Fixed Output

100 10 013118.012 100 10 013119.012 100 10 013120.012 ○ White Phase DIM

100 10 013118.022 100 10 013119.022 100 10 013120.022 ▯ Black Phase DIM

100 10 013118.013 100 10 013119.013 100 10 013120.013 ○ White DALI

100 10 013118.023 100 10 013119.023 100 10 013120.023 ▯ Black DALI

Page —
 0170 Pa

ge
 —

 0
17

1
Ac

ce
nt

Accent



Accent 100 Trimless Concrete 
Directional Type 2 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, directional orientation, adjustable depth mechanism for optical assembly. Combine with 
optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast 
powdercoated facade with rounded detail. Includes direct fast connector to remote driver. Active power factor 
correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 Trimless Concrete 
Directional Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 013200.011 100 10 013201.011 100 10 013202.011 ○ White Fixed Output

100 10 013200.021 100 10 013201.021 100 10 013202.021 ▯ Black Fixed Output

100 10 013200.012 100 10 013201.012 100 10 013202.012 ○ White Phase DIM

100 10 013200.022 100 10 013201.022 100 10 013202.022 ▯ Black Phase DIM

100 10 013200.013 100 10 013201.013 100 10 013202.013 ○ White DALI

100 10 013200.023 100 10 013201.023 100 10 013202.023 ▯ Black DALI

8W 3000°K 100 10 013203.011 100 10 013204.011 100 10 013205.011 ○ White Fixed Output

100 10 013203.021 100 10 013204.021 100 10 013205.021 ▯ Black Fixed Output

100 10 013203.012 100 10 013204.012 100 10 013205.012 ○ White Phase DIM

100 10 013203.022 100 10 013204.022 100 10 013205.022 ▯ Black Phase DIM

100 10 013203.013 100 10 013204.013 100 10 013205.013 ○ White DALI

100 10 013203.023 100 10 013204.023 100 10 013205.023 ▯ Black DALI

8W 4000°K 100 10 013206.011 100 10 013207.011 100 10 013208.011 ○ White Fixed Output

100 10 013206.021 100 10 013207.021 100 10 013208.021 ▯ Black Fixed Output

100 10 013206.012 100 10 013207.012 100 10 013208.012 ○ White Phase DIM

100 10 013206.022 100 10 013207.022 100 10 013208.022 ▯ Black Phase DIM

100 10 013206.013 100 10 013207.013 100 10 013208.013 ○ White DALI

100 10 013206.023 100 10 013207.023 100 10 013208.023 ▯ Black DALI

7W 2700-1800°K 100 10 013209.011 100 10 013210.011 100 10 013211.011 ○ White Fixed Output

100 10 013209.021 100 10 013210.021 100 10 013211.021 ▯ Black Fixed Output

100 10 013209.012 100 10 013210.012 100 10 013211.012 ○ White Phase DIM

100 10 013209.022 100 10 013210.022 100 10 013211.022 ▯ Black Phase DIM

100 10 013209.013 100 10 013210.013 100 10 013211.013 ○ White DALI

100 10 013209.023 100 10 013210.023 100 10 013211.023 ▯ Black DALI

14W 2700°K 100 10 013212.011 100 10 013213.011 100 10 013214.011 ○ White Fixed Output

100 10 013212.021 100 10 013213.021 100 10 013214.021 ▯ Black Fixed Output

100 10 013212.012 100 10 013213.012 100 10 013214.012 ○ White Phase DIM

100 10 013212.022 100 10 013213.022 100 10 013214.022 ▯ Black Phase DIM

100 10 013212.013 100 10 013213.013 100 10 013214.013 ○ White DALI

100 10 013212.023 100 10 013213.023 100 10 013202.023 ▯ Black DALI

14W 3000°K 100 10 013215.011 100 10 013216.011 100 10 013217.011 ○ White Fixed Output

100 10 013215.021 100 10 013216.021 100 10 013217.021 ▯ Black Fixed Output

100 10 013215.012 100 10 013216.012 100 10 013217.012 ○ White Phase DIM

100 10 013215.022 100 10 013216.022 100 10 013217.022 ▯ Black Phase DIM

100 10 013215.013 100 10 013216.013 100 10 013217.013 ○ White DALI

100 10 013215.023 100 10 013216.023 100 10 013217.023 ▯ Black DALI

14W 4000°K 100 10 013218.011 100 10 013219.011 100 10 013220.011 ○ White Fixed Output

100 10 013218.021 100 10 013219.021 100 10 013220.021 ▯ Black Fixed Output

100 10 013218.012 100 10 013219.012 100 10 013220.012 ○ White Phase DIM

100 10 013218.022 100 10 013219.022 100 10 013220.022 ▯ Black Phase DIM

100 10 013218.013 100 10 013219.013 100 10 013220.013 ○ White DALI

100 10 013218.023 100 10 013219.023 100 10 013220.023 ▯ Black DALI
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Accent 100 Trimless Concrete 
Directional Type 3

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, 
high colour reproduction, directional orientation, adjustable depth mechanism for optical assembly. Combine 
with optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-
cast powdercoated facade with snoot detail. Includes direct fast connector to remote driver. Active power factor 
correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

Page —
 0176 Pa

ge
 —

 0
17

7
Ac

ce
nt

Accent

190

42

182

100 66



Accent 100 Trimless Concrete 
Directional Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 013300.011 100 10 013301.011 100 10 013302.011 ○ White Fixed Output

100 10 013300.021 100 10 013301.021 100 10 013302.021 ▯ Black Fixed Output

100 10 013300.012 100 10 013301.012 100 10 013302.012 ○ White Phase DIM

100 10 013300.022 100 10 013301.022 100 10 013302.022 ▯ Black Phase DIM

100 10 013300.013 100 10 013301.013 100 10 013302.013 ○ White DALI

100 10 013300.023 100 10 013301.023 100 10 013302.023 ▯ Black DALI

8W 3000°K 100 10 013303.011 100 10 013304.011 100 10 013305.011 ○ White Fixed Output

100 10 013303.021 100 10 013304.021 100 10 013305.021 ▯ Black Fixed Output

100 10 013303.012 100 10 013304.012 100 10 013305.012 ○ White Phase DIM

100 10 013303.022 100 10 013304.022 100 10 013305.022 ▯ Black Phase DIM

100 10 013303.013 100 10 013304.013 100 10 013305.013 ○ White DALI

100 10 013303.023 100 10 013304.023 100 10 013305.023 ▯ Black DALI

8W 4000°K 100 10 013306.011 100 10 013307.011 100 10 013308.011 ○ White Fixed Output

100 10 013306.021 100 10 013307.021 100 10 013308.021 ▯ Black Fixed Output

100 10 013306.012 100 10 013307.012 100 10 013308.012 ○ White Phase DIM

100 10 013306.022 100 10 013307.022 100 10 013308.022 ▯ Black Phase DIM

100 10 013306.013 100 10 013307.013 100 10 013308.013 ○ White DALI

100 10 013306.023 100 10 013307.023 100 10 013308.023 ▯ Black DALI

7W 2700-1800°K 100 10 013309.011 100 10 013310.011 100 10 013311.011 ○ White Fixed Output

100 10 013309.021 100 10 013310.021 100 10 013311.021 ▯ Black Fixed Output

100 10 013309.012 100 10 013310.012 100 10 013311.012 ○ White Phase DIM

100 10 013309.022 100 10 013310.022 100 10 013311.022 ▯ Black Phase DIM

100 10 013309.013 100 10 013310.013 100 10 013311.013 ○ White DALI

100 10 013309.023 100 10 013310.023 100 10 013311.023 ▯ Black DALI

14W 2700°K 100 10 013312.011 100 10 013313.011 100 10 013314.011 ○ White Fixed Output

100 10 013312.021 100 10 013313.021 100 10 013314.021 ▯ Black Fixed Output

100 10 013312.012 100 10 013313.012 100 10 013314.012 ○ White Phase DIM

100 10 013312.022 100 10 013313.022 100 10 013314.022 ▯ Black Phase DIM

100 10 013312.013 100 10 013313.013 100 10 013314.013 ○ White DALI

100 10 013312.023 100 10 013313.023 100 10 013302.023 ▯ Black DALI

14W 3000°K 100 10 013315.011 100 10 013316.011 100 10 013317.011 ○ White Fixed Output

100 10 013315.021 100 10 013316.021 100 10 013317.021 ▯ Black Fixed Output

100 10 013315.012 100 10 013316.012 100 10 013317.012 ○ White Phase DIM

100 10 013315.022 100 10 013316.022 100 10 013317.022 ▯ Black Phase DIM

100 10 013315.013 100 10 013316.013 100 10 013317.013 ○ White DALI

100 10 013315.023 100 10 013316.023 100 10 013317.023 ▯ Black DALI

14W 4000°K 100 10 013318.011 100 10 013319.011 100 10 013320.011 ○ White Fixed Output

100 10 013318.021 100 10 013319.021 100 10 013320.021 ▯ Black Fixed Output

100 10 013318.012 100 10 013319.012 100 10 013320.012 ○ White Phase DIM

100 10 013318.022 100 10 013319.022 100 10 013320.022 ▯ Black Phase DIM

100 10 013318.013 100 10 013319.013 100 10 013320.013 ○ White DALI

100 10 013318.023 100 10 013319.023 100 10 013320.023 ▯ Black DALI
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Accent 100 Trimless Concrete 
Asymmetrical Type 1 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, 
high colour reproduction, asymmetrical orientation, adjustable depth mechanism for optical assembly. Combine 
with optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-
cast powdercoated facade with inset detail. Includes direct fast connector to remote driver. Active power factor 
correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 Trimless Concrete 
Asymmetrical Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 014100.011 100 10 014101.011 100 10 014102.011 ○ White Fixed Output

100 10 014100.021 100 10 014101.021 100 10 014102.021 ▯ Black Fixed Output

100 10 014100.012 100 10 014101.012 100 10 014102.012 ○ White Phase DIM

100 10 014100.022 100 10 014101.022 100 10 014102.022 ▯ Black Phase DIM

100 10 014100.013 100 10 014101.013 100 10 014102.013 ○ White DALI

100 10 014100.023 100 10 014101.023 100 10 014102.023 ▯ Black DALI

8W 3000°K 100 10 014103.011 100 10 014104.011 100 10 014105.011 ○ White Fixed Output

100 10 014103.021 100 10 014104.021 100 10 014105.021 ▯ Black Fixed Output

100 10 014103.012 100 10 014104.012 100 10 014105.012 ○ White Phase DIM

100 10 014103.022 100 10 014104.022 100 10 014105.022 ▯ Black Phase DIM

100 10 014103.013 100 10 014104.013 100 10 014105.013 ○ White DALI

100 10 014103.023 100 10 014104.023 100 10 014105.023 ▯ Black DALI

8W 4000°K 100 10 014106.011 100 10 014107.011 100 10 014108.011 ○ White Fixed Output

100 10 014106.021 100 10 014107.021 100 10 014108.021 ▯ Black Fixed Output

100 10 014106.012 100 10 014107.012 100 10 014108.012 ○ White Phase DIM

100 10 014106.022 100 10 014107.022 100 10 014108.022 ▯ Black Phase DIM

100 10 014106.013 100 10 014107.013 100 10 014108.013 ○ White DALI

100 10 014106.023 100 10 014107.023 100 10 014108.023 ▯ Black DALI

7W 2700-1800°K 100 10 014109.011 100 10 014110.011 100 10 014111.011 ○ White Fixed Output

100 10 014109.021 100 10 014110.021 100 10 014111.021 ▯ Black Fixed Output

100 10 014109.012 100 10 014110.012 100 10 014111.012 ○ White Phase DIM

100 10 014109.022 100 10 014110.022 100 10 014111.022 ▯ Black Phase DIM

100 10 014109.013 100 10 014110.013 100 10 014111.013 ○ White DALI

100 10 014109.023 100 10 014110.023 100 10 014111.023 ▯ Black DALI

14W 2700°K 100 10 014112.011 100 10 014113.011 100 10 014114.011 ○ White Fixed Output

100 10 014112.021 100 10 014113.021 100 10 014114.021 ▯ Black Fixed Output

100 10 014112.012 100 10 014113.012 100 10 014114.012 ○ White Phase DIM

100 10 014112.022 100 10 014113.022 100 10 014114.022 ▯ Black Phase DIM

100 10 014112.013 100 10 014113.013 100 10 014114.013 ○ White DALI

100 10 014112.023 100 10 014113.023 100 10 014102.023 ▯ Black DALI

14W 3000°K 100 10 014115.011 100 10 014116.011 100 10 014117.011 ○ White Fixed Output

100 10 014115.021 100 10 014116.021 100 10 014117.021 ▯ Black Fixed Output

100 10 014115.012 100 10 014116.012 100 10 014117.012 ○ White Phase DIM

100 10 014115.022 100 10 014116.022 100 10 014117.022 ▯ Black Phase DIM

100 10 014115.013 100 10 014116.013 100 10 014117.013 ○ White DALI

100 10 014115.023 100 10 014116.023 100 10 014117.023 ▯ Black DALI

14W 4000°K 100 10 014118.011 100 10 014119.011 100 10 014120.011 ○ White Fixed Output

100 10 014118.021 100 10 014119.021 100 10 014120.021 ▯ Black Fixed Output

100 10 014118.012 100 10 014119.012 100 10 014120.012 ○ White Phase DIM

100 10 014118.022 100 10 014119.022 100 10 014120.022 ▯ Black Phase DIM

100 10 014118.013 100 10 014119.013 100 10 014120.013 ○ White DALI

100 10 014118.023 100 10 014119.023 100 10 014120.023 ▯ Black DALI
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Accent 100 Trimless Concrete 
Asymmetrical Type 2 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, asymmetrical orientation, adjustable depth mechanism for optical assembly. Combine with 
optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast 
powdercoated facade with rounded detail. Includes direct fast connector to remote driver. Active power factor 
correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 Trimless Concrete 
Asymmetrical Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 014200.011 100 10 014201.011 100 10 014202.011 ○ White Fixed Output

100 10 014200.021 100 10 014201.021 100 10 014202.021 ▯ Black Fixed Output

100 10 014200.012 100 10 014201.012 100 10 014202.012 ○ White Phase DIM

100 10 014200.022 100 10 014201.022 100 10 014202.022 ▯ Black Phase DIM

100 10 014200.013 100 10 014201.013 100 10 014202.013 ○ White DALI

100 10 014200.023 100 10 014201.023 100 10 014202.023 ▯ Black DALI

8W 3000°K 100 10 014203.011 100 10 014204.011 100 10 014205.011 ○ White Fixed Output

100 10 014203.021 100 10 014204.021 100 10 014205.021 ▯ Black Fixed Output

100 10 014203.012 100 10 014204.012 100 10 014205.012 ○ White Phase DIM

100 10 014203.022 100 10 014204.022 100 10 014205.022 ▯ Black Phase DIM

100 10 014203.013 100 10 014204.013 100 10 014205.013 ○ White DALI

100 10 014203.023 100 10 014204.023 100 10 014205.023 ▯ Black DALI

8W 4000°K 100 10 014206.011 100 10 014207.011 100 10 014208.011 ○ White Fixed Output

100 10 014206.021 100 10 014207.021 100 10 014208.021 ▯ Black Fixed Output

100 10 014206.012 100 10 014207.012 100 10 014208.012 ○ White Phase DIM

100 10 014206.022 100 10 014207.022 100 10 014208.022 ▯ Black Phase DIM

100 10 014206.013 100 10 014207.013 100 10 014208.013 ○ White DALI

100 10 014206.023 100 10 014207.023 100 10 014208.023 ▯ Black DALI

7W 2700-1800°K 100 10 014209.011 100 10 014210.011 100 10 014211.011 ○ White Fixed Output

100 10 014209.021 100 10 014210.021 100 10 014211.021 ▯ Black Fixed Output

100 10 014209.012 100 10 014210.012 100 10 014211.012 ○ White Phase DIM

100 10 014209.022 100 10 014210.022 100 10 014211.022 ▯ Black Phase DIM

100 10 014209.013 100 10 014210.013 100 10 014211.013 ○ White DALI

100 10 014209.023 100 10 014210.023 100 10 014211.023 ▯ Black DALI

14W 2700°K 100 10 014212.011 100 10 014213.011 100 10 014214.011 ○ White Fixed Output

100 10 014212.021 100 10 014213.021 100 10 014214.021 ▯ Black Fixed Output

100 10 014212.012 100 10 014213.012 100 10 014214.012 ○ White Phase DIM

100 10 014212.022 100 10 014213.022 100 10 014214.022 ▯ Black Phase DIM

100 10 014212.013 100 10 014213.013 100 10 014214.013 ○ White DALI

100 10 014212.023 100 10 014213.023 100 10 014202.023 ▯ Black DALI

14W 3000°K 100 10 014215.011 100 10 014216.011 100 10 014217.011 ○ White Fixed Output

100 10 014215.021 100 10 014216.021 100 10 014217.021 ▯ Black Fixed Output

100 10 014215.012 100 10 014216.012 100 10 014217.012 ○ White Phase DIM

100 10 014215.022 100 10 014216.022 100 10 014217.022 ▯ Black Phase DIM

100 10 014215.013 100 10 014216.013 100 10 014217.013 ○ White DALI

100 10 014215.023 100 10 014216.023 100 10 014217.023 ▯ Black DALI

14W 4000°K 100 10 014218.011 100 10 014219.011 100 10 014220.011 ○ White Fixed Output

100 10 014218.021 100 10 014219.021 100 10 014220.021 ▯ Black Fixed Output

100 10 014218.012 100 10 014219.012 100 10 014220.012 ○ White Phase DIM

100 10 014218.022 100 10 014219.022 100 10 014220.022 ▯ Black Phase DIM

100 10 014218.013 100 10 014219.013 100 10 014220.013 ○ White DALI

100 10 014218.023 100 10 014219.023 100 10 014220.023 ▯ Black DALI
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Accent 100 IP Trimless Concrete 
Fixed Type 1

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens 
and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated 
facade from marine-grade base material and nano-ceramic pre-treatment with inset detail. Includes direct fast 
connector to remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 IP Trimless Concrete 
Fixed Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 015100.011 100 10 015101.011 100 10 015102.011 ○ White Fixed Output

100 10 015100.021 100 10 015101.021 100 10 015102.021 ▯ Black Fixed Output

100 10 015100.012 100 10 015101.012 100 10 015102.012 ○ White Phase DIM

100 10 015100.022 100 10 015101.022 100 10 015102.022 ▯ Black Phase DIM

100 10 015100.013 100 10 015101.013 100 10 015102.013 ○ White DALI

100 10 015100.023 100 10 015101.023 100 10 015102.023 ▯ Black DALI

8W 3000°K 100 10 015103.011 100 10 015104.011 100 10 015105.011 ○ White Fixed Output

100 10 015103.021 100 10 015104.021 100 10 015105.021 ▯ Black Fixed Output

100 10 015103.012 100 10 015104.012 100 10 015105.012 ○ White Phase DIM

100 10 015103.022 100 10 015104.022 100 10 015105.022 ▯ Black Phase DIM

100 10 015103.013 100 10 015104.013 100 10 015105.013 ○ White DALI

100 10 015103.023 100 10 015104.023 100 10 015105.023 ▯ Black DALI

8W 4000°K 100 10 015106.011 100 10 015107.011 100 10 015108.011 ○ White Fixed Output

100 10 015106.021 100 10 015107.021 100 10 015108.021 ▯ Black Fixed Output

100 10 015106.012 100 10 015107.012 100 10 015108.012 ○ White Phase DIM

100 10 015106.022 100 10 015107.022 100 10 015108.022 ▯ Black Phase DIM

100 10 015106.013 100 10 015107.013 100 10 015108.013 ○ White DALI

100 10 015106.023 100 10 015107.023 100 10 015108.023 ▯ Black DALI

7W 2700-1800°K 100 10 015109.011 100 10 015110.011 100 10 015111.011 ○ White Fixed Output

100 10 015109.021 100 10 015110.021 100 10 015111.021 ▯ Black Fixed Output

100 10 015109.012 100 10 015110.012 100 10 015111.012 ○ White Phase DIM

100 10 015109.022 100 10 015110.022 100 10 015111.022 ▯ Black Phase DIM

100 10 015109.013 100 10 015110.013 100 10 015111.013 ○ White DALI

100 10 015109.023 100 10 015110.023 100 10 015111.023 ▯ Black DALI

14W 2700°K 100 10 015112.011 100 10 015113.011 100 10 015114.011 ○ White Fixed Output

100 10 015112.021 100 10 015113.021 100 10 015114.021 ▯ Black Fixed Output

100 10 015112.012 100 10 015113.012 100 10 015114.012 ○ White Phase DIM

100 10 015112.022 100 10 015113.022 100 10 015114.022 ▯ Black Phase DIM

100 10 015112.013 100 10 015113.013 100 10 015114.013 ○ White DALI

100 10 015112.023 100 10 015113.023 100 10 015102.023 ▯ Black DALI

14W 3000°K 100 10 015115.011 100 10 015116.011 100 10 015117.011 ○ White Fixed Output

100 10 015115.021 100 10 015116.021 100 10 015117.021 ▯ Black Fixed Output

100 10 015115.012 100 10 015116.012 100 10 015117.012 ○ White Phase DIM

100 10 015115.022 100 10 015116.022 100 10 015117.022 ▯ Black Phase DIM

100 10 015115.013 100 10 015116.013 100 10 015117.013 ○ White DALI

100 10 015115.023 100 10 015116.023 100 10 015117.023 ▯ Black DALI

14W 4000°K 100 10 015118.011 100 10 015119.011 100 10 015120.011 ○ White Fixed Output

100 10 015118.021 100 10 015119.021 100 10 015120.021 ▯ Black Fixed Output

100 10 015118.012 100 10 015119.012 100 10 015120.012 ○ White Phase DIM

100 10 015118.022 100 10 015119.022 100 10 015120.022 ▯ Black Phase DIM

100 10 015118.013 100 10 015119.013 100 10 015120.013 ○ White DALI

100 10 015118.023 100 10 015119.023 100 10 015120.023 ▯ Black DALI
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Accent 100 IP Trimless Concrete 
Fixed Type 2 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens 
and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated 
facade from marine-grade base material and nano-ceramic pre-treatment with rounded detail. Includes direct fast 
connector to remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 182mm Round x 125-190mm Depth

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 IP Trimless Concrete 
Fixed Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 015200.011 100 10 015201.011 100 10 015202.011 ○ White Fixed Output

100 10 015200.021 100 10 015201.021 100 10 015202.021 ▯ Black Fixed Output

100 10 015200.012 100 10 015201.012 100 10 015202.012 ○ White Phase DIM

100 10 015200.022 100 10 015201.022 100 10 015202.022 ▯ Black Phase DIM

100 10 015200.013 100 10 015201.013 100 10 015202.013 ○ White DALI

100 10 015200.023 100 10 015201.023 100 10 015202.023 ▯ Black DALI

8W 3000°K 100 10 015203.011 100 10 015204.011 100 10 015205.011 ○ White Fixed Output

100 10 015203.021 100 10 015204.021 100 10 015205.021 ▯ Black Fixed Output

100 10 015203.012 100 10 015204.012 100 10 015205.012 ○ White Phase DIM

100 10 015203.022 100 10 015204.022 100 10 015205.022 ▯ Black Phase DIM

100 10 015203.013 100 10 015204.013 100 10 015205.013 ○ White DALI

100 10 015203.023 100 10 015204.023 100 10 015205.023 ▯ Black DALI

8W 4000°K 100 10 015206.011 100 10 015207.011 100 10 015208.011 ○ White Fixed Output

100 10 015206.021 100 10 015207.021 100 10 015208.021 ▯ Black Fixed Output

100 10 015206.012 100 10 015207.012 100 10 015208.012 ○ White Phase DIM

100 10 015206.022 100 10 015207.022 100 10 015208.022 ▯ Black Phase DIM

100 10 015206.013 100 10 015207.013 100 10 015208.013 ○ White DALI

100 10 015206.023 100 10 015207.023 100 10 015208.023 ▯ Black DALI

7W 2700-1800°K 100 10 015209.011 100 10 015210.011 100 10 015211.011 ○ White Fixed Output

100 10 015209.021 100 10 015210.021 100 10 015211.021 ▯ Black Fixed Output

100 10 015209.012 100 10 015210.012 100 10 015211.012 ○ White Phase DIM

100 10 015209.022 100 10 015210.022 100 10 015211.022 ▯ Black Phase DIM

100 10 015209.013 100 10 015210.013 100 10 015211.013 ○ White DALI

100 10 015209.023 100 10 015210.023 100 10 015211.023 ▯ Black DALI

14W 2700°K 100 10 015212.011 100 10 015213.011 100 10 015214.011 ○ White Fixed Output

100 10 015212.021 100 10 015213.021 100 10 015214.021 ▯ Black Fixed Output

100 10 015212.012 100 10 015213.012 100 10 015214.012 ○ White Phase DIM

100 10 015212.022 100 10 015213.022 100 10 015214.022 ▯ Black Phase DIM

100 10 015212.013 100 10 015213.013 100 10 015214.013 ○ White DALI

100 10 015212.023 100 10 015213.023 100 10 015202.023 ▯ Black DALI

14W 3000°K 100 10 015215.011 100 10 015216.011 100 10 015217.011 ○ White Fixed Output

100 10 015215.021 100 10 015216.021 100 10 015217.021 ▯ Black Fixed Output

100 10 015215.012 100 10 015216.012 100 10 015217.012 ○ White Phase DIM

100 10 015215.022 100 10 015216.022 100 10 015217.022 ▯ Black Phase DIM

100 10 015215.013 100 10 015216.013 100 10 015217.013 ○ White DALI

100 10 015215.023 100 10 015216.023 100 10 015217.023 ▯ Black DALI

14W 4000°K 100 10 015218.011 100 10 015219.011 100 10 015220.011 ○ White Fixed Output

100 10 015218.021 100 10 015219.021 100 10 015220.021 ▯ Black Fixed Output

100 10 015218.012 100 10 015219.012 100 10 015220.012 ○ White Phase DIM

100 10 015218.022 100 10 015219.022 100 10 015220.022 ▯ Black Phase DIM

100 10 015218.013 100 10 015219.013 100 10 015220.013 ○ White DALI

100 10 015218.023 100 10 015219.023 100 10 015220.023 ▯ Black DALI
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Accent 100 IP Trimless Concrete 
Fixed Type 3 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, fixed orientation, adjustable depth mechanism for optical assembly. Combine with optical lens 
and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast powdercoated 
facade from marine-grade base material and nano-ceramic pre-treatment with snoot detail. Includes direct fast 
connector to remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 0° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 IP Trimless Concrete 
Fixed Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 015300.011 100 10 015301.011 100 10 015302.011 ○ White Fixed Output

100 10 015300.021 100 10 015301.021 100 10 015302.021 ▯ Black Fixed Output

100 10 015300.012 100 10 015301.012 100 10 015302.012 ○ White Phase DIM

100 10 015300.022 100 10 015301.022 100 10 015302.022 ▯ Black Phase DIM

100 10 015300.013 100 10 015301.013 100 10 015302.013 ○ White DALI

100 10 015300.023 100 10 015301.023 100 10 015302.023 ▯ Black DALI

8W 3000°K 100 10 015303.011 100 10 015304.011 100 10 015305.011 ○ White Fixed Output

100 10 015303.021 100 10 015304.021 100 10 015305.021 ▯ Black Fixed Output

100 10 015303.012 100 10 015304.012 100 10 015305.012 ○ White Phase DIM

100 10 015303.022 100 10 015304.022 100 10 015305.022 ▯ Black Phase DIM

100 10 015303.013 100 10 015304.013 100 10 015305.013 ○ White DALI

100 10 015303.023 100 10 015304.023 100 10 015305.023 ▯ Black DALI

8W 4000°K 100 10 015306.011 100 10 015307.011 100 10 015308.011 ○ White Fixed Output

100 10 015306.021 100 10 015307.021 100 10 015308.021 ▯ Black Fixed Output

100 10 015306.012 100 10 015307.012 100 10 015308.012 ○ White Phase DIM

100 10 015306.022 100 10 015307.022 100 10 015308.022 ▯ Black Phase DIM

100 10 015306.013 100 10 015307.013 100 10 015308.013 ○ White DALI

100 10 015306.023 100 10 015307.023 100 10 015308.023 ▯ Black DALI

7W 2700-1800°K 100 10 015309.011 100 10 015310.011 100 10 015311.011 ○ White Fixed Output

100 10 015309.021 100 10 015310.021 100 10 015311.021 ▯ Black Fixed Output

100 10 015309.012 100 10 015310.012 100 10 015311.012 ○ White Phase DIM

100 10 015309.022 100 10 015310.022 100 10 015311.022 ▯ Black Phase DIM

100 10 015309.013 100 10 015310.013 100 10 015311.013 ○ White DALI

100 10 015309.023 100 10 015310.023 100 10 015311.023 ▯ Black DALI

14W 2700°K 100 10 015312.011 100 10 015313.011 100 10 015314.011 ○ White Fixed Output

100 10 015312.021 100 10 015313.021 100 10 015314.021 ▯ Black Fixed Output

100 10 015312.012 100 10 015313.012 100 10 015314.012 ○ White Phase DIM

100 10 015312.022 100 10 015313.022 100 10 015314.022 ▯ Black Phase DIM

100 10 015312.013 100 10 015313.013 100 10 015314.013 ○ White DALI

100 10 015312.023 100 10 015313.023 100 10 015302.023 ▯ Black DALI

14W 3000°K 100 10 015315.011 100 10 015316.011 100 10 015317.011 ○ White Fixed Output

100 10 015315.021 100 10 015316.021 100 10 015317.021 ▯ Black Fixed Output

100 10 015315.012 100 10 015316.012 100 10 015317.012 ○ White Phase DIM

100 10 015315.022 100 10 015316.022 100 10 015317.022 ▯ Black Phase DIM

100 10 015315.013 100 10 015316.013 100 10 015317.013 ○ White DALI

100 10 015315.023 100 10 015316.023 100 10 015317.023 ▯ Black DALI

14W 4000°K 100 10 015318.011 100 10 015319.011 100 10 015320.011 ○ White Fixed Output

100 10 015318.021 100 10 015319.021 100 10 015320.021 ▯ Black Fixed Output

100 10 015318.012 100 10 015319.012 100 10 015320.012 ○ White Phase DIM

100 10 015318.022 100 10 015319.022 100 10 015320.022 ▯ Black Phase DIM

100 10 015318.013 100 10 015319.013 100 10 015320.013 ○ White DALI

100 10 015318.023 100 10 015319.023 100 10 015320.023 ▯ Black DALI
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Accent 100 IP Trimless Concrete 
Directional Type 1

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, directional orientation, adjustable depth mechanism for optical assembly. Combine with 
optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast 
powdercoated facade from marine-grade base material and nano-ceramic pre-treatment with inset detail. Includes 
direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 IP Trimless Concrete 
Directional Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 016100.011 100 10 016101.011 100 10 016102.011 ○ White Fixed Output

100 10 016100.021 100 10 016101.021 100 10 016102.021 ▯ Black Fixed Output

100 10 016100.012 100 10 016101.012 100 10 016102.012 ○ White Phase DIM

100 10 016100.022 100 10 016101.022 100 10 016102.022 ▯ Black Phase DIM

100 10 016100.013 100 10 016101.013 100 10 016102.013 ○ White DALI

100 10 016100.023 100 10 016101.023 100 10 016102.023 ▯ Black DALI

8W 3000°K 100 10 016103.011 100 10 016104.011 100 10 016105.011 ○ White Fixed Output

100 10 016103.021 100 10 016104.021 100 10 016105.021 ▯ Black Fixed Output

100 10 016103.012 100 10 016104.012 100 10 016105.012 ○ White Phase DIM

100 10 016103.022 100 10 016104.022 100 10 016105.022 ▯ Black Phase DIM

100 10 016103.013 100 10 016104.013 100 10 016105.013 ○ White DALI

100 10 016103.023 100 10 016104.023 100 10 016105.023 ▯ Black DALI

8W 4000°K 100 10 016106.011 100 10 016107.011 100 10 016108.011 ○ White Fixed Output

100 10 016106.021 100 10 016107.021 100 10 016108.021 ▯ Black Fixed Output

100 10 016106.012 100 10 016107.012 100 10 016108.012 ○ White Phase DIM

100 10 016106.022 100 10 016107.022 100 10 016108.022 ▯ Black Phase DIM

100 10 016106.013 100 10 016107.013 100 10 016108.013 ○ White DALI

100 10 016106.023 100 10 016107.023 100 10 016108.023 ▯ Black DALI

7W 2700-1800°K 100 10 016109.011 100 10 016110.011 100 10 016111.011 ○ White Fixed Output

100 10 016109.021 100 10 016110.021 100 10 016111.021 ▯ Black Fixed Output

100 10 016109.012 100 10 016110.012 100 10 016111.012 ○ White Phase DIM

100 10 016109.022 100 10 016110.022 100 10 016111.022 ▯ Black Phase DIM

100 10 016109.013 100 10 016110.013 100 10 016111.013 ○ White DALI

100 10 016109.023 100 10 016110.023 100 10 016111.023 ▯ Black DALI

14W 2700°K 100 10 016112.011 100 10 016113.011 100 10 016114.011 ○ White Fixed Output

100 10 016112.021 100 10 016113.021 100 10 016114.021 ▯ Black Fixed Output

100 10 016112.012 100 10 016113.012 100 10 016114.012 ○ White Phase DIM

100 10 016112.022 100 10 016113.022 100 10 016114.022 ▯ Black Phase DIM

100 10 016112.013 100 10 016113.013 100 10 016114.013 ○ White DALI

100 10 016112.023 100 10 016113.023 100 10 016102.023 ▯ Black DALI

14W 3000°K 100 10 016115.011 100 10 016116.011 100 10 016117.011 ○ White Fixed Output

100 10 016115.021 100 10 016116.021 100 10 016117.021 ▯ Black Fixed Output

100 10 016115.012 100 10 016116.012 100 10 016117.012 ○ White Phase DIM

100 10 016115.022 100 10 016116.022 100 10 016117.022 ▯ Black Phase DIM

100 10 016115.013 100 10 016116.013 100 10 016117.013 ○ White DALI

100 10 016115.023 100 10 016116.023 100 10 016117.023 ▯ Black DALI

14W 4000°K 100 10 016118.011 100 10 016119.011 100 10 016120.011 ○ White Fixed Output

100 10 016118.021 100 10 016119.021 100 10 016120.021 ▯ Black Fixed Output

100 10 016118.012 100 10 016119.012 100 10 016120.012 ○ White Phase DIM

100 10 016118.022 100 10 016119.022 100 10 016120.022 ▯ Black Phase DIM

100 10 016118.013 100 10 016119.013 100 10 016120.013 ○ White DALI

100 10 016118.023 100 10 016119.023 100 10 016120.023 ▯ Black DALI
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Accent 100 IP Trimless Concrete 
Directional Type 2 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, directional orientation, adjustable depth mechanism for optical assembly. Combine with 
optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast 
powdercoated facade from marine-grade base material and nano-ceramic pre-treatment with rounded detail. 
Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike 
protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 IP Trimless Concrete 
Directional Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 016200.011 100 10 016201.011 100 10 016202.011 ○ White Fixed Output

100 10 016200.021 100 10 016201.021 100 10 016202.021 ▯ Black Fixed Output

100 10 016200.012 100 10 016201.012 100 10 016202.012 ○ White Phase DIM

100 10 016200.022 100 10 016201.022 100 10 016202.022 ▯ Black Phase DIM

100 10 016200.013 100 10 016201.013 100 10 016202.013 ○ White DALI

100 10 016200.023 100 10 016201.023 100 10 016202.023 ▯ Black DALI

8W 3000°K 100 10 016203.011 100 10 016204.011 100 10 016205.011 ○ White Fixed Output

100 10 016203.021 100 10 016204.021 100 10 016205.021 ▯ Black Fixed Output

100 10 016203.012 100 10 016204.012 100 10 016205.012 ○ White Phase DIM

100 10 016203.022 100 10 016204.022 100 10 016205.022 ▯ Black Phase DIM

100 10 016203.013 100 10 016204.013 100 10 016205.013 ○ White DALI

100 10 016203.023 100 10 016204.023 100 10 016205.023 ▯ Black DALI

8W 4000°K 100 10 016206.011 100 10 016207.011 100 10 016208.011 ○ White Fixed Output

100 10 016206.021 100 10 016207.021 100 10 016208.021 ▯ Black Fixed Output

100 10 016206.012 100 10 016207.012 100 10 016208.012 ○ White Phase DIM

100 10 016206.022 100 10 016207.022 100 10 016208.022 ▯ Black Phase DIM

100 10 016206.013 100 10 016207.013 100 10 016208.013 ○ White DALI

100 10 016206.023 100 10 016207.023 100 10 016208.023 ▯ Black DALI

7W 2700-1800°K 100 10 016209.011 100 10 016210.011 100 10 016211.011 ○ White Fixed Output

100 10 016209.021 100 10 016210.021 100 10 016211.021 ▯ Black Fixed Output

100 10 016209.012 100 10 016210.012 100 10 016211.012 ○ White Phase DIM

100 10 016209.022 100 10 016210.022 100 10 016211.022 ▯ Black Phase DIM

100 10 016209.013 100 10 016210.013 100 10 016211.013 ○ White DALI

100 10 016209.023 100 10 016210.023 100 10 016211.023 ▯ Black DALI

14W 2700°K 100 10 016212.011 100 10 016213.011 100 10 016214.011 ○ White Fixed Output

100 10 016212.021 100 10 016213.021 100 10 016214.021 ▯ Black Fixed Output

100 10 016212.012 100 10 016213.012 100 10 016214.012 ○ White Phase DIM

100 10 016212.022 100 10 016213.022 100 10 016214.022 ▯ Black Phase DIM

100 10 016212.013 100 10 016213.013 100 10 016214.013 ○ White DALI

100 10 016212.023 100 10 016213.023 100 10 016202.023 ▯ Black DALI

14W 3000°K 100 10 016215.011 100 10 016216.011 100 10 016217.011 ○ White Fixed Output

100 10 016215.021 100 10 016216.021 100 10 016217.021 ▯ Black Fixed Output

100 10 016215.012 100 10 016216.012 100 10 016217.012 ○ White Phase DIM

100 10 016215.022 100 10 016216.022 100 10 016217.022 ▯ Black Phase DIM

100 10 016215.013 100 10 016216.013 100 10 016217.013 ○ White DALI

100 10 016215.023 100 10 016216.023 100 10 016217.023 ▯ Black DALI

14W 4000°K 100 10 016218.011 100 10 016219.011 100 10 016220.011 ○ White Fixed Output

100 10 016218.021 100 10 016219.021 100 10 016220.021 ▯ Black Fixed Output

100 10 016218.012 100 10 016219.012 100 10 016220.012 ○ White Phase DIM

100 10 016218.022 100 10 016219.022 100 10 016220.022 ▯ Black Phase DIM

100 10 016218.013 100 10 016219.013 100 10 016220.013 ○ White DALI

100 10 016218.023 100 10 016219.023 100 10 016220.023 ▯ Black DALI
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Accent 100 IP Trimless Concrete 
Directional Type 3 

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, 
high colour reproduction, directional orientation, adjustable depth mechanism for optical assembly. Combine 
with optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-
cast powdercoated facade from marine-grade base material and nano-ceramic pre-treatment with snoot detail. 
Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike 
protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 IP Trimless Concrete 
Directional Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 016300.011 100 10 016301.011 100 10 016302.011 ○ White Fixed Output

100 10 016300.021 100 10 016301.021 100 10 016302.021 ▯ Black Fixed Output

100 10 016300.012 100 10 016301.012 100 10 016302.012 ○ White Phase DIM

100 10 016300.022 100 10 016301.022 100 10 016302.022 ▯ Black Phase DIM

100 10 016300.013 100 10 016301.013 100 10 016302.013 ○ White DALI

100 10 016300.023 100 10 016301.023 100 10 016302.023 ▯ Black DALI

8W 3000°K 100 10 016303.011 100 10 016304.011 100 10 016305.011 ○ White Fixed Output

100 10 016303.021 100 10 016304.021 100 10 016305.021 ▯ Black Fixed Output

100 10 016303.012 100 10 016304.012 100 10 016305.012 ○ White Phase DIM

100 10 016303.022 100 10 016304.022 100 10 016305.022 ▯ Black Phase DIM

100 10 016303.013 100 10 016304.013 100 10 016305.013 ○ White DALI

100 10 016303.023 100 10 016304.023 100 10 016305.023 ▯ Black DALI

8W 4000°K 100 10 016306.011 100 10 016307.011 100 10 016308.011 ○ White Fixed Output

100 10 016306.021 100 10 016307.021 100 10 016308.021 ▯ Black Fixed Output

100 10 016306.012 100 10 016307.012 100 10 016308.012 ○ White Phase DIM

100 10 016306.022 100 10 016307.022 100 10 016308.022 ▯ Black Phase DIM

100 10 016306.013 100 10 016307.013 100 10 016308.013 ○ White DALI

100 10 016306.023 100 10 016307.023 100 10 016308.023 ▯ Black DALI

7W 2700-1800°K 100 10 016309.011 100 10 016310.011 100 10 016311.011 ○ White Fixed Output

100 10 016309.021 100 10 016310.021 100 10 016311.021 ▯ Black Fixed Output

100 10 016309.012 100 10 016310.012 100 10 016311.012 ○ White Phase DIM

100 10 016309.022 100 10 016310.022 100 10 016311.022 ▯ Black Phase DIM

100 10 016309.013 100 10 016310.013 100 10 016311.013 ○ White DALI

100 10 016309.023 100 10 016310.023 100 10 016311.023 ▯ Black DALI

14W 2700°K 100 10 016312.011 100 10 016313.011 100 10 016314.011 ○ White Fixed Output

100 10 016312.021 100 10 016313.021 100 10 016314.021 ▯ Black Fixed Output

100 10 016312.012 100 10 016313.012 100 10 016314.012 ○ White Phase DIM

100 10 016312.022 100 10 016313.022 100 10 016314.022 ▯ Black Phase DIM

100 10 016312.013 100 10 016313.013 100 10 016314.013 ○ White DALI

100 10 016312.023 100 10 016313.023 100 10 016302.023 ▯ Black DALI

14W 3000°K 100 10 016315.011 100 10 016316.011 100 10 016317.011 ○ White Fixed Output

100 10 016315.021 100 10 016316.021 100 10 016317.021 ▯ Black Fixed Output

100 10 016315.012 100 10 016316.012 100 10 016317.012 ○ White Phase DIM

100 10 016315.022 100 10 016316.022 100 10 016317.022 ▯ Black Phase DIM

100 10 016315.013 100 10 016316.013 100 10 016317.013 ○ White DALI

100 10 016315.023 100 10 016316.023 100 10 016317.023 ▯ Black DALI

14W 4000°K 100 10 016318.011 100 10 016319.011 100 10 016320.011 ○ White Fixed Output

100 10 016318.021 100 10 016319.021 100 10 016320.021 ▯ Black Fixed Output

100 10 016318.012 100 10 016319.012 100 10 016320.012 ○ White Phase DIM

100 10 016318.022 100 10 016319.022 100 10 016320.022 ▯ Black Phase DIM

100 10 016318.013 100 10 016319.013 100 10 016320.013 ○ White DALI

100 10 016318.023 100 10 016319.023 100 10 016320.023 ▯ Black DALI
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Asymmetrical Type 1

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, directional orientation, adjustable depth mechanism for optical assembly. Combine with 
optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast 
powdercoated facade from marine-grade base material and nano-ceramic pre-treatment with inset detail. Includes 
direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Accent 100 IP Trimless Concrete 
Asymmetrical Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 017100.011 100 10 017101.011 100 10 017102.011 ○ White Fixed Output

100 10 017100.021 100 10 017101.021 100 10 017102.021 ▯ Black Fixed Output

100 10 017100.012 100 10 017101.012 100 10 017102.012 ○ White Phase DIM

100 10 017100.022 100 10 017101.022 100 10 017102.022 ▯ Black Phase DIM

100 10 017100.013 100 10 017101.013 100 10 017102.013 ○ White DALI

100 10 017100.023 100 10 017101.023 100 10 017102.023 ▯ Black DALI

8W 3000°K 100 10 017103.011 100 10 017104.011 100 10 017105.011 ○ White Fixed Output

100 10 017103.021 100 10 017104.021 100 10 017105.021 ▯ Black Fixed Output

100 10 017103.012 100 10 017104.012 100 10 017105.012 ○ White Phase DIM

100 10 017103.022 100 10 017104.022 100 10 017105.022 ▯ Black Phase DIM

100 10 017103.013 100 10 017104.013 100 10 017105.013 ○ White DALI

100 10 017103.023 100 10 017104.023 100 10 017105.023 ▯ Black DALI

8W 4000°K 100 10 017106.011 100 10 017107.011 100 10 017108.011 ○ White Fixed Output

100 10 017106.021 100 10 017107.021 100 10 017108.021 ▯ Black Fixed Output

100 10 017106.012 100 10 017107.012 100 10 017108.012 ○ White Phase DIM

100 10 017106.022 100 10 017107.022 100 10 017108.022 ▯ Black Phase DIM

100 10 017106.013 100 10 017107.013 100 10 017108.013 ○ White DALI

100 10 017106.023 100 10 017107.023 100 10 017108.023 ▯ Black DALI

7W 2700-1800°K 100 10 017109.011 100 10 017110.011 100 10 017111.011 ○ White Fixed Output

100 10 017109.021 100 10 017110.021 100 10 017111.021 ▯ Black Fixed Output

100 10 017109.012 100 10 017110.012 100 10 017111.012 ○ White Phase DIM

100 10 017109.022 100 10 017110.022 100 10 017111.022 ▯ Black Phase DIM

100 10 017109.013 100 10 017110.013 100 10 017111.013 ○ White DALI

100 10 017109.023 100 10 017110.023 100 10 017111.023 ▯ Black DALI

14W 2700°K 100 10 017112.011 100 10 017113.011 100 10 017114.011 ○ White Fixed Output

100 10 017112.021 100 10 017113.021 100 10 017114.021 ▯ Black Fixed Output

100 10 017112.012 100 10 017113.012 100 10 017114.012 ○ White Phase DIM

100 10 017112.022 100 10 017113.022 100 10 017114.022 ▯ Black Phase DIM

100 10 017112.013 100 10 017113.013 100 10 017114.013 ○ White DALI

100 10 017112.023 100 10 017113.023 100 10 017102.023 ▯ Black DALI

14W 3000°K 100 10 017115.011 100 10 017116.011 100 10 017117.011 ○ White Fixed Output

100 10 017115.021 100 10 017116.021 100 10 017117.021 ▯ Black Fixed Output

100 10 017115.012 100 10 017116.012 100 10 017117.012 ○ White Phase DIM

100 10 017115.022 100 10 017116.022 100 10 017117.022 ▯ Black Phase DIM

100 10 017115.013 100 10 017116.013 100 10 017117.013 ○ White DALI

100 10 017115.023 100 10 017116.023 100 10 017117.023 ▯ Black DALI

14W 4000°K 100 10 017118.011 100 10 017119.011 100 10 017120.011 ○ White Fixed Output

100 10 017118.021 100 10 017119.021 100 10 017120.021 ▯ Black Fixed Output

100 10 017118.012 100 10 017119.012 100 10 017120.012 ○ White Phase DIM

100 10 017118.022 100 10 017119.022 100 10 017120.022 ▯ Black Phase DIM

100 10 017118.013 100 10 017119.013 100 10 017120.013 ○ White DALI

100 10 017118.023 100 10 017119.023 100 10 017120.023 ▯ Black DALI
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Asymmetrical Type 2

Recessed ceiling luminaire for use in concrete slab with rotationally symmetrical flood or wide flood optics, high 
colour reproduction, directional orientation, adjustable depth mechanism for optical assembly. Combine with 
optical lens and anti-glare accessories for oval, wide spread, or diffuse beam control. High pressure die-cast 
powdercoated facade from marine-grade base material and nano-ceramic pre-treatment with rounded detail. 
Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike 
protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation 355° Rotation / 30° Fixed Tilt

Cut-Out 182mm Round x 125-190mm Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

190

42

182

100 66
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Accent 100 IP Trimless Concrete 
Asymmetrical Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 100 10 017200.011 100 10 017201.011 100 10 017202.011 ○ White Fixed Output

100 10 017200.021 100 10 017201.021 100 10 017202.021 ▯ Black Fixed Output

100 10 017200.012 100 10 017201.012 100 10 017202.012 ○ White Phase DIM

100 10 017200.022 100 10 017201.022 100 10 017202.022 ▯ Black Phase DIM

100 10 017200.013 100 10 017201.013 100 10 017202.013 ○ White DALI

100 10 017200.023 100 10 017201.023 100 10 017202.023 ▯ Black DALI

8W 3000°K 100 10 017203.011 100 10 017204.011 100 10 017205.011 ○ White Fixed Output

100 10 017203.021 100 10 017204.021 100 10 017205.021 ▯ Black Fixed Output

100 10 017203.012 100 10 017204.012 100 10 017205.012 ○ White Phase DIM

100 10 017203.022 100 10 017204.022 100 10 017205.022 ▯ Black Phase DIM

100 10 017203.013 100 10 017204.013 100 10 017205.013 ○ White DALI

100 10 017203.023 100 10 017204.023 100 10 017205.023 ▯ Black DALI

8W 4000°K 100 10 017206.011 100 10 017207.011 100 10 017208.011 ○ White Fixed Output

100 10 017206.021 100 10 017207.021 100 10 017208.021 ▯ Black Fixed Output

100 10 017206.012 100 10 017207.012 100 10 017208.012 ○ White Phase DIM

100 10 017206.022 100 10 017207.022 100 10 017208.022 ▯ Black Phase DIM

100 10 017206.013 100 10 017207.013 100 10 017208.013 ○ White DALI

100 10 017206.023 100 10 017207.023 100 10 017208.023 ▯ Black DALI

7W 2700-1800°K 100 10 017209.011 100 10 017210.011 100 10 017211.011 ○ White Fixed Output

100 10 017209.021 100 10 017210.021 100 10 017211.021 ▯ Black Fixed Output

100 10 017209.012 100 10 017210.012 100 10 017211.012 ○ White Phase DIM

100 10 017209.022 100 10 017210.022 100 10 017211.022 ▯ Black Phase DIM

100 10 017209.013 100 10 017210.013 100 10 017211.013 ○ White DALI

100 10 017209.023 100 10 017210.023 100 10 017211.023 ▯ Black DALI

14W 2700°K 100 10 017212.011 100 10 017213.011 100 10 017214.011 ○ White Fixed Output

100 10 017212.021 100 10 017213.021 100 10 017214.021 ▯ Black Fixed Output

100 10 017212.012 100 10 017213.012 100 10 017214.012 ○ White Phase DIM

100 10 017212.022 100 10 017213.022 100 10 017214.022 ▯ Black Phase DIM

100 10 017212.013 100 10 017213.013 100 10 017214.013 ○ White DALI

100 10 017212.023 100 10 017213.023 100 10 017202.023 ▯ Black DALI

14W 3000°K 100 10 017215.011 100 10 017216.011 100 10 017217.011 ○ White Fixed Output

100 10 017215.021 100 10 017216.021 100 10 017217.021 ▯ Black Fixed Output

100 10 017215.012 100 10 017216.012 100 10 017217.012 ○ White Phase DIM

100 10 017215.022 100 10 017216.022 100 10 017217.022 ▯ Black Phase DIM

100 10 017215.013 100 10 017216.013 100 10 017217.013 ○ White DALI

100 10 017215.023 100 10 017216.023 100 10 017217.023 ▯ Black DALI

14W 4000°K 100 10 017218.011 100 10 017219.011 100 10 017220.011 ○ White Fixed Output

100 10 017218.021 100 10 017219.021 100 10 017220.021 ▯ Black Fixed Output

100 10 017218.012 100 10 017219.012 100 10 017220.012 ○ White Phase DIM

100 10 017218.022 100 10 017219.022 100 10 017220.022 ▯ Black Phase DIM

100 10 017218.013 100 10 017219.013 100 10 017220.013 ○ White DALI

100 10 017218.023 100 10 017219.023 100 10 017220.023 ▯ Black DALI
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Mono Mono 060 Type 1
Mono 060 Type 2
Mono 060 Type 3
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Mono

System

Optical Assembly

Mono 060 is designed for use in areas with limited ceiling depth 
for recessing. The optical assembly remains flush with the ceiling 
plane, allowing the fixture to occupy space equivalent to only 
plasterboard depth plus standard metal ceiling channel systems. 
Facade options are designed to optimise visual comfort, and vary 
from minimal to expressed detail. 

High pressure die cast fixture housing; brass thumbscrew module 
fixation. Optional anti-glare baffle facade in black powercoated die 
cast aluminium. Optical housing and dissipation system in black 
anodised forged aluminium with 2 pole connector to secondary 
terminal on LED power supply 180mA/350mA constant current. 
Primary terminal with plug and flex; active power factor correction; 
current regulation, voltage spike protection. Class III. IP20.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <2 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. 
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Mono 060 Recessed
Type 1 

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with inset detail and shallow recess 
depth. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 54mm Round x 80mm (7W/8W) / 120mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

64

60

10

64

100

10
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Mono 060 Recessed
Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 000100.011 101 06 000101.011 101 06 000102.011 ○ White Fixed Output

101 06 000100.021 101 06 000101.021 101 06 000102.021 ▯ Black Fixed Output

101 06 000100.012 101 06 000101.012 101 06 000102.012 ○ White Phase DIM

101 06 000100.022 101 06 000101.022 101 06 000102.022 ▯ Black Phase DIM

101 06 000100.013 101 06 000101.013 101 06 000102.013 ○ White DALI

101 06 000100.023 101 06 000101.023 101 06 000102.023 ▯ Black DALI

8W 3000°K 101 06 000103.011 101 06 000104.011 101 06 000105.011 ○ White Fixed Output

101 06 000103.021 101 06 000104.021 101 06 000105.021 ▯ Black Fixed Output

101 06 000103.012 101 06 000104.012 101 06 000105.012 ○ White Phase DIM

101 06 000103.022 101 06 000104.022 101 06 000105.022 ▯ Black Phase DIM

101 06 000103.013 101 06 000104.013 101 06 000105.013 ○ White DALI

101 06 000103.023 101 06 000104.023 101 06 000105.023 ▯ Black DALI

8W 4000°K 101 06 000106.011 101 06 000107.011 101 06 000108.011 ○ White Fixed Output

101 06 000106.021 101 06 000107.021 101 06 000108.021 ▯ Black Fixed Output

101 06 000106.012 101 06 000107.012 101 06 000108.012 ○ White Phase DIM

101 06 000106.022 101 06 000107.022 101 06 000108.022 ▯ Black Phase DIM

101 06 000106.013 101 06 000107.013 101 06 000108.013 ○ White DALI

101 06 000106.023 101 06 000107.023 101 06 000108.023 ▯ Black DALI

7W 2700-1800°K 101 06 000109.011 101 06 000110.011 101 06 000111.011 ○ White Fixed Output

101 06 000109.021 101 06 000110.021 101 06 000111.021 ▯ Black Fixed Output

101 06 000109.012 101 06 000110.012 101 06 000111.012 ○ White Phase DIM

101 06 000109.022 101 06 000110.022 101 06 000111.022 ▯ Black Phase DIM

101 06 000109.013 101 06 000110.013 101 06 000111.013 ○ White DALI

101 06 000109.023 101 06 000110.023 101 06 000111.023 ▯ Black DALI

14W 2700°K 101 06 000112.011 101 06 000113.011 101 06 000114.011 ○ White Fixed Output

101 06 000112.021 101 06 000113.021 101 06 000114.021 ▯ Black Fixed Output

101 06 000112.012 101 06 000113.012 101 06 000114.012 ○ White Phase DIM

101 06 000112.022 101 06 000113.022 101 06 000114.022 ▯ Black Phase DIM

101 06 000112.013 101 06 000113.013 101 06 000114.013 ○ White DALI

101 06 000112.023 101 06 000113.023 101 06 000102.023 ▯ Black DALI

14W 3000°K 101 06 000115.011 101 06 000116.011 101 06 000117.011 ○ White Fixed Output

101 06 000115.021 101 06 000116.021 101 06 000117.021 ▯ Black Fixed Output

101 06 000115.012 101 06 000116.012 101 06 000117.012 ○ White Phase DIM

101 06 000115.022 101 06 000116.022 101 06 000117.022 ▯ Black Phase DIM

101 06 000115.013 101 06 000116.013 101 06 000117.013 ○ White DALI

101 06 000115.023 101 06 000116.023 101 06 000117.023 ▯ Black DALI

14W 4000°K 101 06 000118.011 101 06 000119.011 101 06 000120.011 ○ White Fixed Output

101 06 000118.021 101 06 000119.021 101 06 000120.021 ▯ Black Fixed Output

101 06 000118.012 101 06 000119.012 101 06 000120.012 ○ White Phase DIM

101 06 000118.022 101 06 000119.022 101 06 000120.022 ▯ Black Phase DIM

101 06 000118.013 101 06 000119.013 101 06 000120.013 ○ White DALI

101 06 000118.023 101 06 000119.023 101 06 000120.023 ▯ Black DALI
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Mono 060 Recessed 
Type 2

G 

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 54mm Round x 65mm (7W/8W) / 105mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with rounded detail, anti-glare baffle 
and shallow recess depth. Includes direct fast connector to remote driver. Active power factor correction, current 
regulation, voltage spike protection.
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Mono 060 Recessed
Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 000200.011 101 06 000201.011 101 06 000202.011 ○ White Fixed Output

101 06 000200.021 101 06 000201.021 101 06 000202.021 ▯ Black Fixed Output

101 06 000200.012 101 06 000201.012 101 06 000202.012 ○ White Phase DIM

101 06 000200.022 101 06 000201.022 101 06 000202.022 ▯ Black Phase DIM

101 06 000200.013 101 06 000201.013 101 06 000202.013 ○ White DALI

101 06 000200.023 101 06 000201.023 101 06 000202.023 ▯ Black DALI

8W 3000°K 101 06 000203.011 101 06 000204.011 101 06 000205.011 ○ White Fixed Output

101 06 000203.021 101 06 000204.021 101 06 000205.021 ▯ Black Fixed Output

101 06 000203.012 101 06 000204.012 101 06 000205.012 ○ White Phase DIM

101 06 000203.022 101 06 000204.022 101 06 000205.022 ▯ Black Phase DIM

101 06 000203.013 101 06 000204.013 101 06 000205.013 ○ White DALI

101 06 000203.023 101 06 000204.023 101 06 000205.023 ▯ Black DALI

8W 4000°K 101 06 000206.011 101 06 000207.011 101 06 000208.011 ○ White Fixed Output

101 06 000206.021 101 06 000207.021 101 06 000208.021 ▯ Black Fixed Output

101 06 000206.012 101 06 000207.012 101 06 000208.012 ○ White Phase DIM

101 06 000206.022 101 06 000207.022 101 06 000208.022 ▯ Black Phase DIM

101 06 000206.013 101 06 000207.013 101 06 000208.013 ○ White DALI

101 06 000206.023 101 06 000207.023 101 06 000208.023 ▯ Black DALI

7W 2700-1800°K 101 06 000209.011 101 06 000210.011 101 06 000211.011 ○ White Fixed Output

101 06 000209.021 101 06 000210.021 101 06 000211.021 ▯ Black Fixed Output

101 06 000209.012 101 06 000210.012 101 06 000211.012 ○ White Phase DIM

101 06 000209.022 101 06 000210.022 101 06 000211.022 ▯ Black Phase DIM

101 06 000209.013 101 06 000210.013 101 06 000211.013 ○ White DALI

101 06 000209.023 101 06 000210.023 101 06 000211.023 ▯ Black DALI

14W 2700°K 101 06 000212.011 101 06 000213.011 101 06 000214.011 ○ White Fixed Output

101 06 000212.021 101 06 000213.021 101 06 000214.021 ▯ Black Fixed Output

101 06 000212.012 101 06 000213.012 101 06 000214.012 ○ White Phase DIM

101 06 000212.022 101 06 000213.022 101 06 000214.022 ▯ Black Phase DIM

101 06 000212.013 101 06 000213.013 101 06 000214.013 ○ White DALI

101 06 000212.023 101 06 000213.023 101 06 000202.023 ▯ Black DALI

14W 3000°K 101 06 000215.011 101 06 000216.011 101 06 000217.011 ○ White Fixed Output

101 06 000215.021 101 06 000216.021 101 06 000217.021 ▯ Black Fixed Output

101 06 000215.012 101 06 000216.012 101 06 000217.012 ○ White Phase DIM

101 06 000215.022 101 06 000216.022 101 06 000217.022 ▯ Black Phase DIM

101 06 000215.013 101 06 000216.013 101 06 000217.013 ○ White DALI

101 06 000215.023 101 06 000216.023 101 06 000217.023 ▯ Black DALI

14W 4000°K 101 06 000218.011 101 06 000219.011 101 06 000220.011 ○ White Fixed Output

101 06 000218.021 101 06 000219.021 101 06 000220.021 ▯ Black Fixed Output

101 06 000218.012 101 06 000219.012 101 06 000220.012 ○ White Phase DIM

101 06 000218.022 101 06 000219.022 101 06 000220.022 ▯ Black Phase DIM

101 06 000218.013 101 06 000219.013 101 06 000220.013 ○ White DALI

101 06 000218.023 101 06 000219.023 101 06 000220.023 ▯ Black DALI
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System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 54mm Round x 65mm (7W/8W) / 105mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with snoot detail and shallow recess 
depth. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.
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Mono 060 Recessed
Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 000300.011 101 06 000301.011 101 06 000302.011 ○ White Fixed Output

101 06 000300.021 101 06 000301.021 101 06 000302.021 ▯ Black Fixed Output

101 06 000300.012 101 06 000301.012 101 06 000302.012 ○ White Phase DIM

101 06 000300.022 101 06 000301.022 101 06 000302.022 ▯ Black Phase DIM

101 06 000300.013 101 06 000301.013 101 06 000302.013 ○ White DALI

101 06 000300.023 101 06 000301.023 101 06 000302.023 ▯ Black DALI

8W 3000°K 101 06 000303.011 101 06 000304.011 101 06 000305.011 ○ White Fixed Output

101 06 000303.021 101 06 000304.021 101 06 000305.021 ▯ Black Fixed Output

101 06 000303.012 101 06 000304.012 101 06 000305.012 ○ White Phase DIM

101 06 000303.022 101 06 000304.022 101 06 000305.022 ▯ Black Phase DIM

101 06 000303.013 101 06 000304.013 101 06 000305.013 ○ White DALI

101 06 000303.023 101 06 000304.023 101 06 000305.023 ▯ Black DALI

8W 4000°K 101 06 000306.011 101 06 000307.011 101 06 000308.011 ○ White Fixed Output

101 06 000306.021 101 06 000307.021 101 06 000308.021 ▯ Black Fixed Output

101 06 000306.012 101 06 000307.012 101 06 000308.012 ○ White Phase DIM

101 06 000306.022 101 06 000307.022 101 06 000308.022 ▯ Black Phase DIM

101 06 000306.013 101 06 000307.013 101 06 000308.013 ○ White DALI

101 06 000306.023 101 06 000307.023 101 06 000308.023 ▯ Black DALI

7W 2700-1800°K 101 06 000309.011 101 06 000310.011 101 06 000311.011 ○ White Fixed Output

101 06 000309.021 101 06 000310.021 101 06 000311.021 ▯ Black Fixed Output

101 06 000309.012 101 06 000310.012 101 06 000311.012 ○ White Phase DIM

101 06 000309.022 101 06 000310.022 101 06 000311.022 ▯ Black Phase DIM

101 06 000309.013 101 06 000310.013 101 06 000311.013 ○ White DALI

101 06 000309.023 101 06 000310.023 101 06 000311.023 ▯ Black DALI

14W 2700°K 101 06 000312.011 101 06 000313.011 101 06 000314.011 ○ White Fixed Output

101 06 000312.021 101 06 000313.021 101 06 000314.021 ▯ Black Fixed Output

101 06 000312.012 101 06 000313.012 101 06 000314.012 ○ White Phase DIM

101 06 000312.022 101 06 000313.022 101 06 000314.022 ▯ Black Phase DIM

101 06 000312.013 101 06 000313.013 101 06 000314.013 ○ White DALI

101 06 000312.023 101 06 000313.023 101 06 000302.023 ▯ Black DALI

14W 3000°K 101 06 000315.011 101 06 000316.011 101 06 000317.011 ○ White Fixed Output

101 06 000315.021 101 06 000316.021 101 06 000317.021 ▯ Black Fixed Output

101 06 000315.012 101 06 000316.012 101 06 000317.012 ○ White Phase DIM

101 06 000315.022 101 06 000316.022 101 06 000317.022 ▯ Black Phase DIM

101 06 000315.013 101 06 000316.013 101 06 000317.013 ○ White DALI

101 06 000315.023 101 06 000316.023 101 06 000317.023 ▯ Black DALI

14W 4000°K 101 06 000318.011 101 06 000319.011 101 06 000320.011 ○ White Fixed Output

101 06 000318.021 101 06 000319.021 101 06 000320.021 ▯ Black Fixed Output

101 06 000318.012 101 06 000319.012 101 06 000320.012 ○ White Phase DIM

101 06 000318.022 101 06 000319.022 101 06 000320.022 ▯ Black Phase DIM

101 06 000318.013 101 06 000319.013 101 06 000320.013 ○ White DALI

101 06 000318.023 101 06 000319.023 101 06 000320.023 ▯ Black DALI
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System

Power 2 x 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 2 x 54mm Round x 80mm (7W/8W) / 120mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 2 x 576lm 2 x 626lm 2 x 624lm

3000°K 2 x 642lm 2 x 680lm 2 x 672lm

4000°K 2 x 610lm 2 x 615lm 2 x 650lm

7W 2700-1800°K 2 x 454lm 2 x 493lm 2 x 492lm

14W 2700°K 2 x 874lm 2 x 863lm 2 x 882lm

3000°K 2 x 952lm 2 x 931lm 2 x 965lm

4000°K 2 x 1044lm 2 x 1020lm 2 x 1049lm

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with inset detail and shallow recess 
depth. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.
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Mono 060² Recessed
Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 007100.011 101 06 007101.011 101 06 007102.011 ○ White Fixed Output

101 06 007100.021 101 06 007101.021 101 06 007102.021 ▯ Black Fixed Output

101 06 007100.012 101 06 007101.012 101 06 007102.012 ○ White Phase DIM

101 06 007100.022 101 06 007101.022 101 06 007102.022 ▯ Black Phase DIM

101 06 007100.013 101 06 007101.013 101 06 007102.013 ○ White DALI

101 06 007100.023 101 06 007101.023 101 06 007102.023 ▯ Black DALI

8W 3000°K 101 06 007103.011 101 06 007104.011 101 06 007105.011 ○ White Fixed Output

101 06 007103.021 101 06 007104.021 101 06 007105.021 ▯ Black Fixed Output

101 06 007103.012 101 06 007104.012 101 06 007105.012 ○ White Phase DIM

101 06 007103.022 101 06 007104.022 101 06 007105.022 ▯ Black Phase DIM

101 06 007103.013 101 06 007104.013 101 06 007105.013 ○ White DALI

101 06 007103.023 101 06 007104.023 101 06 007105.023 ▯ Black DALI

8W 4000°K 101 06 007106.011 101 06 007107.011 101 06 007108.011 ○ White Fixed Output

101 06 007106.021 101 06 007107.021 101 06 007108.021 ▯ Black Fixed Output

101 06 007106.012 101 06 007107.012 101 06 007108.012 ○ White Phase DIM

101 06 007106.022 101 06 007107.022 101 06 007108.022 ▯ Black Phase DIM

101 06 007106.013 101 06 007107.013 101 06 007108.013 ○ White DALI

101 06 007106.023 101 06 007107.023 101 06 007108.023 ▯ Black DALI

7W 2700-1800°K 101 06 007109.011 101 06 007110.011 101 06 007111.011 ○ White Fixed Output

101 06 007109.021 101 06 007110.021 101 06 007111.021 ▯ Black Fixed Output

101 06 007109.012 101 06 007110.012 101 06 007111.012 ○ White Phase DIM

101 06 007109.022 101 06 007110.022 101 06 007111.022 ▯ Black Phase DIM

101 06 007109.013 101 06 007110.013 101 06 007111.013 ○ White DALI

101 06 007109.023 101 06 007110.023 101 06 007111.023 ▯ Black DALI

14W 2700°K 101 06 007112.011 101 06 007113.011 101 06 007114.011 ○ White Fixed Output

101 06 007112.021 101 06 007113.021 101 06 007114.021 ▯ Black Fixed Output

101 06 007112.012 101 06 007113.012 101 06 007114.012 ○ White Phase DIM

101 06 007112.022 101 06 007113.022 101 06 007114.022 ▯ Black Phase DIM

101 06 007112.013 101 06 007113.013 101 06 007114.013 ○ White DALI

101 06 007112.023 101 06 007113.023 101 06 007102.023 ▯ Black DALI

14W 3000°K 101 06 007115.011 101 06 007116.011 101 06 007117.011 ○ White Fixed Output

101 06 007115.021 101 06 007116.021 101 06 007117.021 ▯ Black Fixed Output

101 06 007115.012 101 06 007116.012 101 06 007117.012 ○ White Phase DIM

101 06 007115.022 101 06 007116.022 101 06 007117.022 ▯ Black Phase DIM

101 06 007115.013 101 06 007116.013 101 06 007117.013 ○ White DALI

101 06 007115.023 101 06 007116.023 101 06 007117.023 ▯ Black DALI

14W 4000°K 101 06 007118.011 101 06 007119.011 101 06 007120.011 ○ White Fixed Output

101 06 007118.021 101 06 007119.021 101 06 007120.021 ▯ Black Fixed Output

101 06 007118.012 101 06 007119.012 101 06 007120.012 ○ White Phase DIM

101 06 007118.022 101 06 007119.022 101 06 007120.022 ▯ Black Phase DIM

101 06 007118.013 101 06 007119.013 101 06 007120.013 ○ White DALI

101 06 007118.023 101 06 007119.023 101 06 007120.023 ▯ Black DALI
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System

Power 2 x 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 2 x 54mm Round x 65mm (7W/8W) / 105mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 2 x 576lm 2 x 626lm 2 x 624lm

3000°K 2 x 642lm 2 x 680lm 2 x 672lm

4000°K 2 x 610lm 2 x 615lm 2 x 650lm

7W 2700-1800°K 2 x 454lm 2 x 493lm 2 x 492lm

14W 2700°K 2 x 874lm 2 x 863lm 2 x 882lm

3000°K 2 x 952lm 2 x 931lm 2 x 965lm

4000°K 2 x 1044lm 2 x 1020lm 2 x 1049lm

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with rounded detail, anti-glare baffle 
and shallow recess depth. Includes direct fast connector to remote driver. Active power factor correction, current 
regulation, voltage spike protection.
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Mono 060² Recessed
Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 007200.011 101 06 007201.011 101 06 007202.011 ○ White Fixed Output

101 06 007200.021 101 06 007201.021 101 06 007202.021 ▯ Black Fixed Output

101 06 007200.012 101 06 007201.012 101 06 007202.012 ○ White Phase DIM

101 06 007200.022 101 06 007201.022 101 06 007202.022 ▯ Black Phase DIM

101 06 007200.013 101 06 007201.013 101 06 007202.013 ○ White DALI

101 06 007200.023 101 06 007201.023 101 06 007202.023 ▯ Black DALI

8W 3000°K 101 06 007203.011 101 06 007204.011 101 06 007205.011 ○ White Fixed Output

101 06 007203.021 101 06 007204.021 101 06 007205.021 ▯ Black Fixed Output

101 06 007203.012 101 06 007204.012 101 06 007205.012 ○ White Phase DIM

101 06 007203.022 101 06 007204.022 101 06 007205.022 ▯ Black Phase DIM

101 06 007203.013 101 06 007204.013 101 06 007205.013 ○ White DALI

101 06 007203.023 101 06 007204.023 101 06 007205.023 ▯ Black DALI

8W 4000°K 101 06 007206.011 101 06 007207.011 101 06 007208.011 ○ White Fixed Output

101 06 007206.021 101 06 007207.021 101 06 007208.021 ▯ Black Fixed Output

101 06 007206.012 101 06 007207.012 101 06 007208.012 ○ White Phase DIM

101 06 007206.022 101 06 007207.022 101 06 007208.022 ▯ Black Phase DIM

101 06 007206.013 101 06 007207.013 101 06 007208.013 ○ White DALI

101 06 007206.023 101 06 007207.023 101 06 007208.023 ▯ Black DALI

7W 2700-1800°K 101 06 007209.011 101 06 007210.011 101 06 007211.011 ○ White Fixed Output

101 06 007209.021 101 06 007210.021 101 06 007211.021 ▯ Black Fixed Output

101 06 007209.012 101 06 007210.012 101 06 007211.012 ○ White Phase DIM

101 06 007209.022 101 06 007210.022 101 06 007211.022 ▯ Black Phase DIM

101 06 007209.013 101 06 007210.013 101 06 007211.013 ○ White DALI

101 06 007209.023 101 06 007210.023 101 06 007211.023 ▯ Black DALI

14W 2700°K 101 06 007212.011 101 06 007213.011 101 06 007214.011 ○ White Fixed Output

101 06 007212.021 101 06 007213.021 101 06 007214.021 ▯ Black Fixed Output

101 06 007212.012 101 06 007213.012 101 06 007214.012 ○ White Phase DIM

101 06 007212.022 101 06 007213.022 101 06 007214.022 ▯ Black Phase DIM

101 06 007212.013 101 06 007213.013 101 06 007214.013 ○ White DALI

101 06 007212.023 101 06 007213.023 101 06 007202.023 ▯ Black DALI

14W 3000°K 101 06 007215.011 101 06 007216.011 101 06 007217.011 ○ White Fixed Output

101 06 007215.021 101 06 007216.021 101 06 007217.021 ▯ Black Fixed Output

101 06 007215.012 101 06 007216.012 101 06 007217.012 ○ White Phase DIM

101 06 007215.022 101 06 007216.022 101 06 007217.022 ▯ Black Phase DIM

101 06 007215.013 101 06 007216.013 101 06 007217.013 ○ White DALI

101 06 007215.023 101 06 007216.023 101 06 007217.023 ▯ Black DALI

14W 4000°K 101 06 007218.011 101 06 007219.011 101 06 007220.011 ○ White Fixed Output

101 06 007218.021 101 06 007219.021 101 06 007220.021 ▯ Black Fixed Output

101 06 007218.012 101 06 007219.012 101 06 007220.012 ○ White Phase DIM

101 06 007218.022 101 06 007219.022 101 06 007220.022 ▯ Black Phase DIM

101 06 007218.013 101 06 007219.013 101 06 007220.013 ○ White DALI

101 06 007218.023 101 06 007219.023 101 06 007220.023 ▯ Black DALI
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System

Power 2 x 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 2 x 54mm Round x 65mm (7W/8W) / 105mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 2 x 576lm 2 x 626lm 2 x 624lm

3000°K 2 x 642lm 2 x 680lm 2 x 672lm

4000°K 2 x 610lm 2 x 615lm 2 x 650lm

7W 2700-1800°K 2 x 454lm 2 x 493lm 2 x 492lm

14W 2700°K 2 x 874lm 2 x 863lm 2 x 882lm

3000°K 2 x 952lm 2 x 931lm 2 x 965lm

4000°K 2 x 1044lm 2 x 1020lm 2 x 1049lm

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with snoot detail and shallow recess 
depth. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.
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Mono 060² Recessed
Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 007300.011 101 06 007301.011 101 06 007302.011 ○ White Fixed Output

101 06 007300.021 101 06 007301.021 101 06 007302.021 ▯ Black Fixed Output

101 06 007300.012 101 06 007301.012 101 06 007302.012 ○ White Phase DIM

101 06 007300.022 101 06 007301.022 101 06 007302.022 ▯ Black Phase DIM

101 06 007300.013 101 06 007301.013 101 06 007302.013 ○ White DALI

101 06 007300.023 101 06 007301.023 101 06 007302.023 ▯ Black DALI

8W 3000°K 101 06 007303.011 101 06 007304.011 101 06 007305.011 ○ White Fixed Output

101 06 007303.021 101 06 007304.021 101 06 007305.021 ▯ Black Fixed Output

101 06 007303.012 101 06 007304.012 101 06 007305.012 ○ White Phase DIM

101 06 007303.022 101 06 007304.022 101 06 007305.022 ▯ Black Phase DIM

101 06 007303.013 101 06 007304.013 101 06 007305.013 ○ White DALI

101 06 007303.023 101 06 007304.023 101 06 007305.023 ▯ Black DALI

8W 4000°K 101 06 007306.011 101 06 007307.011 101 06 007308.011 ○ White Fixed Output

101 06 007306.021 101 06 007307.021 101 06 007308.021 ▯ Black Fixed Output

101 06 007306.012 101 06 007307.012 101 06 007308.012 ○ White Phase DIM

101 06 007306.022 101 06 007307.022 101 06 007308.022 ▯ Black Phase DIM

101 06 007306.013 101 06 007307.013 101 06 007308.013 ○ White DALI

101 06 007306.023 101 06 007307.023 101 06 007308.023 ▯ Black DALI

7W 2700-1800°K 101 06 007309.011 101 06 007310.011 101 06 007311.011 ○ White Fixed Output

101 06 007309.021 101 06 007310.021 101 06 007311.021 ▯ Black Fixed Output

101 06 007309.012 101 06 007310.012 101 06 007311.012 ○ White Phase DIM

101 06 007309.022 101 06 007310.022 101 06 007311.022 ▯ Black Phase DIM

101 06 007309.013 101 06 007310.013 101 06 007311.013 ○ White DALI

101 06 007309.023 101 06 007310.023 101 06 007311.023 ▯ Black DALI

14W 2700°K 101 06 007312.011 101 06 007313.011 101 06 007314.011 ○ White Fixed Output

101 06 007312.021 101 06 007313.021 101 06 007314.021 ▯ Black Fixed Output

101 06 007312.012 101 06 007313.012 101 06 007314.012 ○ White Phase DIM

101 06 007312.022 101 06 007313.022 101 06 007314.022 ▯ Black Phase DIM

101 06 007312.013 101 06 007313.013 101 06 007314.013 ○ White DALI

101 06 007312.023 101 06 007313.023 101 06 007302.023 ▯ Black DALI

14W 3000°K 101 06 007315.011 101 06 007316.011 101 06 007317.011 ○ White Fixed Output

101 06 007315.021 101 06 007316.021 101 06 007317.021 ▯ Black Fixed Output

101 06 007315.012 101 06 007316.012 101 06 007317.012 ○ White Phase DIM

101 06 007315.022 101 06 007316.022 101 06 007317.022 ▯ Black Phase DIM

101 06 007315.013 101 06 007316.013 101 06 007317.013 ○ White DALI

101 06 007315.023 101 06 007316.023 101 06 007317.023 ▯ Black DALI

14W 4000°K 101 06 007318.011 101 06 007319.011 101 06 007320.011 ○ White Fixed Output

101 06 007318.021 101 06 007319.021 101 06 007320.021 ▯ Black Fixed Output

101 06 007318.012 101 06 007319.012 101 06 007320.012 ○ White Phase DIM

101 06 007318.022 101 06 007319.022 101 06 007320.022 ▯ Black Phase DIM

101 06 007318.013 101 06 007319.013 101 06 007320.013 ○ White DALI

101 06 007318.023 101 06 007319.023 101 06 007320.023 ▯ Black DALI
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Mono 060 Trimless Mono 060 Trimless Type 1
Mono 060 Trimless Type 2
Mono 060 Trimless Type 3
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Mono 060 Trimless

System

Optical Assembly

A downlight system with compressed scale and installation kit 
for flush installation in plasterboard ceilings. Facade options are 
designed to optimise visual comfort, and vary from minimal to 
expressed detail. 

High pressure die cast fixture housing. Optional anti-glare baffle 
facade in black powercoated die cast aluminium. Optical housing 
and dissipation system in black anodised forged aluminium with 
2 pole connector to secondary terminal on LED power supply 
180mA/350mA constant current. Primary terminal with plug and 
flex; active power factor correction; current regulation, Voltage spike 
protection. 
Class III. IP44.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <2 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. 
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Mono 060 Trimless
Type 1 

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with inset detail and shallow recess 
depth. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 85mm Round x 90mm (7W/8W) / 130mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Mono 060 Trimless
Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 002100.011 101 06 002101.011 101 06 002102.011 ○ White Fixed Output

101 06 002100.021 101 06 002101.021 101 06 002102.021 ▯ Black Fixed Output

101 06 002100.012 101 06 002101.012 101 06 002102.012 ○ White Phase DIM

101 06 002100.022 101 06 002101.022 101 06 002102.022 ▯ Black Phase DIM

101 06 002100.013 101 06 002101.013 101 06 002102.013 ○ White DALI

101 06 002100.023 101 06 002101.023 101 06 002102.023 ▯ Black DALI

8W 3000°K 101 06 002103.011 101 06 002104.011 101 06 002105.011 ○ White Fixed Output

101 06 002103.021 101 06 002104.021 101 06 002105.021 ▯ Black Fixed Output

101 06 002103.012 101 06 002104.012 101 06 002105.012 ○ White Phase DIM

101 06 002103.022 101 06 002104.022 101 06 002105.022 ▯ Black Phase DIM

101 06 002103.013 101 06 002104.013 101 06 002105.013 ○ White DALI

101 06 002103.023 101 06 002104.023 101 06 002105.023 ▯ Black DALI

8W 4000°K 101 06 002106.011 101 06 002107.011 101 06 002108.011 ○ White Fixed Output

101 06 002106.021 101 06 002107.021 101 06 002108.021 ▯ Black Fixed Output

101 06 002106.012 101 06 002107.012 101 06 002108.012 ○ White Phase DIM

101 06 002106.022 101 06 002107.022 101 06 002108.022 ▯ Black Phase DIM

101 06 002106.013 101 06 002107.013 101 06 002108.013 ○ White DALI

101 06 002106.023 101 06 002107.023 101 06 002108.023 ▯ Black DALI

7W 2700-1800°K 101 06 002109.011 101 06 002110.011 101 06 002111.011 ○ White Fixed Output

101 06 002109.021 101 06 002110.021 101 06 002111.021 ▯ Black Fixed Output

101 06 002109.012 101 06 002110.012 101 06 002111.012 ○ White Phase DIM

101 06 002109.022 101 06 002110.022 101 06 002111.022 ▯ Black Phase DIM

101 06 002109.013 101 06 002110.013 101 06 002111.013 ○ White DALI

101 06 002109.023 101 06 002110.023 101 06 002111.023 ▯ Black DALI

14W 2700°K 101 06 002112.011 101 06 002113.011 101 06 002114.011 ○ White Fixed Output

101 06 002112.021 101 06 002113.021 101 06 002114.021 ▯ Black Fixed Output

101 06 002112.012 101 06 002113.012 101 06 002114.012 ○ White Phase DIM

101 06 002112.022 101 06 002113.022 101 06 002114.022 ▯ Black Phase DIM

101 06 002112.013 101 06 002113.013 101 06 002114.013 ○ White DALI

101 06 002112.023 101 06 002113.023 101 06 002102.023 ▯ Black DALI

14W 3000°K 101 06 002115.011 101 06 002116.011 101 06 002117.011 ○ White Fixed Output

101 06 002115.021 101 06 002116.021 101 06 002117.021 ▯ Black Fixed Output

101 06 002115.012 101 06 002116.012 101 06 002117.012 ○ White Phase DIM

101 06 002115.022 101 06 002116.022 101 06 002117.022 ▯ Black Phase DIM

101 06 002115.013 101 06 002116.013 101 06 002117.013 ○ White DALI

101 06 002115.023 101 06 002116.023 101 06 002117.023 ▯ Black DALI

14W 4000°K 101 06 002118.011 101 06 002119.011 101 06 002120.011 ○ White Fixed Output

101 06 002118.021 101 06 002119.021 101 06 002120.021 ▯ Black Fixed Output

101 06 002118.012 101 06 002119.012 101 06 002120.012 ○ White Phase DIM

101 06 002118.022 101 06 002119.022 101 06 002120.022 ▯ Black Phase DIM

101 06 002118.013 101 06 002119.013 101 06 002120.013 ○ White DALI

101 06 002118.023 101 06 002119.023 101 06 002120.023 ▯ Black DALI
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Mono 060 Trimless
Type 2

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with rounded detail, anti-glare baffle 
and shallow recess depth. Includes direct fast connector to remote driver. Active power factor correction, current 
regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 85mm Round x 90mm (7W/8W) / 130mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Mono 060 Trimless
Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 002200.011 101 06 002201.011 101 06 002202.011 ○ White Fixed Output

101 06 002200.021 101 06 002201.021 101 06 002202.021 ▯ Black Fixed Output

101 06 002200.012 101 06 002201.012 101 06 002202.012 ○ White Phase DIM

101 06 002200.022 101 06 002201.022 101 06 002202.022 ▯ Black Phase DIM

101 06 002200.013 101 06 002201.013 101 06 002202.013 ○ White DALI

101 06 002200.023 101 06 002201.023 101 06 002202.023 ▯ Black DALI

8W 3000°K 101 06 002203.011 101 06 002204.011 101 06 002205.011 ○ White Fixed Output

101 06 002203.021 101 06 002204.021 101 06 002205.021 ▯ Black Fixed Output

101 06 002203.012 101 06 002204.012 101 06 002205.012 ○ White Phase DIM

101 06 002203.022 101 06 002204.022 101 06 002205.022 ▯ Black Phase DIM

101 06 002203.013 101 06 002204.013 101 06 002205.013 ○ White DALI

101 06 002203.023 101 06 002204.023 101 06 002205.023 ▯ Black DALI

8W 4000°K 101 06 002206.011 101 06 002207.011 101 06 002208.011 ○ White Fixed Output

101 06 002206.021 101 06 002207.021 101 06 002208.021 ▯ Black Fixed Output

101 06 002206.012 101 06 002207.012 101 06 002208.012 ○ White Phase DIM

101 06 002206.022 101 06 002207.022 101 06 002208.022 ▯ Black Phase DIM

101 06 002206.013 101 06 002207.013 101 06 002208.013 ○ White DALI

101 06 002206.023 101 06 002207.023 101 06 002208.023 ▯ Black DALI

7W 2700-1800°K 101 06 002209.011 101 06 002210.011 101 06 002211.011 ○ White Fixed Output

101 06 002209.021 101 06 002210.021 101 06 002211.021 ▯ Black Fixed Output

101 06 002209.012 101 06 002210.012 101 06 002211.012 ○ White Phase DIM

101 06 002209.022 101 06 002210.022 101 06 002211.022 ▯ Black Phase DIM

101 06 002209.013 101 06 002210.013 101 06 002211.013 ○ White DALI

101 06 002209.023 101 06 002210.023 101 06 002211.023 ▯ Black DALI

14W 2700°K 101 06 002212.011 101 06 002213.011 101 06 002214.011 ○ White Fixed Output

101 06 002212.021 101 06 002213.021 101 06 002214.021 ▯ Black Fixed Output

101 06 002212.012 101 06 002213.012 101 06 002214.012 ○ White Phase DIM

101 06 002212.022 101 06 002213.022 101 06 002214.022 ▯ Black Phase DIM

101 06 002212.013 101 06 002213.013 101 06 002214.013 ○ White DALI

101 06 002212.023 101 06 002213.023 101 06 002202.023 ▯ Black DALI

14W 3000°K 101 06 002215.011 101 06 002216.011 101 06 002217.011 ○ White Fixed Output

101 06 002215.021 101 06 002216.021 101 06 002217.021 ▯ Black Fixed Output

101 06 002215.012 101 06 002216.012 101 06 002217.012 ○ White Phase DIM

101 06 002215.022 101 06 002216.022 101 06 002217.022 ▯ Black Phase DIM

101 06 002215.013 101 06 002216.013 101 06 002217.013 ○ White DALI

101 06 002215.023 101 06 002216.023 101 06 002217.023 ▯ Black DALI

14W 4000°K 101 06 002218.011 101 06 002219.011 101 06 002220.011 ○ White Fixed Output

101 06 002218.021 101 06 002219.021 101 06 002220.021 ▯ Black Fixed Output

101 06 002218.012 101 06 002219.012 101 06 002220.012 ○ White Phase DIM

101 06 002218.022 101 06 002219.022 101 06 002220.022 ▯ Black Phase DIM

101 06 002218.013 101 06 002219.013 101 06 002220.013 ○ White DALI

101 06 002218.023 101 06 002219.023 101 06 002220.023 ▯ Black DALI
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Mono 060 Trimless
Type 3 

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with snoot detail and shallow recess 
depth. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Cut-Out 85mm Round x 90mm (7W/8W) / 130mm (14W) Depth 

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Mono 060 Trimless
Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 002300.011 101 06 002301.011 101 06 002302.011 ○ White Fixed Output

101 06 002300.021 101 06 002301.021 101 06 002302.021 ▯ Black Fixed Output

101 06 002300.012 101 06 002301.012 101 06 002302.012 ○ White Phase DIM

101 06 002300.022 101 06 002301.022 101 06 002302.022 ▯ Black Phase DIM

101 06 002300.013 101 06 002301.013 101 06 002302.013 ○ White DALI

101 06 002300.023 101 06 002301.023 101 06 002302.023 ▯ Black DALI

8W 3000°K 101 06 002303.011 101 06 002304.011 101 06 002305.011 ○ White Fixed Output

101 06 002303.021 101 06 002304.021 101 06 002305.021 ▯ Black Fixed Output

101 06 002303.012 101 06 002304.012 101 06 002305.012 ○ White Phase DIM

101 06 002303.022 101 06 002304.022 101 06 002305.022 ▯ Black Phase DIM

101 06 002303.013 101 06 002304.013 101 06 002305.013 ○ White DALI

101 06 002303.023 101 06 002304.023 101 06 002305.023 ▯ Black DALI

8W 4000°K 101 06 002306.011 101 06 002307.011 101 06 002308.011 ○ White Fixed Output

101 06 002306.021 101 06 002307.021 101 06 002308.021 ▯ Black Fixed Output

101 06 002306.012 101 06 002307.012 101 06 002308.012 ○ White Phase DIM

101 06 002306.022 101 06 002307.022 101 06 002308.022 ▯ Black Phase DIM

101 06 002306.013 101 06 002307.013 101 06 002308.013 ○ White DALI

101 06 002306.023 101 06 002307.023 101 06 002308.023 ▯ Black DALI

7W 2700-1800°K 101 06 002309.011 101 06 002310.011 101 06 002311.011 ○ White Fixed Output

101 06 002309.021 101 06 002310.021 101 06 002311.021 ▯ Black Fixed Output

101 06 002309.012 101 06 002310.012 101 06 002311.012 ○ White Phase DIM

101 06 002309.022 101 06 002310.022 101 06 002311.022 ▯ Black Phase DIM

101 06 002309.013 101 06 002310.013 101 06 002311.013 ○ White DALI

101 06 002309.023 101 06 002310.023 101 06 002311.023 ▯ Black DALI

14W 2700°K 101 06 002312.011 101 06 002313.011 101 06 002314.011 ○ White Fixed Output

101 06 002312.021 101 06 002313.021 101 06 002314.021 ▯ Black Fixed Output

101 06 002312.012 101 06 002313.012 101 06 002314.012 ○ White Phase DIM

101 06 002312.022 101 06 002313.022 101 06 002314.022 ▯ Black Phase DIM

101 06 002312.013 101 06 002313.013 101 06 002314.013 ○ White DALI

101 06 002312.023 101 06 002313.023 101 06 002302.023 ▯ Black DALI

14W 3000°K 101 06 002315.011 101 06 002316.011 101 06 002317.011 ○ White Fixed Output

101 06 002315.021 101 06 002316.021 101 06 002317.021 ▯ Black Fixed Output

101 06 002315.012 101 06 002316.012 101 06 002317.012 ○ White Phase DIM

101 06 002315.022 101 06 002316.022 101 06 002317.022 ▯ Black Phase DIM

101 06 002315.013 101 06 002316.013 101 06 002317.013 ○ White DALI

101 06 002315.023 101 06 002316.023 101 06 002317.023 ▯ Black DALI

14W 4000°K 101 06 002318.011 101 06 002319.011 101 06 002320.011 ○ White Fixed Output

101 06 002318.021 101 06 002319.021 101 06 002320.021 ▯ Black Fixed Output

101 06 002318.012 101 06 002319.012 101 06 002320.012 ○ White Phase DIM

101 06 002318.022 101 06 002319.022 101 06 002320.022 ▯ Black Phase DIM

101 06 002318.013 101 06 002319.013 101 06 002320.013 ○ White DALI

101 06 002318.023 101 06 002319.023 101 06 002320.023 ▯ Black DALI
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Mono 060 Trimless
Concrete

Mono 060 Trimless Concrete Type 1
Mono 060 Trimless Concrete Type 2
Mono 060 Trimless Concrete Type 3
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Mono 060 Trimless
Concrete

System

Optical Assembly

Mono 060 Trimless for concrete is a downlighter with compressed 
scale and instllation kit to deliver a clean shadow line from the 
fixture to the concrete slab. Facade options are designed to 
optimise visual comfort, and vary from minimal to expressed detail. 

High pressure die cast fixture housing. Optional anti-glare baffle 
facade in black powercoated die cast aluminium. Optical housing 
and dissipation system in black anodised forged aluminium with 
2 pole connector to secondary terminal on LED power supply 
180mA/350mA constant current. Primary terminal with plug and 
flex; active power factor correction; current regulation, Voltage spike 
protection. 
Class III. IP44.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <2 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. 
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Mono 060 Trimless Concrete
Type 1 

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with inset detail and shallow recess 
depth. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Mono 060 Trimless Concrete
Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 003100.011 101 06 003101.011 101 06 003102.011 ○ White Fixed Output

101 06 003100.021 101 06 003101.021 101 06 003102.021 ▯ Black Fixed Output

101 06 003100.012 101 06 003101.012 101 06 003102.012 ○ White Phase DIM

101 06 003100.022 101 06 003101.022 101 06 003102.022 ▯ Black Phase DIM

101 06 003100.013 101 06 003101.013 101 06 003102.013 ○ White DALI

101 06 003100.023 101 06 003101.023 101 06 003102.023 ▯ Black DALI

8W 3000°K 101 06 003103.011 101 06 003104.011 101 06 003105.011 ○ White Fixed Output

101 06 003103.021 101 06 003104.021 101 06 003105.021 ▯ Black Fixed Output

101 06 003103.012 101 06 003104.012 101 06 003105.012 ○ White Phase DIM

101 06 003103.022 101 06 003104.022 101 06 003105.022 ▯ Black Phase DIM

101 06 003103.013 101 06 003104.013 101 06 003105.013 ○ White DALI

101 06 003103.023 101 06 003104.023 101 06 003105.023 ▯ Black DALI

8W 4000°K 101 06 003106.011 101 06 003107.011 101 06 003108.011 ○ White Fixed Output

101 06 003106.021 101 06 003107.021 101 06 003108.021 ▯ Black Fixed Output

101 06 003106.012 101 06 003107.012 101 06 003108.012 ○ White Phase DIM

101 06 003106.022 101 06 003107.022 101 06 003108.022 ▯ Black Phase DIM

101 06 003106.013 101 06 003107.013 101 06 003108.013 ○ White DALI

101 06 003106.023 101 06 003107.023 101 06 003108.023 ▯ Black DALI

7W 2700-1800°K 101 06 003109.011 101 06 003110.011 101 06 003111.011 ○ White Fixed Output

101 06 003109.021 101 06 003110.021 101 06 003111.021 ▯ Black Fixed Output

101 06 003109.012 101 06 003110.012 101 06 003111.012 ○ White Phase DIM

101 06 003109.022 101 06 003110.022 101 06 003111.022 ▯ Black Phase DIM

101 06 003109.013 101 06 003110.013 101 06 003111.013 ○ White DALI

101 06 003109.023 101 06 003110.023 101 06 003111.023 ▯ Black DALI

14W 2700°K 101 06 003112.011 101 06 003113.011 101 06 003114.011 ○ White Fixed Output

101 06 003112.021 101 06 003113.021 101 06 003114.021 ▯ Black Fixed Output

101 06 003112.012 101 06 003113.012 101 06 003114.012 ○ White Phase DIM

101 06 003112.022 101 06 003113.022 101 06 003114.022 ▯ Black Phase DIM

101 06 003112.013 101 06 003113.013 101 06 003114.013 ○ White DALI

101 06 003112.023 101 06 003113.023 101 06 003102.023 ▯ Black DALI

14W 3000°K 101 06 003115.011 101 06 003116.011 101 06 003117.011 ○ White Fixed Output

101 06 003115.021 101 06 003116.021 101 06 003117.021 ▯ Black Fixed Output

101 06 003115.012 101 06 003116.012 101 06 003117.012 ○ White Phase DIM

101 06 003115.022 101 06 003116.022 101 06 003117.022 ▯ Black Phase DIM

101 06 003115.013 101 06 003116.013 101 06 003117.013 ○ White DALI

101 06 003115.023 101 06 003116.023 101 06 003117.023 ▯ Black DALI

14W 4000°K 101 06 003118.011 101 06 003119.011 101 06 003120.011 ○ White Fixed Output

101 06 003118.021 101 06 003119.021 101 06 003120.021 ▯ Black Fixed Output

101 06 003118.012 101 06 003119.012 101 06 003120.012 ○ White Phase DIM

101 06 003118.022 101 06 003119.022 101 06 003120.022 ▯ Black Phase DIM

101 06 003118.013 101 06 003119.013 101 06 003120.013 ○ White DALI

101 06 003118.023 101 06 003119.023 101 06 003120.023 ▯ Black DALI
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Mono 060 Trimless Concrete
Type 2 

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with rounded detail, anti-glare baffle 
and shallow recess depth. Includes direct fast connector to remote driver. Active power factor correction, current 
regulation, voltage spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Mono 060 Trimless Concrete
Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 003200.011 101 06 003201.011 101 06 003202.011 ○ White Fixed Output

101 06 003200.021 101 06 003201.021 101 06 003202.021 ▯ Black Fixed Output

101 06 003200.012 101 06 003201.012 101 06 003202.012 ○ White Phase DIM

101 06 003200.022 101 06 003201.022 101 06 003202.022 ▯ Black Phase DIM

101 06 003200.013 101 06 003201.013 101 06 003202.013 ○ White DALI

101 06 003200.023 101 06 003201.023 101 06 003202.023 ▯ Black DALI

8W 3000°K 101 06 003203.011 101 06 003204.011 101 06 003205.011 ○ White Fixed Output

101 06 003203.021 101 06 003204.021 101 06 003205.021 ▯ Black Fixed Output

101 06 003203.012 101 06 003204.012 101 06 003205.012 ○ White Phase DIM

101 06 003203.022 101 06 003204.022 101 06 003205.022 ▯ Black Phase DIM

101 06 003203.013 101 06 003204.013 101 06 003205.013 ○ White DALI

101 06 003203.023 101 06 003204.023 101 06 003205.023 ▯ Black DALI

8W 4000°K 101 06 003206.011 101 06 003207.011 101 06 003208.011 ○ White Fixed Output

101 06 003206.021 101 06 003207.021 101 06 003208.021 ▯ Black Fixed Output

101 06 003206.012 101 06 003207.012 101 06 003208.012 ○ White Phase DIM

101 06 003206.022 101 06 003207.022 101 06 003208.022 ▯ Black Phase DIM

101 06 003206.013 101 06 003207.013 101 06 003208.013 ○ White DALI

101 06 003206.023 101 06 003207.023 101 06 003208.023 ▯ Black DALI

7W 2700-1800°K 101 06 003209.011 101 06 003210.011 101 06 003211.011 ○ White Fixed Output

101 06 003209.021 101 06 003210.021 101 06 003211.021 ▯ Black Fixed Output

101 06 003209.012 101 06 003210.012 101 06 003211.012 ○ White Phase DIM

101 06 003209.022 101 06 003210.022 101 06 003211.022 ▯ Black Phase DIM

101 06 003209.013 101 06 003210.013 101 06 003211.013 ○ White DALI

101 06 003209.023 101 06 003210.023 101 06 003211.023 ▯ Black DALI

14W 2700°K 101 06 003212.011 101 06 003213.011 101 06 003214.011 ○ White Fixed Output

101 06 003212.021 101 06 003213.021 101 06 003214.021 ▯ Black Fixed Output

101 06 003212.012 101 06 003213.012 101 06 003214.012 ○ White Phase DIM

101 06 003212.022 101 06 003213.022 101 06 003214.022 ▯ Black Phase DIM

101 06 003212.013 101 06 003213.013 101 06 003214.013 ○ White DALI

101 06 003212.023 101 06 003213.023 101 06 003202.023 ▯ Black DALI

14W 3000°K 101 06 003215.011 101 06 003216.011 101 06 003217.011 ○ White Fixed Output

101 06 003215.021 101 06 003216.021 101 06 003217.021 ▯ Black Fixed Output

101 06 003215.012 101 06 003216.012 101 06 003217.012 ○ White Phase DIM

101 06 003215.022 101 06 003216.022 101 06 003217.022 ▯ Black Phase DIM

101 06 003215.013 101 06 003216.013 101 06 003217.013 ○ White DALI

101 06 003215.023 101 06 003216.023 101 06 003217.023 ▯ Black DALI

14W 4000°K 101 06 003218.011 101 06 003219.011 101 06 003220.011 ○ White Fixed Output

101 06 003218.021 101 06 003219.021 101 06 003220.021 ▯ Black Fixed Output

101 06 003218.012 101 06 003219.012 101 06 003220.012 ○ White Phase DIM

101 06 003218.022 101 06 003219.022 101 06 003220.022 ▯ Black Phase DIM

101 06 003218.013 101 06 003219.013 101 06 003220.013 ○ White DALI

101 06 003218.023 101 06 003219.023 101 06 003220.023 ▯ Black DALI
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Mono 060 Trimless Concrete
Type 3 

Recessed ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with snoot detail and shallow recess 
depth. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection.

G

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP44

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 576lm 626lm 624lm

3000°K 642lm 680lm 672lm

4000°K 610lm 615lm 650lm

7W 2700-1800°K 454lm 493lm 492lm

14W 2700°K 874lm 863lm 882lm

3000°K 952lm 931lm 965lm

4000°K 1044lm 1020lm 1049lm
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Mono 060 Trimless Concrete
Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 003300.011 101 06 003301.011 101 06 003302.011 ○ White Fixed Output

101 06 003300.021 101 06 003301.021 101 06 003302.021 ▯ Black Fixed Output

101 06 003300.012 101 06 003301.012 101 06 003302.012 ○ White Phase DIM

101 06 003300.022 101 06 003301.022 101 06 003302.022 ▯ Black Phase DIM

101 06 003300.013 101 06 003301.013 101 06 003302.013 ○ White DALI

101 06 003300.023 101 06 003301.023 101 06 003302.023 ▯ Black DALI

8W 3000°K 101 06 003303.011 101 06 003304.011 101 06 003305.011 ○ White Fixed Output

101 06 003303.021 101 06 003304.021 101 06 003305.021 ▯ Black Fixed Output

101 06 003303.012 101 06 003304.012 101 06 003305.012 ○ White Phase DIM

101 06 003303.022 101 06 003304.022 101 06 003305.022 ▯ Black Phase DIM

101 06 003303.013 101 06 003304.013 101 06 003305.013 ○ White DALI

101 06 003303.023 101 06 003304.023 101 06 003305.023 ▯ Black DALI

8W 4000°K 101 06 003306.011 101 06 003307.011 101 06 003308.011 ○ White Fixed Output

101 06 003306.021 101 06 003307.021 101 06 003308.021 ▯ Black Fixed Output

101 06 003306.012 101 06 003307.012 101 06 003308.012 ○ White Phase DIM

101 06 003306.022 101 06 003307.022 101 06 003308.022 ▯ Black Phase DIM

101 06 003306.013 101 06 003307.013 101 06 003308.013 ○ White DALI

101 06 003306.023 101 06 003307.023 101 06 003308.023 ▯ Black DALI

7W 2700-1800°K 101 06 003309.011 101 06 003310.011 101 06 003311.011 ○ White Fixed Output

101 06 003309.021 101 06 003310.021 101 06 003311.021 ▯ Black Fixed Output

101 06 003309.012 101 06 003310.012 101 06 003311.012 ○ White Phase DIM

101 06 003309.022 101 06 003310.022 101 06 003311.022 ▯ Black Phase DIM

101 06 003309.013 101 06 003310.013 101 06 003311.013 ○ White DALI

101 06 003309.023 101 06 003310.023 101 06 003311.023 ▯ Black DALI

14W 2700°K 101 06 003312.011 101 06 003313.011 101 06 003314.011 ○ White Fixed Output

101 06 003312.021 101 06 003313.021 101 06 003314.021 ▯ Black Fixed Output

101 06 003312.012 101 06 003313.012 101 06 003314.012 ○ White Phase DIM

101 06 003312.022 101 06 003313.022 101 06 003314.022 ▯ Black Phase DIM

101 06 003312.013 101 06 003313.013 101 06 003314.013 ○ White DALI

101 06 003312.023 101 06 003313.023 101 06 003302.023 ▯ Black DALI

14W 3000°K 101 06 003315.011 101 06 003316.011 101 06 003317.011 ○ White Fixed Output

101 06 003315.021 101 06 003316.021 101 06 003317.021 ▯ Black Fixed Output

101 06 003315.012 101 06 003316.012 101 06 003317.012 ○ White Phase DIM

101 06 003315.022 101 06 003316.022 101 06 003317.022 ▯ Black Phase DIM

101 06 003315.013 101 06 003316.013 101 06 003317.013 ○ White DALI

101 06 003315.023 101 06 003316.023 101 06 003317.023 ▯ Black DALI

14W 4000°K 101 06 003318.011 101 06 003319.011 101 06 003320.011 ○ White Fixed Output

101 06 003318.021 101 06 003319.021 101 06 003320.021 ▯ Black Fixed Output

101 06 003318.012 101 06 003319.012 101 06 003320.012 ○ White Phase DIM

101 06 003318.022 101 06 003319.022 101 06 003320.022 ▯ Black Phase DIM

101 06 003318.013 101 06 003319.013 101 06 003320.013 ○ White DALI

101 06 003318.023 101 06 003319.023 101 06 003320.023 ▯ Black DALI
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Mono Mono 060 Surface Type 1
Mono 060 Surface Type 2
Mono 060 Surface Type 3
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Mono

System

Optical Assembly

An extension of the Mono range, Mono Surface is designed to provide 
a surface mounted option to maintain a common visual language 
throughout a space, whilst retaining a sense of minimal proportion. 
Facade options are designed to optimise visual comfort, and vary 
from minimal to expressed detail. 

Extruded aluminium housing containing high pressure die cast 
facade; IP version from marine grade base material and nano-
ceramic pre-treatment prior to structured polyester powdercoating. 
Optional anti-glare baffle facade in black powercoated die cast 
aluminium. Optical housing and dissipation system in black anodised 
forged aluminium. Active power factor correction; current regulation, 
Voltage spike protection. 
Class III. IP20/IP54.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <2 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. 
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Mono 060 Surface
Type 1

Surface mounted ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing with high pressure die-cast powdercoated facade and 
inset detail. Integrated or remote driver. Active power factor correction, current regulation, voltage spike protection.

H

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote

67
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Mono 060 Surface
Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 100100.011 101 06 100101.011 101 06 100102.011 ○ White Integrated Fixed Output

101 06 100100.021 101 06 100101.021 101 06 100102.021 ▯ Black Integrated Fixed Output

101 06 100100.012 101 06 100101.012 101 06 100102.012 ○ White Integrated Phase DIM

101 06 100100.022 101 06 100101.022 101 06 100102.022 ▯ Black Integrated Phase DIM

101 06 100100.013 101 06 100101.013 101 06 100102.013 ○ White Remote DALI

101 06 100100.023 101 06 100101.023 101 06 100102.023 ▯ Black Remote DALI

8W 3000°K 101 06 100103.011 101 06 100104.011 101 06 100105.011 ○ White Integrated Fixed Output

101 06 100103.021 101 06 100104.021 101 06 100105.021 ▯ Black Integrated Fixed Output

101 06 100103.012 101 06 100104.012 101 06 100105.012 ○ White Integrated Phase DIM

101 06 100103.022 101 06 100104.022 101 06 100105.022 ▯ Black Integrated Phase DIM

101 06 100103.013 101 06 100104.013 101 06 100105.013 ○ White Remote DALI

101 06 100103.023 101 06 100104.023 101 06 100105.023 ▯ Black Remote DALI

8W 4000°K 101 06 100106.011 101 06 100107.011 101 06 100108.011 ○ White Integrated Fixed Output

101 06 100106.021 101 06 100107.021 101 06 100108.021 ▯ Black Integrated Fixed Output

101 06 100106.012 101 06 100107.012 101 06 100108.012 ○ White Integrated Phase DIM

101 06 100106.022 101 06 100107.022 101 06 100108.022 ▯ Black Integrated Phase DIM

101 06 100106.013 101 06 100107.013 101 06 100108.013 ○ White Remote DALI

101 06 100106.023 101 06 100107.023 101 06 100108.023 ▯ Black Remote DALI

7W 2700-1800°K 101 06 100109.011 101 06 100110.011 101 06 100111.011 ○ White Remote Fixed Output

101 06 100109.021 101 06 100110.021 101 06 100111.021 ▯ Black Remote Fixed Output

101 06 100109.012 101 06 100110.012 101 06 100111.012 ○ White Remote Phase DIM

101 06 100109.022 101 06 100110.022 101 06 100111.022 ▯ Black Remote Phase DIM

101 06 100109.013 101 06 100110.013 101 06 100111.013 ○ White Remote DALI

101 06 100109.023 101 06 100110.023 101 06 100111.023 ▯ Black Remote DALI

14W 2700°K 101 06 100112.011 101 06 100113.011 101 06 100114.011 ○ White Remote Fixed Output

101 06 100112.021 101 06 100113.021 101 06 100114.021 ▯ Black Remote Fixed Output

101 06 100112.012 101 06 100113.012 101 06 100114.012 ○ White Remote Phase DIM

101 06 100112.022 101 06 100113.022 101 06 100114.022 ▯ Black Remote Phase DIM

101 06 100112.013 101 06 100113.013 101 06 100114.013 ○ White Remote DALI

101 06 100112.023 101 06 100113.023 101 06 100102.023 ▯ Black Remote DALI

14W 3000°K 101 06 100115.011 101 06 100116.011 101 06 100117.011 ○ White Remote Fixed Output

101 06 100115.021 101 06 100116.021 101 06 100117.021 ▯ Black Remote Fixed Output

101 06 100115.012 101 06 100116.012 101 06 100117.012 ○ White Remote Phase DIM

101 06 100115.022 101 06 100116.022 101 06 100117.022 ▯ Black Remote Phase DIM

101 06 100115.013 101 06 100116.013 101 06 100117.013 ○ White Remote DALI

101 06 100115.023 101 06 100116.023 101 06 100117.023 ▯ Black Remote DALI

14W 4000°K 101 06 100118.011 101 06 100119.011 101 06 100120.011 ○ White Remote Fixed Output

101 06 100118.021 101 06 100119.021 101 06 100120.021 ▯ Black Remote Fixed Output

101 06 100118.012 101 06 100119.012 101 06 100120.012 ○ White Remote Phase DIM

101 06 100118.022 101 06 100119.022 101 06 100120.022 ▯ Black Remote Phase DIM

101 06 100118.013 101 06 100119.013 101 06 100120.013 ○ White Remote DALI

101 06 100118.023 101 06 100119.023 101 06 100120.023 ▯ Black Remote DALI
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Mono 060 Surface
Type 2

Surface mounted ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing with high pressure die-cast powdercoated facade 
and anti-glare baffle detail. Integrated or remote driver. Active power factor correction, current regulation, voltage 
spike protection.

H

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote

67
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Mono 060 Surface
Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 100200.011 101 06 100201.011 101 06 100202.011 ○ White Integrated Fixed Output

101 06 100200.021 101 06 100201.021 101 06 100202.021 ▯ Black Integrated Fixed Output

101 06 100200.012 101 06 100201.012 101 06 100202.012 ○ White Integrated Phase DIM

101 06 100200.022 101 06 100201.022 101 06 100202.022 ▯ Black Integrated Phase DIM

101 06 100200.013 101 06 100201.013 101 06 100202.013 ○ White Remote DALI

101 06 100200.023 101 06 100201.023 101 06 100202.023 ▯ Black Remote DALI

8W 3000°K 101 06 100203.011 101 06 100204.011 101 06 100205.011 ○ White Integrated Fixed Output

101 06 100203.021 101 06 100204.021 101 06 100205.021 ▯ Black Integrated Fixed Output

101 06 100203.012 101 06 100204.012 101 06 100205.012 ○ White Integrated Phase DIM

101 06 100203.022 101 06 100204.022 101 06 100205.022 ▯ Black Integrated Phase DIM

101 06 100203.013 101 06 100204.013 101 06 100205.013 ○ White Remote DALI

101 06 100203.023 101 06 100204.023 101 06 100205.023 ▯ Black Remote DALI

8W 4000°K 101 06 100206.011 101 06 100207.011 101 06 100208.011 ○ White Integrated Fixed Output

101 06 100206.021 101 06 100207.021 101 06 100208.021 ▯ Black Integrated Fixed Output

101 06 100206.012 101 06 100207.012 101 06 100208.012 ○ White Integrated Phase DIM

101 06 100206.022 101 06 100207.022 101 06 100208.022 ▯ Black Integrated Phase DIM

101 06 100206.013 101 06 100207.013 101 06 100208.013 ○ White Remote DALI

101 06 100206.023 101 06 100207.023 101 06 100208.023 ▯ Black Remote DALI

7W 2700-1800°K 101 06 100209.011 101 06 100210.011 101 06 100211.011 ○ White Remote Fixed Output

101 06 100209.021 101 06 100210.021 101 06 100211.021 ▯ Black Remote Fixed Output

101 06 100209.012 101 06 100210.012 101 06 100211.012 ○ White Remote Phase DIM

101 06 100209.022 101 06 100210.022 101 06 100211.022 ▯ Black Remote Phase DIM

101 06 100209.013 101 06 100210.013 101 06 100211.013 ○ White Remote DALI

101 06 100209.023 101 06 100210.023 101 06 100211.023 ▯ Black Remote DALI

14W 2700°K 101 06 100212.011 101 06 100213.011 101 06 100214.011 ○ White Remote Fixed Output

101 06 100212.021 101 06 100213.021 101 06 100214.021 ▯ Black Remote Fixed Output

101 06 100212.012 101 06 100213.012 101 06 100214.012 ○ White Remote Phase DIM

101 06 100212.022 101 06 100213.022 101 06 100214.022 ▯ Black Remote Phase DIM

101 06 100212.013 101 06 100213.013 101 06 100214.013 ○ White Remote DALI

101 06 100212.023 101 06 100213.023 101 06 100202.023 ▯ Black Remote DALI

14W 3000°K 101 06 100215.011 101 06 100216.011 101 06 100217.011 ○ White Remote Fixed Output

101 06 100215.021 101 06 100216.021 101 06 100217.021 ▯ Black Remote Fixed Output

101 06 100215.012 101 06 100216.012 101 06 100217.012 ○ White Remote Phase DIM

101 06 100215.022 101 06 100216.022 101 06 100217.022 ▯ Black Remote Phase DIM

101 06 100215.013 101 06 100216.013 101 06 100217.013 ○ White Remote DALI

101 06 100215.023 101 06 100216.023 101 06 100217.023 ▯ Black Remote DALI

14W 4000°K 101 06 100218.011 101 06 100219.011 101 06 100220.011 ○ White Remote Fixed Output

101 06 100218.021 101 06 100219.021 101 06 100220.021 ▯ Black Remote Fixed Output

101 06 100218.012 101 06 100219.012 101 06 100220.012 ○ White Remote Phase DIM

101 06 100218.022 101 06 100219.022 101 06 100220.022 ▯ Black Remote Phase DIM

101 06 100218.013 101 06 100219.013 101 06 100220.013 ○ White Remote DALI

101 06 100218.023 101 06 100219.023 101 06 100220.023 ▯ Black Remote DALI
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Mono 060 Surface
Type 3

Surface mounted ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing with high pressure die-cast powdercoated facade 
and snoot detail. Integrated or remote driver. Active power factor correction, current regulation, voltage spike 
protection.

H

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote
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Mono 060 Surface
Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 100300.011 101 06 100301.011 101 06 100302.011 ○ White Integrated Fixed Output

101 06 100300.021 101 06 100301.021 101 06 100302.021 ▯ Black Integrated Fixed Output

101 06 100300.012 101 06 100301.012 101 06 100302.012 ○ White Integrated Phase DIM

101 06 100300.022 101 06 100301.022 101 06 100302.022 ▯ Black Integrated Phase DIM

101 06 100300.013 101 06 100301.013 101 06 100302.013 ○ White Remote DALI

101 06 100300.023 101 06 100301.023 101 06 100302.023 ▯ Black Remote DALI

8W 3000°K 101 06 100303.011 101 06 100304.011 101 06 100305.011 ○ White Integrated Fixed Output

101 06 100303.021 101 06 100304.021 101 06 100305.021 ▯ Black Integrated Fixed Output

101 06 100303.012 101 06 100304.012 101 06 100305.012 ○ White Integrated Phase DIM

101 06 100303.022 101 06 100304.022 101 06 100305.022 ▯ Black Integrated Phase DIM

101 06 100303.013 101 06 100304.013 101 06 100305.013 ○ White Remote DALI

101 06 100303.023 101 06 100304.023 101 06 100305.023 ▯ Black Remote DALI

8W 4000°K 101 06 100306.011 101 06 100307.011 101 06 100308.011 ○ White Integrated Fixed Output

101 06 100306.021 101 06 100307.021 101 06 100308.021 ▯ Black Integrated Fixed Output

101 06 100306.012 101 06 100307.012 101 06 100308.012 ○ White Integrated Phase DIM

101 06 100306.022 101 06 100307.022 101 06 100308.022 ▯ Black Integrated Phase DIM

101 06 100306.013 101 06 100307.013 101 06 100308.013 ○ White Remote DALI

101 06 100306.023 101 06 100307.023 101 06 100308.023 ▯ Black Remote DALI

7W 2700-1800°K 101 06 100309.011 101 06 100310.011 101 06 100311.011 ○ White Remote Fixed Output

101 06 100309.021 101 06 100310.021 101 06 100311.021 ▯ Black Remote Fixed Output

101 06 100309.012 101 06 100310.012 101 06 100311.012 ○ White Remote Phase DIM

101 06 100309.022 101 06 100310.022 101 06 100311.022 ▯ Black Remote Phase DIM

101 06 100309.013 101 06 100310.013 101 06 100311.013 ○ White Remote DALI

101 06 100309.023 101 06 100310.023 101 06 100311.023 ▯ Black Remote DALI

14W 2700°K 101 06 100312.011 101 06 100313.011 101 06 100314.011 ○ White Remote Fixed Output

101 06 100312.021 101 06 100313.021 101 06 100314.021 ▯ Black Remote Fixed Output

101 06 100312.012 101 06 100313.012 101 06 100314.012 ○ White Remote Phase DIM

101 06 100312.022 101 06 100313.022 101 06 100314.022 ▯ Black Remote Phase DIM

101 06 100312.013 101 06 100313.013 101 06 100314.013 ○ White Remote DALI

101 06 100312.023 101 06 100313.023 101 06 100302.023 ▯ Black Remote DALI

14W 3000°K 101 06 100315.011 101 06 100316.011 101 06 100317.011 ○ White Remote Fixed Output

101 06 100315.021 101 06 100316.021 101 06 100317.021 ▯ Black Remote Fixed Output

101 06 100315.012 101 06 100316.012 101 06 100317.012 ○ White Remote Phase DIM

101 06 100315.022 101 06 100316.022 101 06 100317.022 ▯ Black Remote Phase DIM

101 06 100315.013 101 06 100316.013 101 06 100317.013 ○ White Remote DALI

101 06 100315.023 101 06 100316.023 101 06 100317.023 ▯ Black Remote DALI

14W 4000°K 101 06 100318.011 101 06 100319.011 101 06 100320.011 ○ White Remote Fixed Output

101 06 100318.021 101 06 100319.021 101 06 100320.021 ▯ Black Remote Fixed Output

101 06 100318.012 101 06 100319.012 101 06 100320.012 ○ White Remote Phase DIM

101 06 100318.022 101 06 100319.022 101 06 100320.022 ▯ Black Remote Phase DIM

101 06 100318.013 101 06 100319.013 101 06 100320.013 ○ White Remote DALI

101 06 100318.023 101 06 100319.023 101 06 100320.023 ▯ Black Remote DALI
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Mono 060 IP Surface
Type 1

Surface mounted ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing from marine grade base material and nano-ceramic 
pre-treatment with high pressure die-cast powdercoated facade and inset detail. Integrated or remote driver. 
Active power factor correction, current regulation, voltage spike protection.

H

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP54

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote
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Mono 060 IP Surface
Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 101100.011 101 06 101101.011 101 06 101102.011 ○ White Integrated Fixed Output

101 06 101100.021 101 06 101101.021 101 06 101102.021 ▯ Black Integrated Fixed Output

101 06 101100.012 101 06 101101.012 101 06 101102.012 ○ White Integrated Phase DIM

101 06 101100.022 101 06 101101.022 101 06 101102.022 ▯ Black Integrated Phase DIM

101 06 101100.013 101 06 101101.013 101 06 101102.013 ○ White Remote DALI

101 06 101100.023 101 06 101101.023 101 06 101102.023 ▯ Black Remote DALI

8W 3000°K 101 06 101103.011 101 06 101104.011 101 06 101105.011 ○ White Integrated Fixed Output

101 06 101103.021 101 06 101104.021 101 06 101105.021 ▯ Black Integrated Fixed Output

101 06 101103.012 101 06 101104.012 101 06 101105.012 ○ White Integrated Phase DIM

101 06 101103.022 101 06 101104.022 101 06 101105.022 ▯ Black Integrated Phase DIM

101 06 101103.013 101 06 101104.013 101 06 101105.013 ○ White Remote DALI

101 06 101103.023 101 06 101104.023 101 06 101105.023 ▯ Black Remote DALI

8W 4000°K 101 06 101106.011 101 06 101107.011 101 06 101108.011 ○ White Integrated Fixed Output

101 06 101106.021 101 06 101107.021 101 06 101108.021 ▯ Black Integrated Fixed Output

101 06 101106.012 101 06 101107.012 101 06 101108.012 ○ White Integrated Phase DIM

101 06 101106.022 101 06 101107.022 101 06 101108.022 ▯ Black Integrated Phase DIM

101 06 101106.013 101 06 101107.013 101 06 101108.013 ○ White Remote DALI

101 06 101106.023 101 06 101107.023 101 06 101108.023 ▯ Black Remote DALI

7W 2700-1800°K 101 06 101109.011 101 06 101110.011 101 06 101111.011 ○ White Remote Fixed Output

101 06 101109.021 101 06 101110.021 101 06 101111.021 ▯ Black Remote Fixed Output

101 06 101109.012 101 06 101110.012 101 06 101111.012 ○ White Remote Phase DIM

101 06 101109.022 101 06 101110.022 101 06 101111.022 ▯ Black Remote Phase DIM

101 06 101109.013 101 06 101110.013 101 06 101111.013 ○ White Remote DALI

101 06 101109.023 101 06 101110.023 101 06 101111.023 ▯ Black Remote DALI

14W 2700°K 101 06 101112.011 101 06 101113.011 101 06 101114.011 ○ White Remote Fixed Output

101 06 101112.021 101 06 101113.021 101 06 101114.021 ▯ Black Remote Fixed Output

101 06 101112.012 101 06 101113.012 101 06 101114.012 ○ White Remote Phase DIM

101 06 101112.022 101 06 101113.022 101 06 101114.022 ▯ Black Remote Phase DIM

101 06 101112.013 101 06 101113.013 101 06 101114.013 ○ White Remote DALI

101 06 101112.023 101 06 101113.023 101 06 101102.023 ▯ Black Remote DALI

14W 3000°K 101 06 101115.011 101 06 101116.011 101 06 101117.011 ○ White Remote Fixed Output

101 06 101115.021 101 06 101116.021 101 06 101117.021 ▯ Black Remote Fixed Output

101 06 101115.012 101 06 101116.012 101 06 101117.012 ○ White Remote Phase DIM

101 06 101115.022 101 06 101116.022 101 06 101117.022 ▯ Black Remote Phase DIM

101 06 101115.013 101 06 101116.013 101 06 101117.013 ○ White Remote DALI

101 06 101115.023 101 06 101116.023 101 06 101117.023 ▯ Black Remote DALI

14W 4000°K 101 06 101118.011 101 06 101119.011 101 06 101120.011 ○ White Remote Fixed Output

101 06 101118.021 101 06 101119.021 101 06 101120.021 ▯ Black Remote Fixed Output

101 06 101118.012 101 06 101119.012 101 06 101120.012 ○ White Remote Phase DIM

101 06 101118.022 101 06 101119.022 101 06 101120.022 ▯ Black Remote Phase DIM

101 06 101118.013 101 06 101119.013 101 06 101120.013 ○ White Remote DALI

101 06 101118.023 101 06 101119.023 101 06 101120.023 ▯ Black Remote DALI
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Mono 060 Surface IP
Type 2 

Surface mounted ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing from marine grade base material and nano-ceramic 
pre-treatment with high pressure die-cast powdercoated facade, rounded detail and anti-glare baffle. Integrated 
or remote driver. Active power factor correction, current regulation, voltage spike protection.

H
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System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP54

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote
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Mono 060 IP Surface
Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 101200.011 101 06 101201.011 101 06 101202.011 ○ White Integrated Fixed Output

101 06 101200.021 101 06 101201.021 101 06 101202.021 ▯ Black Integrated Fixed Output

101 06 101200.012 101 06 101201.012 101 06 101202.012 ○ White Integrated Phase DIM

101 06 101200.022 101 06 101201.022 101 06 101202.022 ▯ Black Integrated Phase DIM

101 06 101200.013 101 06 101201.013 101 06 101202.013 ○ White Remote DALI

101 06 101200.023 101 06 101201.023 101 06 101202.023 ▯ Black Remote DALI

8W 3000°K 101 06 101203.011 101 06 101204.011 101 06 101205.011 ○ White Integrated Fixed Output

101 06 101203.021 101 06 101204.021 101 06 101205.021 ▯ Black Integrated Fixed Output

101 06 101203.012 101 06 101204.012 101 06 101205.012 ○ White Integrated Phase DIM

101 06 101203.022 101 06 101204.022 101 06 101205.022 ▯ Black Integrated Phase DIM

101 06 101203.013 101 06 101204.013 101 06 101205.013 ○ White Remote DALI

101 06 101203.023 101 06 101204.023 101 06 101205.023 ▯ Black Remote DALI

8W 4000°K 101 06 101206.011 101 06 101207.011 101 06 101208.011 ○ White Integrated Fixed Output

101 06 101206.021 101 06 101207.021 101 06 101208.021 ▯ Black Integrated Fixed Output

101 06 101206.012 101 06 101207.012 101 06 101208.012 ○ White Integrated Phase DIM

101 06 101206.022 101 06 101207.022 101 06 101208.022 ▯ Black Integrated Phase DIM

101 06 101206.013 101 06 101207.013 101 06 101208.013 ○ White Remote DALI

101 06 101206.023 101 06 101207.023 101 06 101208.023 ▯ Black Remote DALI

7W 2700-1800°K 101 06 101209.011 101 06 101210.011 101 06 101211.011 ○ White Remote Fixed Output

101 06 101209.021 101 06 101210.021 101 06 101211.021 ▯ Black Remote Fixed Output

101 06 101209.012 101 06 101210.012 101 06 101211.012 ○ White Remote Phase DIM

101 06 101209.022 101 06 101210.022 101 06 101211.022 ▯ Black Remote Phase DIM

101 06 101209.013 101 06 101210.013 101 06 101211.013 ○ White Remote DALI

101 06 101209.023 101 06 101210.023 101 06 101211.023 ▯ Black Remote DALI

14W 2700°K 101 06 101212.011 101 06 101213.011 101 06 101214.011 ○ White Remote Fixed Output

101 06 101212.021 101 06 101213.021 101 06 101214.021 ▯ Black Remote Fixed Output

101 06 101212.012 101 06 101213.012 101 06 101214.012 ○ White Remote Phase DIM

101 06 101212.022 101 06 101213.022 101 06 101214.022 ▯ Black Remote Phase DIM

101 06 101212.013 101 06 101213.013 101 06 101214.013 ○ White Remote DALI

101 06 101212.023 101 06 101213.023 101 06 101202.023 ▯ Black Remote DALI

14W 3000°K 101 06 101215.011 101 06 101216.011 101 06 101217.011 ○ White Remote Fixed Output

101 06 101215.021 101 06 101216.021 101 06 101217.021 ▯ Black Remote Fixed Output

101 06 101215.012 101 06 101216.012 101 06 101217.012 ○ White Remote Phase DIM

101 06 101215.022 101 06 101216.022 101 06 101217.022 ▯ Black Remote Phase DIM

101 06 101215.013 101 06 101216.013 101 06 101217.013 ○ White Remote DALI

101 06 101215.023 101 06 101216.023 101 06 101217.023 ▯ Black Remote DALI

14W 4000°K 101 06 101218.011 101 06 101219.011 101 06 101220.011 ○ White Remote Fixed Output

101 06 101218.021 101 06 101219.021 101 06 101220.021 ▯ Black Remote Fixed Output

101 06 101218.012 101 06 101219.012 101 06 101220.012 ○ White Remote Phase DIM

101 06 101218.022 101 06 101219.022 101 06 101220.022 ▯ Black Remote Phase DIM

101 06 101218.013 101 06 101219.013 101 06 101220.013 ○ White Remote DALI

101 06 101218.023 101 06 101219.023 101 06 101220.023 ▯ Black Remote DALI
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Mono 060 Surface IP
Type 3 
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Surface mounted ceiling luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing from marine grade base material and nano-ceramic 
pre-treatment with high pressure die-cast powdercoated facade and snoot detail. Integrated or remote driver. 
Active power factor correction, current regulation, voltage spike protection.

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP54

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote
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Mono 060 IP Surface
Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 101300.011 101 06 101301.011 101 06 101302.011 ○ White Integrated Fixed Output

101 06 101300.021 101 06 101301.021 101 06 101302.021 ▯ Black Integrated Fixed Output

101 06 101300.012 101 06 101301.012 101 06 101302.012 ○ White Integrated Phase DIM

101 06 101300.022 101 06 101301.022 101 06 101302.022 ▯ Black Integrated Phase DIM

101 06 101300.013 101 06 101301.013 101 06 101302.013 ○ White Remote DALI

101 06 101300.023 101 06 101301.023 101 06 101302.023 ▯ Black Remote DALI

8W 3000°K 101 06 101303.011 101 06 101304.011 101 06 101305.011 ○ White Integrated Fixed Output

101 06 101303.021 101 06 101304.021 101 06 101305.021 ▯ Black Integrated Fixed Output

101 06 101303.012 101 06 101304.012 101 06 101305.012 ○ White Integrated Phase DIM

101 06 101303.022 101 06 101304.022 101 06 101305.022 ▯ Black Integrated Phase DIM

101 06 101303.013 101 06 101304.013 101 06 101305.013 ○ White Remote DALI

101 06 101303.023 101 06 101304.023 101 06 101305.023 ▯ Black Remote DALI

8W 4000°K 101 06 101306.011 101 06 101307.011 101 06 101308.011 ○ White Integrated Fixed Output

101 06 101306.021 101 06 101307.021 101 06 101308.021 ▯ Black Integrated Fixed Output

101 06 101306.012 101 06 101307.012 101 06 101308.012 ○ White Integrated Phase DIM

101 06 101306.022 101 06 101307.022 101 06 101308.022 ▯ Black Integrated Phase DIM

101 06 101306.013 101 06 101307.013 101 06 101308.013 ○ White Remote DALI

101 06 101306.023 101 06 101307.023 101 06 101308.023 ▯ Black Remote DALI

7W 2700-1800°K 101 06 101309.011 101 06 101310.011 101 06 101311.011 ○ White Remote Fixed Output

101 06 101309.021 101 06 101310.021 101 06 101311.021 ▯ Black Remote Fixed Output

101 06 101309.012 101 06 101310.012 101 06 101311.012 ○ White Remote Phase DIM

101 06 101309.022 101 06 101310.022 101 06 101311.022 ▯ Black Remote Phase DIM

101 06 101309.013 101 06 101310.013 101 06 101311.013 ○ White Remote DALI

101 06 101309.023 101 06 101310.023 101 06 101311.023 ▯ Black Remote DALI

14W 2700°K 101 06 101312.011 101 06 101313.011 101 06 101314.011 ○ White Remote Fixed Output

101 06 101312.021 101 06 101313.021 101 06 101314.021 ▯ Black Remote Fixed Output

101 06 101312.012 101 06 101313.012 101 06 101314.012 ○ White Remote Phase DIM

101 06 101312.022 101 06 101313.022 101 06 101314.022 ▯ Black Remote Phase DIM

101 06 101312.013 101 06 101313.013 101 06 101314.013 ○ White Remote DALI

101 06 101312.023 101 06 101313.023 101 06 101302.023 ▯ Black Remote DALI

14W 3000°K 101 06 101315.011 101 06 101316.011 101 06 101317.011 ○ White Remote Fixed Output

101 06 101315.021 101 06 101316.021 101 06 101317.021 ▯ Black Remote Fixed Output

101 06 101315.012 101 06 101316.012 101 06 101317.012 ○ White Remote Phase DIM

101 06 101315.022 101 06 101316.022 101 06 101317.022 ▯ Black Remote Phase DIM

101 06 101315.013 101 06 101316.013 101 06 101317.013 ○ White Remote DALI

101 06 101315.023 101 06 101316.023 101 06 101317.023 ▯ Black Remote DALI

14W 4000°K 101 06 101318.011 101 06 101319.011 101 06 101320.011 ○ White Remote Fixed Output

101 06 101318.021 101 06 101319.021 101 06 101320.021 ▯ Black Remote Fixed Output

101 06 101318.012 101 06 101319.012 101 06 101320.012 ○ White Remote Phase DIM

101 06 101318.022 101 06 101319.022 101 06 101320.022 ▯ Black Remote Phase DIM

101 06 101318.013 101 06 101319.013 101 06 101320.013 ○ White Remote DALI

101 06 101318.023 101 06 101319.023 101 06 101320.023 ▯ Black Remote DALI
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Mono Mono 060 Suspension Type 1
Mono 060 Suspension Type 2
Mono 060 Suspension Type 3

M
on

oM
ono

Pr
og

ra
m

Program
Page —

 324 Pa
ge

 —
 3

25



Mono

System

Optical Assembly

An extension of the Mono range, Mono Suspension is designed to 
provide a suspended option to maintain a common visual language 
throughout a space, whilst retaining a sense of minimal proportions. 
Facade options are designed to optimise visual comfort, and vary 
from minimal to expressed detail. 

Extruded aluminium housing containing high pressure die cast 
facade. Optional anti-glare baffle facade in black powercoated die 
cast aluminium. Optical housing and dissipation system in black 
anodised forged aluminium. Active power factor correction; current 
regulation, voltage spike protection. 
Class III. IP20.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <2 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. 
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Mono 060 Suspension
Type 1

Ceiling suspension luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing with high pressure die-cast powdercoated facade 
and inset detail. Integrated driver. Active power factor correction, current regulation, voltage spike protection.

I

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote
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Mono 060 Suspension
Type 1

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 200100.011 101 06 200101.011 101 06 200102.011 ○ White Fixed Output

101 06 200100.021 101 06 200101.021 101 06 200102.021 ▯ Black Fixed Output

101 06 200100.012 101 06 200101.012 101 06 200102.012 ○ White Phase DIM

101 06 200100.022 101 06 200101.022 101 06 200102.022 ▯ Black Phase DIM

101 06 200100.013 101 06 200101.013 101 06 200102.013 ○ White DALI

101 06 200100.023 101 06 200101.023 101 06 200102.023 ▯ Black DALI

8W 3000°K 101 06 200103.011 101 06 200104.011 101 06 200105.011 ○ White Fixed Output

101 06 200103.021 101 06 200104.021 101 06 200105.021 ▯ Black Fixed Output

101 06 200103.012 101 06 200104.012 101 06 200105.012 ○ White Phase DIM

101 06 200103.022 101 06 200104.022 101 06 200105.022 ▯ Black Phase DIM

101 06 200103.013 101 06 200104.013 101 06 200105.013 ○ White DALI

101 06 200103.023 101 06 200104.023 101 06 200105.023 ▯ Black DALI

8W 4000°K 101 06 200106.011 101 06 200107.011 101 06 200108.011 ○ White Fixed Output

101 06 200106.021 101 06 200107.021 101 06 200108.021 ▯ Black Fixed Output

101 06 200106.012 101 06 200107.012 101 06 200108.012 ○ White Phase DIM

101 06 200106.022 101 06 200107.022 101 06 200108.022 ▯ Black Phase DIM

101 06 200106.013 101 06 200107.013 101 06 200108.013 ○ White DALI

101 06 200106.023 101 06 200107.023 101 06 200108.023 ▯ Black DALI

7W 2700-1800°K 101 06 200109.011 101 06 200110.011 101 06 200111.011 ○ White Fixed Output

101 06 200109.021 101 06 200110.021 101 06 200111.021 ▯ Black Fixed Output

101 06 200109.012 101 06 200110.012 101 06 200111.012 ○ White Phase DIM

101 06 200109.022 101 06 200110.022 101 06 200111.022 ▯ Black Phase DIM

101 06 200109.013 101 06 200110.013 101 06 200111.013 ○ White DALI

101 06 200109.023 101 06 200110.023 101 06 200111.023 ▯ Black DALI

14W 2700°K 101 06 200112.011 101 06 200113.011 101 06 200114.011 ○ White Fixed Output

101 06 200112.021 101 06 200113.021 101 06 200114.021 ▯ Black Fixed Output

101 06 200112.012 101 06 200113.012 101 06 200114.012 ○ White Phase DIM

101 06 200112.022 101 06 200113.022 101 06 200114.022 ▯ Black Phase DIM

101 06 200112.013 101 06 200113.013 101 06 200114.013 ○ White DALI

101 06 200112.023 101 06 200113.023 101 06 200102.023 ▯ Black DALI

14W 3000°K 101 06 200115.011 101 06 200116.011 101 06 200117.011 ○ White Fixed Output

101 06 200115.021 101 06 200116.021 101 06 200117.021 ▯ Black Fixed Output

101 06 200115.012 101 06 200116.012 101 06 200117.012 ○ White Phase DIM

101 06 200115.022 101 06 200116.022 101 06 200117.022 ▯ Black Phase DIM

101 06 200115.013 101 06 200116.013 101 06 200117.013 ○ White DALI

101 06 200115.023 101 06 200116.023 101 06 200117.023 ▯ Black DALI

14W 4000°K 101 06 200118.011 101 06 200119.011 101 06 200120.011 ○ White Fixed Output

101 06 200118.021 101 06 200119.021 101 06 200120.021 ▯ Black Fixed Output

101 06 200118.012 101 06 200119.012 101 06 200120.012 ○ White Phase DIM

101 06 200118.022 101 06 200119.022 101 06 200120.022 ▯ Black Phase DIM

101 06 200118.013 101 06 200119.013 101 06 200120.013 ○ White DALI

101 06 200118.023 101 06 200119.023 101 06 200120.023 ▯ Black DALI
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Accessories

980 01 010015.003 Suspension Kit 3 Core Clear Cable 1500mm

980 01 010030.003 Suspension Kit 3 Core Clear Cable 3000mm

980 01 010060.003 Suspension Kit 3 Core Clear Cable 6000mm

980 01 010015.005 Suspension Kit 5 Core Clear Cable 1500mm

980 01 010030.005 Suspension Kit 5 Core Clear Cable 3000mm

980 01 010060.005 Suspension Kit 5 Core Clear Cable 6000mm



Ceiling suspension luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing with high pressure die-cast powdercoated facade 
and anti-glare baffle detail. Integrated driver. Active power factor correction, current regulation, voltage spike 
protection.

Mono 060  Suspension
Type 2

I

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote

67

230
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Mono 060 Suspension
Type 2

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 200200.011 101 06 200201.011 101 06 200202.011 ○ White Fixed Output

101 06 200200.021 101 06 200201.021 101 06 200202.021 ▯ Black Fixed Output

101 06 200200.012 101 06 200201.012 101 06 200202.012 ○ White Phase DIM

101 06 200200.022 101 06 200201.022 101 06 200202.022 ▯ Black Phase DIM

101 06 200200.013 101 06 200201.013 101 06 200202.013 ○ White DALI

101 06 200200.023 101 06 200201.023 101 06 200202.023 ▯ Black DALI

8W 3000°K 101 06 200203.011 101 06 200204.011 101 06 200205.011 ○ White Fixed Output

101 06 200203.021 101 06 200204.021 101 06 200205.021 ▯ Black Fixed Output

101 06 200203.012 101 06 200204.012 101 06 200205.012 ○ White Phase DIM

101 06 200203.022 101 06 200204.022 101 06 200205.022 ▯ Black Phase DIM

101 06 200203.013 101 06 200204.013 101 06 200205.013 ○ White DALI

101 06 200203.023 101 06 200204.023 101 06 200205.023 ▯ Black DALI

8W 4000°K 101 06 200206.011 101 06 200207.011 101 06 200208.011 ○ White Fixed Output

101 06 200206.021 101 06 200207.021 101 06 200208.021 ▯ Black Fixed Output

101 06 200206.012 101 06 200207.012 101 06 200208.012 ○ White Phase DIM

101 06 200206.022 101 06 200207.022 101 06 200208.022 ▯ Black Phase DIM

101 06 200206.013 101 06 200207.013 101 06 200208.013 ○ White DALI

101 06 200206.023 101 06 200207.023 101 06 200208.023 ▯ Black DALI

7W 2700-1800°K 101 06 200209.011 101 06 200210.011 101 06 200211.011 ○ White Fixed Output

101 06 200209.021 101 06 200210.021 101 06 200211.021 ▯ Black Fixed Output

101 06 200209.012 101 06 200210.012 101 06 200211.012 ○ White Phase DIM

101 06 200209.022 101 06 200210.022 101 06 200211.022 ▯ Black Phase DIM

101 06 200209.013 101 06 200210.013 101 06 200211.013 ○ White DALI

101 06 200209.023 101 06 200210.023 101 06 200211.023 ▯ Black DALI

14W 2700°K 101 06 200212.011 101 06 200213.011 101 06 200214.011 ○ White Fixed Output

101 06 200212.021 101 06 200213.021 101 06 200214.021 ▯ Black Fixed Output

101 06 200212.012 101 06 200213.012 101 06 200214.012 ○ White Phase DIM

101 06 200212.022 101 06 200213.022 101 06 200214.022 ▯ Black Phase DIM

101 06 200212.013 101 06 200213.013 101 06 200214.013 ○ White DALI

101 06 200212.023 101 06 200213.023 101 06 200202.023 ▯ Black DALI

14W 3000°K 101 06 200215.011 101 06 200216.011 101 06 200217.011 ○ White Fixed Output

101 06 200215.021 101 06 200216.021 101 06 200217.021 ▯ Black Fixed Output

101 06 200215.012 101 06 200216.012 101 06 200217.012 ○ White Phase DIM

101 06 200215.022 101 06 200216.022 101 06 200217.022 ▯ Black Phase DIM

101 06 200215.013 101 06 200216.013 101 06 200217.013 ○ White DALI

101 06 200215.023 101 06 200216.023 101 06 200217.023 ▯ Black DALI

14W 4000°K 101 06 200218.011 101 06 200219.011 101 06 200220.011 ○ White Fixed Output

101 06 200218.021 101 06 200219.021 101 06 200220.021 ▯ Black Fixed Output

101 06 200218.012 101 06 200219.012 101 06 200220.012 ○ White Phase DIM

101 06 200218.022 101 06 200219.022 101 06 200220.022 ▯ Black Phase DIM

101 06 200218.013 101 06 200219.013 101 06 200220.013 ○ White DALI

101 06 200218.023 101 06 200219.023 101 06 200220.023 ▯ Black DALI
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Accessories

980 01 010015.003 Suspension Kit 3 Core Clear Cable 1500mm

980 01 010030.003 Suspension Kit 3 Core Clear Cable 3000mm

980 01 010060.003 Suspension Kit 3 Core Clear Cable 6000mm

980 01 010015.005 Suspension Kit 5 Core Clear Cable 1500mm

980 01 010030.005 Suspension Kit 5 Core Clear Cable 3000mm

980 01 010060.005 Suspension Kit 5 Core Clear Cable 6000mm



Ceiling suspension luminaire with rotationally symmetrical medium, flood or wide flood optics, high colour 
reproduction, fixed orientation. Extruded aluminium housing with high pressure die-cast powdercoated facade 
and snoot detail. Integrated driver. Active power factor correction, current regulation, voltage spike protection.

Mono 060  Suspension
Type 3

I

System

Power 8W / 7W / 14W

Current 180mA / 350mA

Colour Temperature 2700°K / 3000°K / 4000°K / 2700-1800°K Dim to Warm

Lumen Maintenance L90 B10 50 000hr

CRI Ra97

Tm30 R95 F103

Chromacity <2 SCDM

Articulation Fixed

Ingress Protection IP20

FL - 25° MFL - 40º WFL - 60° Control

8W 2700°K 576lm 626lm 624lm Integrated

3000°K 642lm 680lm 672lm Integrated

4000°K 610lm 615lm 650lm Integrated

7W 2700-1800°K 454lm 493lm 492lm Remote

14W 2700°K 874lm 863lm 882lm Remote

3000°K 952lm 931lm 965lm Remote

4000°K 1044lm 1020lm 1049lm Remote

67
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Accessories

980 01 010015.003 Suspension Kit 3 Core Clear Cable 1500mm

980 01 010030.003 Suspension Kit 3 Core Clear Cable 3000mm

980 01 010060.003 Suspension Kit 3 Core Clear Cable 6000mm

980 01 010015.005 Suspension Kit 5 Core Clear Cable 1500mm

980 01 010030.005 Suspension Kit 5 Core Clear Cable 3000mm

980 01 010060.005 Suspension Kit 5 Core Clear Cable 6000mm

Mono 060 Suspension
Type 3

FL - 25° MFL - 40º WFL - 60°

8W 2700°K 101 06 200300.011 101 06 200301.011 101 06 200302.011 ○ White Fixed Output

101 06 200300.021 101 06 200301.021 101 06 200302.021 ▯ Black Fixed Output

101 06 200300.012 101 06 200301.012 101 06 200302.012 ○ White Phase DIM

101 06 200300.022 101 06 200301.022 101 06 200302.022 ▯ Black Phase DIM

101 06 200300.013 101 06 200301.013 101 06 200302.013 ○ White DALI

101 06 200300.023 101 06 200301.023 101 06 200302.023 ▯ Black DALI

8W 3000°K 101 06 200303.011 101 06 200304.011 101 06 200305.011 ○ White Fixed Output

101 06 200303.021 101 06 200304.021 101 06 200305.021 ▯ Black Fixed Output

101 06 200303.012 101 06 200304.012 101 06 200305.012 ○ White Phase DIM

101 06 200303.022 101 06 200304.022 101 06 200305.022 ▯ Black Phase DIM

101 06 200303.013 101 06 200304.013 101 06 200305.013 ○ White DALI

101 06 200303.023 101 06 200304.023 101 06 200305.023 ▯ Black DALI

8W 4000°K 101 06 200306.011 101 06 200307.011 101 06 200308.011 ○ White Fixed Output

101 06 200306.021 101 06 200307.021 101 06 200308.021 ▯ Black Fixed Output

101 06 200306.012 101 06 200307.012 101 06 200308.012 ○ White Phase DIM

101 06 200306.022 101 06 200307.022 101 06 200308.022 ▯ Black Phase DIM

101 06 200306.013 101 06 200307.013 101 06 200308.013 ○ White DALI

101 06 200306.023 101 06 200307.023 101 06 200308.023 ▯ Black DALI

7W 2700-1800°K 101 06 200309.011 101 06 200310.011 101 06 200311.011 ○ White Fixed Output

101 06 200309.021 101 06 200310.021 101 06 200311.021 ▯ Black Fixed Output

101 06 200309.012 101 06 200310.012 101 06 200311.012 ○ White Phase DIM

101 06 200309.022 101 06 200310.022 101 06 200311.022 ▯ Black Phase DIM

101 06 200309.013 101 06 200310.013 101 06 200311.013 ○ White DALI

101 06 200309.023 101 06 200310.023 101 06 200311.023 ▯ Black DALI

14W 2700°K 101 06 200312.011 101 06 200313.011 101 06 200314.011 ○ White Fixed Output

101 06 200312.021 101 06 200313.021 101 06 200314.021 ▯ Black Fixed Output

101 06 200312.012 101 06 200313.012 101 06 200314.012 ○ White Phase DIM

101 06 200312.022 101 06 200313.022 101 06 200314.022 ▯ Black Phase DIM

101 06 200312.013 101 06 200313.013 101 06 200314.013 ○ White DALI

101 06 200312.023 101 06 200313.023 101 06 200302.023 ▯ Black DALI

14W 3000°K 101 06 200315.011 101 06 200316.011 101 06 200317.011 ○ White Fixed Output

101 06 200315.021 101 06 200316.021 101 06 200317.021 ▯ Black Fixed Output

101 06 200315.012 101 06 200316.012 101 06 200317.012 ○ White Phase DIM

101 06 200315.022 101 06 200316.022 101 06 200317.022 ▯ Black Phase DIM

101 06 200315.013 101 06 200316.013 101 06 200317.013 ○ White DALI

101 06 200315.023 101 06 200316.023 101 06 200317.023 ▯ Black DALI

14W 4000°K 101 06 200318.011 101 06 200319.011 101 06 200320.011 ○ White Fixed Output

101 06 200318.021 101 06 200319.021 101 06 200320.021 ▯ Black Fixed Output

101 06 200318.012 101 06 200319.012 101 06 200320.012 ○ White Phase DIM

101 06 200318.022 101 06 200319.022 101 06 200320.022 ▯ Black Phase DIM

101 06 200318.013 101 06 200319.013 101 06 200320.013 ○ White DALI

101 06 200318.023 101 06 200319.023 101 06 200320.023 ▯ Black DALI
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Mono 100

System

Optical Assembly

A suite of luminaires designed for visual comfort, with lumen 
packages and optical accessories to suit applications from workplace 
and civic, to health, retail, hospitality and education.

High-pressure die-cast aluminium housing with INOX fixation and 
fasteners. IP versions from marine grade aluminium base material 
and nano-ceramic pre-treatment. Optical housing and dissipation 
system in black anodised forged aluminium. Active power factor 
correction; current regulation, voltage spike protection. 
Class III. IP44/IP65.

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <3 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. In combination 
with optional spreader, linear spreader, diffuser lens or hex louvre.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 85mm Round x 140mm Depth

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

Mono 100 Recessed 
Type 1 

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with inset detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection. Optional spreader lens, 
linear spreader lens, diffuser lens, or hex louvre; factory fitted.

G
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Hex Louvre  ▲
Linear Spreader Lens  ▶

Spreader Lens  ▶
Diffuser Lens  ▶
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 000100.011 101 10 000101.011 101 10 000102.011 ○ White Fixed Output

101 10 000100.211 101 10 000101.021 101 10 000102.021 ▯ Black Fixed Output

101 10 000100.012 101 10 000101.012 101 10 000102.012 ○ White Phase DIM

101 10 000100.212 101 10 000101.022 101 10 000102.022 ▯ Black Phase DIM

101 10 000100.013 101 10 000101.013 101 10 000102.013 ○ White DALI

101 10 000100.213 101 10 000101.023 101 10 000102.023 ▯ Black DALI

101 10 000100.015 101 10 000101.015 101 10 000102.015 ○ White Bluetooth

101 10 000100.215 101 10 000101.025 101 10 000102.025 ▯ Black Bluetooth

3000K 101 10 000103.011 101 10 000104.011 101 10 000105.011 ○ White Fixed Output

101 10 000103.211 101 10 000104.021 101 10 000105.021 ○ Black Fixed Output

101 10 000103.012 101 10 000104.012 101 10 000105.012 ▯ White Phase DIM

101 10 000103.212 101 10 000104.022 101 10 000105.022 ○ Black Phase DIM

101 10 000103.013 101 10 000104.013 101 10 000105.013 ▯ White DALI

101 10 000103.213 101 10 000104.023 101 10 000105.023 ○ Black DALI

101 10 000103.015 101 10 000104.015 101 10 000105.015 ○ White Bluetooth

101 10 000103.215 101 10 000104.025 101 10 000105.025 ▯ Black Bluetooth

4000K 101 10 000106.011 101 10 000107.011 101 10 000108.011 ○ White Fixed Output

101 10 000106.211 101 10 000107.021 101 10 000108.021 ▯ Black Fixed Output

101 10 000106.012 101 10 000107.012 101 10 000108.012 ○ White Phase DIM

101 10 000106.212 101 10 000107.022 101 10 000108.022 ▯ Black Phase DIM

101 10 000106.013 101 10 000107.013 101 10 000108.013 ○ White DALI

101 10 000106.213 101 10 000107.023 101 10 000108.023 ▯ Black DALI

101 10 000106.015 101 10 000107.015 101 10 000108.015 ○ White Bluetooth

101 10 000106.215 101 10 000107.025 101 10 000108.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 000109.011 101 10 000110.011 101 10 000111.011 ○ White Fixed Output

101 10 000109.211 101 10 000110.021 101 10 000111.021 ▯ Black Fixed Output

101 10 000109.012 101 10 000110.012 101 10 000111.012 ○ White Phase DIM

101 10 000109.212 101 10 000110.022 101 10 000111.022 ▯ Black Phase DIM

101 10 000109.013 101 10 000110.013 101 10 000111.013 ○ White DALI

101 10 000109.213 101 10 000110.023 101 10 000111.023 ○ Black DALI

101 10 000109.015 101 10 000110.015 101 10 000111.015 ▯ White Bluetooth

101 10 000109.215 101 10 000110.025 101 10 000111.025 ○ Black Bluetooth

3000K 101 10 000112.011 101 10 000113.011 101 10 000114.011 ▯ White Fixed Output

101 10 000112.211 101 10 000113.021 101 10 000114.021 ○ Black Fixed Output

101 10 000112.012 101 10 000113.012 101 10 000114.012 ○ White Phase DIM

101 10 000112.212 101 10 000113.022 101 10 000114.022 ▯ Black Phase DIM

101 10 000112.013 101 10 000113.013 101 10 000114.013 ○ White DALI

101 10 000112.213 101 10 000113.023 101 10 000114.023 ▯ Black DALI

101 10 000112.015 101 10 000113.015 101 10 000114.015 ○ White Bluetooth

101 10 000112.215 101 10 000113.025 101 10 000114.025 ○ Black Bluetooth

4000K 101 10 000115.011 101 10 000116.011 101 10 000117.011 ▯ White Fixed Output

101 10 000115.211 101 10 000116.021 101 10 000117.021 ○ Black Fixed Output

101 10 000115.012 101 10 000116.012 101 10 000117.012 ▯ White Phase DIM

101 10 000115.212 101 10 000116.022 101 10 000117.022 ○ Black Phase DIM

101 10 000115.013 101 10 000116.013 101 10 000117.013 ○ White DALI

101 10 000115.213 101 10 000116.023 101 10 000117.023 ▯ Black DALI

101 10 000115.015 101 10 000116.015 101 10 000117.015 ○ White Bluetooth

101 10 000115.215 101 10 000116.025 101 10 000117.025 ▯ Black Bluetooth

27W

2700K 101 10 000118.011 101 10 000119.011 101 10 000120.011 ○ White Fixed Output

101 10 000118.211 101 10 000119.021 101 10 000120.021 ▯ Black Fixed Output

101 10 000118.012 101 10 000119.012 101 10 000120.012 ○ White Phase DIM

101 10 000118.212 101 10 000119.022 101 10 000120.022 ▯ Black Phase DIM

101 10 000118.013 101 10 000119.013 101 10 000120.013 ○ White DALI

101 10 000118.213 101 10 000119.023 101 10 000120.023 ○ Black DALI

101 10 000118.015 101 10 000119.015 101 10 000120.015 ▯ White Bluetooth

101 10 000118.215 101 10 000119.025 101 10 000120.025 ○ Black Bluetooth

3000K 101 10 000121.011 101 10 000122.011 101 10 000123.011 ▯ White Fixed Output

101 10 000121.211 101 10 000122.021 101 10 000123.021 ○ Black Fixed Output

101 10 000121.012 101 10 000122.012 101 10 000123.012 ○ White Phase DIM

101 10 000121.212 101 10 000122.022 101 10 000123.022 ▯ Black Phase DIM

101 10 000121.013 101 10 000122.013 101 10 000123.013 ○ White DALI

101 10 000121.213 101 10 000122.023 101 10 000123.023 ▯ Black DALI

101 10 000121.015 101 10 000122.015 101 10 000123.015 ○ White Bluetooth

101 10 000121.215 101 10 000122.025 101 10 000123.025 ○ Black Bluetooth

4000K 101 10 000124.011 101 10 000125.011 101 10 000126.011 ▯ White Fixed Output

101 10 000124.211 101 10 000125.021 101 10 000126.021 ○ Black Fixed Output

101 10 000124.012 101 10 000125.012 101 10 000126.012 ▯ White Phase DIM

101 10 000124.212 101 10 000125.022 101 10 000126.022 ○ Black Phase DIM

101 10 000124.013 101 10 000125.013 101 10 000126.013 ○ White DALI

101 10 000124.213 101 10 000125.023 101 10 000126.023 ▯ Black DALI

101 10 000124.015 101 10 000125.015 101 10 000126.015 ○ White Bluetooth

101 10 000124.215 101 10 000125.025 101 10 000126.025 ▯ Black Bluetooth
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Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 85mm Round x 140mm Depth

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

Mono 100 Recessed 
Type 2 

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with rounded detail and anti-glare baffle. Includes 
direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike protection. 
Optional spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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Hex Louvre  ▲
Linear Spreader Lens  ▶

Spreader Lens  ▶
Diffuser Lens  ▶
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19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 000209.011 101 10 000210.011 101 10 000211.011 ○ White Fixed Output

101 10 000209.211 101 10 000210.021 101 10 000211.021 ▯ Black Fixed Output

101 10 000209.012 101 10 000210.012 101 10 000211.012 ○ White Phase DIM

101 10 000209.212 101 10 000210.022 101 10 000211.022 ▯ Black Phase DIM

101 10 000209.013 101 10 000210.013 101 10 000211.013 ○ White DALI

101 10 000209.213 101 10 000210.023 101 10 000211.023 ▯ Black DALI

101 10 000209.015 101 10 000210.015 101 10 000211.015 ○ White Bluetooth

101 10 000209.215 101 10 000210.025 101 10 000211.025 ▯ Black Bluetooth

3000K 101 10 000212.011 101 10 000213.011 101 10 000214.011 ○ White Fixed Output

101 10 000212.211 101 10 000213.021 101 10 000214.021 ▯ Black Fixed Output

101 10 000212.012 101 10 000213.012 101 10 000214.012 ○ White Phase DIM

101 10 000212.212 101 10 000213.022 101 10 000214.022 ▯ Black Phase DIM

101 10 000212.013 101 10 000213.013 101 10 000214.013 ○ White DALI

101 10 000212.213 101 10 000213.023 101 10 000214.023 ▯ Black DALI

101 10 000212.015 101 10 000213.015 101 10 000214.015 ○ White Bluetooth

101 10 000212.215 101 10 000213.025 101 10 000214.025 ▯ Black Bluetooth

4000K 101 10 000215.011 101 10 000216.011 101 10 000217.011 ○ White Fixed Output

101 10 000215.211 101 10 000216.021 101 10 000217.021 ▯ Black Fixed Output

101 10 000215.012 101 10 000216.012 101 10 000217.012 ○ White Phase DIM

101 10 000215.212 101 10 000216.022 101 10 000217.022 ▯ Black Phase DIM

101 10 000215.013 101 10 000216.013 101 10 000217.013 ○ White DALI

101 10 000215.213 101 10 000216.023 101 10 000217.023 ▯ Black DALI

101 10 000215.015 101 10 000216.015 101 10 000217.015 ○ White Bluetooth

101 10 000215.215 101 10 000216.025 101 10 000217.025 ▯ Black Bluetooth

27W

2700K 101 10 000218.011 101 10 000219.011 101 10 000220.011 ○ White Fixed Output

101 10 000218.211 101 10 000219.021 101 10 000220.021 ▯ Black Fixed Output

101 10 000218.012 101 10 000219.012 101 10 000220.012 ○ White Phase DIM

101 10 000218.212 101 10 000219.022 101 10 000220.022 ▯ Black Phase DIM

101 10 000218.013 101 10 000219.013 101 10 000220.013 ○ White DALI

101 10 000218.213 101 10 000219.023 101 10 000220.023 ▯ Black DALI

101 10 000218.015 101 10 000219.015 101 10 000220.015 ○ White Bluetooth

101 10 000218.215 101 10 000219.025 101 10 000220.025 ▯ Black Bluetooth

3000K 101 10 000221.011 101 10 000222.011 101 10 000223.011 ○ White Fixed Output

101 10 000221.211 101 10 000222.021 101 10 000223.021 ▯ Black Fixed Output

101 10 000221.012 101 10 000222.012 101 10 000223.012 ○ White Phase DIM

101 10 000221.212 101 10 000222.022 101 10 000223.022 ▯ Black Phase DIM

101 10 000221.013 101 10 000222.013 101 10 000223.013 ○ White DALI

101 10 000221.213 101 10 000222.023 101 10 000223.023 ▯ Black DALI

101 10 000221.015 101 10 000222.015 101 10 000223.015 ○ White Bluetooth

101 10 000221.215 101 10 000222.025 101 10 000223.025 ▯ Black Bluetooth

4000K 101 10 000224.011 101 10 000225.011 101 10 000226.011 ○ White Fixed Output

101 10 000224.211 101 10 000225.021 101 10 000226.021 ▯ Black Fixed Output

101 10 000224.012 101 10 000225.012 101 10 000226.012 ○ White Phase DIM

101 10 000224.212 101 10 000225.022 101 10 000226.022 ▯ Black Phase DIM

101 10 000224.013 101 10 000225.013 101 10 000226.013 ○ White DALI

101 10 000224.213 101 10 000225.023 101 10 000226.023 ▯ Black DALI

101 10 000224.015 101 10 000225.015 101 10 000226.015 ○ White Bluetooth

101 10 000224.215 101 10 000225.025 101 10 000226.025 ▯ Black Bluetooth
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 000200.011 101 10 000201.011 101 10 000202.011 ○ White Fixed Output

101 10 000200.211 101 10 000201.021 101 10 000202.021 ▯ Black Fixed Output

101 10 000200.012 101 10 000201.012 101 10 000202.012 ○ White Phase DIM

101 10 000200.212 101 10 000201.022 101 10 000202.022 ▯ Black Phase DIM

101 10 000200.013 101 10 000201.013 101 10 000202.013 ○ White DALI

101 10 000200.213 101 10 000201.023 101 10 000202.023 ▯ Black DALI

101 10 000200.015 101 10 000201.015 101 10 000202.015 ○ White Bluetooth

101 10 000200.215 101 10 000201.025 101 10 000202.025 ▯ Black Bluetooth

3000K 101 10 000203.011 101 10 000204.011 101 10 000205.011 ○ White Fixed Output

101 10 000203.211 101 10 000204.021 101 10 000205.021 ▯ Black Fixed Output

101 10 000203.012 101 10 000204.012 101 10 000205.012 ○ White Phase DIM

101 10 000203.212 101 10 000204.022 101 10 000205.022 ▯ Black Phase DIM

101 10 000203.013 101 10 000204.013 101 10 000205.013 ○ White DALI

101 10 000203.213 101 10 000204.023 101 10 000205.023 ▯ Black DALI

101 10 000203.015 101 10 000204.015 101 10 000205.015 ○ White Bluetooth

101 10 000203.215 101 10 000204.025 101 10 000205.025 ▯ Black Bluetooth

4000K 101 10 000206.011 101 10 000207.011 101 10 000208.011 ○ White Fixed Output

101 10 000206.211 101 10 000207.021 101 10 000208.021 ▯ Black Fixed Output

101 10 000206.012 101 10 000207.012 101 10 000208.012 ○ White Phase DIM

101 10 000206.212 101 10 000207.022 101 10 000208.022 ▯ Black Phase DIM

101 10 000206.013 101 10 000207.013 101 10 000208.013 ○ White DALI

101 10 000206.213 101 10 000207.023 101 10 000208.023 ▯ Black DALI

101 10 000206.015 101 10 000207.015 101 10 000208.015 ○ White Bluetooth

101 10 000206.215 101 10 000207.025 101 10 000208.025 ▯ Black Bluetooth

Mono 100 Recessed 
Type 2

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 85mm Round x 140mm Depth

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

Mono 100 Recessed 
Type 3

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with snoot detail. Includes direct fast connector to 
remote driver. Active power factor correction, current regulation, voltage spike protection. Optional spreader lens, 
linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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100

99 - 106

44



Hex Louvre  ▲
Linear Spreader Lens  ▶

Spreader Lens  ▶
Diffuser Lens  ▶

M
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Hex Louvre  ▲
Linear Spreader Lens  ▶

Spreader Lens  ▶
Diffuser Lens  ▶
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19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 000309.011 101 10 000310.011 101 10 000311.011 ○ White Fixed Output

101 10 000309.211 101 10 000310.021 101 10 000311.021 ▯ Black Fixed Output

101 10 000309.012 101 10 000310.012 101 10 000311.012 ○ White Phase DIM

101 10 000309.212 101 10 000310.022 101 10 000311.022 ▯ Black Phase DIM

101 10 000309.013 101 10 000310.013 101 10 000311.013 ○ White DALI

101 10 000309.213 101 10 000310.023 101 10 000311.023 ▯ Black DALI

101 10 000309.015 101 10 000310.015 101 10 000311.015 ○ White Bluetooth

101 10 000309.215 101 10 000310.025 101 10 000311.025 ▯ Black Bluetooth

3000K 101 10 000312.011 101 10 000313.011 101 10 000314.011 ○ White Fixed Output

101 10 000312.211 101 10 000313.021 101 10 000314.021 ▯ Black Fixed Output

101 10 000312.012 101 10 000313.012 101 10 000314.012 ○ White Phase DIM

101 10 000312.212 101 10 000313.022 101 10 000314.022 ▯ Black Phase DIM

101 10 000312.013 101 10 000313.013 101 10 000314.013 ○ White DALI

101 10 000312.213 101 10 000313.023 101 10 000314.023 ▯ Black DALI

101 10 000312.015 101 10 000313.015 101 10 000314.015 ○ White Bluetooth

101 10 000312.215 101 10 000313.025 101 10 000314.025 ▯ Black Bluetooth

4000K 101 10 000315.011 101 10 000316.011 101 10 000317.011 ○ White Fixed Output

101 10 000315.211 101 10 000316.021 101 10 000317.021 ▯ Black Fixed Output

101 10 000315.012 101 10 000316.012 101 10 000317.012 ○ White Phase DIM

101 10 000315.212 101 10 000316.022 101 10 000317.022 ▯ Black Phase DIM

101 10 000315.013 101 10 000316.013 101 10 000317.013 ○ White DALI

101 10 000315.213 101 10 000316.023 101 10 000317.023 ▯ Black DALI

101 10 000315.015 101 10 000316.015 101 10 000317.015 ○ White Bluetooth

101 10 000315.215 101 10 000316.025 101 10 000317.025 ▯ Black Bluetooth

27W

2700K 101 10 000318.011 101 10 000319.011 101 10 000320.011 ○ White Fixed Output

101 10 000318.211 101 10 000319.021 101 10 000320.021 ▯ Black Fixed Output

101 10 000318.012 101 10 000319.012 101 10 000320.012 ○ White Phase DIM

101 10 000318.212 101 10 000319.022 101 10 000320.022 ▯ Black Phase DIM

101 10 000318.013 101 10 000319.013 101 10 000320.013 ○ White DALI

101 10 000318.213 101 10 000319.023 101 10 000320.023 ▯ Black DALI

101 10 000318.015 101 10 000319.015 101 10 000320.015 ○ White Bluetooth

101 10 000318.215 101 10 000319.025 101 10 000320.025 ▯ Black Bluetooth

3000K 101 10 000321.011 101 10 000322.011 101 10 000323.011 ○ White Fixed Output

101 10 000321.211 101 10 000322.021 101 10 000323.021 ▯ Black Fixed Output

101 10 000321.012 101 10 000322.012 101 10 000323.012 ○ White Phase DIM

101 10 000321.212 101 10 000322.022 101 10 000323.022 ▯ Black Phase DIM

101 10 000321.013 101 10 000322.013 101 10 000323.013 ○ White DALI

101 10 000321.213 101 10 000322.023 101 10 000323.023 ▯ Black DALI

101 10 000321.015 101 10 000322.015 101 10 000323.015 ○ White Bluetooth

101 10 000321.215 101 10 000322.025 101 10 000323.025 ▯ Black Bluetooth

4000K 101 10 000324.011 101 10 000325.011 101 10 000326.011 ○ White Fixed Output

101 10 000324.211 101 10 000325.021 101 10 000326.021 ▯ Black Fixed Output

101 10 000324.012 101 10 000325.012 101 10 000326.012 ○ White Phase DIM

101 10 000324.212 101 10 000325.022 101 10 000326.022 ▯ Black Phase DIM

101 10 000324.013 101 10 000325.013 101 10 000326.013 ○ White DALI

101 10 000324.213 101 10 000325.023 101 10 000326.023 ▯ Black DALI

101 10 000324.015 101 10 000325.015 101 10 000326.015 ○ White Bluetooth

101 10 000324.215 101 10 000325.025 101 10 000326.025 ▯ Black Bluetooth
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 000300.011 101 10 000301.011 101 10 000302.011 ○ White Fixed Output

101 10 000300.211 101 10 000301.021 101 10 000302.021 ▯ Black Fixed Output

101 10 000300.012 101 10 000301.012 101 10 000302.012 ○ White Phase DIM

101 10 000300.212 101 10 000301.022 101 10 000302.022 ▯ Black Phase DIM

101 10 000300.013 101 10 000301.013 101 10 000302.013 ○ White DALI

101 10 000300.213 101 10 000301.023 101 10 000302.023 ▯ Black DALI

101 10 000300.015 101 10 000301.015 101 10 000302.015 ○ White Bluetooth

101 10 000300.215 101 10 000301.025 101 10 000302.025 ▯ Black Bluetooth

3000K 101 10 000303.011 101 10 000304.011 101 10 000305.011 ○ White Fixed Output

101 10 000303.211 101 10 000304.021 101 10 000305.021 ▯ Black Fixed Output

101 10 000303.012 101 10 000304.012 101 10 000305.012 ○ White Phase DIM

101 10 000303.212 101 10 000304.022 101 10 000305.022 ▯ Black Phase DIM

101 10 000303.013 101 10 000304.013 101 10 000305.013 ○ White DALI

101 10 000303.213 101 10 000304.023 101 10 000305.023 ▯ Black DALI

101 10 000303.015 101 10 000304.015 101 10 000305.015 ○ White Bluetooth

101 10 000303.215 101 10 000304.025 101 10 000305.025 ▯ Black Bluetooth

4000K 101 10 000306.011 101 10 000307.011 101 10 000308.011 ○ White Fixed Output

101 10 000306.211 101 10 000307.021 101 10 000308.021 ▯ Black Fixed Output

101 10 000306.012 101 10 000307.012 101 10 000308.012 ○ White Phase DIM

101 10 000306.212 101 10 000307.022 101 10 000308.022 ▯ Black Phase DIM

101 10 000306.013 101 10 000307.013 101 10 000308.013 ○ White DALI

101 10 000306.213 101 10 000307.023 101 10 000308.023 ▯ Black DALI

101 10 000306.015 101 10 000307.015 101 10 000308.015 ○ White Bluetooth

101 10 000306.215 101 10 000307.025 101 10 000308.025 ▯ Black Bluetooth

Mono 100 Recessed 
Type 3

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic
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Mono 100 IP Recessed
Type 1 

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with inset detail. Base material from Marine Grade 
Aluminium, Nano-Ceramic pre-treatment prior to powdercoating. Includes direct connection to remote IP65 driver 
enclosure. Active power factor correction, current regulation, voltage spike protection. 
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 90mm Round x 180mm Deep

Ingress Protection IP65

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

149

13

100



14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 001100.011 101 10 001101.011 101 10 001102.011 ○ White Fixed Output

101 10 001100.211 101 10 001101.021 101 10 001102.021 ▯ Black Fixed Output

101 10 001100.012 101 10 001101.012 101 10 001102.012 ○ White Phase DIM

101 10 001100.212 101 10 001101.022 101 10 001102.022 ▯ Black Phase DIM

101 10 001100.013 101 10 001101.013 101 10 001102.013 ○ White DALI

101 10 001100.213 101 10 001101.023 101 10 001102.023 ▯ Black DALI

101 10 001100.015 101 10 001101.015 101 10 001102.015 ○ White Bluetooth

101 10 001100.215 101 10 001101.025 101 10 001102.025 ▯ Black Bluetooth

3000K 101 10 001103.011 101 10 001104.011 101 10 001105.011 ○ White Fixed Output

101 10 001103.211 101 10 001104.021 101 10 001105.021 ▯ Black Fixed Output

101 10 001103.012 101 10 001104.012 101 10 001105.012 ○ White Phase DIM

101 10 001103.212 101 10 001104.022 101 10 001105.022 ▯ Black Phase DIM

101 10 001103.013 101 10 001104.013 101 10 001105.013 ○ White DALI

101 10 001103.213 101 10 001104.023 101 10 001105.023 ▯ Black DALI

101 10 001103.015 101 10 001104.015 101 10 001105.015 ○ White Bluetooth

101 10 001103.215 101 10 001104.025 101 10 001105.025 ▯ Black Bluetooth

4000K 101 10 001106.011 101 10 001107.011 101 10 001108.011 ○ White Fixed Output

101 10 001106.211 101 10 001107.021 101 10 001108.021 ▯ Black Fixed Output

101 10 001106.012 101 10 001107.012 101 10 001108.012 ○ White Phase DIM

101 10 001106.212 101 10 001107.022 101 10 001108.022 ▯ Black Phase DIM

101 10 001106.013 101 10 001107.013 101 10 001108.013 ○ White DALI

101 10 001106.213 101 10 001107.023 101 10 001108.023 ▯ Black DALI

101 10 001106.015 101 10 001107.015 101 10 001108.015 ○ White Bluetooth

101 10 001106.215 101 10 001107.025 101 10 001108.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 001109.011 101 10 001110.011 101 10 001111.011 ○ White Fixed Output

101 10 001109.211 101 10 001110.021 101 10 001111.021 ▯ Black Fixed Output

101 10 001109.012 101 10 001110.012 101 10 001111.012 ○ White Phase DIM

101 10 001109.212 101 10 001110.022 101 10 001111.022 ▯ Black Phase DIM

101 10 001109.013 101 10 001110.013 101 10 001111.013 ○ White DALI

101 10 001109.213 101 10 001110.023 101 10 001111.023 ▯ Black DALI

101 10 001109.015 101 10 001110.015 101 10 001111.015 ○ White Bluetooth

101 10 001109.215 101 10 001110.025 101 10 001111.025 ▯ Black Bluetooth

3000K 101 10 001112.011 101 10 001113.011 101 10 001114.011 ○ White Fixed Output

101 10 001112.211 101 10 001113.021 101 10 001114.021 ▯ Black Fixed Output

101 10 001112.012 101 10 001113.012 101 10 001114.012 ○ White Phase DIM

101 10 001112.212 101 10 001113.022 101 10 001114.022 ▯ Black Phase DIM

101 10 001112.013 101 10 001113.013 101 10 001114.013 ○ White DALI

101 10 001112.213 101 10 001113.023 101 10 001114.023 ▯ Black DALI

101 10 001112.015 101 10 001113.015 101 10 001114.015 ○ White Bluetooth

101 10 001112.215 101 10 001113.025 101 10 001114.025 ▯ Black Bluetooth

4000K 101 10 001115.011 101 10 001116.011 101 10 001117.011 ○ White Fixed Output

101 10 001115.211 101 10 001116.021 101 10 001117.021 ▯ Black Fixed Output

101 10 001115.012 101 10 001116.012 101 10 001117.012 ○ White Phase DIM

101 10 001115.212 101 10 001116.022 101 10 001117.022 ▯ Black Phase DIM

101 10 001115.013 101 10 001116.013 101 10 001117.013 ○ White DALI

101 10 001115.213 101 10 001116.023 101 10 001117.023 ▯ Black DALI

101 10 001115.015 101 10 001116.015 101 10 001117.015 ○ White Bluetooth

101 10 001115.215 101 10 001116.025 101 10 001117.025 ▯ Black Bluetooth

27W

2700K 101 10 001118.011 101 10 001119.011 101 10 001120.011 ○ White Fixed Output

101 10 001118.211 101 10 001119.021 101 10 001120.021 ▯ Black Fixed Output

101 10 001118.012 101 10 001119.012 101 10 001120.012 ○ White Phase DIM

101 10 001118.212 101 10 001119.022 101 10 001120.022 ▯ Black Phase DIM

101 10 001118.013 101 10 001119.013 101 10 001120.013 ○ White DALI

101 10 001118.213 101 10 001119.023 101 10 001120.023 ▯ Black DALI

101 10 001118.015 101 10 001119.015 101 10 001120.015 ○ White Bluetooth

101 10 001118.215 101 10 001119.025 101 10 001120.025 ▯ Black Bluetooth

3000K 101 10 001121.011 101 10 001122.011 101 10 001123.011 ○ White Fixed Output

101 10 001121.211 101 10 001122.021 101 10 001123.021 ▯ Black Fixed Output

101 10 001121.012 101 10 001122.012 101 10 001123.012 ○ White Phase DIM

101 10 001121.212 101 10 001122.022 101 10 001123.022 ▯ Black Phase DIM

101 10 001121.013 101 10 001122.013 101 10 001123.013 ○ White DALI

101 10 001121.213 101 10 001122.023 101 10 001123.023 ▯ Black DALI

101 10 001121.015 101 10 001122.015 101 10 001123.015 ○ White Bluetooth

101 10 001121.215 101 10 001122.025 101 10 001123.025 ▯ Black Bluetooth

4000K 101 10 001124.011 101 10 001125.011 101 10 001126.011 ○ White Fixed Output

101 10 001124.211 101 10 001125.021 101 10 001126.021 ▯ Black Fixed Output

101 10 001124.012 101 10 001125.012 101 10 001126.012 ○ White Phase DIM

101 10 001124.212 101 10 001125.022 101 10 001126.022 ▯ Black Phase DIM

101 10 001124.013 101 10 001125.013 101 10 001126.013 ○ White DALI

101 10 001124.213 101 10 001125.023 101 10 001126.023 ▯ Black DALI

101 10 001124.015 101 10 001125.015 101 10 001126.015 ○ White Bluetooth

101 10 001124.215 101 10 001125.025 101 10 001126.025 ▯ Black Bluetooth
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Mono 100 IP Recessed
Type 1 



Mono 100 IP Recessed
Type 2

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with rounded detail and anti-glare baffle. Base 
material from Marine Grade Aluminium, Nano-Ceramic pre-treatment prior to powdercoating. Includes direct 
connection to remote IP65 driver enclosure. Active power factor correction, current regulation, voltage spike 
protection. 
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 90mm Round x 180mm Deep

Ingress Protection IP65

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

118

44

100



14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 001200.011 101 10 001201.011 101 10 001202.011 ○ White Fixed Output

101 10 001200.211 101 10 001201.021 101 10 001202.021 ▯ Black Fixed Output

101 10 001200.012 101 10 001201.012 101 10 001202.012 ○ White Phase DIM

101 10 001200.212 101 10 001201.022 101 10 001202.022 ▯ Black Phase DIM

101 10 001200.013 101 10 001201.013 101 10 001202.013 ○ White DALI

101 10 001200.213 101 10 001201.023 101 10 001202.023 ▯ Black DALI

101 10 001200.015 101 10 001201.015 101 10 001202.015 ○ White Bluetooth

101 10 001200.215 101 10 001201.025 101 10 001202.025 ▯ Black Bluetooth

3000K 101 10 001203.011 101 10 001204.011 101 10 001205.011 ○ White Fixed Output

101 10 001203.211 101 10 001204.021 101 10 001205.021 ▯ Black Fixed Output

101 10 001203.012 101 10 001204.012 101 10 001205.012 ○ White Phase DIM

101 10 001203.212 101 10 001204.022 101 10 001205.022 ▯ Black Phase DIM

101 10 001203.013 101 10 001204.013 101 10 001205.013 ○ White DALI

101 10 001203.213 101 10 001204.023 101 10 001205.023 ▯ Black DALI

101 10 001203.015 101 10 001204.015 101 10 001205.015 ○ White Bluetooth

101 10 001203.215 101 10 001204.025 101 10 001205.025 ▯ Black Bluetooth

4000K 101 10 001206.011 101 10 001207.011 101 10 001208.011 ○ White Fixed Output

101 10 001206.211 101 10 001207.021 101 10 001208.021 ▯ Black Fixed Output

101 10 001206.012 101 10 001207.012 101 10 001208.012 ○ White Phase DIM

101 10 001206.212 101 10 001207.022 101 10 001208.022 ▯ Black Phase DIM

101 10 001206.013 101 10 001207.013 101 10 001208.013 ○ White DALI

101 10 001206.213 101 10 001207.023 101 10 001208.023 ▯ Black DALI

101 10 001206.015 101 10 001207.015 101 10 001208.015 ○ White Bluetooth

101 10 001206.215 101 10 001207.025 101 10 001208.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 001209.011 101 10 001210.011 101 10 001211.011 ○ White Fixed Output

101 10 001209.211 101 10 001210.021 101 10 001211.021 ▯ Black Fixed Output

101 10 001209.012 101 10 001210.012 101 10 001211.012 ○ White Phase DIM

101 10 001209.212 101 10 001210.022 101 10 001211.022 ▯ Black Phase DIM

101 10 001209.013 101 10 001210.013 101 10 001211.013 ○ White DALI

101 10 001209.213 101 10 001210.023 101 10 001211.023 ▯ Black DALI

101 10 001209.015 101 10 001210.015 101 10 001211.015 ○ White Bluetooth

101 10 001209.215 101 10 001210.025 101 10 001211.025 ▯ Black Bluetooth

3000K 101 10 001212.011 101 10 001213.011 101 10 001214.011 ○ White Fixed Output

101 10 001212.211 101 10 001213.021 101 10 001214.021 ▯ Black Fixed Output

101 10 001212.012 101 10 001213.012 101 10 001214.012 ○ White Phase DIM

101 10 001212.212 101 10 001213.022 101 10 001214.022 ▯ Black Phase DIM

101 10 001212.013 101 10 001213.013 101 10 001214.013 ○ White DALI

101 10 001212.213 101 10 001213.023 101 10 001214.023 ▯ Black DALI

101 10 001212.015 101 10 001213.015 101 10 001214.015 ○ White Bluetooth

101 10 001212.215 101 10 001213.025 101 10 001214.025 ▯ Black Bluetooth

4000K 101 10 001215.011 101 10 001216.011 101 10 001217.011 ○ White Fixed Output

101 10 001215.211 101 10 001216.021 101 10 001217.021 ▯ Black Fixed Output

101 10 001215.012 101 10 001216.012 101 10 001217.012 ○ White Phase DIM

101 10 001215.212 101 10 001216.022 101 10 001217.022 ▯ Black Phase DIM

101 10 001215.013 101 10 001216.013 101 10 001217.013 ○ White DALI

101 10 001215.213 101 10 001216.023 101 10 001217.023 ▯ Black DALI

101 10 001215.015 101 10 001216.015 101 10 001217.015 ○ White Bluetooth

101 10 001215.215 101 10 001216.025 101 10 001217.025 ▯ Black Bluetooth

27W

2700K 101 10 001218.011 101 10 001219.011 101 10 001220.011 ○ White Fixed Output

101 10 001218.211 101 10 001219.021 101 10 001220.021 ▯ Black Fixed Output

101 10 001218.012 101 10 001219.012 101 10 001220.012 ○ White Phase DIM

101 10 001218.212 101 10 001219.022 101 10 001220.022 ▯ Black Phase DIM

101 10 001218.013 101 10 001219.013 101 10 001220.013 ○ White DALI

101 10 001218.213 101 10 001219.023 101 10 001220.023 ▯ Black DALI

101 10 001218.015 101 10 001219.015 101 10 001220.015 ○ White Bluetooth

101 10 001218.215 101 10 001219.025 101 10 001220.025 ▯ Black Bluetooth

3000K 101 10 001221.011 101 10 001222.011 101 10 001223.011 ○ White Fixed Output

101 10 001221.211 101 10 001222.021 101 10 001223.021 ▯ Black Fixed Output

101 10 001221.012 101 10 001222.012 101 10 001223.012 ○ White Phase DIM

101 10 001221.212 101 10 001222.022 101 10 001223.022 ▯ Black Phase DIM

101 10 001221.013 101 10 001222.013 101 10 001223.013 ○ White DALI

101 10 001221.213 101 10 001222.023 101 10 001223.023 ▯ Black DALI

101 10 001221.015 101 10 001222.015 101 10 001223.015 ○ White Bluetooth

101 10 001221.215 101 10 001222.025 101 10 001223.025 ▯ Black Bluetooth

4000K 101 10 001224.011 101 10 001225.011 101 10 001226.011 ○ White Fixed Output

101 10 001224.211 101 10 001225.021 101 10 001226.021 ▯ Black Fixed Output

101 10 001224.012 101 10 001225.012 101 10 001226.012 ○ White Phase DIM

101 10 001224.212 101 10 001225.022 101 10 001226.022 ▯ Black Phase DIM

101 10 001224.013 101 10 001225.013 101 10 001226.013 ○ White DALI

101 10 001224.213 101 10 001225.023 101 10 001226.023 ▯ Black DALI

101 10 001224.015 101 10 001225.015 101 10 001226.015 ○ White Bluetooth

101 10 001224.215 101 10 001225.025 101 10 001226.025 ▯ Black Bluetooth
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Mono 100 IP Recessed
Type 3

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with snoot detail. Base material from Marine Grade 
Aluminium, Nano-Ceramic pre-treatment prior to powdercoating. Includes direct connection to remote IP65 driver 
enclosure. Active power factor correction, current regulation, voltage spike protection. 
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 90mm Round x 180mm Deep

Ingress Protection IP65

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

118

44

100



14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 001300.011 101 10 001301.011 101 10 001302.011 ○ White Fixed Output

101 10 001300.211 101 10 001301.021 101 10 001302.021 ▯ Black Fixed Output

101 10 001300.012 101 10 001301.012 101 10 001302.012 ○ White Phase DIM

101 10 001300.212 101 10 001301.022 101 10 001302.022 ▯ Black Phase DIM

101 10 001300.013 101 10 001301.013 101 10 001302.013 ○ White DALI

101 10 001300.213 101 10 001301.023 101 10 001302.023 ▯ Black DALI

101 10 001300.015 101 10 001301.015 101 10 001302.015 ○ White Bluetooth

101 10 001300.215 101 10 001301.025 101 10 001302.025 ▯ Black Bluetooth

3000K 101 10 001303.011 101 10 001304.011 101 10 001305.011 ○ White Fixed Output

101 10 001303.211 101 10 001304.021 101 10 001305.021 ▯ Black Fixed Output

101 10 001303.012 101 10 001304.012 101 10 001305.012 ○ White Phase DIM

101 10 001303.212 101 10 001304.022 101 10 001305.022 ▯ Black Phase DIM

101 10 001303.013 101 10 001304.013 101 10 001305.013 ○ White DALI

101 10 001303.213 101 10 001304.023 101 10 001305.023 ▯ Black DALI

101 10 001303.015 101 10 001304.015 101 10 001305.015 ○ White Bluetooth

101 10 001303.215 101 10 001304.025 101 10 001305.025 ▯ Black Bluetooth

4000K 101 10 001306.011 101 10 001307.011 101 10 001308.011 ○ White Fixed Output

101 10 001306.211 101 10 001307.021 101 10 001308.021 ▯ Black Fixed Output

101 10 001306.012 101 10 001307.012 101 10 001308.012 ○ White Phase DIM

101 10 001306.212 101 10 001307.022 101 10 001308.022 ▯ Black Phase DIM

101 10 001306.013 101 10 001307.013 101 10 001308.013 ○ White DALI

101 10 001306.213 101 10 001307.023 101 10 001308.023 ▯ Black DALI

101 10 001306.015 101 10 001307.015 101 10 001308.015 ○ White Bluetooth

101 10 001306.215 101 10 001307.025 101 10 001308.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 001309.011 101 10 001310.011 101 10 001311.011 ○ White Fixed Output

101 10 001309.211 101 10 001310.021 101 10 001311.021 ▯ Black Fixed Output

101 10 001309.012 101 10 001310.012 101 10 001311.012 ○ White Phase DIM

101 10 001309.212 101 10 001310.022 101 10 001311.022 ▯ Black Phase DIM

101 10 001309.013 101 10 001310.013 101 10 001311.013 ○ White DALI

101 10 001309.213 101 10 001310.023 101 10 001311.023 ▯ Black DALI

101 10 001309.015 101 10 001310.015 101 10 001311.015 ○ White Bluetooth

101 10 001309.215 101 10 001310.025 101 10 001311.025 ▯ Black Bluetooth

3000K 101 10 001312.011 101 10 001313.011 101 10 001314.011 ○ White Fixed Output

101 10 001312.211 101 10 001313.021 101 10 001314.021 ▯ Black Fixed Output

101 10 001312.012 101 10 001313.012 101 10 001314.012 ○ White Phase DIM

101 10 001312.212 101 10 001313.022 101 10 001314.022 ▯ Black Phase DIM

101 10 001312.013 101 10 001313.013 101 10 001314.013 ○ White DALI

101 10 001312.213 101 10 001313.023 101 10 001314.023 ▯ Black DALI

101 10 001312.015 101 10 001313.015 101 10 001314.015 ○ White Bluetooth

101 10 001312.215 101 10 001313.025 101 10 001314.025 ▯ Black Bluetooth

4000K 101 10 001315.011 101 10 001316.011 101 10 001317.011 ○ White Fixed Output

101 10 001315.211 101 10 001316.021 101 10 001317.021 ▯ Black Fixed Output

101 10 001315.012 101 10 001316.012 101 10 001317.012 ○ White Phase DIM

101 10 001315.212 101 10 001316.022 101 10 001317.022 ▯ Black Phase DIM

101 10 001315.013 101 10 001316.013 101 10 001317.013 ○ White DALI

101 10 001315.213 101 10 001316.023 101 10 001317.023 ▯ Black DALI

101 10 001315.015 101 10 001316.015 101 10 001317.015 ○ White Bluetooth

101 10 001315.215 101 10 001316.025 101 10 001317.025 ▯ Black Bluetooth

27W

2700K 101 10 001318.011 101 10 001319.011 101 10 001320.011 ○ White Fixed Output

101 10 001318.211 101 10 001319.021 101 10 001320.021 ▯ Black Fixed Output

101 10 001318.012 101 10 001319.012 101 10 001320.012 ○ White Phase DIM

101 10 001318.212 101 10 001319.022 101 10 001320.022 ▯ Black Phase DIM

101 10 001318.013 101 10 001319.013 101 10 001320.013 ○ White DALI

101 10 001318.213 101 10 001319.023 101 10 001320.023 ▯ Black DALI

101 10 001318.015 101 10 001319.015 101 10 001320.015 ○ White Bluetooth

101 10 001318.215 101 10 001319.025 101 10 001320.025 ▯ Black Bluetooth

3000K 101 10 001321.011 101 10 001322.011 101 10 001323.011 ○ White Fixed Output

101 10 001321.211 101 10 001322.021 101 10 001323.021 ▯ Black Fixed Output

101 10 001321.012 101 10 001322.012 101 10 001323.012 ○ White Phase DIM

101 10 001321.212 101 10 001322.022 101 10 001323.022 ▯ Black Phase DIM

101 10 001321.013 101 10 001322.013 101 10 001323.013 ○ White DALI

101 10 001321.213 101 10 001322.023 101 10 001323.023 ▯ Black DALI

101 10 001321.015 101 10 001322.015 101 10 001323.015 ○ White Bluetooth

101 10 001321.215 101 10 001322.025 101 10 001323.025 ▯ Black Bluetooth

4000K 101 10 001324.011 101 10 001325.011 101 10 001326.011 ○ White Fixed Output

101 10 001324.211 101 10 001325.021 101 10 001326.021 ▯ Black Fixed Output

101 10 001324.012 101 10 001325.012 101 10 001326.012 ○ White Phase DIM

101 10 001324.212 101 10 001325.022 101 10 001326.022 ▯ Black Phase DIM

101 10 001324.013 101 10 001325.013 101 10 001326.013 ○ White DALI

101 10 001324.213 101 10 001325.023 101 10 001326.023 ▯ Black DALI

101 10 001324.015 101 10 001325.015 101 10 001326.015 ○ White Bluetooth

101 10 001324.215 101 10 001325.025 101 10 001326.025 ▯ Black Bluetooth
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Mono Mono  100 Trimless
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Mono 100 Trimless

System

Optical Assembly

A suite of luminaires designed for visual comfort and kit for flush 
installation into plasterboard ceilings. Lumen packages and optical 
accessories to suit applications from workplace and civic, to health, 
retail, hospitality and education.

High-pressure die-cast aluminium housing with INOX fixation and 
fasteners. Optical housing and dissipation system in black anodised 
forged aluminium. Active power factor correction; current regulation, 
voltage spike protection. 
Class III. IP44

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <3 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. In combination 
with optional spreader, linear spreader, diffuser lens or hex louvre.
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Mono 100 Trimless
Type 1 

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with inset flush trimless detail. Includes direct fast 
connector to remote driver. Active power factor correction, current regulation, voltage spike protection. Optional 
spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 130mm Round x 160mm Deep

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

178

140 - 150



14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 002100.011 101 10 002101.011 101 10 002102.011 ○ White Fixed Output

101 10 002100.211 101 10 002101.021 101 10 002102.021 ▯ Black Fixed Output

101 10 002100.012 101 10 002101.012 101 10 002102.012 ○ White Phase DIM

101 10 002100.212 101 10 002101.022 101 10 002102.022 ▯ Black Phase DIM

101 10 002100.013 101 10 002101.013 101 10 002102.013 ○ White DALI

101 10 002100.213 101 10 002101.023 101 10 002102.023 ▯ Black DALI

101 10 002100.015 101 10 002101.015 101 10 002102.015 ○ White Bluetooth

101 10 002100.215 101 10 002101.025 101 10 002102.025 ▯ Black Bluetooth

3000K 101 10 002103.011 101 10 002104.011 101 10 002105.011 ○ White Fixed Output

101 10 002103.211 101 10 002104.021 101 10 002105.021 ▯ Black Fixed Output

101 10 002103.012 101 10 002104.012 101 10 002105.012 ○ White Phase DIM

101 10 002103.212 101 10 002104.022 101 10 002105.022 ▯ Black Phase DIM

101 10 002103.013 101 10 002104.013 101 10 002105.013 ○ White DALI

101 10 002103.213 101 10 002104.023 101 10 002105.023 ▯ Black DALI

101 10 002103.015 101 10 002104.015 101 10 002105.015 ○ White Bluetooth

101 10 002103.215 101 10 002104.025 101 10 002105.025 ▯ Black Bluetooth

4000K 101 10 002106.011 101 10 002107.011 101 10 002108.011 ○ White Fixed Output

101 10 002106.211 101 10 002107.021 101 10 002108.021 ▯ Black Fixed Output

101 10 002106.012 101 10 002107.012 101 10 002108.012 ○ White Phase DIM

101 10 002106.212 101 10 002107.022 101 10 002108.022 ▯ Black Phase DIM

101 10 002106.013 101 10 002107.013 101 10 002108.013 ○ White DALI

101 10 002106.213 101 10 002107.023 101 10 002108.023 ▯ Black DALI

101 10 002106.015 101 10 002107.015 101 10 002108.015 ○ White Bluetooth

101 10 002106.215 101 10 002107.025 101 10 002108.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 002109.011 101 10 002110.011 101 10 002111.011 ○ White Fixed Output

101 10 002109.211 101 10 002110.021 101 10 002111.021 ▯ Black Fixed Output

101 10 002109.012 101 10 002110.012 101 10 002111.012 ○ White Phase DIM

101 10 002109.212 101 10 002110.022 101 10 002111.022 ▯ Black Phase DIM

101 10 002109.013 101 10 002110.013 101 10 002111.013 ○ White DALI

101 10 002109.213 101 10 002110.023 101 10 002111.023 ▯ Black DALI

101 10 002109.015 101 10 002110.015 101 10 002111.015 ○ White Bluetooth

101 10 002109.215 101 10 002110.025 101 10 002111.025 ▯ Black Bluetooth

3000K 101 10 002112.011 101 10 002113.011 101 10 002114.011 ○ White Fixed Output

101 10 002112.211 101 10 002113.021 101 10 002114.021 ▯ Black Fixed Output

101 10 002112.012 101 10 002113.012 101 10 002114.012 ○ White Phase DIM

101 10 002112.212 101 10 002113.022 101 10 002114.022 ▯ Black Phase DIM

101 10 002112.013 101 10 002113.013 101 10 002114.013 ○ White DALI

101 10 002112.213 101 10 002113.023 101 10 002114.023 ▯ Black DALI

101 10 002112.015 101 10 002113.015 101 10 002114.015 ○ White Bluetooth

101 10 002112.215 101 10 002113.025 101 10 002114.025 ▯ Black Bluetooth

4000K 101 10 002115.011 101 10 002116.011 101 10 002117.011 ○ White Fixed Output

101 10 002115.211 101 10 002116.021 101 10 002117.021 ▯ Black Fixed Output

101 10 002115.012 101 10 002116.012 101 10 002117.012 ○ White Phase DIM

101 10 002115.212 101 10 002116.022 101 10 002117.022 ▯ Black Phase DIM

101 10 002115.013 101 10 002116.013 101 10 002117.013 ○ White DALI

101 10 002115.213 101 10 002116.023 101 10 002117.023 ▯ Black DALI

101 10 002115.015 101 10 002116.015 101 10 002117.015 ○ White Bluetooth

101 10 002115.215 101 10 002116.025 101 10 002117.025 ▯ Black Bluetooth

27W

2700K 101 10 002118.011 101 10 002119.011 101 10 002120.011 ○ White Fixed Output

101 10 002118.211 101 10 002119.021 101 10 002120.021 ▯ Black Fixed Output

101 10 002118.012 101 10 002119.012 101 10 002120.012 ○ White Phase DIM

101 10 002118.212 101 10 002119.022 101 10 002120.022 ▯ Black Phase DIM

101 10 002118.013 101 10 002119.013 101 10 002120.013 ○ White DALI

101 10 002118.213 101 10 002119.023 101 10 002120.023 ▯ Black DALI

101 10 002118.015 101 10 002119.015 101 10 002120.015 ○ White Bluetooth

101 10 002118.215 101 10 002119.025 101 10 002120.025 ▯ Black Bluetooth

3000K 101 10 002121.011 101 10 002122.011 101 10 002123.011 ○ White Fixed Output

101 10 002121.211 101 10 002122.021 101 10 002123.021 ▯ Black Fixed Output

101 10 002121.012 101 10 002122.012 101 10 002123.012 ○ White Phase DIM

101 10 002121.212 101 10 002122.022 101 10 002123.022 ▯ Black Phase DIM

101 10 002121.013 101 10 002122.013 101 10 002123.013 ○ White DALI

101 10 002121.213 101 10 002122.023 101 10 002123.023 ▯ Black DALI

101 10 002121.015 101 10 002122.015 101 10 002123.015 ○ White Bluetooth

101 10 002121.215 101 10 002122.025 101 10 002123.025 ▯ Black Bluetooth

4000K 101 10 002124.011 101 10 002125.011 101 10 002126.011 ○ White Fixed Output

101 10 002124.211 101 10 002125.021 101 10 002126.021 ▯ Black Fixed Output

101 10 002124.012 101 10 002125.012 101 10 002126.012 ○ White Phase DIM

101 10 002124.212 101 10 002125.022 101 10 002126.022 ▯ Black Phase DIM

101 10 002124.013 101 10 002125.013 101 10 002126.013 ○ White DALI

101 10 002124.213 101 10 002125.023 101 10 002126.023 ▯ Black DALI

101 10 002124.015 101 10 002125.015 101 10 002126.015 ○ White Bluetooth

101 10 002124.215 101 10 002125.025 101 10 002126.025 ▯ Black Bluetooth
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Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Trimless
Type 1 



Mono 100 Trimless
Type 2

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with inset flush trimless detail and anti-glare baffle. 
Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike 
protection. Optional spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 130mm Round x 160mm Deep

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

178

140 - 150
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 002200.011 101 10 002201.011 101 10 002202.011 ○ White Fixed Output

101 10 002200.211 101 10 002201.021 101 10 002202.021 ▯ Black Fixed Output

101 10 002200.012 101 10 002201.012 101 10 002202.012 ○ White Phase DIM

101 10 002200.212 101 10 002201.022 101 10 002202.022 ▯ Black Phase DIM

101 10 002200.013 101 10 002201.013 101 10 002202.013 ○ White DALI

101 10 002200.213 101 10 002201.023 101 10 002202.023 ▯ Black DALI

101 10 002200.015 101 10 002201.015 101 10 002202.015 ○ White Bluetooth

101 10 002200.215 101 10 002201.025 101 10 002202.025 ▯ Black Bluetooth

3000K 101 10 002203.011 101 10 002204.011 101 10 002205.011 ○ White Fixed Output

101 10 002203.211 101 10 002204.021 101 10 002205.021 ▯ Black Fixed Output

101 10 002203.012 101 10 002204.012 101 10 002205.012 ○ White Phase DIM

101 10 002203.212 101 10 002204.022 101 10 002205.022 ▯ Black Phase DIM

101 10 002203.013 101 10 002204.013 101 10 002205.013 ○ White DALI

101 10 002203.213 101 10 002204.023 101 10 002205.023 ▯ Black DALI

101 10 002203.015 101 10 002204.015 101 10 002205.015 ○ White Bluetooth

101 10 002203.215 101 10 002204.025 101 10 002205.025 ▯ Black Bluetooth

4000K 101 10 002206.011 101 10 002207.011 101 10 002208.011 ○ White Fixed Output

101 10 002206.211 101 10 002207.021 101 10 002208.021 ▯ Black Fixed Output

101 10 002206.012 101 10 002207.012 101 10 002208.012 ○ White Phase DIM

101 10 002206.212 101 10 002207.022 101 10 002208.022 ▯ Black Phase DIM

101 10 002206.013 101 10 002207.013 101 10 002208.013 ○ White DALI

101 10 002206.213 101 10 002207.023 101 10 002208.023 ▯ Black DALI

101 10 002206.015 101 10 002207.015 101 10 002208.015 ○ White Bluetooth

101 10 002206.215 101 10 002207.025 101 10 002208.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 002209.011 101 10 002210.011 101 10 002211.011 ○ White Fixed Output

101 10 002209.211 101 10 002210.021 101 10 002211.021 ▯ Black Fixed Output

101 10 002209.012 101 10 002210.012 101 10 002211.012 ○ White Phase DIM

101 10 002209.212 101 10 002210.022 101 10 002211.022 ▯ Black Phase DIM

101 10 002209.013 101 10 002210.013 101 10 002211.013 ○ White DALI

101 10 002209.213 101 10 002210.023 101 10 002211.023 ▯ Black DALI

101 10 002209.015 101 10 002210.015 101 10 002211.015 ○ White Bluetooth

101 10 002209.215 101 10 002210.025 101 10 002211.025 ▯ Black Bluetooth

3000K 101 10 002212.011 101 10 002213.011 101 10 002214.011 ○ White Fixed Output

101 10 002212.211 101 10 002213.021 101 10 002214.021 ▯ Black Fixed Output

101 10 002212.012 101 10 002213.012 101 10 002214.012 ○ White Phase DIM

101 10 002212.212 101 10 002213.022 101 10 002214.022 ▯ Black Phase DIM

101 10 002212.013 101 10 002213.013 101 10 002214.013 ○ White DALI

101 10 002212.213 101 10 002213.023 101 10 002214.023 ▯ Black DALI

101 10 002212.015 101 10 002213.015 101 10 002214.015 ○ White Bluetooth

101 10 002212.215 101 10 002213.025 101 10 002214.025 ▯ Black Bluetooth

4000K 101 10 002215.011 101 10 002216.011 101 10 002217.011 ○ White Fixed Output

101 10 002215.211 101 10 002216.021 101 10 002217.021 ▯ Black Fixed Output

101 10 002215.012 101 10 002216.012 101 10 002217.012 ○ White Phase DIM

101 10 002215.212 101 10 002216.022 101 10 002217.022 ▯ Black Phase DIM

101 10 002215.013 101 10 002216.013 101 10 002217.013 ○ White DALI

101 10 002215.213 101 10 002216.023 101 10 002217.023 ▯ Black DALI

101 10 002215.015 101 10 002216.015 101 10 002217.015 ○ White Bluetooth

101 10 002215.215 101 10 002216.025 101 10 002217.025 ▯ Black Bluetooth

27W

2700K 101 10 002218.011 101 10 002219.011 101 10 002220.011 ○ White Fixed Output

101 10 002218.211 101 10 002219.021 101 10 002220.021 ▯ Black Fixed Output

101 10 002218.012 101 10 002219.012 101 10 002220.012 ○ White Phase DIM

101 10 002218.212 101 10 002219.022 101 10 002220.022 ▯ Black Phase DIM

101 10 002218.013 101 10 002219.013 101 10 002220.013 ○ White DALI

101 10 002218.213 101 10 002219.023 101 10 002220.023 ▯ Black DALI

101 10 002218.015 101 10 002219.015 101 10 002220.015 ○ White Bluetooth

101 10 002218.215 101 10 002219.025 101 10 002220.025 ▯ Black Bluetooth

3000K 101 10 002221.011 101 10 002222.011 101 10 002223.011 ○ White Fixed Output

101 10 002221.211 101 10 002222.021 101 10 002223.021 ▯ Black Fixed Output

101 10 002221.012 101 10 002222.012 101 10 002223.012 ○ White Phase DIM

101 10 002221.212 101 10 002222.022 101 10 002223.022 ▯ Black Phase DIM

101 10 002221.013 101 10 002222.013 101 10 002223.013 ○ White DALI

101 10 002221.213 101 10 002222.023 101 10 002223.023 ▯ Black DALI

101 10 002221.015 101 10 002222.015 101 10 002223.015 ○ White Bluetooth

101 10 002221.215 101 10 002222.025 101 10 002223.025 ▯ Black Bluetooth

4000K 101 10 002224.011 101 10 002225.011 101 10 002226.011 ○ White Fixed Output

101 10 002224.211 101 10 002225.021 101 10 002226.021 ▯ Black Fixed Output

101 10 002224.012 101 10 002225.012 101 10 002226.012 ○ White Phase DIM

101 10 002224.212 101 10 002225.022 101 10 002226.022 ▯ Black Phase DIM

101 10 002224.013 101 10 002225.013 101 10 002226.013 ○ White DALI

101 10 002224.213 101 10 002225.023 101 10 002226.023 ▯ Black DALI

101 10 002224.015 101 10 002225.015 101 10 002226.015 ○ White Bluetooth

101 10 002224.215 101 10 002225.025 101 10 002226.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Trimless
Type 2
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Mono 100 Trimless
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Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with inset flush trimless detail and snoot. Includes 
direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike protection. 
Optional spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.

System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 130mm Round x 160mm Deep

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

178
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 002300.011 101 10 002301.011 101 10 002302.011 ○ White Fixed Output

101 10 002300.211 101 10 002301.021 101 10 002302.021 ▯ Black Fixed Output

101 10 002300.012 101 10 002301.012 101 10 002302.012 ○ White Phase DIM

101 10 002300.212 101 10 002301.022 101 10 002302.022 ▯ Black Phase DIM

101 10 002300.013 101 10 002301.013 101 10 002302.013 ○ White DALI

101 10 002300.213 101 10 002301.023 101 10 002302.023 ▯ Black DALI

101 10 002300.015 101 10 002301.015 101 10 002302.015 ○ White Bluetooth

101 10 002300.215 101 10 002301.025 101 10 002302.025 ▯ Black Bluetooth

3000K 101 10 002303.011 101 10 002304.011 101 10 002305.011 ○ White Fixed Output

101 10 002303.211 101 10 002304.021 101 10 002305.021 ▯ Black Fixed Output

101 10 002303.012 101 10 002304.012 101 10 002305.012 ○ White Phase DIM

101 10 002303.212 101 10 002304.022 101 10 002305.022 ▯ Black Phase DIM

101 10 002303.013 101 10 002304.013 101 10 002305.013 ○ White DALI

101 10 002303.213 101 10 002304.023 101 10 002305.023 ▯ Black DALI

101 10 002303.015 101 10 002304.015 101 10 002305.015 ○ White Bluetooth

101 10 002303.215 101 10 002304.025 101 10 002305.025 ▯ Black Bluetooth

4000K 101 10 002306.011 101 10 002307.011 101 10 002308.011 ○ White Fixed Output

101 10 002306.211 101 10 002307.021 101 10 002308.021 ▯ Black Fixed Output

101 10 002306.012 101 10 002307.012 101 10 002308.012 ○ White Phase DIM

101 10 002306.212 101 10 002307.022 101 10 002308.022 ▯ Black Phase DIM

101 10 002306.013 101 10 002307.013 101 10 002308.013 ○ White DALI

101 10 002306.213 101 10 002307.023 101 10 002308.023 ▯ Black DALI

101 10 002306.015 101 10 002307.015 101 10 002308.015 ○ White Bluetooth

101 10 002306.215 101 10 002307.025 101 10 002308.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 002309.011 101 10 002310.011 101 10 002311.011 ○ White Fixed Output

101 10 002309.211 101 10 002310.021 101 10 002311.021 ▯ Black Fixed Output

101 10 002309.012 101 10 002310.012 101 10 002311.012 ○ White Phase DIM

101 10 002309.212 101 10 002310.022 101 10 002311.022 ▯ Black Phase DIM

101 10 002309.013 101 10 002310.013 101 10 002311.013 ○ White DALI

101 10 002309.213 101 10 002310.023 101 10 002311.023 ▯ Black DALI

101 10 002309.015 101 10 002310.015 101 10 002311.015 ○ White Bluetooth

101 10 002309.215 101 10 002310.025 101 10 002311.025 ▯ Black Bluetooth

3000K 101 10 002312.011 101 10 002313.011 101 10 002314.011 ○ White Fixed Output

101 10 002312.211 101 10 002313.021 101 10 002314.021 ▯ Black Fixed Output

101 10 002312.012 101 10 002313.012 101 10 002314.012 ○ White Phase DIM

101 10 002312.212 101 10 002313.022 101 10 002314.022 ▯ Black Phase DIM

101 10 002312.013 101 10 002313.013 101 10 002314.013 ○ White DALI

101 10 002312.213 101 10 002313.023 101 10 002314.023 ▯ Black DALI

101 10 002312.015 101 10 002313.015 101 10 002314.015 ○ White Bluetooth

101 10 002312.215 101 10 002313.025 101 10 002314.025 ▯ Black Bluetooth

4000K 101 10 002315.011 101 10 002316.011 101 10 002317.011 ○ White Fixed Output

101 10 002315.211 101 10 002316.021 101 10 002317.021 ▯ Black Fixed Output

101 10 002315.012 101 10 002316.012 101 10 002317.012 ○ White Phase DIM

101 10 002315.212 101 10 002316.022 101 10 002317.022 ▯ Black Phase DIM

101 10 002315.013 101 10 002316.013 101 10 002317.013 ○ White DALI

101 10 002315.213 101 10 002316.023 101 10 002317.023 ▯ Black DALI

101 10 002315.015 101 10 002316.015 101 10 002317.015 ○ White Bluetooth

101 10 002315.215 101 10 002316.025 101 10 002317.025 ▯ Black Bluetooth

27W

2700K 101 10 002318.011 101 10 002319.011 101 10 002320.011 ○ White Fixed Output

101 10 002318.211 101 10 002319.021 101 10 002320.021 ▯ Black Fixed Output

101 10 002318.012 101 10 002319.012 101 10 002320.012 ○ White Phase DIM

101 10 002318.212 101 10 002319.022 101 10 002320.022 ▯ Black Phase DIM

101 10 002318.013 101 10 002319.013 101 10 002320.013 ○ White DALI

101 10 002318.213 101 10 002319.023 101 10 002320.023 ▯ Black DALI

101 10 002318.015 101 10 002319.015 101 10 002320.015 ○ White Bluetooth

101 10 002318.215 101 10 002319.025 101 10 002320.025 ▯ Black Bluetooth

3000K 101 10 002321.011 101 10 002322.011 101 10 002323.011 ○ White Fixed Output

101 10 002321.211 101 10 002322.021 101 10 002323.021 ▯ Black Fixed Output

101 10 002321.012 101 10 002322.012 101 10 002323.012 ○ White Phase DIM

101 10 002321.212 101 10 002322.022 101 10 002323.022 ▯ Black Phase DIM

101 10 002321.013 101 10 002322.013 101 10 002323.013 ○ White DALI

101 10 002321.213 101 10 002322.023 101 10 002323.023 ▯ Black DALI

101 10 002321.015 101 10 002322.015 101 10 002323.015 ○ White Bluetooth

101 10 002321.215 101 10 002322.025 101 10 002323.025 ▯ Black Bluetooth

4000K 101 10 002324.011 101 10 002325.011 101 10 002326.011 ○ White Fixed Output

101 10 002324.211 101 10 002325.021 101 10 002326.021 ▯ Black Fixed Output

101 10 002324.012 101 10 002325.012 101 10 002326.012 ○ White Phase DIM

101 10 002324.212 101 10 002325.022 101 10 002326.022 ▯ Black Phase DIM

101 10 002324.013 101 10 002325.013 101 10 002326.013 ○ White DALI

101 10 002324.213 101 10 002325.023 101 10 002326.023 ▯ Black DALI

101 10 002324.015 101 10 002325.015 101 10 002326.015 ○ White Bluetooth

101 10 002324.215 101 10 002325.025 101 10 002326.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Trimless
Type 3
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Mono Mono  100 Trimless Concrete
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Mono 100 Trimless
Concrete

System

Optical Assembly

A suite of luminaires designed for visual comfort and to deliver a clean 
shadow line from the fixture to the concrete slab. Lumen packages 
and optical accessories to suit applications from workplace and civic, 
to health, retail, hospitality and education.

High-pressure die-cast aluminium housing with INOX fixation and 
fasteners. Optical housing and dissipation system in black anodised 
forged aluminium. Active power factor correction; current regulation, 
voltage spike protection. 
Class III. IP44

Rotationally symmetrical polished faceted aluminium reflector; COB 
LED; <3 SCDM; L90 B10 50 000hr; Ra97; R1=99 R2=100 R3=97 
R4=100 R5=99 R6=98 R7=98 R8=97 R9=92 R10=98 R11=97 
R12=87 R13=99 R14=97 R15=99; TM30 = R95 F103. In combination 
with optional spreader, linear spreader, diffuser lens or hex louvre.
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Mono 100 Trimless Concrete
Type 1 

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with inset flush trimless detail. Includes direct fast 
connector to remote driver. Active power factor correction, current regulation, voltage spike protection. Optional 
spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

190

42
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 003100.011 101 10 003101.011 101 10 003102.011 ○ White Fixed Output

101 10 003100.211 101 10 003101.021 101 10 003102.021 ▯ Black Fixed Output

101 10 003100.012 101 10 003101.012 101 10 003102.012 ○ White Phase DIM

101 10 003100.212 101 10 003101.022 101 10 003102.022 ▯ Black Phase DIM

101 10 003100.013 101 10 003101.013 101 10 003102.013 ○ White DALI

101 10 003100.213 101 10 003101.023 101 10 003102.023 ▯ Black DALI

101 10 003100.015 101 10 003101.015 101 10 003102.015 ○ White Bluetooth

101 10 003100.215 101 10 003101.025 101 10 003102.025 ▯ Black Bluetooth

3000K 101 10 003103.011 101 10 003104.011 101 10 003105.011 ○ White Fixed Output

101 10 003103.211 101 10 003104.021 101 10 003105.021 ▯ Black Fixed Output

101 10 003103.012 101 10 003104.012 101 10 003105.012 ○ White Phase DIM

101 10 003103.212 101 10 003104.022 101 10 003105.022 ▯ Black Phase DIM

101 10 003103.013 101 10 003104.013 101 10 003105.013 ○ White DALI

101 10 003103.213 101 10 003104.023 101 10 003105.023 ▯ Black DALI

101 10 003103.015 101 10 003104.015 101 10 003105.015 ○ White Bluetooth

101 10 003103.215 101 10 003104.025 101 10 003105.025 ▯ Black Bluetooth

4000K 101 10 003106.011 101 10 003107.011 101 10 003108.011 ○ White Fixed Output

101 10 003106.211 101 10 003107.021 101 10 003108.021 ▯ Black Fixed Output

101 10 003106.012 101 10 003107.012 101 10 003108.012 ○ White Phase DIM

101 10 003106.212 101 10 003107.022 101 10 003108.022 ▯ Black Phase DIM

101 10 003106.013 101 10 003107.013 101 10 003108.013 ○ White DALI

101 10 003106.213 101 10 003107.023 101 10 003108.023 ▯ Black DALI

101 10 003106.015 101 10 003107.015 101 10 003108.015 ○ White Bluetooth

101 10 003106.215 101 10 003107.025 101 10 003108.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 003109.011 101 10 003110.011 101 10 003111.011 ○ White Fixed Output

101 10 003109.211 101 10 003110.021 101 10 003111.021 ▯ Black Fixed Output

101 10 003109.012 101 10 003110.012 101 10 003111.012 ○ White Phase DIM

101 10 003109.212 101 10 003110.022 101 10 003111.022 ▯ Black Phase DIM

101 10 003109.013 101 10 003110.013 101 10 003111.013 ○ White DALI

101 10 003109.213 101 10 003110.023 101 10 003111.023 ▯ Black DALI

101 10 003109.015 101 10 003110.015 101 10 003111.015 ○ White Bluetooth

101 10 003109.215 101 10 003110.025 101 10 003111.025 ▯ Black Bluetooth

3000K 101 10 003112.011 101 10 003113.011 101 10 003114.011 ○ White Fixed Output

101 10 003112.211 101 10 003113.021 101 10 003114.021 ▯ Black Fixed Output

101 10 003112.012 101 10 003113.012 101 10 003114.012 ○ White Phase DIM

101 10 003112.212 101 10 003113.022 101 10 003114.022 ▯ Black Phase DIM

101 10 003112.013 101 10 003113.013 101 10 003114.013 ○ White DALI

101 10 003112.213 101 10 003113.023 101 10 003114.023 ▯ Black DALI

101 10 003112.015 101 10 003113.015 101 10 003114.015 ○ White Bluetooth

101 10 003112.215 101 10 003113.025 101 10 003114.025 ▯ Black Bluetooth

4000K 101 10 003115.011 101 10 003116.011 101 10 003117.011 ○ White Fixed Output

101 10 003115.211 101 10 003116.021 101 10 003117.021 ▯ Black Fixed Output

101 10 003115.012 101 10 003116.012 101 10 003117.012 ○ White Phase DIM

101 10 003115.212 101 10 003116.022 101 10 003117.022 ▯ Black Phase DIM

101 10 003115.013 101 10 003116.013 101 10 003117.013 ○ White DALI

101 10 003115.213 101 10 003116.023 101 10 003117.023 ▯ Black DALI

101 10 003115.015 101 10 003116.015 101 10 003117.015 ○ White Bluetooth

101 10 003115.215 101 10 003116.025 101 10 003117.025 ▯ Black Bluetooth

27W

2700K 101 10 003118.011 101 10 003119.011 101 10 003120.011 ○ White Fixed Output

101 10 003118.211 101 10 003119.021 101 10 003120.021 ▯ Black Fixed Output

101 10 003118.012 101 10 003119.012 101 10 003120.012 ○ White Phase DIM

101 10 003118.212 101 10 003119.022 101 10 003120.022 ▯ Black Phase DIM

101 10 003118.013 101 10 003119.013 101 10 003120.013 ○ White DALI

101 10 003118.213 101 10 003119.023 101 10 003120.023 ▯ Black DALI

101 10 003118.015 101 10 003119.015 101 10 003120.015 ○ White Bluetooth

101 10 003118.215 101 10 003119.025 101 10 003120.025 ▯ Black Bluetooth

3000K 101 10 003121.011 101 10 003122.011 101 10 003123.011 ○ White Fixed Output

101 10 003121.211 101 10 003122.021 101 10 003123.021 ▯ Black Fixed Output

101 10 003121.012 101 10 003122.012 101 10 003123.012 ○ White Phase DIM

101 10 003121.212 101 10 003122.022 101 10 003123.022 ▯ Black Phase DIM

101 10 003121.013 101 10 003122.013 101 10 003123.013 ○ White DALI

101 10 003121.213 101 10 003122.023 101 10 003123.023 ▯ Black DALI

101 10 003121.015 101 10 003122.015 101 10 003123.015 ○ White Bluetooth

101 10 003121.215 101 10 003122.025 101 10 003123.025 ▯ Black Bluetooth

4000K 101 10 003124.011 101 10 003125.011 101 10 003126.011 ○ White Fixed Output

101 10 003124.211 101 10 003125.021 101 10 003126.021 ▯ Black Fixed Output

101 10 003124.012 101 10 003125.012 101 10 003126.012 ○ White Phase DIM

101 10 003124.212 101 10 003125.022 101 10 003126.022 ▯ Black Phase DIM

101 10 003124.013 101 10 003125.013 101 10 003126.013 ○ White DALI

101 10 003124.213 101 10 003125.023 101 10 003126.023 ▯ Black DALI

101 10 003124.015 101 10 003125.015 101 10 003126.015 ○ White Bluetooth

101 10 003124.215 101 10 003125.025 101 10 003126.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Trimless Concrete
Type 1
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Mono 100 Trimless Concrete
Type 2

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with rounded flush trimless detail and ati-glare 
baffle. Includes direct fast connector to remote driver. Active power factor correction, current regulation, voltage 
spike protection. Optional spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

190

42

182

100 66
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 003200.011 101 10 003201.011 101 10 003202.011 ○ White Fixed Output

101 10 003200.211 101 10 003201.021 101 10 003202.021 ▯ Black Fixed Output

101 10 003200.012 101 10 003201.012 101 10 003202.012 ○ White Phase DIM

101 10 003200.212 101 10 003201.022 101 10 003202.022 ▯ Black Phase DIM

101 10 003200.013 101 10 003201.013 101 10 003202.013 ○ White DALI

101 10 003200.213 101 10 003201.023 101 10 003202.023 ▯ Black DALI

101 10 003200.015 101 10 003201.015 101 10 003202.015 ○ White Bluetooth

101 10 003200.215 101 10 003201.025 101 10 003202.025 ▯ Black Bluetooth

3000K 101 10 003203.011 101 10 003204.011 101 10 003205.011 ○ White Fixed Output

101 10 003203.211 101 10 003204.021 101 10 003205.021 ▯ Black Fixed Output

101 10 003203.012 101 10 003204.012 101 10 003205.012 ○ White Phase DIM

101 10 003203.212 101 10 003204.022 101 10 003205.022 ▯ Black Phase DIM

101 10 003203.013 101 10 003204.013 101 10 003205.013 ○ White DALI

101 10 003203.213 101 10 003204.023 101 10 003205.023 ▯ Black DALI

101 10 003203.015 101 10 003204.015 101 10 003205.015 ○ White Bluetooth

101 10 003203.215 101 10 003204.025 101 10 003205.025 ▯ Black Bluetooth

4000K 101 10 003206.011 101 10 003207.011 101 10 003208.011 ○ White Fixed Output

101 10 003206.211 101 10 003207.021 101 10 003208.021 ▯ Black Fixed Output

101 10 003206.012 101 10 003207.012 101 10 003208.012 ○ White Phase DIM

101 10 003206.212 101 10 003207.022 101 10 003208.022 ▯ Black Phase DIM

101 10 003206.013 101 10 003207.013 101 10 003208.013 ○ White DALI

101 10 003206.213 101 10 003207.023 101 10 003208.023 ▯ Black DALI

101 10 003206.015 101 10 003207.015 101 10 003208.015 ○ White Bluetooth

101 10 003206.215 101 10 003207.025 101 10 003208.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 003209.011 101 10 003210.011 101 10 003211.011 ○ White Fixed Output

101 10 003209.211 101 10 003210.021 101 10 003211.021 ▯ Black Fixed Output

101 10 003209.012 101 10 003210.012 101 10 003211.012 ○ White Phase DIM

101 10 003209.212 101 10 003210.022 101 10 003211.022 ▯ Black Phase DIM

101 10 003209.013 101 10 003210.013 101 10 003211.013 ○ White DALI

101 10 003209.213 101 10 003210.023 101 10 003211.023 ▯ Black DALI

101 10 003209.015 101 10 003210.015 101 10 003211.015 ○ White Bluetooth

101 10 003209.215 101 10 003210.025 101 10 003211.025 ▯ Black Bluetooth

3000K 101 10 003212.011 101 10 003213.011 101 10 003214.011 ○ White Fixed Output

101 10 003212.211 101 10 003213.021 101 10 003214.021 ▯ Black Fixed Output

101 10 003212.012 101 10 003213.012 101 10 003214.012 ○ White Phase DIM

101 10 003212.212 101 10 003213.022 101 10 003214.022 ▯ Black Phase DIM

101 10 003212.013 101 10 003213.013 101 10 003214.013 ○ White DALI

101 10 003212.213 101 10 003213.023 101 10 003214.023 ▯ Black DALI

101 10 003212.015 101 10 003213.015 101 10 003214.015 ○ White Bluetooth

101 10 003212.215 101 10 003213.025 101 10 003214.025 ▯ Black Bluetooth

4000K 101 10 003215.011 101 10 003216.011 101 10 003217.011 ○ White Fixed Output

101 10 003215.211 101 10 003216.021 101 10 003217.021 ▯ Black Fixed Output

101 10 003215.012 101 10 003216.012 101 10 003217.012 ○ White Phase DIM

101 10 003215.212 101 10 003216.022 101 10 003217.022 ▯ Black Phase DIM

101 10 003215.013 101 10 003216.013 101 10 003217.013 ○ White DALI

101 10 003215.213 101 10 003216.023 101 10 003217.023 ▯ Black DALI

101 10 003215.015 101 10 003216.015 101 10 003217.015 ○ White Bluetooth

101 10 003215.215 101 10 003216.025 101 10 003217.025 ▯ Black Bluetooth

27W

2700K 101 10 003218.011 101 10 003219.011 101 10 003220.011 ○ White Fixed Output

101 10 003218.211 101 10 003219.021 101 10 003220.021 ▯ Black Fixed Output

101 10 003218.012 101 10 003219.012 101 10 003220.012 ○ White Phase DIM

101 10 003218.212 101 10 003219.022 101 10 003220.022 ▯ Black Phase DIM

101 10 003218.013 101 10 003219.013 101 10 003220.013 ○ White DALI

101 10 003218.213 101 10 003219.023 101 10 003220.023 ▯ Black DALI

101 10 003218.015 101 10 003219.015 101 10 003220.015 ○ White Bluetooth

101 10 003218.215 101 10 003219.025 101 10 003220.025 ▯ Black Bluetooth

3000K 101 10 003221.011 101 10 003222.011 101 10 003223.011 ○ White Fixed Output

101 10 003221.211 101 10 003222.021 101 10 003223.021 ▯ Black Fixed Output

101 10 003221.012 101 10 003222.012 101 10 003223.012 ○ White Phase DIM

101 10 003221.212 101 10 003222.022 101 10 003223.022 ▯ Black Phase DIM

101 10 003221.013 101 10 003222.013 101 10 003223.013 ○ White DALI

101 10 003221.213 101 10 003222.023 101 10 003223.023 ▯ Black DALI

101 10 003221.015 101 10 003222.015 101 10 003223.015 ○ White Bluetooth

101 10 003221.215 101 10 003222.025 101 10 003223.025 ▯ Black Bluetooth

4000K 101 10 003224.011 101 10 003225.011 101 10 003226.011 ○ White Fixed Output

101 10 003224.211 101 10 003225.021 101 10 003226.021 ▯ Black Fixed Output

101 10 003224.012 101 10 003225.012 101 10 003226.012 ○ White Phase DIM

101 10 003224.212 101 10 003225.022 101 10 003226.022 ▯ Black Phase DIM

101 10 003224.013 101 10 003225.013 101 10 003226.013 ○ White DALI

101 10 003224.213 101 10 003225.023 101 10 003226.023 ▯ Black DALI

101 10 003224.015 101 10 003225.015 101 10 003226.015 ○ White Bluetooth

101 10 003224.215 101 10 003225.025 101 10 003226.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Trimless Concrete
Type 2
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Mono 100 Trimless Concrete
Type 3

Recessed ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour reproduction, 
fixed orientation. High pressure die-cast powdercoated facade with flush trimless detail and snoot. Includes 
direct fast connector to remote driver. Active power factor correction, current regulation, voltage spike protection. 
Optional spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP44

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

190

42

182

100 66
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 003200.011 101 10 003201.011 101 10 003202.011 ○ White Fixed Output

101 10 003200.211 101 10 003201.021 101 10 003202.021 ▯ Black Fixed Output

101 10 003200.012 101 10 003201.012 101 10 003202.012 ○ White Phase DIM

101 10 003200.212 101 10 003201.022 101 10 003202.022 ▯ Black Phase DIM

101 10 003200.013 101 10 003201.013 101 10 003202.013 ○ White DALI

101 10 003200.213 101 10 003201.023 101 10 003202.023 ▯ Black DALI

101 10 003200.015 101 10 003201.015 101 10 003202.015 ○ White Bluetooth

101 10 003200.215 101 10 003201.025 101 10 003202.025 ▯ Black Bluetooth

3000K 101 10 003203.011 101 10 003204.011 101 10 003205.011 ○ White Fixed Output

101 10 003203.211 101 10 003204.021 101 10 003205.021 ▯ Black Fixed Output

101 10 003203.012 101 10 003204.012 101 10 003205.012 ○ White Phase DIM

101 10 003203.212 101 10 003204.022 101 10 003205.022 ▯ Black Phase DIM

101 10 003203.013 101 10 003204.013 101 10 003205.013 ○ White DALI

101 10 003203.213 101 10 003204.023 101 10 003205.023 ▯ Black DALI

101 10 003203.015 101 10 003204.015 101 10 003205.015 ○ White Bluetooth

101 10 003203.215 101 10 003204.025 101 10 003205.025 ▯ Black Bluetooth

4000K 101 10 003206.011 101 10 003207.011 101 10 003208.011 ○ White Fixed Output

101 10 003206.211 101 10 003207.021 101 10 003208.021 ▯ Black Fixed Output

101 10 003206.012 101 10 003207.012 101 10 003208.012 ○ White Phase DIM

101 10 003206.212 101 10 003207.022 101 10 003208.022 ▯ Black Phase DIM

101 10 003206.013 101 10 003207.013 101 10 003208.013 ○ White DALI

101 10 003206.213 101 10 003207.023 101 10 003208.023 ▯ Black DALI

101 10 003206.015 101 10 003207.015 101 10 003208.015 ○ White Bluetooth

101 10 003206.215 101 10 003207.025 101 10 003208.025 ▯ Black Bluetooth

19W SP - 15° FL - 30° WFL - 60°

2700K 101 10 003209.011 101 10 003210.011 101 10 003211.011 ○ White Fixed Output

101 10 003209.211 101 10 003210.021 101 10 003211.021 ▯ Black Fixed Output

101 10 003209.012 101 10 003210.012 101 10 003211.012 ○ White Phase DIM

101 10 003209.212 101 10 003210.022 101 10 003211.022 ▯ Black Phase DIM

101 10 003209.013 101 10 003210.013 101 10 003211.013 ○ White DALI

101 10 003209.213 101 10 003210.023 101 10 003211.023 ▯ Black DALI

101 10 003209.015 101 10 003210.015 101 10 003211.015 ○ White Bluetooth

101 10 003209.215 101 10 003210.025 101 10 003211.025 ▯ Black Bluetooth

3000K 101 10 003212.011 101 10 003213.011 101 10 003214.011 ○ White Fixed Output

101 10 003212.211 101 10 003213.021 101 10 003214.021 ▯ Black Fixed Output

101 10 003212.012 101 10 003213.012 101 10 003214.012 ○ White Phase DIM

101 10 003212.212 101 10 003213.022 101 10 003214.022 ▯ Black Phase DIM

101 10 003212.013 101 10 003213.013 101 10 003214.013 ○ White DALI

101 10 003212.213 101 10 003213.023 101 10 003214.023 ▯ Black DALI

101 10 003212.015 101 10 003213.015 101 10 003214.015 ○ White Bluetooth

101 10 003212.215 101 10 003213.025 101 10 003214.025 ▯ Black Bluetooth

4000K 101 10 003215.011 101 10 003216.011 101 10 003217.011 ○ White Fixed Output

101 10 003215.211 101 10 003216.021 101 10 003217.021 ▯ Black Fixed Output

101 10 003215.012 101 10 003216.012 101 10 003217.012 ○ White Phase DIM

101 10 003215.212 101 10 003216.022 101 10 003217.022 ▯ Black Phase DIM

101 10 003215.013 101 10 003216.013 101 10 003217.013 ○ White DALI

101 10 003215.213 101 10 003216.023 101 10 003217.023 ▯ Black DALI

101 10 003215.015 101 10 003216.015 101 10 003217.015 ○ White Bluetooth

101 10 003215.215 101 10 003216.025 101 10 003217.025 ▯ Black Bluetooth

27W

2700K 101 10 003218.011 101 10 003219.011 101 10 003220.011 ○ White Fixed Output

101 10 003218.211 101 10 003219.021 101 10 003220.021 ▯ Black Fixed Output

101 10 003218.012 101 10 003219.012 101 10 003220.012 ○ White Phase DIM

101 10 003218.212 101 10 003219.022 101 10 003220.022 ▯ Black Phase DIM

101 10 003218.013 101 10 003219.013 101 10 003220.013 ○ White DALI

101 10 003218.213 101 10 003219.023 101 10 003220.023 ▯ Black DALI

101 10 003218.015 101 10 003219.015 101 10 003220.015 ○ White Bluetooth

101 10 003218.215 101 10 003219.025 101 10 003220.025 ▯ Black Bluetooth

3000K 101 10 003221.011 101 10 003222.011 101 10 003223.011 ○ White Fixed Output

101 10 003221.211 101 10 003222.021 101 10 003223.021 ▯ Black Fixed Output

101 10 003221.012 101 10 003222.012 101 10 003223.012 ○ White Phase DIM

101 10 003221.212 101 10 003222.022 101 10 003223.022 ▯ Black Phase DIM

101 10 003221.013 101 10 003222.013 101 10 003223.013 ○ White DALI

101 10 003221.213 101 10 003222.023 101 10 003223.023 ▯ Black DALI

101 10 003221.015 101 10 003222.015 101 10 003223.015 ○ White Bluetooth

101 10 003221.215 101 10 003222.025 101 10 003223.025 ▯ Black Bluetooth

4000K 101 10 003224.011 101 10 003225.011 101 10 003226.011 ○ White Fixed Output

101 10 003224.211 101 10 003225.021 101 10 003226.021 ▯ Black Fixed Output

101 10 003224.012 101 10 003225.012 101 10 003226.012 ○ White Phase DIM

101 10 003224.212 101 10 003225.022 101 10 003226.022 ▯ Black Phase DIM

101 10 003224.013 101 10 003225.013 101 10 003226.013 ○ White DALI

101 10 003224.213 101 10 003225.023 101 10 003226.023 ▯ Black DALI

101 10 003224.015 101 10 003225.015 101 10 003226.015 ○ White Bluetooth

101 10 003224.215 101 10 003225.025 101 10 003226.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Trimless Concrete
Type 3
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Mono Mono 100 Surface
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Mono 100 Surface
Type 1 

Surface mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with inset detail. Integrated driver. 
Active power factor correction, current regulation, voltage spike protection. Optional spreader lens, linear spreader 
lens, diffuser lens, or hex louvre; factory fitted.

H M
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP20

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

104

256
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 100100.011 101 10 100101.011 101 10 100102.011 ○ White Fixed Output

101 10 100100.211 101 10 100101.021 101 10 100102.021 ▯ Black Fixed Output

101 10 100100.013 101 10 100101.013 101 10 100102.013 ○ White DALI

101 10 100100.213 101 10 100101.023 101 10 100102.023 ▯ Black DALI

101 10 100100.015 101 10 100101.015 101 10 100102.015 ○ White Bluetooth

101 10 100100.215 101 10 100101.025 101 10 100102.025 ▯ Black Bluetooth

3000K 101 10 100103.011 101 10 100104.011 101 10 100105.011 ○ White Fixed Output

101 10 100103.211 101 10 100104.021 101 10 100105.021 ▯ Black Fixed Output

101 10 100103.013 101 10 100104.013 101 10 100105.013 ○ White DALI

101 10 100103.213 101 10 100104.023 101 10 100105.023 ▯ Black DALI

101 10 100103.015 101 10 100104.015 101 10 100105.015 ○ White Bluetooth

101 10 100103.215 101 10 100104.025 101 10 100105.025 ▯ Black Bluetooth

4000K 101 10 100106.011 101 10 100107.011 101 10 100108.011 ○ White Fixed Output

101 10 100106.211 101 10 100107.021 101 10 100108.021 ▯ Black Fixed Output

101 10 100106.013 101 10 100107.013 101 10 100108.013 ○ White DALI

101 10 100106.213 101 10 100107.023 101 10 100108.023 ▯ Black DALI

101 10 100106.015 101 10 100107.015 101 10 100108.015 ○ White Bluetooth

101 10 100106.215 101 10 100107.025 101 10 100108.025 ▯ Black Bluetooth

19W SP - 15° FL - 30º WFL - 60°

2700K 101 10 100109.011 101 10 100110.011 101 10 100111.011 ○ White Fixed Output

101 10 100109.211 101 10 100110.021 101 10 100111.021 ▯ Black Fixed Output

101 10 100109.013 101 10 100110.013 101 10 100111.013 ○ White DALI

101 10 100109.213 101 10 100110.023 101 10 100111.023 ▯ Black DALI

101 10 100109.015 101 10 100110.015 101 10 100111.015 ○ White Bluetooth

101 10 100109.215 101 10 100110.025 101 10 100111.025 ▯ Black Bluetooth

3000K 101 10 100112.011 101 10 100113.011 101 10 100114.011 ○ White Fixed Output

101 10 10012.211 101 10 100113.021 101 10 100114.021 ▯ Black Fixed Output

101 10 100112.013 101 10 100113.013 101 10 100114.013 ○ White DALI

101 10 100112.213 101 10 100113.023 101 10 100114.023 ▯ Black DALI

101 10 100112.015 101 10 100113.015 101 10 100114.015 ○ White Bluetooth

101 10 100112.215 101 10 100113.025 101 10 100114.025 ▯ Black Bluetooth

4000K 101 10 100115.011 101 10 100116.011 101 10 100117.011 ○ White Fixed Output

101 10 100115.211 101 10 100116.021 101 10 100117.021 ▯ Black Fixed Output

101 10 100115.013 101 10 100116.013 101 10 100117.013 ○ White DALI

101 10 100115.213 101 10 100116.023 101 10 100117.023 ▯ Black DALI

101 10 100115.015 101 10 100116.015 101 10 100117.015 ○ White Bluetooth

101 10 100115.215 101 10 100116.025 101 10 100117.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 100118.011 101 10 100119.011 101 10 100120.011 ○ White Fixed Output

101 10 100118.211 101 10 100119.021 101 10 100120.021 ▯ Black Fixed Output

101 10 100118.013 101 10 100119.013 101 10 100120.013 ○ White DALI

101 10 100118.213 101 10 100119.023 101 10 100120.023 ▯ Black DALI

101 10 100118.015 101 10 100119.015 101 10 100120.015 ○ White Bluetooth

101 10 100118.215 101 10 100119.025 101 10 100120.025 ▯ Black Bluetooth

3000K 101 10 100121.011 101 10 100122.011 101 10 100123.011 ○ White Fixed Output

101 10 100121.211 101 10 100122.021 101 10 100123.021 ▯ Black Fixed Output

101 10 100121.013 101 10 100122.013 101 10 100123.013 ○ White DALI

101 10 100121.213 101 10 100122.023 101 10 100123.023 ▯ Black DALI

101 10 100121.015 101 10 100122.015 101 10 100123.015 ○ White Bluetooth

101 10 100121.215 101 10 100122.025 101 10 100123.025 ▯ Black Bluetooth

4000K 101 10 100124.011 101 10 100125.011 101 10 100126.011 ○ White Fixed Output

101 10 100124.211 101 10 100125.021 101 10 100126.021 ▯ Black Fixed Output

101 10 100124.013 101 10 100125.013 101 10 100126.013 ○ White DALI

101 10 100124.213 101 10 100125.023 101 10 100126.023 ▯ Black DALI

101 10 100124.015 101 10 100125.015 101 10 100126.015 ○ White Bluetooth

101 10 100124.215 101 10 100125.025 101 10 100126.025 ▯ Black Bluetooth

M
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Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Surface
Type 1 
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Mono 100 Surface
Type 2 
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Surface mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with rounded detail and anti-glare 
baffle. Integrated driver. Active power factor correction, current regulation, voltage spike protection. Optional 
spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.

H

System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP20

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

104

256
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 100200.011 101 10 100201.011 101 10 100202.011 White Fixed Output

101 10 100200.211 101 10 100201.021 101 10 100202.021 Black Fixed Output

101 10 100200.013 101 10 100201.013 101 10 100202.013 White DALI

101 10 100200.213 101 10 100201.023 101 10 100202.023 Black DALI

101 10 100200.015 101 10 100201.015 101 10 100202.015 White Bluetooth

101 10 100200.215 101 10 100201.025 101 10 100202.025 Black Bluetooth

3000K 101 10 100203.011 101 10 100204.011 101 10 100205.011 White Fixed Output

101 10 100203.211 101 10 100204.021 101 10 100205.021 Black Fixed Output

101 10 100203.013 101 10 100204.013 101 10 100205.013 White DALI

101 10 100203.213 101 10 100204.023 101 10 100205.023 Black DALI

101 10 100203.015 101 10 100204.015 101 10 100205.015 White Bluetooth

101 10 100203.215 101 10 100204.025 101 10 100205.025 Black Bluetooth

4000K 101 10 100206.011 101 10 100207.011 101 10 100208.011 White Fixed Output

101 10 100206.211 101 10 100207.021 101 10 100208.021 Black Fixed Output

101 10 100206.013 101 10 100207.013 101 10 100208.013 White DALI

101 10 100206.213 101 10 100207.023 101 10 100208.023 Black DALI

101 10 100206.015 101 10 100207.015 101 10 100208.015 White Bluetooth

101 10 100206.215 101 10 100207.025 101 10 100208.025 Black Bluetooth

19W FL - 15° FL - 30º WFL - 60°

2700K 101 10 100209.011 101 10 100210.011 101 10 100211.011 ○ White Fixed Output

101 10 100209.211 101 10 100210.021 101 10 100211.021 ▯ Black Fixed Output

101 10 100209.013 101 10 100210.013 101 10 100211.013 ○ White DALI

101 10 100209.213 101 10 100210.023 101 10 100211.023 ▯ Black DALI

101 10 100209.015 101 10 100210.015 101 10 100211.015 ○ White Bluetooth

101 10 100209.215 101 10 100210.025 101 10 100211.025 ▯ Black Bluetooth

3000K 101 10 100212.011 101 10 100213.011 101 10 100214.011 ○ White Fixed Output

101 10 10022.211 101 10 100213.021 101 10 100214.021 ▯ Black Fixed Output

101 10 100212.013 101 10 100213.013 101 10 100214.013 ○ White DALI

101 10 100212.213 101 10 100213.023 101 10 100214.023 ▯ Black DALI

101 10 100212.015 101 10 100213.015 101 10 100214.015 ○ White Bluetooth

101 10 100212.215 101 10 100213.025 101 10 100214.025 ▯ Black Bluetooth

4000K 101 10 100215.011 101 10 100216.011 101 10 100217.011 ○ White Fixed Output

101 10 100215.211 101 10 100216.021 101 10 100217.021 ▯ Black Fixed Output

101 10 100215.013 101 10 100216.013 101 10 100217.013 ○ White DALI

101 10 100215.213 101 10 100216.023 101 10 100217.023 ▯ Black DALI

101 10 100215.015 101 10 100216.015 101 10 100217.015 ○ White Bluetooth

101 10 100215.215 101 10 100216.025 101 10 100217.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 100218.011 101 10 100219.011 101 10 100220.011 ○ White Fixed Output

101 10 100218.211 101 10 100219.021 101 10 100220.021 ▯ Black Fixed Output

101 10 100218.013 101 10 100219.013 101 10 100220.013 ○ White DALI

101 10 100218.213 101 10 100219.023 101 10 100220.023 ▯ Black DALI

101 10 100218.015 101 10 100219.015 101 10 100220.015 ○ White Bluetooth

101 10 100218.215 101 10 100219.025 101 10 100220.025 ▯ Black Bluetooth

3000K 101 10 100221.011 101 10 100222.011 101 10 100223.011 ○ White Fixed Output

101 10 100221.211 101 10 100222.021 101 10 100223.021 ▯ Black Fixed Output

101 10 100221.013 101 10 100222.013 101 10 100223.013 ○ White DALI

101 10 100221.213 101 10 100222.023 101 10 100223.023 ▯ Black DALI

101 10 100221.015 101 10 100222.015 101 10 100223.015 ○ White Bluetooth

101 10 100221.215 101 10 100222.025 101 10 100223.025 ▯ Black Bluetooth

4000K 101 10 100224.011 101 10 100225.011 101 10 100226.011 ○ White Fixed Output

101 10 100224.211 101 10 100225.021 101 10 100226.021 ▯ Black Fixed Output

101 10 100224.013 101 10 100225.013 101 10 100226.013 ○ White DALI

101 10 100224.213 101 10 100225.023 101 10 100226.023 ▯ Black DALI

101 10 100224.015 101 10 100225.015 101 10 100226.015 ○ White Bluetooth

101 10 100224.215 101 10 100225.025 101 10 100226.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Surface
Type 2
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Mono 100 Surface
Type 3

Surface mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with snoot detail. Integrated driver. 
Active power factor correction, current regulation, voltage spike protection. Optional spreader lens, linear spreader 
lens, diffuser lens, or hex louvre; factory fitted.

H

System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP20

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 100300.011 101 10 100301.011 101 10 100302.011 ○ White Fixed Output

101 10 100300.211 101 10 100301.021 101 10 100302.021 ▯ Black Fixed Output

101 10 100300.013 101 10 100301.013 101 10 100302.013 ○ White DALI

101 10 100300.213 101 10 100301.023 101 10 100302.023 ▯ Black DALI

101 10 100300.015 101 10 100301.015 101 10 100302.015 ○ White Bluetooth

101 10 100300.215 101 10 100301.025 101 10 100302.025 ▯ Black Bluetooth

3000K 101 10 100303.011 101 10 100304.011 101 10 100305.011 ○ White Fixed Output

101 10 100303.211 101 10 100304.021 101 10 100305.021 ▯ Black Fixed Output

101 10 100303.013 101 10 100304.013 101 10 100305.013 ○ White DALI

101 10 100303.213 101 10 100304.023 101 10 100305.023 ▯ Black DALI

101 10 100303.015 101 10 100304.015 101 10 100305.015 ○ White Bluetooth

101 10 100303.215 101 10 100304.025 101 10 100305.025 ▯ Black Bluetooth

4000K 101 10 100306.011 101 10 100307.011 101 10 100308.011 ○ White Fixed Output

101 10 100306.211 101 10 100307.021 101 10 100308.021 ▯ Black Fixed Output

101 10 100306.013 101 10 100307.013 101 10 100308.013 ○ White DALI

101 10 100306.213 101 10 100307.023 101 10 100308.023 ▯ Black DALI

101 10 100306.015 101 10 100307.015 101 10 100308.015 ○ White Bluetooth

101 10 100306.215 101 10 100307.025 101 10 100308.025 ▯ Black Bluetooth

19W FL - 15° FL - 30º WFL - 60°

2700K 101 10 100309.011 101 10 100310.011 101 10 100311.011 ○ White Fixed Output

101 10 100309.211 101 10 100310.021 101 10 100311.021 ▯ Black Fixed Output

101 10 100309.013 101 10 100310.013 101 10 100311.013 ○ White DALI

101 10 100309.213 101 10 100310.023 101 10 100311.023 ▯ Black DALI

101 10 100309.015 101 10 100310.015 101 10 100311.015 ○ White Bluetooth

101 10 100309.215 101 10 100310.025 101 10 100311.025 ▯ Black Bluetooth

3000K 101 10 100312.011 101 10 100313.011 101 10 100314.011 ○ White Fixed Output

101 10 10032.211 101 10 100313.021 101 10 100314.021 ▯ Black Fixed Output

101 10 100312.013 101 10 100313.013 101 10 100314.013 ○ White DALI

101 10 100312.213 101 10 100313.023 101 10 100314.023 ▯ Black DALI

101 10 100312.015 101 10 100313.015 101 10 100314.015 ○ White Bluetooth

101 10 100312.215 101 10 100313.025 101 10 100314.025 ▯ Black Bluetooth

4000K 101 10 100315.011 101 10 100316.011 101 10 100317.011 ○ White Fixed Output

101 10 100315.211 101 10 100316.021 101 10 100317.021 ▯ Black Fixed Output

101 10 100315.013 101 10 100316.013 101 10 100317.013 ○ White DALI

101 10 100315.213 101 10 100316.023 101 10 100317.023 ▯ Black DALI

101 10 100315.015 101 10 100316.015 101 10 100317.015 ○ White Bluetooth

101 10 100315.215 101 10 100316.025 101 10 100317.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 100318.011 101 10 100319.011 101 10 100320.011 ○ White Fixed Output

101 10 100318.211 101 10 100319.021 101 10 100320.021 ▯ Black Fixed Output

101 10 100318.013 101 10 100319.013 101 10 100320.013 ○ White DALI

101 10 100318.213 101 10 100319.023 101 10 100320.023 ▯ Black DALI

101 10 100318.015 101 10 100319.015 101 10 100320.015 ○ White Bluetooth

101 10 100318.215 101 10 100319.025 101 10 100320.025 ▯ Black Bluetooth

3000K 101 10 100321.011 101 10 100322.011 101 10 100323.011 ○ White Fixed Output

101 10 100321.211 101 10 100322.021 101 10 100323.021 ▯ Black Fixed Output

101 10 100321.013 101 10 100322.013 101 10 100323.013 ○ White DALI

101 10 100321.213 101 10 100322.023 101 10 100323.023 ▯ Black DALI

101 10 100321.015 101 10 100322.015 101 10 100323.015 ○ White Bluetooth

101 10 100321.215 101 10 100322.025 101 10 100323.025 ▯ Black Bluetooth

4000K 101 10 100324.011 101 10 100325.011 101 10 100326.011 ○ White Fixed Output

101 10 100324.211 101 10 100325.021 101 10 100326.021 ▯ Black Fixed Output

101 10 100324.013 101 10 100325.013 101 10 100326.013 ○ White DALI

101 10 100324.213 101 10 100325.023 101 10 100326.023 ▯ Black DALI

101 10 100324.015 101 10 100325.015 101 10 100326.015 ○ White Bluetooth

101 10 100324.215 101 10 100325.025 101 10 100326.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 Surface
Type 3



Mono 100 IP Surface
Type 1 

Surface mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with inset detail. Base material from 
Marine Grade Aluminium, Nano-Ceramic pre-treatment prior to powdercoating. Integrated driver. Active power 
factor correction, current regulation, voltage spike protection. Optional spreader lens, linear spreader lens, diffuser 
lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP65

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

104

256
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 101100.011 101 10 101101.011 101 10 101102.011 ○ White Fixed Output

101 10 101100.211 101 10 101101.021 101 10 101102.021 ▯ Black Fixed Output

101 10 101100.013 101 10 101101.013 101 10 101102.013 ○ White DALI

101 10 101100.213 101 10 101101.023 101 10 101102.023 ▯ Black DALI

101 10 101100.015 101 10 101101.015 101 10 101102.015 ○ White Bluetooth

101 10 101100.215 101 10 101101.025 101 10 101102.025 ▯ Black Bluetooth

3000K 101 10 101103.011 101 10 101104.011 101 10 101105.011 ○ White Fixed Output

101 10 101103.211 101 10 101104.021 101 10 101105.021 ▯ Black Fixed Output

101 10 101103.013 101 10 101104.013 101 10 101105.013 ○ White DALI

101 10 101103.213 101 10 101104.023 101 10 101105.023 ▯ Black DALI

101 10 101103.015 101 10 101104.015 101 10 101105.015 ○ White Bluetooth

101 10 101103.215 101 10 101104.025 101 10 101105.025 ▯ Black Bluetooth

4000K 101 10 101106.011 101 10 101107.011 101 10 101108.011 ○ White Fixed Output

101 10 101106.211 101 10 101107.021 101 10 101108.021 ▯ Black Fixed Output

101 10 101106.013 101 10 101107.013 101 10 101108.013 ○ White DALI

101 10 101106.213 101 10 101107.023 101 10 101108.023 ▯ Black DALI

101 10 101106.015 101 10 101107.015 101 10 101108.015 ○ White Bluetooth

101 10 101106.215 101 10 101107.025 101 10 101108.025 ▯ Black Bluetooth

19W FL - 15° FL - 30º WFL - 60°

2700K 101 10 101109.011 101 10 101110.011 101 10 101111.011 ○ White Fixed Output

101 10 101109.211 101 10 101110.021 101 10 101111.021 ▯ Black Fixed Output

101 10 101109.013 101 10 101110.013 101 10 101111.013 ○ White DALI

101 10 101109.213 101 10 101110.023 101 10 101111.023 ▯ Black DALI

101 10 101109.015 101 10 101110.015 101 10 101111.015 ○ White Bluetooth

101 10 101109.215 101 10 101110.025 101 10 101111.025 ▯ Black Bluetooth

3000K 101 10 101112.011 101 10 101113.011 101 10 101114.011 ○ White Fixed Output

101 10 10112.211 101 10 101113.021 101 10 101114.021 ▯ Black Fixed Output

101 10 101112.013 101 10 101113.013 101 10 101114.013 ○ White DALI

101 10 101112.213 101 10 101113.023 101 10 101114.023 ▯ Black DALI

101 10 101112.015 101 10 101113.015 101 10 101114.015 ○ White Bluetooth

101 10 101112.215 101 10 101113.025 101 10 101114.025 ▯ Black Bluetooth

4000K 101 10 101115.011 101 10 101116.011 101 10 101117.011 ○ White Fixed Output

101 10 101115.211 101 10 101116.021 101 10 101117.021 ▯ Black Fixed Output

101 10 101115.013 101 10 101116.013 101 10 101117.013 ○ White DALI

101 10 101115.213 101 10 101116.023 101 10 101117.023 ▯ Black DALI

101 10 101115.015 101 10 101116.015 101 10 101117.015 ○ White Bluetooth

101 10 101115.215 101 10 101116.025 101 10 101117.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 101118.011 101 10 101119.011 101 10 101120.011 ○ White Fixed Output

101 10 101118.211 101 10 101119.021 101 10 101120.021 ▯ Black Fixed Output

101 10 101118.013 101 10 101119.013 101 10 101120.013 ○ White DALI

101 10 101118.213 101 10 101119.023 101 10 101120.023 ▯ Black DALI

101 10 101118.015 101 10 101119.015 101 10 101120.015 ○ White Bluetooth

101 10 101118.215 101 10 101119.025 101 10 101120.025 ▯ Black Bluetooth

3000K 101 10 101121.011 101 10 101122.011 101 10 101123.011 ○ White Fixed Output

101 10 101121.211 101 10 101122.021 101 10 101123.021 ▯ Black Fixed Output

101 10 101121.013 101 10 101122.013 101 10 101123.013 ○ White DALI

101 10 101121.213 101 10 101122.023 101 10 101123.023 ▯ Black DALI

101 10 101121.015 101 10 101122.015 101 10 101123.015 ○ White Bluetooth

101 10 101121.215 101 10 101122.025 101 10 101123.025 ▯ Black Bluetooth

4000K 101 10 101124.011 101 10 101125.011 101 10 101126.011 ○ White Fixed Output

101 10 101124.211 101 10 101125.021 101 10 101126.021 ▯ Black Fixed Output

101 10 101124.013 101 10 101125.013 101 10 101126.013 ○ White DALI

101 10 101124.213 101 10 101125.023 101 10 101126.023 ▯ Black DALI

101 10 101124.015 101 10 101125.015 101 10 101126.015 ○ White Bluetooth

101 10 101124.215 101 10 101125.025 101 10 101126.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 IP Surface
Type 1 





Mono 100 IP Surface
Type 2

Surface mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with expressed detail, anti-glare baffle. 
Base material from Marine Grade Aluminium, Nano-Ceramic pre-treatment prior to powdercoating. Integrated 
driver. Active power factor correction, current regulation, voltage spike protection. Optional spreader lens, linear 
spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP65

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

104

256
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 101200.011 101 10 101201.011 101 10 101202.011 ○ White Fixed Output

101 10 101200.211 101 10 101201.021 101 10 101202.021 ▯ Black Fixed Output

101 10 101200.013 101 10 101201.013 101 10 101202.013 ○ White DALI

101 10 101200.213 101 10 101201.023 101 10 101202.023 ▯ Black DALI

101 10 101200.015 101 10 101201.015 101 10 101202.015 ○ White Bluetooth

101 10 101200.215 101 10 101201.025 101 10 101202.025 ▯ Black Bluetooth

3000K 101 10 101203.011 101 10 101204.011 101 10 101205.011 ○ White Fixed Output

101 10 101203.211 101 10 101204.021 101 10 101205.021 ▯ Black Fixed Output

101 10 101203.013 101 10 101204.013 101 10 101205.013 ○ White DALI

101 10 101203.213 101 10 101204.023 101 10 101205.023 ▯ Black DALI

101 10 101203.015 101 10 101204.015 101 10 101205.015 ○ White Bluetooth

101 10 101203.215 101 10 101204.025 101 10 101205.025 ▯ Black Bluetooth

4000K 101 10 101206.011 101 10 101207.011 101 10 101208.011 ○ White Fixed Output

101 10 101206.211 101 10 101207.021 101 10 101208.021 ▯ Black Fixed Output

101 10 101206.013 101 10 101207.013 101 10 101208.013 ○ White DALI

101 10 101206.213 101 10 101207.023 101 10 101208.023 ▯ Black DALI

101 10 101206.015 101 10 101207.015 101 10 101208.015 ○ White Bluetooth

101 10 101206.215 101 10 101207.025 101 10 101208.025 ▯ Black Bluetooth

19W FL - 15° FL - 30º WFL - 60°

2700K 101 10 101209.011 101 10 101210.011 101 10 101211.011 ○ White Fixed Output

101 10 101209.211 101 10 101210.021 101 10 101211.021 ▯ Black Fixed Output

101 10 101209.013 101 10 101210.013 101 10 101211.013 ○ White DALI

101 10 101209.213 101 10 101210.023 101 10 101211.023 ▯ Black DALI

101 10 101209.015 101 10 101210.015 101 10 101211.015 ○ White Bluetooth

101 10 101209.215 101 10 101210.025 101 10 101211.025 ▯ Black Bluetooth

3000K 101 10 101212.011 101 10 101213.011 101 10 101214.011 ○ White Fixed Output

101 10 10122.211 101 10 101213.021 101 10 101214.021 ▯ Black Fixed Output

101 10 101212.013 101 10 101213.013 101 10 101214.013 ○ White DALI

101 10 101212.213 101 10 101213.023 101 10 101214.023 ▯ Black DALI

101 10 101212.015 101 10 101213.015 101 10 101214.015 ○ White Bluetooth

101 10 101212.215 101 10 101213.025 101 10 101214.025 ▯ Black Bluetooth

4000K 101 10 101215.011 101 10 101216.011 101 10 101217.011 ○ White Fixed Output

101 10 101215.211 101 10 101216.021 101 10 101217.021 ▯ Black Fixed Output

101 10 101215.013 101 10 101216.013 101 10 101217.013 ○ White DALI

101 10 101215.213 101 10 101216.023 101 10 101217.023 ▯ Black DALI

101 10 101215.015 101 10 101216.015 101 10 101217.015 ○ White Bluetooth

101 10 101215.215 101 10 101216.025 101 10 101217.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 101218.011 101 10 101219.011 101 10 101220.011 ○ White Fixed Output

101 10 101218.211 101 10 101219.021 101 10 101220.021 ▯ Black Fixed Output

101 10 101218.013 101 10 101219.013 101 10 101220.013 ○ White DALI

101 10 101218.213 101 10 101219.023 101 10 101220.023 ▯ Black DALI

101 10 101218.015 101 10 101219.015 101 10 101220.015 ○ White Bluetooth

101 10 101218.215 101 10 101219.025 101 10 101220.025 ▯ Black Bluetooth

3000K 101 10 101221.011 101 10 101222.011 101 10 101223.011 ○ White Fixed Output

101 10 101221.211 101 10 101222.021 101 10 101223.021 ▯ Black Fixed Output

101 10 101221.013 101 10 101222.013 101 10 101223.013 ○ White DALI

101 10 101221.213 101 10 101222.023 101 10 101223.023 ▯ Black DALI

101 10 101221.015 101 10 101222.015 101 10 101223.015 ○ White Bluetooth

101 10 101221.215 101 10 101222.025 101 10 101223.025 ▯ Black Bluetooth

4000K 101 10 101224.011 101 10 101225.011 101 10 101226.011 ○ White Fixed Output

101 10 101224.211 101 10 101225.021 101 10 101226.021 ▯ Black Fixed Output

101 10 101224.013 101 10 101225.013 101 10 101226.013 ○ White DALI

101 10 101224.213 101 10 101225.023 101 10 101226.023 ▯ Black DALI

101 10 101224.015 101 10 101225.015 101 10 101226.015 ○ White Bluetooth

101 10 101224.215 101 10 101225.025 101 10 101226.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 IP Surface
Type 2 



Mono 100 IP Surface
Type 3  

Surface mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with snoot detail for glare prevention. 
Base material from Marine Grade Aluminium, Nano-Ceramic pre-treatment prior to powdercoating. Integrated 
driver. Active power factor correction, current regulation, voltage spike protection. Optional spreader lens, linear 
spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP65

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

104

256
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14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 101300.011 101 10 101301.011 101 10 101302.011 ○ White Fixed Output

101 10 101300.211 101 10 101301.021 101 10 101302.021 ▯ Black Fixed Output

101 10 101300.013 101 10 101301.013 101 10 101302.013 ○ White DALI

101 10 101300.213 101 10 101301.023 101 10 101302.023 ▯ Black DALI

101 10 101300.015 101 10 101301.015 101 10 101302.015 ○ White Bluetooth

101 10 101300.215 101 10 101301.025 101 10 101302.025 ▯ Black Bluetooth

3000K 101 10 101303.011 101 10 101304.011 101 10 101305.011 ○ White Fixed Output

101 10 101303.211 101 10 101304.021 101 10 101305.021 ▯ Black Fixed Output

101 10 101303.013 101 10 101304.013 101 10 101305.013 ○ White DALI

101 10 101303.213 101 10 101304.023 101 10 101305.023 ▯ Black DALI

101 10 101303.015 101 10 101304.015 101 10 101305.015 ○ White Bluetooth

101 10 101303.215 101 10 101304.025 101 10 101305.025 ▯ Black Bluetooth

4000K 101 10 101306.011 101 10 101307.011 101 10 101308.011 ○ White Fixed Output

101 10 101306.211 101 10 101307.021 101 10 101308.021 ▯ Black Fixed Output

101 10 101306.013 101 10 101307.013 101 10 101308.013 ○ White DALI

101 10 101306.213 101 10 101307.023 101 10 101308.023 ▯ Black DALI

101 10 101306.015 101 10 101307.015 101 10 101308.015 ○ White Bluetooth

101 10 101306.215 101 10 101307.025 101 10 101308.025 ▯ Black Bluetooth

19W FL - 15° FL - 30º WFL - 60°

2700K 101 10 101309.011 101 10 101310.011 101 10 101311.011 ○ White Fixed Output

101 10 101309.211 101 10 101310.021 101 10 101311.021 ▯ Black Fixed Output

101 10 101309.013 101 10 101310.013 101 10 101311.013 ○ White DALI

101 10 101309.213 101 10 101310.023 101 10 101311.023 ▯ Black DALI

101 10 101309.015 101 10 101310.015 101 10 101311.015 ○ White Bluetooth

101 10 101309.215 101 10 101310.025 101 10 101311.025 ▯ Black Bluetooth

3000K 101 10 101312.011 101 10 101313.011 101 10 101314.011 ○ White Fixed Output

101 10 10132.211 101 10 101313.021 101 10 101314.021 ▯ Black Fixed Output

101 10 101312.013 101 10 101313.013 101 10 101314.013 ○ White DALI

101 10 101312.213 101 10 101313.023 101 10 101314.023 ▯ Black DALI

101 10 101312.015 101 10 101313.015 101 10 101314.015 ○ White Bluetooth

101 10 101312.215 101 10 101313.025 101 10 101314.025 ▯ Black Bluetooth

4000K 101 10 101315.011 101 10 101316.011 101 10 101317.011 ○ White Fixed Output

101 10 101315.211 101 10 101316.021 101 10 101317.021 ▯ Black Fixed Output

101 10 101315.013 101 10 101316.013 101 10 101317.013 ○ White DALI

101 10 101315.213 101 10 101316.023 101 10 101317.023 ▯ Black DALI

101 10 101315.015 101 10 101316.015 101 10 101317.015 ○ White Bluetooth

101 10 101315.215 101 10 101316.025 101 10 101317.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 101318.011 101 10 101319.011 101 10 101320.011 ○ White Fixed Output

101 10 101318.211 101 10 101319.021 101 10 101320.021 ▯ Black Fixed Output

101 10 101318.013 101 10 101319.013 101 10 101320.013 ○ White DALI

101 10 101318.213 101 10 101319.023 101 10 101320.023 ▯ Black DALI

101 10 101318.015 101 10 101319.015 101 10 101320.015 ○ White Bluetooth

101 10 101318.215 101 10 101319.025 101 10 101320.025 ▯ Black Bluetooth

3000K 101 10 101321.011 101 10 101322.011 101 10 101323.011 ○ White Fixed Output

101 10 101321.211 101 10 101322.021 101 10 101323.021 ▯ Black Fixed Output

101 10 101321.013 101 10 101322.013 101 10 101323.013 ○ White DALI

101 10 101321.213 101 10 101322.023 101 10 101323.023 ▯ Black DALI

101 10 101321.015 101 10 101322.015 101 10 101323.015 ○ White Bluetooth

101 10 101321.215 101 10 101322.025 101 10 101323.025 ▯ Black Bluetooth

4000K 101 10 101324.011 101 10 101325.011 101 10 101326.011 ○ White Fixed Output

101 10 101324.211 101 10 101325.021 101 10 101326.021 ▯ Black Fixed Output

101 10 101324.013 101 10 101325.013 101 10 101326.013 ○ White DALI

101 10 101324.213 101 10 101325.023 101 10 101326.023 ▯ Black DALI

101 10 101324.015 101 10 101325.015 101 10 101326.015 ○ White Bluetooth

101 10 101324.215 101 10 101325.025 101 10 101326.025 ▯ Black Bluetooth

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Mono 100 IP Surface
Type 3 
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Mono 100 Suspension
Type 1 

Suspension mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with inset detail. Integrated driver. 
Active power factor correction, current regulation, voltage spike protection. Optional spreader lens, linear spreader 
lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP20

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

104

256

61

1500
3000
6000
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Mono 100 Suspension
Type 1 

M
on

oM
ono

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Accessories

980 01 010015.003 Suspension Kit 3 Core Clear Cable 1500mm

980 01 010030.003 Suspension Kit 3 Core Clear Cable 3000mm

980 01 010060.003 Suspension Kit 3 Core Clear Cable 6000mm

980 01 010015.005 Suspension Kit 5 Core Clear Cable 1500mm

980 01 010030.005 Suspension Kit 5 Core Clear Cable 3000mm

980 01 010060.005 Suspension Kit 5 Core Clear Cable 6000mm

14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 200100.011 101 10 200101.011 101 10 200102.011 ○ White Fixed Output

101 10 200100.211 101 10 200101.021 101 10 200102.021 ▯ Black Fixed Output

101 10 200100.013 101 10 200101.013 101 10 200102.013 ○ White DALI

101 10 200100.213 101 10 200101.023 101 10 200102.023 ▯ Black DALI

101 10 200100.015 101 10 200101.015 101 10 200102.015 ○ White Bluetooth

101 10 200100.215 101 10 200101.025 101 10 200102.025 ▯ Black Bluetooth

3000K 101 10 200103.011 101 10 200104.011 101 10 200105.011 ○ White Fixed Output

101 10 200103.211 101 10 200104.021 101 10 200105.021 ▯ Black Fixed Output

101 10 200103.013 101 10 200104.013 101 10 200105.013 ○ White DALI

101 10 200103.213 101 10 200104.023 101 10 200105.023 ▯ Black DALI

101 10 200103.015 101 10 200104.015 101 10 200105.015 ○ White Bluetooth

101 10 200103.215 101 10 200104.025 101 10 200105.025 ▯ Black Bluetooth

4000K 101 10 200106.011 101 10 200107.011 101 10 200108.011 ○ White Fixed Output

101 10 200106.211 101 10 200107.021 101 10 200108.021 ▯ Black Fixed Output

101 10 200106.013 101 10 200107.013 101 10 200108.013 ○ White DALI

101 10 200106.213 101 10 200107.023 101 10 200108.023 ▯ Black DALI

101 10 200106.015 101 10 200107.015 101 10 200108.015 ○ White Bluetooth

101 10 200106.215 101 10 200107.025 101 10 200108.025 ▯ Black Bluetooth

19W FL - 15° FL - 30º WFL - 60°

2700K 101 10 200209.011 101 10 200210.011 101 10 200111.011 ○ White Fixed Output

101 10 200209.211 101 10 200210.021 101 10 200111.021 ▯ Black Fixed Output

101 10 200209.013 101 10 200210.013 101 10 200111.013 ○ White DALI

101 10 200209.213 101 10 200210.023 101 10 200111.023 ▯ Black DALI

101 10 200209.015 101 10 200210.015 101 10 200111.015 ○ White Bluetooth

101 10 200209.215 101 10 200210.025 101 10 200111.025 ▯ Black Bluetooth

3000K 101 10 200212.011 101 10 200213.011 101 10 200114.011 ○ White Fixed Output

101 10 20022.211 101 10 200213.021 101 10 200114.021 ▯ Black Fixed Output

101 10 200212.013 101 10 200213.013 101 10 200114.013 ○ White DALI

101 10 200212.213 101 10 200213.023 101 10 200114.023 ▯ Black DALI

101 10 200212.015 101 10 200213.015 101 10 200114.015 ○ White Bluetooth

101 10 200212.215 101 10 200213.025 101 10 200114.025 ▯ Black Bluetooth

4000K 101 10 200215.011 101 10 200216.011 101 10 200117.011 ○ White Fixed Output

101 10 200215.211 101 10 200216.021 101 10 200117.021 ▯ Black Fixed Output

101 10 200215.013 101 10 200216.013 101 10 200117.013 ○ White DALI

101 10 200215.213 101 10 200216.023 101 10 200117.023 ▯ Black DALI

101 10 200215.015 101 10 200216.015 101 10 200117.015 ○ White Bluetooth

101 10 200215.215 101 10 200216.025 101 10 200117.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 200218.011 101 10 200219.011 101 10 200120.011 ○ White Fixed Output

101 10 200218.211 101 10 200219.021 101 10 200120.021 ▯ Black Fixed Output

101 10 200218.013 101 10 200219.013 101 10 200120.013 ○ White DALI

101 10 200218.213 101 10 200219.023 101 10 200120.023 ▯ Black DALI

101 10 200218.015 101 10 200219.015 101 10 200120.015 ○ White Bluetooth

101 10 200218.215 101 10 200219.025 101 10 200120.025 ▯ Black Bluetooth

3000K 101 10 200221.011 101 10 200222.011 101 10 200123.011 ○ White Fixed Output

101 10 200221.211 101 10 200222.021 101 10 200123.021 ▯ Black Fixed Output

101 10 200221.013 101 10 200222.013 101 10 200123.013 ○ White DALI

101 10 200221.213 101 10 200222.023 101 10 200123.023 ▯ Black DALI

101 10 200221.015 101 10 200222.015 101 10 200123.015 ○ White Bluetooth

101 10 200221.215 101 10 200222.025 101 10 200123.025 ▯ Black Bluetooth

4000K 101 10 200224.011 101 10 200225.011 101 10 200126.011 ○ White Fixed Output

101 10 200224.211 101 10 200225.021 101 10 200126.021 ▯ Black Fixed Output

101 10 200224.013 101 10 200225.013 101 10 200126.013 ○ White DALI

101 10 200224.213 101 10 200225.023 101 10 200126.023 ▯ Black DALI

101 10 200224.015 101 10 200225.015 101 10 200126.015 ○ White Bluetooth

101 10 200224.215 101 10 200225.025 101 10 200126.025 ▯ Black Bluetooth



Mono 100 Suspension
Type 2 

Suspension mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with expressed detail, anti-glare 
baffle. Integrated driver. Active power factor correction, current regulation, voltage spike protection. Optional 
spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP20

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

104

256

61

1500
3000
6000
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ono Mono 100 Suspension
Type 2 

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Accessories

980 01 010015.003 Suspension Kit 3 Core Clear Cable 1500mm

980 01 010030.003 Suspension Kit 3 Core Clear Cable 3000mm

980 01 010060.003 Suspension Kit 3 Core Clear Cable 6000mm

980 01 010015.005 Suspension Kit 5 Core Clear Cable 1500mm

980 01 010030.005 Suspension Kit 5 Core Clear Cable 3000mm

980 01 010060.005 Suspension Kit 5 Core Clear Cable 6000mm

14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 200200.011 101 10 200201.011 101 10 200202.011 ○ White Fixed Output

101 10 200200.211 101 10 200201.021 101 10 200202.021 ▯ Black Fixed Output

101 10 200200.013 101 10 200201.013 101 10 200202.013 ○ White DALI

101 10 200200.213 101 10 200201.023 101 10 200202.023 ▯ Black DALI

101 10 200200.015 101 10 200201.015 101 10 200202.015 ○ White Bluetooth

101 10 200200.215 101 10 200201.025 101 10 200202.025 ▯ Black Bluetooth

3000K 101 10 200203.011 101 10 200204.011 101 10 200205.011 ○ White Fixed Output

101 10 200203.211 101 10 200204.021 101 10 200205.021 ▯ Black Fixed Output

101 10 200203.013 101 10 200204.013 101 10 200205.013 ○ White DALI

101 10 200203.213 101 10 200204.023 101 10 200205.023 ▯ Black DALI

101 10 200203.015 101 10 200204.015 101 10 200205.015 ○ White Bluetooth

101 10 200203.215 101 10 200204.025 101 10 200205.025 ▯ Black Bluetooth

4000K 101 10 200206.011 101 10 200207.011 101 10 200208.011 ○ White Fixed Output

101 10 200206.211 101 10 200207.021 101 10 200208.021 ▯ Black Fixed Output

101 10 200206.013 101 10 200207.013 101 10 200208.013 ○ White DALI

101 10 200206.213 101 10 200207.023 101 10 200208.023 ▯ Black DALI

101 10 200206.015 101 10 200207.015 101 10 200208.015 ○ White Bluetooth

101 10 200206.215 101 10 200207.025 101 10 200208.025 ▯ Black Bluetooth

19W FL - 15° FL - 30º WFL - 60°

2700K 101 10 200209.011 101 10 200210.011 101 10 200211.011 ○ White Fixed Output

101 10 200209.211 101 10 200210.021 101 10 200211.021 ▯ Black Fixed Output

101 10 200209.013 101 10 200210.013 101 10 200211.013 ○ White DALI

101 10 200209.213 101 10 200210.023 101 10 200211.023 ▯ Black DALI

101 10 200209.015 101 10 200210.015 101 10 200211.015 ○ White Bluetooth

101 10 200209.215 101 10 200210.025 101 10 200211.025 ▯ Black Bluetooth

3000K 101 10 200212.011 101 10 200213.011 101 10 200214.011 ○ White Fixed Output

101 10 20022.211 101 10 200213.021 101 10 200214.021 ▯ Black Fixed Output

101 10 200212.013 101 10 200213.013 101 10 200214.013 ○ White DALI

101 10 200212.213 101 10 200213.023 101 10 200214.023 ▯ Black DALI

101 10 200212.015 101 10 200213.015 101 10 200214.015 ○ White Bluetooth

101 10 200212.215 101 10 200213.025 101 10 200214.025 ▯ Black Bluetooth

4000K 101 10 200215.011 101 10 200216.011 101 10 200217.011 ○ White Fixed Output

101 10 200215.211 101 10 200216.021 101 10 200217.021 ▯ Black Fixed Output

101 10 200215.013 101 10 200216.013 101 10 200217.013 ○ White DALI

101 10 200215.213 101 10 200216.023 101 10 200217.023 ▯ Black DALI

101 10 200215.015 101 10 200216.015 101 10 200217.015 ○ White Bluetooth

101 10 200215.215 101 10 200216.025 101 10 200217.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 200218.011 101 10 200219.011 101 10 200220.011 ○ White Fixed Output

101 10 200218.211 101 10 200219.021 101 10 200220.021 ▯ Black Fixed Output

101 10 200218.013 101 10 200219.013 101 10 200220.013 ○ White DALI

101 10 200218.213 101 10 200219.023 101 10 200220.023 ▯ Black DALI

101 10 200218.015 101 10 200219.015 101 10 200220.015 ○ White Bluetooth

101 10 200218.215 101 10 200219.025 101 10 200220.025 ▯ Black Bluetooth

3000K 101 10 200221.011 101 10 200222.011 101 10 200223.011 ○ White Fixed Output

101 10 200221.211 101 10 200222.021 101 10 200223.021 ▯ Black Fixed Output

101 10 200221.013 101 10 200222.013 101 10 200223.013 ○ White DALI

101 10 200221.213 101 10 200222.023 101 10 200223.023 ▯ Black DALI

101 10 200221.015 101 10 200222.015 101 10 200223.015 ○ White Bluetooth

101 10 200221.215 101 10 200222.025 101 10 200223.025 ▯ Black Bluetooth

4000K 101 10 200224.011 101 10 200225.011 101 10 200226.011 ○ White Fixed Output

101 10 200224.211 101 10 200225.021 101 10 200226.021 ▯ Black Fixed Output

101 10 200224.013 101 10 200225.013 101 10 200226.013 ○ White DALI

101 10 200224.213 101 10 200225.023 101 10 200226.023 ▯ Black DALI

101 10 200224.015 101 10 200225.015 101 10 200226.015 ○ White Bluetooth

101 10 200224.215 101 10 200225.025 101 10 200226.025 ▯ Black Bluetooth



Mono 100 Suspension
Type 3 

Suspension mounted ceiling luminaire with rotationally symmetrical spot, flood or wide flood optics, high colour 
reproduction, fixed orientation. High pressure die-cast powdercoated facade with snoot detail for prevention 
of glare. Integrated driver. Active power factor correction, current regulation, voltage spike protection. Optional 
spreader lens, linear spreader lens, diffuser lens, or hex louvre; factory fitted.
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System

Power 14W / 19W / 27W

Input 220V-240V / 50-60Hz

Colour Temperature 2700K / 3000K / 4000K

Lumen Maintenance L90 B10 50 000hr (14W / 19W) / L80 B20 50 000hr (27W)

CRI Ra97 

Tm30 R95 F103

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP20

SP - 15° FL - 30° WFL - 60°

14W 2700K 956lm 1013lm 981lm

3000K 953lm 942lm 1037lm

4000K 1127lm 1095lm 1132lm

19W 2700K 1314lm 1300lm 1350lm

3000K 1320lm 1300lm 1436lm

4000K 1548lm 1508lm 1568lm

27W 2700K 1763lm 1750lm 1765lm

3000K 1781lm 1770lm 1939lm

4000K 2091lm 2029lm 2110lm

104

256

61

1500
3000
6000
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Type 3 

Optical Accessories

990 00 005501.010 Hex Louvre 55

990 00 005502.000 Spreader Lens 55

990 00 005503.000 Linear Spreader Lens 55

990 00 005504.000 Diffuser Lens 55 - 80% Transmission

990 00 005505.000 Diffuser Lens 55 - 50% Transmission

990 00 005506.000 Workplace Optic

Accessories

980 01 010015.003 Suspension Kit 3 Core Clear Cable 1500mm

980 01 010030.003 Suspension Kit 3 Core Clear Cable 3000mm

980 01 010060.003 Suspension Kit 3 Core Clear Cable 6000mm

980 01 010015.005 Suspension Kit 5 Core Clear Cable 1500mm

980 01 010030.005 Suspension Kit 5 Core Clear Cable 3000mm

980 01 010060.005 Suspension Kit 5 Core Clear Cable 6000mm

14W SP - 15° FL - 30° WFL - 60°

2700K 101 10 200300.011 101 10 200301.011 101 10 200302.011 ○ White Fixed Output

101 10 200300.211 101 10 200301.021 101 10 200302.021 ▯ Black Fixed Output

101 10 200300.013 101 10 200301.013 101 10 200302.013 ○ White DALI

101 10 200300.213 101 10 200301.023 101 10 200302.023 ▯ Black DALI

101 10 200300.015 101 10 200301.015 101 10 200302.015 ○ White Bluetooth

101 10 200300.215 101 10 200301.025 101 10 200302.025 ▯ Black Bluetooth

3000K 101 10 200303.011 101 10 200304.011 101 10 200305.011 ○ White Fixed Output

101 10 200303.211 101 10 200304.021 101 10 200305.021 ▯ Black Fixed Output

101 10 200303.013 101 10 200304.013 101 10 200305.013 ○ White DALI

101 10 200303.213 101 10 200304.023 101 10 200305.023 ▯ Black DALI

101 10 200303.015 101 10 200304.015 101 10 200305.015 ○ White Bluetooth

101 10 200303.215 101 10 200304.025 101 10 200305.025 ▯ Black Bluetooth

4000K 101 10 200306.011 101 10 200307.011 101 10 200308.011 ○ White Fixed Output

101 10 200306.211 101 10 200307.021 101 10 200308.021 ▯ Black Fixed Output

101 10 200306.013 101 10 200307.013 101 10 200308.013 ○ White DALI

101 10 200306.213 101 10 200307.023 101 10 200308.023 ▯ Black DALI

101 10 200306.015 101 10 200307.015 101 10 200308.015 ○ White Bluetooth

101 10 200306.215 101 10 200307.025 101 10 200308.025 ▯ Black Bluetooth

19W FL - 15° FL - 30º WFL - 60°

2700K 101 10 200309.011 101 10 200310.011 101 10 200311.011 ○ White Fixed Output

101 10 200309.211 101 10 200310.021 101 10 200311.021 ▯ Black Fixed Output

101 10 200309.013 101 10 200310.013 101 10 200311.013 ○ White DALI

101 10 200309.213 101 10 200310.023 101 10 200311.023 ▯ Black DALI

101 10 200309.015 101 10 200310.015 101 10 200311.015 ○ White Bluetooth

101 10 200309.215 101 10 200310.025 101 10 200311.025 ▯ Black Bluetooth

3000K 101 10 200312.011 101 10 200313.011 101 10 200314.011 ○ White Fixed Output

101 10 20032.211 101 10 200313.021 101 10 200314.021 ▯ Black Fixed Output

101 10 200312.013 101 10 200313.013 101 10 200314.013 ○ White DALI

101 10 200312.213 101 10 200313.023 101 10 200314.023 ▯ Black DALI

101 10 200312.015 101 10 200313.015 101 10 200314.015 ○ White Bluetooth

101 10 200312.215 101 10 200313.025 101 10 200314.025 ▯ Black Bluetooth

4000K 101 10 200315.011 101 10 200316.011 101 10 200317.011 ○ White Fixed Output

101 10 200315.211 101 10 200316.021 101 10 200317.021 ▯ Black Fixed Output

101 10 200315.013 101 10 200316.013 101 10 200317.013 ○ White DALI

101 10 200315.213 101 10 200316.023 101 10 200317.023 ▯ Black DALI

101 10 200315.015 101 10 200316.015 101 10 200317.015 ○ White Bluetooth

101 10 200315.215 101 10 200316.025 101 10 200317.025 ▯ Black Bluetooth

27W SP - 15° FL - 30° WFL - 60°

2700K 101 10 200318.011 101 10 200319.011 101 10 200320.011 ○ White Fixed Output

101 10 200318.211 101 10 200319.021 101 10 200320.021 ▯ Black Fixed Output

101 10 200318.013 101 10 200319.013 101 10 200320.013 ○ White DALI

101 10 200318.213 101 10 200319.023 101 10 200320.023 ▯ Black DALI

101 10 200318.015 101 10 200319.015 101 10 200320.015 ○ White Bluetooth

101 10 200318.215 101 10 200319.025 101 10 200320.025 ▯ Black Bluetooth

3000K 101 10 200321.011 101 10 200322.011 101 10 200323.011 ○ White Fixed Output

101 10 200321.211 101 10 200322.021 101 10 200323.021 ▯ Black Fixed Output

101 10 200321.013 101 10 200322.013 101 10 200323.013 ○ White DALI

101 10 200321.213 101 10 200322.023 101 10 200323.023 ▯ Black DALI

101 10 200321.015 101 10 200322.015 101 10 200323.015 ○ White Bluetooth

101 10 200321.215 101 10 200322.025 101 10 200323.025 ▯ Black Bluetooth

4000K 101 10 200324.011 101 10 200325.011 101 10 200326.011 ○ White Fixed Output

101 10 200324.211 101 10 200325.021 101 10 200326.021 ▯ Black Fixed Output

101 10 200324.013 101 10 200325.013 101 10 200326.013 ○ White DALI

101 10 200324.213 101 10 200325.023 101 10 200326.023 ▯ Black DALI

101 10 200324.015 101 10 200325.015 101 10 200326.015 ○ White Bluetooth

101 10 200324.215 101 10 200325.025 101 10 200326.025 ▯ Black Bluetooth



Fade Fade  100 Up Suspension
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Fade 

System

Optical Assembly

The Fade range is designed to use indirect light as a soft , 
diffuse lighting technique in order to create more human 
environments. Suspended Uplighters may be used to highlight 
high ceilings or void, lifting the volume of a space.

High pressure die-cast housing from marine grade aluminium and
nano-ceramic pretreatment. INOX fasteners and mounting base. 2 
pole cable to remote driver 24V. IP44.

Axially symmetrical UV stablisied diffused indirect distribution.
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Fade 100² Up Suspension
Type 1

Ceiling suspension luminaire with axially symmetrical indirect flood optics in fixed orientation. Custom rod 
suspension length. High pressure die-cast powdercoated housing, IP44. Remote driver. Active power factor 
correction, current regulation, voltage spike protection.

I

System

Power 2 x 10W

Input 24V-DC

Colour Temperature 2700K / 3000K

CRI Ra80

Chromacity <3 SCDM

Luminous Flux 2 x 650lm

Articulation Fixed

Ingress Protection IP44

2700K 102 10 200100.010 ○ White

102 10 200100.020 ▯ Black

3000K 102 10 200101.010 ○ White

102 10 200101.020 ▯ Black

Control Device No. of Fixtures

981 00 103000.012 CV LED Driver 30W 24V IP20 Phase DIM P1 1 Phase DIM

981 00 103500.003 CV LED Driver 35W 24V DALI 1 DALI

100

47

227

Fa
de

Fade
Page —

 466 Pa
ge

 —
 4

67



Fa
de

Fade
Page —

 468 Pa
ge

 —
 4

69



Fa
de

Fade
Page —

 470 Pa
ge

 —
 4

71





Fade Fade 100 Wall Indirect Uplighter
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Fade 

System

Optical Assembly

The Fade range is designed to use indirect light as a soft , 
diffuse lighting technique in order to create more human 
environments.

High pressure die-cast housing from marine grade aluminium and
nano-ceramic pretreatment. INOX fasteners and mounting base. 2 
pole cable to remote driver 24V. IP65.

Axially symmetrical UV stablisied diffused indirect distribution.
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Fade 100 Up 
Type 1

Surface mounted wall luminaire with axially symmetrical indirect flood optics in fixed orientation. High pressure 
die-cast powdercoated housing, IP65. Remote driver. Active power factor correction, current regulation, voltage 
spike protection.

F

System

Power 10W

Input 24V-DC

Colour Temperature 2700K / 3000K

CRI Ra80

Chromacity <3 SCDM

Luminous Flux 650lm

Articulation Fixed

Ingress Protection IP65

2700K 102 10 500000.010 ○ White

102 10 500000.020 ▯ Black

3000K 102 10 500001.010 ○ White

102 10 500001.020 ▯ Black

Control Device No. of Fixtures

981 00 201600.000 CC-CV LED Driver 16W 24V Fixed Output 1 Fixed Output

981 00 202000.002 CC-CV LED Driver 20W 24V Phase DIM 1 Phase DIM

981 00 103000.012 CV LED Driver 30W 24V IP20 Phase DIM P1 2 Phase DIM

981 00 202000.003 CC-CV LED Driver 20W 24V DALI 1 DALI

981 00 103500.003 CV LED Driver 35W 24V DALI 2 DALI

981 00 406000.001 CV LED Driver 60W 24V IP67 5 Fixed Output
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Fade Fade 100 Down Trimless
Fade 100 Down
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Fade 

System

Optical Assembly

The Fade range is designed to use indirect light as a soft, diffuse 
lighting technique in order to create more human environments. 

High pressure die-cast housing from marine grade aluminium and
nano-ceramic pretreatment. INOX fasteners and mounting base. 2 
pole cable to remote driver 24V. IP65.

Diffused axially symmetrical indirect distribution with anti-glare 
shield.
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Fade 100 Down Trimless
Type 1 

Recessed wall luminaire with axially symmetrical indirect flood optics in fixed orientation. Integrated trimless 
installation kit and fixture in high pressure die-cast powdercoated housing, IP65. Remote driver. Active power 
factor correction, current regulation, voltage spike protection.

E

System

Power 3W

Input 24V-DC

Colour Temperature 2700K / 3000K

CRI Ra80

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP65

2700K 102 10 400000.010 ○ White

3000K 102 10 400001.010 ○ White

Control Device No. of Fixtures

981 00 201600.000 CC-CV LED Driver 16W 24V Fixed Output 5 Fixed Output

981 00 202000.002 CC-CV LED Driver 20W 24V Phase DIM 6 Phase DIM

981 00 103000.012 CV LED Driver 30W 24V IP20 Phase DIM P1 9 Phase DIM

981 00 202000.003 CC-CV LED Driver 20W 24V DALI 6 DALI

981 00 103500.003 CV LED Driver 35W 24V DALI 11 DALI

981 00 406000.001 CV LED Driver 60W 24V IP67 19 Fixed Output
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Fade 100 Down
Type 1 

Surface mounted wall luminaire with axially symmetrical indirect flood optics in 
fixed orientation. High pressure die-cast powdercoated housing, IP65. Remote 
driver. Active power factor correction, current regulation, voltage spike protection.

F

System

Power 3W

Input 24V-DC

Colour Temperature 2700K — 3000K

CRI Ra80

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP65

2700K 102 10 501000.010 ○ White

3000K 102 10 501001.010 ○ White

Control Device No. of Fixtures

981 00 201600.000 CC-CV LED Driver 16W 24V Fixed Output 5 Fixed Output

981 00 202000.002 CC-CV LED Driver 20W 24V Phase DIM 6 Phase DIM

981 00 103000.012 CV LED Driver 30W 24V IP20 Phase DIM P1 9 Phase DIM

981 00 202000.003 CC-CV LED Driver 20W 24V DALI 6 DALI

981 00 103500.003 CV LED Driver 35W 24V DALI 11 DALI

981 00 406000.001 CV LED Driver 60W 24V IP67 19 Fixed Output
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Avenir Avenir 060 Type 1
Avenir 060 Type 2
Avenir 060 Type 3
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Avenir 

System

Optical Assembly

Avenir is designed for the illumination of circulation areas, as a 
recessed wall luminaire for interior applications and wall or floor 
luminaire in external environments.

High pressure die-cast aluminium facade, INOX wall retention and 
cable gland. IP67.

Diffused axially symmetrical distribution

Av
en

irAvenir
Page —

 502 Pa
ge

 —
 5

03



Avenir 060
Type 1

Semi-Recessed wall luminaire with axially symmetrical direct elliptical optics in fixed orientation. High pressure 
die-cast powdercoated housing, IP67. Remote driver. Active power factor correction, current regulation, voltage 
spike protection.

FD

System

Power 3W

Input 24V-DC

Colour Temperature 2700K / 3000K

CRI Ra80

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 52mm Round x 70mm Depth

Ingress Protection IP67

2700K 103 06 500000.010 ○ White

103 06 500000.020 ▯ Black

3000K 103 06 500001.010 ○ White

103 06 500001.020 ▯ Black

Control Device No. of Fixtures

981 00 201600.000 CC-CV LED Driver 16W 24V Fixed Output 5 Fixed Output

981 00 202000.002 CC-CV LED Driver 20W 24V Phase DIM 6 Phase DIM

981 00 103000.012 CV LED Driver 30W 24V IP20 Phase DIM P1 9 Phase DIM

981 00 202000.003 CC-CV LED Driver 20W 24V DALI 6 DALI

981 00 103500.003 CV LED Driver 35W 24V DALI 11 DALI

981 00 406000.001 CV LED Driver 60W 24V IP67 19 Fixed Output

11

51

63

Av
en

irAvenir
Page —

 504 Pa
ge

 —
 5

05



Av
en

irAvenir
Page —

 506 Pa
ge

 —
 5

07



Av
en

irAvenir
Page —

 508 Pa
ge

 —
 5

09



Av
en

irAvenir
Page —

 510 Pa
ge

 —
 5

11



Avenir 060
Type 2

FD

System

Power 3W

Input 24V-DC

Colour Temperature 2700K / 3000K

CRI Ra80

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 52mm Round x 70mm Depth

Ingress Protection IP67

2700K 103 06 500100.010 ○ White

103 06 500100.020 ▯ Black

3000K 103 06 500101.010 ○ White

103 06 500101.020 ▯ Black

Control Device No. of Fixtures

981 00 201600.000 CC-CV LED Driver 16W 24V Fixed Output 5 Fixed Output

981 00 202000.002 CC-CV LED Driver 20W 24V Phase DIM 6 Phase DIM

981 00 103000.012 CV LED Driver 30W 24V IP20 Phase DIM P1 9 Phase DIM

981 00 202000.003 CC-CV LED Driver 20W 24V DALI 6 DALI

981 00 103500.003 CV LED Driver 35W 24V DALI 11 DALI

981 00 406000.001 CV LED Driver 60W 24V IP67 19 Fixed Output

Semi-Recessed wall luminaire with axially symmetrical direct elliptical optics in fixed orientation. High pressure 
die-cast powdercoated housing, IP67. Remote driver. Active power factor correction, current regulation, voltage 
spike protection.
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Avenir 060
Type 3

FD

System

Power 3W

Input 24V-DC

Colour Temperature 2700K — 3000K

CRI Ra80

Chromacity <3 SCDM

Articulation Fixed

Cut-Out 52mm Round x 70mm Depth

Ingress Protection IP67

2700K 103 06 500200.010 ○ White

103 06 500200.020 ▯ Black

3000K 103 06 500201.010 ○ White

103 06 500201.020 ▯ Black

Control Device No. of Fixtures

981 00 201600.000 CC-CV LED Driver 16W 24V Fixed Output 5 Fixed Output

981 00 202000.002 CC-CV LED Driver 20W 24V Phase DIM 6 Phase DIM

981 00 103000.012 CV LED Driver 30W 24V IP20 Phase DIM P1 9 Phase DIM

981 00 202000.003 CC-CV LED Driver 20W 24V DALI 6 DALI

981 00 103500.003 CV LED Driver 35W 24V DALI 11 DALI

981 00 406000.001 CV LED Driver 60W 24V IP67 19 Fixed Output

Semi-Recessed wall luminaire with axially symmetrical direct elliptical optics in fixed orientation. High pressure 
die-cast powdercoated housing, IP67. Remote driver. Active power factor correction, current regulation, voltage 
spike protection.
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Planar Planar 170 Type 1
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Planar

System

Optical Assembly

Surface mounted wash luminaire with rotationally symmetrical 
indirect optics in fixed orientation. 

High pressure die-cast housing from Marine Grade Aluminium base 
material, Nano-Ceramic pre-treatment prior to powdercoating, IP65. 
Remote driver. Active power factor correction, current regulation, 
voltage spike protection.

Indirect rotationally symmetrically diffused optics for illumination of 
architectural planes.
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Planar 170
Type 1

Surface mounted ceiling surface washer with rotationally symmetrical indirect distribution to deliver a soft wash 
along ceiling or wall surfaces. High pressure die-cast housing from marine grade aluminium base material and 
nano-ceramic pre-treatment. IP65. Remote driver. Active power factor correction, current regulation, voltage spike 
protection.

FD

System

Power 8W

Input 24V-DC

Colour Temperature 2700K / 3000K

CRI Ra80

Chromacity <3 SCDM

Articulation Fixed

Ingress Protection IP65

2700K 103 06 500000.010 ○ White

3000K 103 06 500001.010 ○ White

Control Device No. of Fixtures

981 00 202000.002 CC-CV LED Driver 20W 24V Phase DIM 2 Phase DIM

981 00 103000.012 CV LED Driver 30W 24V IP20 Phase DIM P1 3 Phase DIM

981 00 202000.003 CC-CV LED Driver 20W 24V DALI 2 DALI

981 00 103500.003 CV LED Driver 35W 24V DALI 3 DALI

981 00 406000.001 CV LED Driver 60W 24V IP67 7 Fixed Output
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A balanced union of form and function




